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1. Duty Cycle

1.1 Test Result

Channel Duty Cycle
Test Mode Frequency(M| TX Type ANT No. T_on (Ms) Period (ms) |Duty Cycle (%) Correction
Hz) Factor (dB)
2412 SISO 1 12.367 12.500 98.94 0.05
802.11b 2437 SISO 1 12.367 12.517 98.80 0.05
2462 SISO 1 12.367 12.516 98.81 0.05
2412 SISO 1 2.004 2.116 94.71 0.24
802.11g 2437 SISO 1 2.003 2.143 93.47 0.29
2462 SISO 1 2.004 2.169 92.39 0.34
2412 SISO 1 1.863 1.994 93.43 0.30
802.11n(HT20) 2437 SISO 1 1.920 2.009 95.57 0.20
2462 SISO 1 1.864 2.030 91.82 0.37
2422 SISO 1 0.944 1.088 86.76 0.62
802.11n(HT40) 2437 SISO 1 0.945 1.071 88.24 0.54
2452 SISO 1 0.944 1.115 84.66 0.72

1.2 Test Graph
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2. Bandwidth
2.1 Test Result
Frequency 6dB Bandwidth .
Test Mode (MH?2) TX Type ANT No. Test Result (MH2) Limits (MH2) Verdict
2412 SISO 1 10.086 20.5 PASS
802.11b 2437 SISO 1 9.604 20.5 PASS
2462 SISO 1 10.072 20.5 PASS
2412 SISO 1 16.421 20.5 PASS
802.11g 2437 SISO 1 16.399 =0.5 PASS
2462 SISO 1 16.421 20.5 PASS
2412 SISO 1 17.633 20.5 PASS
802.11n(HT20) 2437 SISO 1 17.614 20.5 PASS
2462 SISO 1 17.639 =0.5 PASS
2422 SISO 1 35.733 =0.5 PASS
802.11n(HT40) 2437 SISO 1 35.577 20.5 PASS
2452 SISO 1 35.764 20.5 PASS
Frequency 99% Occupied Bandwidth
Test Mode (MH?2) TX Type ANT No. Test Result (MH2)
802.11b 2412 SISO 1 15.068 | Only for Report Use
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2437 SISO 1 15.070 Only for Report Use

2462 SISO 1 15.058 Only for Report Use

2412 SISO 1 16.937 Only for Report Use

802.11g 2437 SISO 1 16.920 Only for Report Use
2462 SISO 1 16.991 Only for Report Use

2412 SISO 1 18.060 Only for Report Use

802.11n(HT20) 2437 SISO 1 18.012 Only for Report Use
2462 SISO 1 18.009 Only for Report Use

2422 SISO 1 36.586 Only for Report Use

802.11n(HT40) 2437 SISO 1 36.488 Only for Report Use
2452 SISO 1 36.633 Only for Report Use

2.2 Test Graph - 6dB Bandwidth
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3. Maximum Conducted Output Power

3.1 Test Result

Frequency Measured Peak Output o '

Test Mode Tx Type Power (dBm) Limits (dBm) Verdict
(MH2) Ant 1

2412 SISO 14.63 30 PASS

802.11b 2437 SISO 15.13 30 PASS

2462 SISO 14.95 30 PASS

2412 SISO 15.01 30 PASS

802.11g 2437 SISO 15.59 30 PASS

2462 SISO 16.05 30 PASS

2412 SISO 15.13 30 PASS

802.11n(HT20) 2437 SISO 15.78 30 PASS

2462 SISO 16.03 30 PASS

2422 SISO 15.07 30 PASS

802.11n(HT40) 2437 SISO 15.13 30 PASS

2452 SISO 15.29 30 PASS

3.2 Test Graph

Maximum Conducted Output Power NTNV_802.11b_SISO_2412MHz_ANT1

ANT=1 (SISO}
RBW=1MHz
VBW=3MHz
Detector=Peak
Trace=MAX Hold
Sweep Point=1001
Sweep Time=1ms
_10 S
B o e e e e T e B
£
om
el 1 Power: 14.63 dBm
= S CHP BW: 10.086 MHz
>
[}]
-1 ) MU S S S U S A SO SO S S SO
-50
_60 S
B R e e T
| | | | | i | —— Trace
-80 T T T T T T T T T
2404.436 2419.564

Frequency (MHz)

m lnspectlon&Tes mg Serwces

1] NO.588 West Jindu Road,Songjiang District,Shanghai,China 201612

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx.
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reflects the Company’s findings at the time of its intervention only and within the limits of
Client’s instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rights and obligations under the transaction documents. This document cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,

or email: CN.Doccheck@sgs.com

1(86-21) 61915666 f(86-21)61915678  www.sgsgroup.com.cn
(86-21) 61915666 f(86-21)61915678 e sgs.china@sgs.com

hE - b IR E ARG8T B4 201612
]
Member of the SGS Group (SGS SA)




SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.

Level (dBm)

Maximum Conducted Output Power NTNV_802.11b_SISO_2437MHz_ANT1

ANT=1 (SISO)
RBW=1MHz
VBW=3MHz
Detector=Peak
Trace=MAX Hold
Sweep Point=1001
Sweep Time=1ms

Power: 15.13 dBm
CHP BW: 10.086 MHz.

Level (dBm)

_60 .
_70 -
| | | | | | | | | — Trace
-80 T T T T T T T T T
2429.797 2444203
Frequency (MHz)
Maximum Conducted Output Power NTNV_802.11b_SISO_2462MHz_ANT1
=L i ] ] ] ] ] ] ] ] ANT=1(SISO)
| | | | | | | | | RBW=1MHz
VBW=3MHz

—60 -

-70 4

Detector=Peak
Trace=MAX Hold
Sweep Point=1001
Sweep Time=1ms

Power: 14.95 dBm
CHP BW: 10.086 MHz.

—— Trace

-80

2454 446 2469.554

Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx.
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reﬂects the Company's findings at the time of its intervention only and within the limits of
Client’s instructions, if any. The Cc y's sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rlghts and obligations under the transaction documents. This document cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

111 NO.588 West Jindu Road,Songjiang District,Shanghai,China 201612 1(86-21) 61915666 f(86-21)61915678  www.sgsgroup.com.cn

hE - b - IR EHHERE8S iB%: 201612 1(86-21)61915666 1(86-21)61915678 e sgs.china@sgs.com
|

Member of the SGS Group (SGS SA)




SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.

Level (dBm)

-10 4

-30 4

40

=50 -

—60 -

—-70 4

-80

Maximum Conducted Output Power NTNV_802.11g_SISO_2412MHz_ANT1

ANT=1 (SISO)
RBW=1MHz
VBW=3MHz
Detector=Peak
Trace=MAX Hold
Sweep Point=1001
Sweep Time=1ms

Power: 15.01 dBm
CHP BW: 16.421 MHz.

—— Trace

2399.684 2424316

Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx.
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reﬂects the Company's findings at the time of its intervention only and within the limits of
Client’s instructions, if any. The Cc y's sole ri ibility is to its Cllent and this documem does not exonerate parties to a
transaction from exercising all their rlghts and obllga!lons under the tr do t his dc t cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

111 NO.588 West Jindu Road,Songjiang District,Shanghai,China 201612 1(86-21) 61915666 f(86-21)61915678  www.sgsgroup.com.cn

hE - b - IR EHHERE8S iB%: 201612 1(86-21)61915666 1(86-21)61915678 e sgs.china@sgs.com
|

Member of the SGS Group (SGS SA)




SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.

Level (dBm)

Maximum Conducted Output Power NTNV_802.11g_SISO_2437MHz_ANT1

ANT=1 (SISO)
| | RBW=1MHz

PP SR AT e She | VBW=3MHz

Detector=Peak

Trace=MAX Hold

Sweep Point=1001

Sweep Time=1ms

Power: 15.59 dBm
CHP BW: 16.421 MHz.

Level (dBm)

_70 .
_80 -
| | | | | | | | | — Trace
-90 T T T T T T T T T
2424.701 2449.299
Frequency (MHz)
Maximum Conducted Output Power NTNV_802.11g_SISO_2462MHz_ANT1
T T T T T T T T T ANT=1 (SISO)
RBW=1MHz
VBW=3MHz

—60 -

-70 4

Detector=Peak
Trace=MAX Hold
Sweep Point=1001
Sweep Time=1ms

Power: 16.05 dBm
CHP BW: 16.421 MHz.

—— Trace

-80

2449.684 2474 316

Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx.
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reﬂects the Company's findings at the time of its intervention only and within the limits of
Client’s instructions, if any. The Cc y's sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rlghts and obligations under the transaction documents. This document cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

111 NO.588 West Jindu Road,Songjiang District,Shanghai,China 201612 1(86-21) 61915666 f(86-21)61915678  www.sgsgroup.com.cn

hE - b - IR EHHERE8S iB%: 201612 1(86-21)61915666 1(86-21)61915678 e sgs.china@sgs.com
|

Member of the SGS Group (SGS SA)




SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.

Level (dBm)

-50 4

-60 -

-70 4

-80 4

-90

Maximum Conducted Output Power NTNV_802.11n(HT20)_SISO_2412MHz_ANT1

ANT=1 (SISO)
RBW=1MHz
VBW=3MHz
Detector=Peak
Trace=MAX Hold
Sweep Point=1001
Sweep Time=1ms

Power. 15.13 dBm
CHP BW: 17.633 MHz.

—— Trace

2398.775 2425.225

Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx.
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reﬂects the Company's findings at the time of its intervention only and within the limits of
Client’s instructions, if any. The Cc y's sole ri ibility is to its Cllent and this documem does not exonerate parties to a
transaction from exercising all their rlghts and obllga!lons under the tr do t his dc t cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

111 NO.588 West Jindu Road,Songjiang District,Shanghai,China 201612 1(86-21) 61915666 f(86-21)61915678  www.sgsgroup.com.cn

hE - b - IR EHHERE8S iB%: 201612 1(86-21)61915666 1(86-21)61915678 e sgs.china@sgs.com
|

Member of the SGS Group (SGS SA)




SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.

Level (dBm)

Maximum Conducted Output Power NTNV_802.11n(HT20)_SISO_2437MHz_ANT1

ANT=1 (SISO)
RBW=1MHz
VBW=3MHz
Detector=Peak
Trace=MAX Hold
Sweep Point=1001
Sweep Time=1ms

I\| Power. 15.78 dBm
CHP BW: 17 633 MHz

| | a a | a a | | — Trace

Level (dBm)

-80 T T T T T T T T T
2423.79 2450.21
Frequency (MHz)
Maximum Conducted Output Power NTNV_802.11n(HT20)_SISO_2462MHz_ANT1
2 T ] ] ] ] ] ] ] ] ANT=1 (S150)
| | | | | | | | | RBW=1MHz
VBW=3MHz

—60 -

-70 4

Detector=Peak
Trace=MAX Hold
Sweep Point=1001
Sweep Time=1ms

|| Power: 16.03 dBm
CHP BW: 17.632 MHz

—— Trace

-80

2448.771 2475.229

Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx.
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reﬂects the Company's findings at the time of its intervention only and within the limits of
Client’s instructions, if any. The Cc y's sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rlghts and obligations under the transaction documents. This document cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

111 NO.588 West Jindu Road,Songjiang District,Shanghai,China 201612 1(86-21) 61915666 f(86-21)61915678  www.sgsgroup.com.cn

hE - b - IR EHHERE8S iB%: 201612 1(86-21)61915666 1(86-21)61915678 e sgs.china@sgs.com
|

Member of the SGS Group (SGS SA)




SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.

Level (dBm)

-90

Maximum Conducted Output Power NTNV_802.11n(HT40)_SISO_2422MHz_ANT1

ANT=1 (SISO)
RBW=1MHz
VBW=3MHz
Detector=Peak
Trace=MAX Hold
Sweep Point=1001
Sweep Time=1ms

Power: 15.07 dBm
| CHP BW: 35.733 MHz

—— Trace

2395.2 2448.8

Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx.
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reﬂects the Company's findings at the time of its intervention only and within the limits of
Client’s instructions, if any. The Cc y's sole ri ibility is to its Cllent and this documem does not exonerate parties to a
transaction from exercising all their rlghts and obllga!lons under the tr do t his dc t cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

111 NO.588 West Jindu Road,Songjiang District,Shanghai,China 201612 1(86-21) 61915666 f(86-21)61915678  www.sgsgroup.com.cn

hE - b - IR EHHERE8S iB%: 201612 1(86-21)61915666 1(86-21)61915678 e sgs.china@sgs.com
|

Member of the SGS Group (SGS SA)




SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.

Level (dBm)

Maximum Conducted Output Power NTNV_802.11n(HT40)_SISO_2437MHz_ANT1

ANT=1 (SISO)
RBW=1MHz
VBW=3MHz
Detector=Peak
Trace=MAX Hold
Sweep Point=1001
Sweep Time=1ms

Power: 15.13 dBm
CHP BW: 35.733 MHz.

Level (dBm)

_70 .
_80 -
| | | | | | | | | — Trace
-90 T T T T T T T T T
2410.317 2463.683
Frequency (MHz)
Maximum Conducted Output Power NTNV_802.11n(HT40)_SISO_2452MHz_ANT1
10 ; 5 5 5 5 ; 5 ; ; ANT=1 (51S0)
| | | | | | | | | RBW=1MHz
VBW=3MHz

—-70 4

-80 -

Detector=Peak
Trace=MAX Hold
Sweep Point=1001
Sweep Time=1ms

il
I HM’I‘N" || Power: 15.29 dBm
CHP BW: 35.764 MHz

—— Trace

-90

2425177 2478.823

Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx.
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reﬂects the Company's findings at the time of its intervention only and within the limits of
Client’s instructions, if any. The Cc y's sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rlghts and obligations under the transaction documents. This document cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

111 NO.588 West Jindu Road,Songjiang District,Shanghai,China 201612 1(86-21) 61915666 f(86-21)61915678  www.sgsgroup.com.cn

hE - b - IR EHHERE8S iB%: 201612 1(86-21)61915666 1(86-21)61915678 e sgs.china@sgs.com
|

Member of the SGS Group (SGS SA)




SGS

SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.

4. Maximum Power Spectral Density (PSD)

4.1 Test Result

Maximum Power
Frequenc Spectral Densi Limits .
Test Mode (|3|HZ) y TX Type p(dBm/3KHz)ty (dBm/3kHz) Verdict
Ant 1
2412 SISO -10.58 <8 PASS
802.11b 2437 SISO -10.50 <8 PASS
2462 SISO -10.97 <8 PASS
2412 SISO -18.07 <8 PASS
802.11g 2437 SISO -17.10 <8 PASS
2462 SISO -16.85 <8 PASS
2412 SISO -18.07 <8 PASS
802.11n(HT20) 2437 SISO -16.75 <8 PASS
2462 SISO -17.30 <8 PASS
2422 SISO -19.11 <8 PASS
802.11n(HT40) 2437 SISO -20.96 <8 PASS
2452 SISO -19.83 <8 PASS

4.2 Test Graph
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5. Unwanted Emissions in Non-restricted Frequency Bands

5.1 Test Result

Frequency Spurious Conducted I .
Test Mode (MHz) TX Type ANT No. Emission (dBm) Limits (dBm) Verdict
2412 SISO 1 Refer to test graph -16.34 PASS
802.11b 2437 SISO 1 Refer to test graph -16.34 PASS
2462 SISO 1 Refer to test graph -16.34 PASS
2412 SISO 1 Refer to test graph -22.67 PASS
802.11g 2437 SISO 1 Refer to test graph -22.67 PASS
2462 SISO 1 Refer to test graph -22.67 PASS
2412 SISO 1 Refer to test graph -22.83 PASS
802.11n(HT20) 2437 SISO 1 Refer to test graph -22.83 PASS
2462 SISO 1 Refer to test graph -22.83 PASS
2422 SISO 1 Refer to test graph -26.12 PASS
802.11n(HT40) 2437 SISO 1 Refer to test graph -26.12 PASS
2452 SISO 1 Refer to test graph -26.12 PASS
5.2 Test Graph
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