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Appendix A for SHCR220200034901
1. Duty Cycle
1.1 Ant1
1.1.1 Test Result
Ant1
Mode X Frequency T_on Period Duty Cycle Duty Cycle Max. DC
Type (MHz) (ms) (ms) (%) Correction Factor (dB) Variation (%)
2412 16.413 16.446 99.80 0.01 0.00
802.11b SISO 2437 16.413 16.450 99.78 0.01 0.00
2462 16.413 16.447 99.79 0.01 0.00
2412 2.728 2.767 98.59 0.06 0.04
802.11g SISO 2437 2.728 2.766 98.63 0.06 0.00
2462 2.727 2.766 98.59 0.06 0.04
802.11n 2412 2.535 2.574 98.48 0.07 0.07
(HT'20) SISO 2437 2.536 2.574 98.52 0.06 0.04
2462 2.536 2.574 98.52 0.06 0.00
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1.1.2 Test Graph
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2. Bandwidth
2.1 OBW

2.1.1 Test Result

X Frequency Ant 99% Occupied Bandwidth (MHz)

Mode Type (MHz) Result Verdict

2412 11.418 Pass

802.11b SISO 2437 11.423 Pass

2462 11.415 Pass

2412 17.211 Pass

802.11g SISO 2437 17.261 Pass

2462 17.223 Pass

2412 18.108 Pass

802.11n SISO 2437 18.086 Pass

(HT20)

Alalalalalalala—a

2462 18.086 Pass
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2.1.2 Test Graph
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2.2.1 Test Result
X Frequency 6dB Bandwidth (MHz) .
Mode Type (MHz) Ant Result Limit Verdict
2412 1 9.157 >=0.5 Pass
802.11b SISO 2437 1 9.146 >=0.5 Pass
2462 1 9.151 >=0.5 Pass
2412 1 16.436 >=0.5 Pass
802.11g SISO 2437 1 16.459 >=0.5 Pass
2462 1 16.445 >=0.5 Pass
802.11n 2412 1 17.655 >=0.5 Pass
(H'I;20) SISO 2437 1 17.657 >=0.5 Pass
2462 1 17.651 >=0.5 Pass
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3. Maximum Conducted Output Power
3.1 Power
3.1.1 Test Result
X Frequency Maximum Average Conducted Output Power (dBm) .
Mode Type (MHz) Ant1 Limit Verdict
2412 15.96 <=30 Pass
802.11b SISO 2437 15.67 <=30 Pass
2462 15.19 <=30 Pass
2412 15.18 <=30 Pass
802.11g SISO 2437 14.58 <=30 Pass
2462 14.54 <=30 Pass
2412 15.17 <=30 Pass
3&2&(1);1 SISO 2437 15.30 <=30 Pass
2462 15.00 <=30 Pass
Note1: Antenna Gain: Ant1: 2.34dBi;

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reflects the Company’s findings at the time of its intervention only and within the limits of
Client’s instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rights and obligations under the transaction documents. This document cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

Ahal) Co. Lid | NO.588 West Jindu Road,Songjiang District,Shanghai,China 201612 1(86-21)61915666 f(86-21)61915678  www.sgsgroup.com.cn

Testng atilliked hE - L - NIREEHAERSEES B%: 201612 (86-21)61915666  f(86-21)61915678 € sgs.china@sgs.com
I

Member of the SGS Group (SGS SA)



3.1.2 Test Graph
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4. Maximum Power Spectral Density
4.1 PSD
4.1.1 Test Result
X Frequency Maximum PSD (dBm/3kHz) .
Mode Type (MHz) Ant1 Limit Verdict
2412 -6.21 <=8 Pass
802.11b SISO 2437 -5.88 <=8 Pass
2462 -7.04 <=8 Pass
2412 -9.21 <=8 Pass
802.11g SISO 2437 -10.38 <=8 Pass
2462 -10.54 <=8 Pass
2412 -10.15 <=8 Pass
3&2&(1);1 SISO 2437 -10.09 <=8 Pass
2462 -10.43 <=8 Pass
Note1: Antenna Gain: Ant1: 2.34dBi;
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5. Unwanted Emissions In Non-restricted Frequency Bands

5.1 Ref

5.1.1 Test Result

X Frequenc Level of Reference
Mode Type (MHz) Y Ant (dBm)
2412 1
802.11b SISO 2437 1 6.65
2462 1 6.34
2412 1
802.11g SISO 2437 1 3.06
2462 1 2.94
2412 1 3.56
‘iOHzT';g;‘ SISO 2437 1
2462 1 3.57
Note1: Refer to FCC Part 15.247 (d) and ANSI C63.10-2013, the channel contains the maximum PSD level was used to
establish the reference level.
Note2: RBW = 1MHz was used during the pre-test. The final test will be performed at RBW=100kHz while the margin is
less than 3dB.
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5.1.2 Test Graph
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5.2 CSE
5.2.1 Test Result
X Frequency Level of Reference Limit .
Mode Type (MHz) Ant (dBm) (dBm) Verdict
2412 1 7.08 -22.92 Pass
802.11b SISO 2437 1 7.08 -22.92 Pass
2462 1 7.08 -22.92 Pass
2412 1 3.70 -26.30 Pass
802.11g SISO 2437 1 3.70 -26.30 Pass
2462 1 3.70 -26.30 Pass
802.11n 2412 1 3.84 -26.16 Pass
(HTQO) SISO 2437 1 3.84 -26.16 Pass
2462 1 3.84 -26.16 Pass
Note1: Refer to FCC Part 15.247 (d) and ANSI C63.10-2013, the channel contains the maximum PSD level was used to
establish the reference level.
Note2: RBW = 1MHz was used during the pre-test. The final test will be performed at RBW=100kHz while the margin is
less than 3dB.
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SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
Page: 32 of 39

802.11b_LCH_2412MHz_Ant1 (SISO)_NTNV

Ant: Ant1 (SISO)
Start: 2.31 GHz

Stop: 2.432 GHz

| RBW: 100 kHz
VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
~-| SweepPoint: 10001
SweepTime: 12 ms
Sweep: Continue

=
£
s3] Limit=-22.92 dBm
) Maker:
= | 1.2399 987 MHz
Q -37.40 dBm
)
4
— Trace
! ! ! ! ! ! ! ! — Limit
-80 T T T T T T T T T
2310.0 2432.0

Frequency (MHz)

802.11b_LCH_2412MHz_Ant1 (SISO) NTNV

Ant: Ant1 (SISO)
Start: 30 MHz

Stop: 25 GHz

--| RBW: 100 kHz

VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
--| SweepPoint: 30001
SweepTime: 2.39 s
Sweep: Continue

Limit=-22.92 dBm

Maker:

1. 2411.306 MHz
5.43 dBm

2. 24925.922 MHz
-32.23 dBm

Level (dBm)

—— Trace
— Limit

30.0 ' 25000.0
Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reflects the Company’s findings at the time of its intervention only and within the limits of
Client’s instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rights and obligations under the transaction documents. This document cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

§65-CSTON 55 [cal ServiessSiainal Co, Lid | NO.588 West Jindu Road,Songjiang District,Shanghai,China 201612 1(86-21) 61915666 f(86-21)61915678  www.sgsgroup.com.cn
N

HE - L - IR EEFEHEE88S R4 201612 1(86-21) 61915666 (86-21)61915678 € sgs.china@sgs.com
I
Member of the SGS Group (SGS SA)




SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
Page: 33 of 39

802.11b_MCH_2437MHz_Ant1 (SISO) NTNV

Ant: Ant1 (SISO)
Start: 30 MHz

Stop: 25 GHz

| RBW: 100 kHz

VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
--| SweepPoint: 30001
SweepTime: 2.39 s
Sweep: Continue

Limit=-22.92 dBm
Maker:
1.2437.108 MHz

4.72 dBm
2.24919.264 MHz

-31.05 dBm

Level (dBm)

— Trace
— Limit

30.0 ' 25000.0
Frequency (MHz)

802.11b_HCH_2462MHz_Ant1 (SISO) NTNV

Ant: Ant1 (SISO)
Start: 2.442 GHz
Stop: 2.5 GHz

| RBW: 100 kHz

VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
--| SweepPoint: 10001
SweepTime: 6 ms
Sweep: Continue

—
£
o Limit=-22.92 dBm
) | Maker:
= 1. 2483.528 MHz
Q -49.89 dBm
9]
p
— Trace
3 3 3 3 3 3 3 3 — Limit
-80 r . r r r r r r r
24420 2500.0

Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reflects the Company’s findings at the time of its intervention only and within the limits of
Client’s instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rights and obligations under the transaction documents. This document cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

Ahal) Co. Lid | NO.588 West Jindu Road,Songjiang District,Shanghai,China 201612 1(86-21)61915666 f(86-21)61915678  www.sgsgroup.com.cn

HE - L - IR EEFEHEE88S R4 201612 1(86-21) 61915666 (86-21)61915678 € sgs.china@sgs.com
I
Member of the SGS Group (SGS SA)




SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
Page: 34 of 39

802.11b_HCH_2462MHz_Ant1 (SISO)_NTNV

20 Ant: Ant1 (SISO)
Start: 30 MHz
Stop: 25 GHz
104 | RBW: 100 kHz
VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
[ SweepPoint: 30001
SweepTime: 2.39 s
Sweep: Continue
-10
—~ 20 4
= Limit=-22 92 dBm
[sa) Maker.
o 1. 2463.743 MHz
= 301 533 dBm
4 2. 24972.533 MHz
[h) -37.33 dBm
— 40
04 }
60 14 4
— Trace
— Limit
-80 T T T T T T T T T
30.0 25000.0

Frequency (MHz)

802.11g_LCH_2412MHz_Ant1 (SISO) _NTNV

Ant: Ant1 (SISO)
Start: 2.31 GHz

Stop: 2.432 GHz

-| RBW: 100 kHz.

VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
SweepPoint: 10001
SweepTime: 12 ms
Sweep: Continue

_
£
m Limit=-26.3 dBm
T | Maker:
= 1.2399.731 MHz.
Q -29.28 dBm
[}
|

— Trace

— Limit

2310.0 2432.0

Frequency (MHz)

O SenOSS

SGSV,TL \ ‘5. }”mw R8pafhai) Co., Lid,

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents.
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-an -Conditions/Terms-e-Document.as
Attention is drawn to the limitation of liability, indemnification and Junsdlcnon issues defined therein. Any holder of this document |s
advised that information contained hereon reflects the Company’s findings at the time of its intervention only and within the limits of
Client's instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rights and obligations under the transaction documents. This document cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, for?ery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

NO.588 West Jindu Road, Songjiang District,Shanghai,China 201612 1(86-21)61915666 f(86-21)61915678  www.sgsgroup.com.cn

HE - L - IR EEFEHEE88S R4 201612 1(86-21) 61915666 (86-21)61915678 € sgs.china@sgs.com
I
Member of the SGS Group (SGS SA)




SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
Page: 35 of 39

802.11g_LCH_2412MHz_Ant1 (SISO) NTNV

Ant: Ant1 (SISO)
Start: 30 MHz

Stop: 25 GHz

-| RBW: 100 kHz.

VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
SweepPoint: 30001
SweepTime: 2.39 s
Sweep: Continue

Limit=-26.3 dBm

Maker:

1. 2407 .976 MHz
0.75 dBm

2.24970.036 MHz
-32.08 dBm

Level (dBm)

— Trace
— Limit

30.0 ' 25000.0
Frequency (MHz)

802.11g_MCH_2437MHz_Ant1 (SISO) NTNV

Ant: Ant1 (SISO)
Start: 30 MHz

Stop: 25 GHz

-| RBW: 100 kHz.

VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
SweepPoint: 30001
SweepTime: 2.39 s
Sweep: Continue

Limit=-26.3 dBm

Maker:

1. 2432.946 MHz
0.92 dBm

2.24984.186 MHz
-31.36 dBm

Level (dBm)

—— Trace
—— Limit

30.0 I 25000.0
Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic formatdocuments.
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-an -Conditions/Terms-e-Document.as

Attention is drawn to the limitation of liability, indemnification and Junsdlchon issues defined therein. Any holder of this document |s
advised that information contained hereon reflects the Company’s findings at the time of its intervention only and within the limits of
Client's instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rights and obligations under the transaction documents. This document cannot be reproduced

e £ e except in full, without prior written approval of the Company. Any unauthorized alteration, for?ery or falsification of the content or
g% : appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
% Inspection & Testing Services results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.
Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com
1] NO.588 West Jindu Road,Songjiang District, Shanghai,China 201612 1(86-21)61915666 f(86-21)61915678  www.sgsgroup.com.cn

HE - L - IR EEFEHEE88S R4 201612 1(86-21) 61915666 (86-21)61915678 € sgs.china@sgs.com
I
Member of the SGS Group (SGS SA)



SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
Page: 36 of 39

802.11g_HCH_2462MHz_Ant1 (SISO)_NTNV

Ant: Ant1 (SISO)
Start: 2.442 GHz
Stop: 2.5 GHz

| RBW: 100 kHz

VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
--| SweepPoint: 10001
SweepTime: 6 ms
Sweep: Continue

—
£
m Limit=-26.3 dBm
E | Maker:
—_ 1. 2483.638 MHz
4 -43.67 dBm
[}
|
| — Trace
| | | | | | | | — Limit
-80 T T T T T T T T T
2442.0 2500.0

Frequency (MHz)

802.11g_HCH_2462MHz_Ant1 (SISO) NTNV

Ant: Ant1 (SISO)
Start: 30 MHz

Stop: 25 GHz

| RBW: 100 kHz

VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
--| SweepPoint: 30001
SweepTime: 2.39 s
Sweep: Continue

Limit=-26.3 dBm
Maker:
1. 2455.419 MHz
2.81dBm
2.24899.288 MHz
-31.49 dBm

Level (dBm)

—— Trace
—— Limit

30.0 I 25000.0
Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reflects the Company’s findings at the time of its intervention only and within the limits of
Client’s instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rights and obligations under the transaction documents. This document cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

Ahal) Co. Lid | NO.588 West Jindu Road,Songjiang District,Shanghai,China 201612 1(86-21)61915666 f(86-21)61915678  www.sgsgroup.com.cn

HE - L - IR EEFEHEE88S R4 201612 1(86-21) 61915666 (86-21)61915678 € sgs.china@sgs.com
I
Member of the SGS Group (SGS SA)




SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
Page: 37 of 39

802.11n(HT20)_LCH_2412MHz_Ant1 (SISO) NTNV

20 Ant: Ant1 (SISO)
Start: 2.31 GHz
Stop: 2.432 GHz
10 4 -| RBW: 100 kHz
VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
0+ --| SweepPoint: 10001
SweepTime: 12 ms
Sweep: Continue
-10
—~ 20 4
=
m Limit=-26.16 dBm
o Maker:
= 301 7| 1. 2399.536 MHz
4 -27.75 dBm
5
-40 1
60 -
70 4
— Trace
| | | | | | | | — Limit
-80 T T T T T T T T T
2310.0 24320

Frequency (MHz)

802.11n(HT20)_LCH_2412MHz_Ant1 (SISO) NTNV

Ant: Ant1 (SISO)
Start: 30 MHz

Stop: 25 GHz

| RBW: 100 kHz

VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
--| SweepPoint: 30001
SweepTime: 2.39 s
Sweep: Continue

Limit=-26.16 dBm
Maker:
1. 2405.479 MHz
0.44 dBm
2.24970.036 MHz
-31.60 dBm

Level (dBm)

—— Trace
—— Limit

30.0 I 25000.0
Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reflects the Company’s findings at the time of its intervention only and within the limits of
Client’s instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rights and obligations under the transaction documents. This document cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

SCS-COTONGars Techicel SendeeS e (0. 1) NO.588 West Jindu Road, Songjiang District, Shanghai,China 201612 1(86-21) 61915666 f(86-21)61915678  www.sgsgroup.com.cn

i

Testing Center EMSescalt HE . b o IR ST R4 201612 1(86-21)61915666 (86-21)61915678 e sgs.china@sgs.com
|

Member of the SGS Group (SGS SA)




SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
Page: 38 of 39

802.11n(HT20)_MCH_2437MHz_Ant1 (SISO) NTNV

Ant: Ant1 (SISO)
Start: 30 MHz

Stop: 25 GHz

| RBW: 100 kHz

VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
--| SweepPoint: 30001
SweepTime: 2.39 s
Sweep: Continue

Limit=-26.16 dBm
Maker:
1. 2440.437 MHz
0.80 dBm
2.24965.874 MHz
-30.53 dBm

Level (dBm)

— Trace
— Limit

30.0 ' 25000.0
Frequency (MHz)

802.11n(HT20) HCH_2462MHz_Ant1 (SISO) _NTNV

Ant: Ant1 (SISO)
Start: 2.442 GHz
Stop: 2.5 GHz

| RBW: 100 kHz

VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
--| SweepPoint: 10001
SweepTime: 6 ms
Sweep: Continue

=
£
o Limit=-26.16 dBm
= | Maker:
= 1.2484.833 MHz
Q -39.60 dBm
[}
4
— Trace
| | | | | | | | — Limit
-80 r . r r r r r r r
24420 25000

Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reflects the Company’s findings at the time of its intervention only and within the limits of
Client’s instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rights and obligations under the transaction documents. This document cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

Ahal) Co. Lid | NO.588 West Jindu Road,Songjiang District,Shanghai,China 201612 1(86-21)61915666 f(86-21)61915678  www.sgsgroup.com.cn

HE - L - IR EEFEHEE88S R4 201612 1(86-21) 61915666 (86-21)61915678 € sgs.china@sgs.com
I
Member of the SGS Group (SGS SA)




SGS-CSTC Standards Technical Services (Shanghai) Co., Ltd.
Page: 39 of 39

802.11n(HT20) HCH_2462MHz_Ant1 (SISO) NTNV

Ant: Ant1 (SISO)
Start: 30 MHz

Stop: 25 GHz

| RBW: 100 kHz

VBW: 300 kHz
Detector: Peak
TraceType: MAX Hold
--| SweepPoint: 30001
SweepTime: 2.39 s
Sweep: Continue

Limit=-26.16 dBm
Maker:
1.2470.401 MHz

0.24 dBm
2.24980.024 MHz

-30.94 dBm

Level (dBm)

— Trace
— Limit

30.0 ' 25000.0
Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reflects the Company’s findings at the time of its intervention only and within the limits of
Client’s instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rights and obligations under the transaction documents. This document cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

1h)) Co, Lid ] NO.588 West Jindu Road,Songjiang District,Shanghai,China 201612 1(86-21)61915666 f(86-21)61915678  www.sgsgroup.com.cn

HE - L - IR EEFEHEE88S R4 201612 1(86-21) 61915666 (86-21)61915678 € sgs.china@sgs.com
I
Member of the SGS Group (SGS SA)




