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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

0.5320 0.3664 0.2269 0.1422 0.0883 0.0553 0.0344 

 
 

3D screen shot Hot spot position 
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Test Laboratory: AGC Lab                                                            Date: Jan. 21, 2022 
LTE Band 4 Mid-Body-Back (1 RB#0) 

 
Communication System: LTE; Communication System Band: LTE Band 4; Duty Cycle:1:1; Conv.F=4.57; 
Frequency:1732.5 MHz; Medium parameters used: f = 1800 MHz; = 1.36 mho/m; r =40.56; = 1000 kg/m³ ;  
Phantom section: Flat Section 

Ambient temperature ( ): 21.0, Liquid temperature ( ): 20.8 
 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: ELLI39 Phantom 

Measurement SW: OpenSAR V4_02_35 

Configuration/ LTE Band 4 Mid-Body-Back/Area Scan: Measurement grid: dx=8mm, dy=8mm 
Configuration/ LTE Band 4 Mid-Body-Back/Zoom Scan: Measurement grid: dx=8mm,dy=8mm, dz=5m;  
 
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 

Zoom Scan 5x5x7,dx=8mm dy=8mm dz=5mm 

Phantom ELLI 

Device Position Body Back 

Band LTE Band 4 

Channels Middle 

Signal OFDM (Crest factor: 1.0) 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=5.00, Y=-22.00 
SAR Peak: 1.40 W/kg 

SAR 10g (W/Kg) 0.469373 
SAR 1g  (W/Kg) 0.857955 
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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

1.4095 0.9046 0.5058 0.2893 0.1639 0.0928 0.0533 

 
 

 
3D screen shot Hot spot position 
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Test Laboratory: AGC Lab                                                            Date: Jan. 21, 2022 
LTE Band 4 High-Body-Back (1 RB#0) 

 
Communication System: LTE; Communication System Band: LTE Band 4; Duty Cycle:1:1; Conv.F=4.57; 
Frequency:1745 MHz; Medium parameters used: f = 1800 MHz; = 1.36 mho/m; r =40.56; = 1000 kg/m³ ;  
Phantom section: Flat Section 

Ambient temperature ( ): 21.0, Liquid temperature ( ): 20.8 
 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: ELLI39 Phantom 

Measurement SW: OpenSAR V4_02_35 

Configuration/ LTE Band 4 High-Body-Back/Area Scan: Measurement grid: dx=8mm, dy=8mm 
Configuration/ LTE Band 4 High-Body-Back/Zoom Scan: Measurement grid: dx=8mm,dy=8mm, dz=5m;  
 
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 

Zoom Scan 5x5x7,dx=8mm dy=8mm dz=5mm 

Phantom ELLI 

Device Position Body Back 

Band LTE Band 4 

Channels High 

Signal OFDM (Crest factor: 1.0) 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=5.00, Y=-22.00 
SAR Peak: 1.07 W/kg 

SAR 10g (W/Kg) 0.426999 
SAR 1g  (W/Kg) 0.831129 
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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

1.0779 0.5461 0.1956 0.0722 0.0263 0.0099 0.0038 

 
 

3D screen shot Hot spot position 
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Test Laboratory: AGC Lab                                                            Date: Jan. 24, 2022 
LTE Band 5 Mid-Touch-Right (1 RB#0) 
DUT: Smart phone;   Type: K58 
 
Communication System: LTE; Communication System Band: LTE Band 5; Duty Cycle:1:1; Conv.F=5.21 
Frequency: 836.5 MHz; Medium parameters used: f = 835 MHz; =0.90 mho/m; r =41.35; = 1000 kg/m³ ; 
Phantom section: Right Section 

Ambient temperature ( ): 22.0, Liquid temperature ( ): 21.8 
 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: SAM twin phantom 

Measurement SW: OpenSAR V4_02_35 

Configuration/ LTE Band 5 Mid- Touch-Right /Area Scan: Measurement grid: dx=8mm, dy=8mm 
Configuration/ LTE Band 5 Mid- Touch-Right /Zoom Scan: Measurement grid: dx=8mm,dy=8mm, dz=5mm;  
 
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 

Zoom Scan 5x5x7,dx=8mm dy=8mm dz=5mm 

Phantom Right head 

Device Position Cheek 

Band LTE Band 5 

Channels Middle 

Signal OFDM (Crest factor: 1.0) 

 

SURFACE SAR VOLUME SAR 

  
Maximum location: X=-49.00, Y=-40.00 

SAR Peak: 0.45 W/kg 
SAR 10g (W/Kg) 0.242092 
SAR 1g  (W/Kg) 0.341556 
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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

0.4520 0.3538 0.2634 0.2025 0.1544 0.1172 0.0909 

 
 

3D screen shot Hot spot position 
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Test Laboratory: AGC Lab                                                            Date: Jan. 24, 2022 
LTE Band 5 Mid-Body-Back (1 RB#0) 

 
Communication System: LTE; Communication System Band: LTE Band 5; Duty Cycle:1:1; Conv.F=5.21 
Frequency:836.5 MHz; Medium parameters used: f = 835 MHz; =0.90mho/m; r =41.35; = 1000 kg/m³ ;  
Phantom section: Flat Section 

Ambient temperature ( ): 22.0, Liquid temperature ( ): 21.8 
 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: ELLI39 Phantom 

Measurement SW: OpenSAR V4_02_35 

Configuration/ LTE Band 5 Mid-Body-Back/Area Scan: Measurement grid: dx=8mm, dy=8mm 
Configuration/ LTE Band 5 Mid-Body-Back/Zoom Scan: Measurement grid: dx=8mm,dy=8mm, dz=5m;  
 
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 

Zoom Scan 5x5x7,dx=8mm dy=8mm dz=5mm 

Phantom ELLI 

Device Position Body Back 

Band LTE Band 5 

Channels Middle 

Signal OFDM (Crest factor: 1.0) 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=14.00, Y=-32.00 
SAR Peak: 0.47 W/kg 

SAR 10g (W/Kg) 0.186250 
SAR 1g  (W/Kg) 0.308639 
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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

0.4675 0.3281 0.2104 0.1367 0.0912 0.0621 0.0427 

 
 

 
3D screen shot Hot spot position 
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Test Laboratory: AGC Lab                                                            Date: Jan. 22, 2022 
LTE Band 7 Mid-Touch-Left (1RB#0)  
DUT: Smart phone;   Type: K58 
 
Communication System: LTE; Communication System Band: LTE Band 7; Duty Cycle:1:1; Conv.F=3.89 
Frequency: 2535MHz; Medium parameters used: f =2600 MHz; =1.93 mho/m; r =38.90; = 1000 kg/m³ ; 
Phantom section: Left Section 

Ambient temperature ( ): 21.3, Liquid temperature ( ): 21.2 

 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: SAM twin phantom 

Measurement SW: OpenSAR V4_02_35 
 
Configuration/ LTE BAND 7 Mid-Touch-Left/Area Scan: Measurement grid: dx=8mm, y=8mm 
Configuration/ LTE BAND 7 Mid-Touch-Left/Zoom Scan: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 
ZoomScan 7x7x7,dx=5mm dy=5mm dz=5mm 
Phantom Left head 

Device Position Cheek 
Band LTE BAND 7 

Channels Middle 
Signal OFDM (Crest factor: 1.0) 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=-48.00, Y=-50.00 
SAR Peak: 0.22 W/kg 

SAR 10g (W/Kg) 0.064119 
SAR 1g  (W/Kg) 0.128541 
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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

0.2235 0.1389 0.0733 0.0388 0.0201 0.0110 0.0059 

 
 

3D screen shot Hot spot position 
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Test Laboratory: AGC Lab                                                            Date: Jan. 22, 2022 
LTE Band 7 High-Body-Front (1RB#0)  
DUT: Smart phone;   Type: K58 

 
Communication System: LTE; Communication System Band: LTE Band 7; Duty Cycle:1:1; Conv.F=3.89 
Frequency: 2560MHz; Medium parameters used: f =2600 MHz; =1.934mho/m; r =38.72; = 1000 kg/m³ ; 
Phantom section: Flat Section 

Ambient temperature ( ): 21.3, Liquid temperature ( ): 21.2 
 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: ELLI39 Phantom 

Measurement SW: OpenSAR V4_02_35 
 
Configuration/ LTE BAND 7 High-Body-Front /Area Scan: Measurement grid: dx=10mm, y=10mm 
Configuration/ LTE BAND 7 High-Body-Front /Zoom Scan: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
 
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 
ZoomScan 7x7x7,dx=5mm dy=5mm dz=5mm 
Phantom ELLI 

Device Position Body Front 
Band LTE BAND 7 

Channels High 
Signal OFDM (Crest factor: 1.0) 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=-5.00, Y=-46.00 
SAR Peak: 2.11 W/kg 

SAR 10g (W/Kg) 0.532079 
SAR 1g  (W/Kg) 1.149064 
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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

2.0754 1.2459 0.6218 0.3065 0.1513 0.0754 0.0374 

 
 

 
3D screen shot Hot spot position 

 
 

 
  



Report No.: AGC10211220101FH01 
Page 154 of 185 

Test Laboratory: AGC Lab                                                            Date: Jan. 26, 2022 
LTE Band 12 Mid-Touch-Right (1 RB#0) 
DUT: Smart phone;   Type: K58 
 
Communication System: LTE; Communication System Band: LTE Band 12; Duty Cycle:1:1; Conv.F=5.35 
Frequency: 707.5 MHz; Medium parameters used: f = 750 MHz; =0.88 mho/m; r =41.89; = 1000 kg/m³ ; 
Phantom section: Right Section 

Ambient temperature ( ): 21.1, Liquid temperature ( ): 20.9 
 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: SAM twin phantom 

Measurement SW: OpenSAR V4_02_35 

Configuration/ LTE Band 12 Mid- Touch-Right /Area Scan: Measurement grid: dx=8mm, dy=8mm 
Configuration/ LTE Band 12 Mid- Touch-Right /Zoom Scan: Measurement grid: dx=8mm,dy=8mm, dz=5mm;  
 
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 

Zoom Scan 5x5x7,dx=8mm dy=8mm dz=5mm 

Phantom Right head 

Device Position Cheek 

Band LTE Band 12 

Channels Middle 

Signal OFDM (Crest factor: 1.0) 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=-53.00, Y=-41.00 
SAR Peak: 0.37 W/kg 

SAR 10g (W/Kg) 0.228036 
SAR 1g  (W/Kg) 0.302620 
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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

0.3644 0.3058 0.2471 0.2022 0.1615 0.1298 0.1023 

 
 

3D screen shot Hot spot position 
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Test Laboratory: AGC Lab                                                            Date: Jan. 26, 2022 
LTE Band 12 Mid-Body-Back (1 RB#0) 

 
Communication System: LTE; Communication System Band: LTE Band 12; Duty Cycle:1:1; Conv.F=5.35; 
Frequency: 707.5 MHz; Medium parameters used: f = 750 MHz; =0.88 mho/m; r =41.89; = 1000 kg/m³ ;  
Phantom section: Flat Section 

Ambient temperature ( ): 21.1, Liquid temperature ( ): 20.9 
 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: ELLI39 Phantom 

Measurement SW: OpenSAR V4_02_35 

Configuration/ LTE Band 12 Mid-Body-Back/Area Scan: Measurement grid: dx=8mm, dy=8mm 
Configuration/ LTE Band 12 Mid-Body-Back/Zoom Scan: Measurement grid: dx=8mm,dy=8mm, dz=5m;  
 
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 

Zoom Scan 5x5x7,dx=8mm dy=8mm dz=5mm 

Phantom ELLI 

Device Position Body Back 

Band LTE Band 12 

Channels Middle 

Signal OFDM (Crest factor: 1.0) 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=-2.00, Y=27.00 
SAR Peak: 0.48 W/kg 

SAR 10g (W/Kg) 0.332921 
SAR 1g  (W/Kg) 0.424049 
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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

0.4794 0.4107 0.3384 0.2771 0.2253 0.1805 0.1427 

 
 

 
3D screen shot Hot spot position 
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Test Laboratory: AGC Lab                                                            Date: Jan. 26, 2022 
LTE Band 17 Mid-Touch-Right (1 RB#0) 
DUT: Smart phone;   Type: K58 
 
Communication System: LTE; Communication System Band: LTE Band 17; Duty Cycle:1:1; Conv.F=5.35 
Frequency: 710 MHz; Medium parameters used: f = 750 MHz; =0.89 mho/m; r =41.67; = 1000 kg/m³ ; 
Phantom section: Right Section 

Ambient temperature ( ): 21.1, Liquid temperature ( ): 20.9 
 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: SAM twin phantom 

Measurement SW: OpenSAR V4_02_35 

Configuration/ LTE Band 17 Mid- Touch-Right /Area Scan: Measurement grid: dx=8mm, dy=8mm 
Configuration/ LTE Band 17 Mid- Touch-Right /Zoom Scan: Measurement grid: dx=8mm,dy=8mm, dz=5mm;  
 
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 

Zoom Scan 5x5x7,dx=8mm dy=8mm dz=5mm 

Phantom Right head 

Device Position Cheek 

Band LTE Band 17 

Channels Middle 

Signal OFDM (Crest factor: 1.0) 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=-51.00, Y=-40.00 
SAR Peak: 0.36 W/kg 

SAR 10g (W/Kg) 0.216516 
SAR 1g  (W/Kg) 0.288732 

 
  



Report No.: AGC10211220101FH01 
Page 159 of 185 

 
Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

0.3547 0.2908 0.2316 0.1897 0.1538 0.1210 0.0976 

 
 

3D screen shot Hot spot position 
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Test Laboratory: AGC Lab                                                            Date: Jan. 26, 2022 
LTE Band 17 Mid-Body-Back (1 RB#0) 

 
Communication System: LTE; Communication System Band: LTE Band 17; Duty Cycle:1:1; Conv.F=5.35; 
Frequency: 710 MHz; Medium parameters used: f = 750 MHz; =0.89 mho/m; r =41.67; = 1000 kg/m³ ;  
Phantom section: Flat Section 

Ambient temperature ( ): 21.1, Liquid temperature ( ): 20.9 
 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: ELLI39 Phantom 

Measurement SW: OpenSAR V4_02_35 

Configuration/ LTE Band 17 Mid-Body-Back/Area Scan: Measurement grid: dx=8mm, dy=8mm 
Configuration/ LTE Band 17 Mid-Body-Back/Zoom Scan: Measurement grid: dx=8mm,dy=8mm, dz=5m;  
 
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 

Zoom Scan 5x5x7,dx=8mm dy=8mm dz=5mm 

Phantom ELLI 

Device Position Body Back 

Band LTE Band 17 

Channels Middle 

Signal OFDM (Crest factor: 1.0) 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=7.00, Y=28.00 
SAR Peak: 0.46 W/kg 

SAR 10g (W/Kg) 0.314014 
SAR 1g  (W/Kg) 0.400887 
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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

0.4585 0.3888 0.3182 0.2611 0.2122 0.1700 0.1346 

 
 

3D screen shot Hot spot position 
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WIFI MODE 
Test Laboratory: AGC Lab                                                            Date: Jan. 22, 2022
802.11b Mid-Touch-Left 

Communication System: Wi-Fi; Communication System Band: 802.11b; Duty Cycle: 1:1; Conv.F=4.02; 
Frequency: 2437 MHz; Medium parameters used: f = 2450 MHz;  =1.78mho/m; r =39.16 = 1000 kg/m³ ; 
Phantom section: Left Section 
Ambient temperature ( ):21.3, Liquid temperature ( ): 21.2 

 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: SAM twin phantom 

Measurement SW: OpenSAR V4_02_35 
 
Configuration/802.11b Mid- Touch-Left/Area Scan: Measurement grid: dx=8mm, dy=8mm 
Configuration/802.11b Mid- Touch-Left/Zoom Scan: Measurement grid: dx=5mm,dy=5mm, dz=5mm 
 
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 

ZoomScan 7x7x7,dx=5mm dy=5mm dz=5mm 

Phantom Left head 

Device Position Cheek 

Band 2450MHz 

Channels Middle 

Signal Crest factor: 1.0 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=-14.00, Y=15.00 
SAR Peak: 0.29 W/kg 

SAR 10g (W/Kg) 0.081940 
SAR 1g  (W/Kg) 0.163874 
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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 
SAR 

(W/Kg) 
0.2895 0.1744 0.0869 0.0421 0.0201 0.0103 0.0056 

 
 

 
3D screen shot Hot spot position 
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Test Laboratory: AGC Lab                                                            Date: Jan. 22, 2022
802.11b Mid-Body-Worn- Front  

Communication System: Wi-Fi; Communication System Band: 802.11b; Duty Cycle: 1:1; Conv.F=4.02; 
Frequency: 2437 MHz; Medium parameters used: f = 2450 MHz;  =1.78mho/m; r =39.16; = 1000 kg/m³ ;  
Phantom section: Flat Section 
Ambient temperature ( ):21.3, Liquid temperature ( ): 21.2 

 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: ELLI39 Phantom 

Measurement SW: OpenSAR V4_02_35 

Configuration/802.11b Mid- Body- Front /Area Scan: Measurement grid: dx=8mm, dy=8mm 
Configuration/802.11b Mid- Body- Front /Zoom Scan: Measurement grid: dx=5mm,dy=5mm, dz=5mm;  
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 

ZoomScan 7x7x7,dx=5mm dy=5mm dz=5mm 

Phantom ELLI 

Device Position Body Front 

Band 2450MHz 

Channels Middle 

Signal Crest factor: 1.0 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=12.00, Y=32.00 
SAR Peak: 0.09 W/kg 

SAR 10g (W/Kg) 0.048223 
SAR 1g  (W/Kg) 0.083205 
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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

0.0898 0.0562 0.0301 0.0161 0.0085 0.0048 0.0025 

 
 

3D screen shot Hot spot position 
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Bluetooth 
Test Laboratory: AGC Lab                                                            Date: Jan. 22, 2022
Bluetooth Mid-Touch-Left 

Communication System: BT; Communication System Band: Bluetooth; Duty Cycle: 77%; Conv.F=4.02; 
Frequency: 2441 MHz; Medium parameters used: f = 2450 MHz;  =1.78mho/m; r =39.16 = 1000 kg/m³ ; 
Phantom section: Left Section 
Ambient temperature ( ):21.3, Liquid temperature ( ): 21.2 

 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: SAM twin phantom 

Measurement SW: OpenSAR V4_02_35 
 
Configuration/Bluetooth Mid- Touch-Left/Area Scan: Measurement grid: dx=8mm, dy=8mm 
Configuration/Bluetooth Mid- Touch-Left/Zoom Scan: Measurement grid: dx=5mm,dy=5mm, dz=5mm 
 
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 

ZoomScan 7x7x7,dx=5mm dy=5mm dz=5mm 

Phantom Left head 

Device Position Cheek 

Band 2450MHz 

Channels Middle 

Signal Crest factor: 1.30 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=-23.00, Y=16.00 
SAR Peak: 0.03 W/kg 

SAR 10g (W/Kg) 0.009170 
SAR 1g  (W/Kg) 0.017597 
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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

0.0310 0.0191 0.0102 0.0057 0.0034 0.0023 0.0017 

 
 

3D screen shot Hot spot position 

 
 

 

  



Report No.: AGC10211220101FH01 
Page 168 of 185 

Test Laboratory: AGC Lab                                                            Date: Jan. 22, 2022
Bluetooth Mid-Body-Worn- Back  

Communication System: BT; Communication System Band: Bluetooth; Duty Cycle: 77%; Conv.F=4.02; 
Frequency: 2441 MHz; Medium parameters used: f = 2450 MHz;  =1.78mho/m; r =39.16; = 1000 kg/m³ ;  
Phantom section: Flat Section 
Ambient temperature ( ):21.3, Liquid temperature ( ): 21.2 

 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: ELLI39 Phantom 

Measurement SW: OpenSAR V4_02_35 

Configuration/Bluetooth Mid- Body- Back /Area Scan: Measurement grid: dx=8mm, dy=8mm 
Configuration/Bluetooth Mid- Body- Back /Zoom Scan: Measurement grid: dx=5mm,dy=5mm, dz=5mm;  
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 

ZoomScan 7x7x7,dx=5mm dy=5mm dz=5mm 

Phantom ELLI 

Device Position Body Back 

Band 2450MHz 

Channels Middle 

Signal Crest factor: 1.30 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=-11.00, Y=9.00 
SAR Peak: 0.01 W/kg 

SAR 10g (W/Kg) 0.003777 
SAR 1g  (W/Kg) 0.006729 
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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

0.0113 0.0071 0.0039 0.0023 0.0016 0.0013 0.0013 

 
 

3D screen shot Hot spot position 
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Repeated SAR 
Test Laboratory: AGC Lab                                                            Date: Jan. 21, 2022
WCDMA Band II Low-Body-Towards Grounds (RMC 12.2kbps)  
DUT: Smart phone;   Type: K58 
 
Communication System: UMTS; Communication System Band: Band II UTRA/FDD ;Duty Cycle:1:1; Conv.F=4.57; 
Frequency: 1852.4 MHz; Medium parameters used: f = 1800 MHz; =1.36 mho/m; r =38.99; = 1000 kg/m³ ; 
Phantom section: Flat Section 
Ambient temperature ( ): 21.0, Liquid temperature ( ): 20.7 

 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: ELLI39 Phantom 

Measurement SW: OpenSAR V4_02_35 

 
Configuration/ WCDMA band II Low-Body-Back/Area Scan: Measurement grid: dx=8mm, dy=8mm 
Configuration/ WCDMA band II Low-Body-Back/Zoom Scan: Measurement grid: dx=8mm,dy=8mm, dz=5m;  
 
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 
ZoomScan 5x5x7,dx=8mm dy=8mm dz=5mm,Complete 
Phantom ELLI 

Device Position Body Back 
Band WCDMA band II 

Channels Low 
Signal CDMA (Crest factor: 1.0) 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=14.00, Y=-25.00 
SAR Peak: 1.38 W/kg 

SAR 10g (W/Kg) 0.423033 
SAR 1g  (W/Kg) 0.814700 
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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

1.3445 0.8485 0.4619 0.2561 0.1411 0.0785 0.0439 

 
 

3D screen shot Hot spot position 
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Test Laboratory: AGC Lab                                                            Date: Jan. 25, 2022 
LTE Band 2 Mid-Body-Back (1 RB#0) 

 
Communication System: LTE; Communication System Band: LTE Band 2; Duty Cycle:1:1; Conv.F=4.57; 
Frequency:1880MHz; Medium parameters used: f = 1800 MHz; = 1.40 mho/m; r =39.81; = 1000 kg/m³ ;  
Phantom section: Flat Section 

Ambient temperature ( ): 21.3, Liquid temperature ( ): 21.1 
 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: ELLI39 Phantom 

Measurement SW: OpenSAR V4_02_35 

Configuration/ LTE Band 2 Mid-Body-Back/Area Scan: Measurement grid: dx=8mm, dy=8mm 
Configuration/ LTE Band 2 Mid-Body-Back/Zoom Scan: Measurement grid: dx=8mm,dy=8mm, dz=5m;  
 
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 

Zoom Scan 5x5x7,dx=8mm dy=8mm dz=5mm 

Phantom ELLI 

Device Position Body Back 

Band LTE Band 2 

Channels Middle 

Signal OFDM (Crest factor: 1.0) 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=21.00, Y=-33.00 
SAR Peak: 1.46 W/kg 

SAR 10g (W/Kg) 0.475594 
SAR 1g  (W/Kg) 0.902374 
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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

1.4769 0.9747 0.5780 0.4152 0.2462 0.1717 0.1088 

 
 

 
3D screen shot Hot spot position 
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Test Laboratory: AGC Lab                                                            Date: Jan. 21, 2022 
LTE Band 4 Mid-Body-Back (1 RB#0) 

 
Communication System: LTE; Communication System Band: LTE Band 4; Duty Cycle:1:1; Conv.F=4.57; 
Frequency:1732.5 MHz; Medium parameters used: f = 1800 MHz; = 1.36 mho/m; r =40.56; = 1000 kg/m³ ;  
Phantom section: Flat Section 

Ambient temperature ( ): 21.0, Liquid temperature ( ): 20.8 
 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: ELLI39 Phantom 

Measurement SW: OpenSAR V4_02_35 

Configuration/ LTE Band 4 Mid-Body-Back/Area Scan: Measurement grid: dx=8mm, dy=8mm 
Configuration/ LTE Band 4 Mid-Body-Back/Zoom Scan: Measurement grid: dx=8mm,dy=8mm, dz=5m;  
 
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 

Zoom Scan 5x5x7,dx=8mm dy=8mm dz=5mm 

Phantom ELLI 

Device Position Body Back 

Band LTE Band 4 

Channels Middle 

Signal OFDM (Crest factor: 1.0) 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=5.00, Y=-22.00 
SAR Peak: 1.41 W/kg 

SAR 10g (W/Kg) 0.471300 
SAR 1g  (W/Kg) 0.861600 
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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

1.4191 0.9080 0.5058 0.2907 0.1643 0.0932 0.0533 

 
 

3D screen shot Hot spot position 
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Test Laboratory: AGC Lab                                                            Date: Jan. 22, 2022 
LTE Band 7 High-Body-Front (1RB#0)  
DUT: Smart phone;   Type: K58 

 
Communication System: LTE; Communication System Band: LTE Band 7; Duty Cycle:1:1; Conv.F=3.89 
Frequency: 2560MHz; Medium parameters used: f =2600 MHz; =1.93 mho/m; r =38.90; = 1000 kg/m³ ; 
Phantom section: Flat Section 

Ambient temperature ( ): 21.3, Liquid temperature ( ): 21.2 
 
SATIMO Configuration: 

Probe: SSE5; Calibrated: Aug. 17, 2021; Serial No.: SN 24/20 EP336 

Sensor-Surface: 4mm (Mechanical Surface Detection) 

Phantom: ELLI39 Phantom 

Measurement SW: OpenSAR V4_02_35 
 
Configuration/ LTE BAND 7 High-Body-Front /Area Scan: Measurement grid: dx=10mm, y=10mm 
Configuration/ LTE BAND 7 High-Body-Front /Zoom Scan: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
 
 

Area Scan dx=8mm dy=8mm, h= 5.00 mm 
ZoomScan 7x7x7,dx=5mm dy=5mm dz=5mm 
Phantom ELLI 

Device Position Body Front 
Band LTE BAND 7 

Channels High 
Signal OFDM (Crest factor: 1.0) 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=-5.00, Y=-46.00 
SAR Peak: 2.08 W/kg 

SAR 10g (W/Kg) 0.523536 
SAR 1g  (W/Kg) 1.132437 
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Z (mm) 0.00 4.00 9.00 14.00 19.00 24.00 29.00 

SAR 
(W/Kg) 

2.0444 1.2221 0.6068 0.3014 0.1488 0.0744 0.0364 

 
 

3D screen shot Hot spot position 
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APPENDIX C. TEST SETUP PHOTOGRAPHS 
LEFT-CHEEK TOUCH 

 
LEFT-TILT 15

0 
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RIGHT- CHEEK TOUCH 

 
RIGHT-TILT 15

0 
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Body Back 10mm 

 
Body Front 10mm 

 
 

  
  

10mm 
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Edge 1 (Top) 10mm- Hotspot Mode 

 
Edge 2 (Right) 10mm- Hotspot Mode 
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Edge 3 (Bottom) 10mm- Hotspot Mode 

 
Edge 4 (Left) 10mm- Hotspot Mode 
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DEPTH OF THE LIQUID IN THE PHANTOM ZOOM IN 

Note The position used in the measurement were according to IEEE 1528-2013 

750MHz head 750MHz body 

  
835MHz head 835MHz body 

   
1900MHz head 1900MHz body 
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1750MHz head 1750MHz body 

  
2450MHz head 2450MHz body 

  
2600MHz head 2600MHz body 
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APPENDIX D. CALIBRATION DATA 
 

Refer to Attached files. 
 
 




