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1. Test Laboratory

1.1. Introduction & Accreditation
Telecommunication Technology Labs, CAICT is an ISO/IEC 17025:2017 accredited test laboratory under

NATIONAL VOLUNTARY LABORATORY ACCREDITATION PROGRAM (NVLAP) with lab code 600118-0
and is also an FCC accredited test laboratory (CN5017), and ISED accredited test laboratory (CN0OOG66).
The detail accreditation scope can be found on NVLAP website.

1.2. Testing Location
Location 1: CTTL (huayuan North Road)
Address: No. 52, Huayuan North Road, Haidian District, Beijing,
P. R. China 100191

Location 2: CTTL (BDA)
Address: No.18A, Kangding Street, Beijing Economic-Technology

Development Area, Beijing, P. R. China 100176

©Copyright. All rights reserved by CTTL. Page 4 of 64
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1.3. Testing Environment

Normal Temperature: 15-35C
Relative Humidity: 20-75%

1.4. Project Data

Testing Start Date: 2023-03-04
Testing End Date: 2023-04-03

1.5. Signature

g

S

Dong Yuan
(Prepared this test report)

Al

Zhou Yu
(Reviewed this test report)

7F

Zhao Hui Lin
Deputy Director of the laboratory
(Approved this test report)
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2. Client Information

2.1. Applicant Information

Company Name: Wingtech Group (Hong Kong) Limited
Flat/RM 1903 19/F, Podium Plaza, 5 Hanoi Road, Tsim Sha Tsui, KL,
Address /Post:
HK
Contact: sharui
Email: sharui@wingtech.com
Telephone: +86-21-53529900

2.2. Manufacturer Information

Company Name: Wingtech Group (Hong Kong) Limited
Flat/RM 1903 19/F, Podium Plaza, 5 Hanoi Road, Tsim Sha Tsui, KL,
Address /Post:
HK
Contact: sharui
Email: sharui@wingtech.com
Telephone: +86-21-53529900

©Copyright. All rights reserved by CTTL. Page 6 of 64
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3. Equipment Under Test (EUT) and Ancillary Equipment (AE)

3.1. About EUT
Description
Model Name
FCCID
Antenna
Output power
Extreme vol. Limits

5G Mobile Phone

TMRV065G

2APXW-TMRV065G

Embedded

20.84dBm maximum EIRP measured for WCDMA Band |l
3.6VDC to 4.2VDC (nominal: 3.85VDC)

Extreme temp. Tolerance -10°C to +55°C

Note: Components list, please refer to documents of the manufacturer; it is also included in the original

test record of CTTL.

3.2. Internal Identification of EUT used during the test

EUT ID* IMEI HW Version SW Version Date of receipt
UTO05a 861690060032881 V1.0 TMRV065G_0.01.01 2023-02-28
UT20a 861690060030687 V1.0 TMRV065G_0.01.01 2023-03-07

*EUT ID: is used to identify the test sample in the lab internally.

3.3. Internal Identification of AE used during the test

AE ID*  Description

AE1 Battery
AE1

Model

Manufacturer

Capacitance

RE0O01
SUNWODA ELECTRONIC CO ., LTD
4500mAh

*AE ID: is used to identify the test sample in the lab internally.

©Copyright. All rights reserved by CTTL. Page 7 of 64
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4. Reference Documents

4.1. Documents supplied by applicant
EUT parameters are supplied by the customer, which are the bases of testing. CAICT is not responsible

for the accuracy of customer supplied technical information that may affect the test results (for example,
antenna gain and loss of customer supplied cable).

4.2. Reference Documents for testing
The following documents listed in this section are referred for testing.

Reference Title Version
FCC Part 24 PERSONAL COMMUNICATIONS SERVICES 10-1-21
Edition
FCC Part 22 PUBLIC MOBILE SERVICES 10-1-21
Edition
FCC Part 27 MISCELLANEOUS WIRELESS COMMUNICATIONS  10-1-21
SERVICES Edition
ANSI/TIA-603-E Land Mobile FM or PM Communications Equipment 2016
Measurement and Performance Standards
ANSI C63.26 American National Standard for Compliance Testing of 2015

Transmitters Used in Licensed Radio Services
KDB 971168 D01 MEASUREMENT GUIDANCE FOR CERTIFICATION OF v03r01
LICENSED DIGITAL TRANSMITTERS

©Copyright. All rights reserved by CTTL. Page 8 of 64
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5. Summary Of Test Result
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WCDMA Band I
Items Test Name géaélfjlg; Verdict
1 Output Power 24.232 P
2 Emission Limit 24.238 P
3 Frequency Stability 2.1055 P
4 Occupied Bandwidth 2.1049 P
5 Emission Bandwidth 24.238 P
6 Band Edge Compliance 24.238 P
7 Conducted Spurious Emission 24.238 P
8 Peak-to-Average Power Ratio 24.232 P
WCDMA Band V
Items Test Name géa(;‘f&:; Verdict
1 Output Power 22.913 P
2 Emission Limit 22.917 P
3 Frequency Stability 2.1055 P
4 Occupied Bandwidth 2.1049 P
5 Emission Bandwidth 22.917 P
6 Band Edge Compliance 22.917 P
7 Conducted Spurious Emission 22.917 P
WCDMA Band IV
Items Test Name géa(;‘f;:; Verdict
1 Output Power 27.50 P
2 Emission Limit 27.53 P
3 Frequency Stability 2.1055 P
4 Occupied Bandwidth 2.1049 P
5 Emission Bandwidth 27.53 P
6 Band Edge Compliance 27.53 P
7 Conducted Spurious Emission 27.53 P
8 Peak-to-Average Power Ratio 27.50 P

©Copyright. All rights reserved by CTTL.
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Terms used in Verdict column

P Pass. The EUT complies with the essential requirements in the standard.

NP Not Performed. The test was not performed by CTTL.

NA Not Applicable. The test was not applicable.

BR Re-use test data from basic model report.

F Fail. The EUT does not comply with the essential requirements in the standard.

All the test results are based on normal power.

Explanation of worst-case configuration

The worst-case scenario for all measurements is based on the conducted output power measurement
investigation results. Output power was measured on QPSK and 16QAM modulations. It was found that
QPSK was the worst case. All testing was performed using QPSK modulations to represent the worst
case unless otherwise stated. The test results shown in the following sections represent the worst case

emission.

©Copyright. All rights reserved by CTTL. Page 10 of 64
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6. Test Equipment Utilized

CAIC

123260340-WMD02

Description Type Series Number | Manufacture | Cal Due Date | Calibration Interval
Universal Radio
Communication CMU200 108646 R&S 2024-01-10 1 year
Tester
SAF::;ZJGT FSU 200030 R&S 2023-05-25 1 year
Climate chamber SH-242 93008556 ESPEC 2023-12-23 3 years
Wireless
Communication E5515E MY53211012 Agilent 2023-08-02 1 year
Test Set
Test Receiver FSV40 101047 R&S 2023-06-09 1 Year
EMI Antenna VULB9163 9163-235 Schwarzbeck | 2023-04-19 1 Year
EMI Antenna LB-7180-NF | J2030013000041 A-INFO 2023-04-26 1 Year
S:istztn“r::n 3117 00119024 | ETS-Lindgren | 2023-06-07 1 Year
S:istztn“r::n 3116 2663 ETS-Lindgren | 2023-11-22 1 Year
Signal Generator N5183A MY49060052 Agilent 2023-07-19 1 Year
Universal Radio
Communication CMW500 143008 R&S 2024-01-03 1 Year

Tester

©Copyright. All rights reserved by CTTL.
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Annex A: Measurement Results

A.1 Output Power

A.1.1 Summary

During the process of testing, the EUT was controlled via communication tester to ensure max power
transmission and proper modulation.

In all cases, output power is within the specified limits.

A.1.2 Conducted

A.1.2.1 Method of Measurements

The EUT was set up for the max output power with pseudo random data modulation.

These measurements were done at 3 frequencies (bottom, middle and top of operational frequency range)
for each bandwidth.

The results below include a correction factor for cable loss that is provided by the customer.

A.1.2.2 Measurement Result

WCDMA Band Il
QPSK
CH Frequency (MHz) | output power (dBm)
WCDMA 9262 1852.4 23.24
(Band I1) 9400 1880.0 23.34
9538 1907.6 23.28
16QAM
CH Frequency (MHz) | output power (dBm)
WCDMA 9262 1852.4 21.25
(Band II) 9400 1880.0 21.39
9538 1907.6 21.34
WCDMA Band V
QPSK
CH Frequency (MHz) | output power (dBm)
WCDMA 4132 826.4 23.12
(Band V) 4183 836.6 23.23
4233 846.6 23.21
16QAM
CH Frequency (MHz) | output power (dBm)
WCDMA 4132 826.4 22.04
(Band V) 4183 836.6 22.06
4233 846.6 22.08

©Copyright. All rights reserved by CTTL.
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WCDMA Band IV
QPSK

CAIC

123260340-WMD02

CH Frequency (MHz) | output power (dBm)
WCDMA 1312 1712.4 23.54
(Band 1V) 1412 1732.4 23.48

1513 1752.6 23.45

16QAM

CH Frequency (MHz) | output power (dBm)
WCDMA 1312 17124 21.91
(Band 1V) 1412 1732.4 21.98

1513 1752.6 21.97

©Copyright. All rights reserved by CTTL.
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A.1.3 Radiated

A.1.3.1 Description

This is the test for the maximum radiated power from the EUT.

Part 22.913(a) specifies "The ERP of mobile transmitters and auxiliary test transmitters must not exceed 7
watts".

Part 24.232(c) specifies "Mobile and portable stations are limited to 2 watts EIRP".

Part 27.50(d) specifies "Fixed, mobile, and portable (handheld) stations operating in the 1710-1755 MHz
band and mobile and portable stations operating in the 1695-1710 MHz and 1755-1780 MHz bands are
limited to 1 watt EIRP".

A.1.3.2 Method of Measurement
According to KDB 412172 D01 and ANSI C63.26 the relevant equation for determining the maximum
ERP or EIRP from the measured RF output power is given in Equation as follows:
ERP or EIRP = P + Gy — L¢
where;

® ERP or EIRP = effective radiated power or equivalent isotropically radiated power(expressed in

the same units as Pr.

® Py = transmitter output power, in this report the unit express as dBm;

® Gg = gain of the transmitting antenna, in dBd(ERP) or dBi(EIRP);

® L. = signal attenuation in the connecting cable between the transmitter and antenna, in dB.
Alternatively, the EIRP can be determined from Equation above and then converted to ERP based on the
maximum antenna gain relationship by applying the following equation:
ERP = EIRP — 2.15dB

Note: The antenna gain informations were provided by the client. The laboratory is not responsible for
identifying its authenticity during the test.

©Copyright. All rights reserved by CTTL. Page 14 of 64
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A.1.3.3 Limits and Measurement Results
WCDMA Band II-EIRP

CAIC

123260340-WMD02

Limits
Burst Peak EIRP (dBm)
WCDMA Band Il <33dBm
QPSK
output power EIRP(dBm)
CH F MH
COMA requency (MHz) (dBm) (GT - Lc =-2.5)
9262 1852.4 23.24 20.74
(Band I1)
9400 1880 23.34 20.84
9538 1907.6 23.28 20.78
16QAM
tput EIRP(dB
CH Frequency (MHz) output power (dBm)
WCDMA (dBm) (Gt — Lc =-2.5)
9262 1852.4 21.25 18.75
(Band I1)
9400 1880 21.39 18.89
9538 1907.6 21.34 18.84
WCDMA Band V-ERP
Limits
Burst Peak ERP (dBm)
WCDMA Band V <38.45dBm
QPSK
ERP(dBm)
CH Frequency (MHz) | output power (dBm)
WCDMA (Gt —Lc =-5.5)
4132 826.4 23.12 15.47
(Band V)
4183 836.6 23.23 15.58
4233 846.6 23.21 15.56
16QAM
ERP(dBm)
CH Frequency (MHz) | output power (dBm)
WCDMA (Gt —Lc =-5.5)
4132 826.4 22.04 14.39
(Band V)
4183 836.6 22.06 14.41
4233 846.6 22.08 14.43

©Copyright. All rights reserved by CTTL.
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WCDMA Band IV-EIRP

CAIC

123260340-WMD02

Limits
Burst Peak EIRP (dBm)
WCDMA Band IV <30dBm
QPSK
EIRP(dBm)
CH Frequency (MHz) | output power (dBm)
WCDMA (Gt - Lc =-2.8)
1312 1712.4 23.54 20.74
(Band IV)
1412 1732.4 23.48 20.68
1513 1752.6 23.45 20.65
16QAM
EIRP(dBm)
CH Frequency (MHz) | output power (dBm)
WCDMA (Gt — Lc =-2.8)
1312 1712.4 21.91 19.11
(Band IV)
1412 1732.4 21.98 19.18
1513 1752.6 21.97 19.17

Note: Expanded measurement uncertainty is U = 0.578 dB, k = 2.

©Copyright. All rights reserved by CTTL.
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A.2 Emission Limit

A.2.1 Measurement Method

The measurement procedures in TIA-603E-2016 are used.

The spectrum was scanned from 30 MHz to the 10th harmonic of the highest frequency generated within
the equipment. The resolution bandwidth is set as outlined in Part 24.238, Part 22.917, Part 27.53. The
spectrum was scanned with the mobile station transmitting at carrier frequencies that pertain to low, mid
and high channels of WCDMA Band II, WCDMA Band V and WCDMA Band IV.

The procedure of radiated spurious emissions is as follows:

For measurements performed at frequencies less than or equal to 1 GHz, the EUT was placed on a
80cm-high non-conductive support; For measurements performed at frequencies above 1GHz, EUT was
placed on a 1.5-meter-high non-conductive support. A measurement antenna was placed on the
antenna mast 3 meters from the EUT for emission measurements. In the initial test, the height of the
measurement antenna was varied from 1 m to 4 m for the relative positioning that produces the maximum
radiated signal level. The test setup refers to figure below. Detected emissions were maximized at each
frequency by rotating the EUT through 360° and adjusting the receiving antenna polarization. The
radiated emission measurements of all non-harmonic and harmonics of the transmit frequency through
the 10th harmonic were measured with peak detector.

VVVVWVVVVVVVVV

Fully-Anechoic Chamber

Measurement
Antenna

==

1m-4m

3mr -

A

| % EUT
L [+

Attenuator

Amplifier  Filter

System Simulator RF Test Receiver

1. The EUT is then put into continuously transmitting mode at its maximum power level during the test.
And the maximum value of the receiver should be recorded as (Pr).
2. The EUT shall be replaced by a substitution antenna. The test setup refers to figure below.

©Copyright. All rights reserved by CTTL. Page 17 of 64
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Fully-Ancchoic Chamber
Measurement
Antenna
|
|
|
|
|
|
| Im-4m
|
|
|
< >
- -3m >
|
— [ ] I
*
0.8 orl
|
1i5m

Attenuator
——] . 1 . H

Amplifier Filter

Signal Generator RF Test Receiver

In the chamber, a substitution antenna for the frequency band of interest is placed at the reference
point of the chamber. An RF Signal source for the frequency band of interest is connected to the
substitution antenna with a cable that has been constructed to not interfere with the radiation pattern
of the antenna. The height of measurement antenna varied between 1 m to 4 m to maximize the
received signal amplitude for each emission that was detected and measured in the initial test. A
power (Pwmea) is applied to the input of the substitution antenna and adjusts the level of the signal
generator output until the value of the receiver reach the previously recorded (Pr). The power of signal
source (Pwea) is recorded. The test was performed with the measurement antenna in both vertical
and horizontal polarization.

3. The Path loss (Pp) between the Signal Source and the Substitution Antenna and the Substitution
Antenna Gain (Ga) were recorded after test.A amplifier was connected in for the test. The Path loss
(Pp1) is the summation of the cable loss and the gain of the amplifier.

4. The measurement results are obtained as described below:

Power (EIRP) = Pmea - Ppi + Ga
This value is EIRP since the measurement is calibrated using an antenna of known gain (2.15 dBi)
and known input power.ERP can be calculated from EIRP by subtracting the gain of the dipole, ERP =
EIRP -2.15dBi.

A.2.2 Measurement Limit

Part 22.917, Part 24.238 and Part 27.53(h) specify that the power of any emission outside of the
authorized operating frequency ranges must be attenuated below the transmitting power (P) by a factor of
at least 43 + 10log(P) dB.

A.2.3 Measurement Results
Radiated emissions measurements were made only at the upper, middle, and lower carrier frequencies of

©Copyright. All rights reserved by CTTL. Page 18 of 64
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WCDMA Band Il (1852.4 MHz, 1880.0MHz and 1907.6MHz),WCDMA Band V(826.4MHz, 836.6MHz and
846.6MHz) and WCDMA Band 1V(1712.4MHz, 1732.4MHz and 1752.6MHz). It was decided that
measurements at these three carrier frequencies would be sufficient to demonstrate compliance with
emissions limits because it was seen that all the significant spurs occur well outside the band and no
radiation was seen from a carrier in one block of the WCDMA Band Il, WCDMA Band V and WCDMA
Band IV into any of the other blocks. The equipment must still, however, meet emissions requirements
with the carrier at all frequencies over which it is capable of operating and it is the manufacturer's

(Elb

responsibility to verify this.

A.2.4 Measurement Results Table

Frequency Channel Frequency Range Result
Low 9kHz-10GHz Pass
WCDMA Band V Middle 9kHz-10GHz Pass
High 9kHz-10GHz Pass
Low 9kHz-20GHz Pass
WCDMA Band lI Middle 9kHz-20GHz Pass
High 9kHz-20GHz Pass
Low 9kHz-20GHz Pass
WCDMA Band IV Middle 9kHz-20GHz Pass
High 9kHz-20GHz Pass
A.2.5 Sweep Table
Subrange RBW VBW
9~150 kHz 0.2kHz 0.6kHz
150kHz~30MHz 9kHz 27kHz
30MHz~1 GHz 100KHz 300KHz
1~20 GHz 1 MHz 3 MHz

A.2.6 Measurement Result

©Copyright. All rights reserved by CTTL.
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WCDMA BAND Il Mode Channel 9262/1852.4MHz

CAIC

123260340-WMDO02

Peak
Frequency | Pwea Path Loss Antenna ea Limit | Margin o
. . EIRP Polarization
(MHz) (dBm) (dB) Gain(dBi) (dBm) | (dB)
(dBm)
3722.02 | -58.22 6.38 10.41 -54.19 | -13.00 | 41.19 Vv
5554.02 | -50.64 719 11.20 -46.63 | -13.00 | 33.63 H
7400.01 | -49.42 8.12 10.10 -47.44 | -13.00 | 34.44 \Y
9241.01 | -47.97 9.02 11.70 -45.29 | -13.00 | 32.29 H
11101.01 | -44.93 9.83 12.70 -42.06 | -13.00 | 29.06 \Y
12968.01 | -43.34 10.48 12.73 -41.09 | -13.00 | 28.09 H
WCDMA BAND Il Mode Channel 9400/1880MHz
Frequenc P Path Loss Antenna Peak Limit | Margin
quency| - Frea enne EIRP 9N | Polarization
(MHz) (dBm) (dB) Gain(dBi) (dBm) | (dB)
(dBm)
3769.02 | -57.34 6.23 10.30 -563.27 | -13.00 | 40.27 Vv
5637.02 | -51.33 7.27 11.20 -47.40 | -13.00 | 34.40 H
7528.01 | -49.55 8.28 10.30 -47.53 | -13.00 | 34.53 H
9379.01 | -48.38 9.06 11.64 -45.80 |-13.00 | 32.80 \Y
11304.01 | -44.90 10.00 12.80 -42.10 | -13.00 | 29.10 H
13149.01 | -41.61 10.72 12.65 -39.68 | -13.00 | 26.68 \Y
WCDMA BAND Il Mode Channel 9538/1907.6MHz
Peak . .
Frequency | Pwea Path Loss Antenna Limit | Margin L
. . EIRP Polarization
(MHz) (dBm) (dB) Gain(dBi) (dBm) | (dB)
(dBm)
3813.02 | -58.51 6.10 10.33 -54.28 | -13.00 | 41.28 H
5726.02 | -52.89 7.30 11.15 -49.04 | -13.00 | 36.04 \Y
7651.01 | -49.92 8.20 10.50 -47.62 | -13.00 | 34.62 \Y
9526.01 | -47.77 9.45 11.80 -4542 | -13.00 | 32.42 \Y
11469.01 | -44.97 9.89 12.70 -42.16 | -13.00 | 29.16 Vv
13352.01 | -39.91 10.57 12.50 -37.98 | -13.00 | 24.98 Vv

©Copyright. All rights reserved by CTTL.
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WCDMA BAND V Mode Channel 4132/826.4MHz

CAIC

123260340-WMDO02

Peak
Frequency | Pwea Path Antenna | Correction ea Limit | Margin o
. . ERP Polarization
(MHz) (dBm) | Loss(dB) | Gain(dBi) (dB) (dBm) (dBm) | (dB)
1635.01 | -54.67 3.55 9.50 2.15 -50.87 | -13.00 | 37.87 H
2462.00 | -45.16 4.58 10.35 2.15 -41.54 | -13.00 | 28.54 \Y
3302.02 | -59.62 5.29 10.40 2.15 -56.66 | -13.00 | 43.66 H
4117.02 | -54.58 6.04 10.40 2.15 -52.37 | -13.00 | 39.37 \
4953.01 | -54.19 6.68 11.21 2.15 -51.81 | -13.00 | 38.81 H
5783.01 | -51.96 7.22 11.03 2.15 -50.30 | -13.00 | 37.30 H
WCDMA BAND V Mode Channel 4183/836.6MHz
Peak
Frequency | PMea Path Antenna | Correction ca Limit | Margin L
) i ERP Polarization
(MHz) (dBm) | Loss(dB) | Gain(dBi) (dB) (dBm) (dBm) | (dB)
1655.01 | -56.29 3.57 9.51 2.15 -52.50 | -13.00 | 39.50 H
2500.00 | -46.77 4.62 10.20 2.15 -43.34 | -13.00 | 30.34 H
3338.02 | -60.15 5.31 10.48 2.15 -57.13 | -13.00 | 44.13 Vv
4181.02 | -55.21 6.16 10.46 2.15 -53.06 | -13.00 | 40.06 H
5000.01 | -53.84 6.60 11.30 2.15 -51.29 | -13.00 | 38.29 H
5869.01 | -50.42 7.30 10.69 2.15 -49.18 | -13.00 | 36.18 \Y
WCDMA BAND V Mode Channel 4233/846.6MHz
Peak
Frequency | Pwmea Path Antenna | Correction ERP Limit | Margin Polarization
(MHz) (dBm) | Loss(dB) | Gain(dBi) (dB) (dBm) (dBm) | (dB)
1681.01 -55.25 3.59 9.56 2.15 -51.43 | -13.00 | 38.43 \
2537.00 | -47.24 4.66 10.13 2.15 -43.92 | -13.00 | 30.92 H
3400.02 | -59.16 5.36 10.50 2.15 -56.17 | -13.00 | 43.17 \
4233.02 | -55.57 6.26 10.57 2.15 -53.41 | -13.00 | 40.41 H
5094.01 -53.05 6.76 11.49 2.15 -50.47 | -13.00 | 37.47 \
5945.01 -50.24 7.47 10.50 2.15 -49.36 | -13.00 | 36.36 \
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WCDMA BAND IV Mode Channel 1312/1712.4MHz
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123260340-WMDO02

Frequency | Pwmea Path Antenna Peak Limit Margin o
(MHz) | (dBm) | Loss(dB) | Gain(dBi) SIRP | gm) | gy | Fonization
(dBm)
3442.02 | -73.07 5.41 10.42 -68.06 -13.00 55.06 H
5141.02 | -67.09 6.87 11.58 -62.38 -13.00 49.38 H
6847.01 | -60.22 7.83 10.40 -57.65 -13.00 44.65 \Y
8549.01 | -61.50 8.58 11.30 -58.78 -13.00 45.78 \Y
10252.01 | -57.98 9.48 12.00 -55.46 -13.00 42.46 \Y
11998.01 | -57.49 10.06 13.20 -54.35 -13.00 41.35 \%
WCDMA BAND IV Mode Channel 1412/1732.4MHz
Frequency | PMea Path Antenna Peak Limit Margin L
) i EIRP Polarization
(MHz) (dBm) | Loss(dB) Gain(dBi) (dBm) (dB)
(dBm)
3463.02 | -72.55 5.45 10.45 -67.55 -13.00 54.55 H
5239.02 | -67.94 7.00 11.70 -63.24 -13.00 50.24 Vv
6978.01 | -60.58 8.13 10.40 -58.31 -13.00 45.31 Vv
8719.01 | -62.44 8.42 11.30 -59.56 -13.00 46.56 H
10421.01 | -58.86 9.77 12.12 -56.51 -13.00 43.51 H
12190.01 | -55.65 10.09 13.37 -52.37 -13.00 39.37 \Y
WCDMA BAND IV Mode Channel 1513/1752.6MHz
Frequency | PMea Path Antenna Peak EIRP Limit | Margin L
) } Polarization
(MHz) (dBm) | Loss(dB) Gain(dBi) (dBm) (dBm) | (dB)
3525.02 | -72.55 5.57 10.60 -67.52 -13.00 | 54.52 \%
5256.02 | -66.46 7.00 11.69 -61.77 -13.00 | 48.77 H
6996.01 | -62.70 8.27 10.40 -60.57 -13.00 | 47.57 \%
8782.01 | -61.34 8.61 11.30 -58.65 -13.00 | 45.65 Vv
10532.01 | -58.72 9.53 12.20 -56.05 -13.00 | 43.05 H
12249.01 | -56.45 10.03 13.55 -52.93 -13.00 | 39.93 H

Note: Peak EIRP (dBm) = PMea(dBm) - Path Loss(dB) + Antenna Gain(dBi)

Note: Expanded measurement uncertainty is U = 5.73 dB, k = 2.
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A.3 Frequency Stability

A.3.1 Method of Measurement

Frequency stability is a measure of the frequency drift due to temperature and supply voltage

variations, with reference to the frequency measured at +20 °C and rated supply voltage. Two

reference points are established at the applicable unwanted emissions limit using a RBW equal to
the RBW required by the unwanted emissions specification of the applicable regulatory standard.

These reference points measured using the lowest and highest channel of operation shall be

identified as FL and Fn respectively.

In order to measure the carrier frequency under the condition of AFC lock, it is necessary to make

measurements with the EUT in a “call mode”. This is accomplished with the use of CMU200.

1. Measure the carrier frequency at room temperature.

2. Subject the EUT to overnight soak at -30°C.

3. With the EUT, powered via nominal voltage, connected to the CMU200 and in a simulated call
on mid channel of each band, measure the carrier frequency. These measurements should be
made within 2 minutes of Powering up the EUT, to prevent significant self-warming.

4. Repeat the above measurements at 10°C increments from -30°C to +50°C. Allow at least 1.5
hours at each temperature, unpowered, before making measurements.

5. Remeasure carrier frequency at room temperature with nominal voltage. Vary supply voltage
from minimum voltage to maximum voltage, in 0.1Volt increments remeasuring carrier
frequency at each voltage. Pause at nominal voltage for 1.5 hours unpowered, to allow any
self-heating to stabilize, before continuing.

6. Subject the EUT to overnight soak at +50°C.

7. With the EUT, powered via nominal voltage, connected to the CMU200 and in a simulated call
on the centre channel, measure the carrier frequency. These measurements should be made
within 2 minutes of Powering up the EUT, to prevent significant self-warming.

8. Repeat the above measurements at 10°C decrements from +50°C to -30°C. Allow at least 1.5
hours at each temperature, unpowered, before making measurements.

9. At all temperature levels hold the temperature to +/- 0.5°C during the measurement procedure.

The frequency stability shall be sufficient to ensure that the fundamental emission stays within the
authorized frequency block. As this transceiver is considered "Hand carried, battery powered
equipment" Section 2.1055(d)(2) applies. This requires that the lower voltage for frequency
stability testing be specified by the manufacturer. This transceiver is specified to operate with an
input voltage of the lower, higher and nominal voltage. Operation above or below these voltage
limits is prohibited by transceiver software in order to prevent improper operation as well as to
protect components from overstress.
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A.3.2 Measurement results
WCDMA Band Il QPSK
Frequency Error vs Temperature

CAIC

Temperza(;ure( C) | Voltage(V) | FL(MHz) | Fn(MHz) Offset(Hz) | Frequency error(ppm)
50 2.53 0.0013
40 -0.46 0.0002
30 0.81 0.0004
10 3.85 1850.128 | 1909.856 2.59 0.0014
0 5.20 0.0028
-10 244 0.0013
-20 7.29 0.0039
-30 3.28 0.0017
Frequency Error vs Voltage
Voltage(V) | Temperature(C) | FL(MHz) | Fy(MHz) | Offset(Hz) | Frequency error(ppm)
3.6 3.65 0.0019
20 1850.128 | 1909.856
4.2 1.77 0.0009
WCDMA Band V QPSK
Frequency Error vs Temperature
Temperzagure( C) | Voltage(V) | FL(MHz) | Fu(MHz) Offset(Hz) | Frequency error(ppm)
50 7.19 0.0086
40 1.82 0.0022
30 7.97 0.0095
10 3.85 824.136 | 848.864 8.07 0.0096
0 1.56 0.0019
-10 2.56 0.0031
-20 -0.52 0.0006
-30 9.25 0.0111
Frequency Error vs Voltage
Voltage(V) | Temperature('C) | FL(MHz) | Fu(MHz) | Offset(Hz) | Frequency error(ppm)
3.6 0.49 0.0006
20 824.136 | 848.864
4.2 0.73 0.0009

©Copyright. All rights reserved by CTTL.

Page 24 of 64

123260340-WMDO02




(EI’

WCDMA Band IV QPSK

Frequency Error vs Temperature

CAIC

123260340-WMDO02

Temperza(;ure( C) | Voltage(V) | FL(MHz) | Fn(MHz) Offset(Hz) | Frequency error(ppm)

50 8.24 0.0048

40 8.04 0.0046

30 8.27 0.0048

10 3.85 1710.152 | 1754.856 8.04 0.0046

0 8.13 0.0047

-10 9.38 0.0054

-20 7.31 0.0042

-30 6.29 0.0036

Frequency Error vs Voltage

Voltage(V) | Temperature('C) | FL(MHz) | Fu(MHz) | Offset(Hz) | Frequency error(ppm)

3.6 -0.81 0.0005

20 1710.152 | 1754.856
4.2 6.42 0.0037

Note: Expanded measurement uncertainty is U = 0.01 PPM, k = 2.

©Copyright. All rights reserved by CTTL.

Page 25 of 64



(Elb

CAIC

123260340-WMDO02

A.4 Occupied Bandwidth

Occupied bandwidth measurements are only provided for selected frequencies in order to reduce
the amount of submitted data. Data were taken at the extreme and mid frequency. The table below
lists the measured 99% BW. Spectrum analyzer plots are included on the following pages.

The measurement method is from ANSI C63.26:

a) The spectrum analyzer center frequency is set to the nominal EUT channel center frequency.
The frequency span for the spectrum analyzer shall be set wide enough to capture all modulation
products including the emission skirts.

b) The nominal IF filter 3 dB bandwidth (RBW) shall be in the range of 1% to 5% of the anticipated
OBW, and the VBW shall be set = 3 x RBW.

c) Set the reference level of the instrument as required to prevent the signal amplitude from
exceeding the maximum spectrum analyzer input mixer level for linear operation.

d) Set the detection mode to peak, and the trace mode to max-hold.
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WCDMA Band Il (99%)-QPSK

Frequency (MHz) Occupied Bandwidth (99%)(kHz)

1852.4 4150.64

1880.0 4150.64

1907.6 4166.67

WCDMA Band 11 (99%)
Channel 9262-Occupied Bandwidth (99% BW)

® “RBW 50 kHz Marker 1 [T1 ]
*VBW 200 kHz 17.10 dBm
Ref 25.8 dBm Att 30 dB SWT 5 ms 1.851422436 GHz
Ooffset 0.8 dB OBW |4.150641026 MHz
20 il Temp 1 [T1 OBW]}
T ’LMWA‘»"\ .16 dBm
4 M.\\ 1.850316667 GHz |SGL
10 e .
104 aon| .
1.854467308 GHz|
o .
TDF
-10
-20
WW WYL .
-40
|--50.
I--60:
(=70
Center 1.8524 GHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 11:54:03
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Channel 9400-Occupied Bandwidth (99% BW)

“RBW 50 kHz

Marker 1 [T1 ]

“VBW 200 kHz 16.30 dBm
Ref 25.8 dBm Att 30 dB SWT 5 ms 1.878733974 GHz
Offset 0.4 dB OBW |4.150647026 MHz
20 N Temp |1 [T1 OBW]
Y, _09 dem | IEN
TWWW 1.877916667 GHz | SGL
I | 10 T2 Temp 2 [T1 OBW]
1.882067308 GHz
o
TDF
l--10
A/ \h
W M.L/ i UW
V_Aé,;)h/\,uw o]
-0
-50
I--60
I--70.
Center 1.88 GHz 1 MHz/ Span 10 MHz
Date: 6.MAR.2023 11:54:31
. . 0
Channel 9538-Occupied Bandwidth (99% BW
ég “RBW 50 kHz Marker 1 [T1 ]
“VBW 200 kHz 16.29 dBm
Ref 25.8 dBm Att 30 dB SWT 5 ms 1.908192949 GHz
Offset 0.4 dB OBW |4.166666667 MHz
20 — Te! np 1 [T’\ fal:: ‘”]
.50 dBm| M
{jﬂb”h}ﬂMJJJAhﬂhﬂmka 1.905500641 GHz | SGL
S | 10 1 T2 temp 2 [T1 OBW]
7.47 dem
1.909667308 GHz
o

|--10
I

|

I--40;

[—-60:

f—=70

Center 1.9076 GHz

Date: 6.MAR.2023 11:54:59
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WCDMA Band Il (99%)-16QAM
Frequency (MHz) Occupied Bandwidth (99%)(kHz)
1852.4 4150.64
1880.0 4150.64
1907.6 4166.67

WCDMA Band 11 (99%)
Channel 9262-Occupied Bandwidth (99% BW)

® “RBW 50 kHz Marker 1 [T1 ]
“VBW 200 kHz 17.23 dBm
Ref 25.8 dBm Att 30 dB SWT 5 ms 1.851454487 GHz
Off$et 0.4 dB OBW |4.150641026 MHz
20 1 Temp 1 [T1 OBW}
5.88 dBm
MWW 1.850316667 GHz [ SGL
l-10 i Fo—Femp2—fT+ i
.12 dBm|
)7 Y\ 1.854461308 GHz| "

X f \

Center 1.8524 GHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 12:15:53
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Channel 9400-Occupied Bandwidth (99% BW)

“RBW 50 kHz Marker 1 [T1 ]

*VBW 200 kHz 16.37 dBm
Ref 25.8 dBm Att 30 dB SWT 5 ms 1.879118590 GHz
Ooffset 0.8 dB OBW |4.15064]026 MHz
20 1 Temp |1 [T1 OBW]
5_87 dem|IEM
AN A 1.877916667 GHz| SGL
L |10 ] T2 Temp 2 [T1 Ow]
MAXH N -52 demf
1.882067308 GHz|
o

| \WW

I--40;

[—-60:

f—=70

Center 1.88 GHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 12:16:21

Channel 9538-Occupied Bandwidth (99% BW)

“RBW 50 kHz

Marker 1 [T1 ]

“VBW 200 kHz 14.44 dBm
Ref 25.8 dBm Attt 30 dB SWT 5 ms 1.906366026 GHz
Off$et 0.8 dB OBW |4.166666667 MHz
—20 Temp 1 [T1 OBWY
3 g_.78 dem|EM
WMM 1.90550(0641 GHz | SGL
1 PK 10 T2 Temp (2 [T1 OHW
T p 2 [ 1
N .44 dBm
1.909667308 GHz
o
TDF
f—-10 / \
[ A il Pt
I--40
-50
[—-60:
f—=70
Center 1.9076 GHz 1 MHz/ Span 10 MHz
Date: 6.MAR.2023 12:16:49
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Frequency (MHz)

Occupied Bandwidth (99%)(kHz)

826.4

4166.67

836.6

4150.64

846.6

4150.64

WCDMA Band V (99%)
Channel 4132-Occupied Bandwidth (99% BW)

® *RBW 50 kHz
*VBW 200 kHz

Ref 25.5 dBm Att 30 dB SWT 5 ms

Marker 1 [T1 ]
16.73 dBm
825.534615385 MHz

Offset 0.5 dB

OBW |4.166666667 MHz

* : Temp -1 [T1 Ogw]
R smitrns §.21 don
1 Py} TWA'WW ”\”M\,\TZ 824.316666667 MHz || SGL
- | Temp T ogwY
o 7.84 dBm
828.483333333 MHz
o
10

Wm/ !

-60

[—=70:

Center 826.4 MHz 1 MHz/

Date: 6.MAR.2023 10:24:43
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Channel 4183-Occupied Bandwidth (99% BW)

® “RBW 50 kHz Marker 1 [T1 ]
“VBW 200 kHz 16.43 dBm
Ref 25.5 dBm Att 30 dB SWT 5 ms 836.295512821 MHz
Offset 0.5 dB OBW |4.150641026 MHz“
|20 - Fempla T2 G
M 7-63 dem |
WWW 834.532694308 MHz | SGL
B |10 g 2 Temp (2 [T1 oBW]
838.683333333 MHz

W«ﬂ V\/MJ«/\H“U*M

M30 308

-40

-50

Center 836.6 MHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 10:25:11

Channel 4233-Occupied Bandwidth (99% BW)

® “RBW 50 kHz Marker 1 [T1 ]
“VBW 200 kHz 17.26 dBm
Ref 25.5 dBm Att 30 dB SWT 5 ms 847.225000000 MHz
Offset 0.5 dB OBW |4.150647026 MHZH
|20 1 Fempi T oHG
w\(\nﬂl—v« 7.34 dem|HE
WWW Wm 844.516666667 MHz | SCL
B |10 g Temp 12 [T1 OBW]
848.667301692 MHz

Ww/u U‘W

30 308

-40

-50

I--60:

-70

Center 846.6 MHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 10:25:38
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WCDMA Band V (99%)-16QAM
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123260340-WMDO02

Frequency (MHz)

Occupied Bandwidth (99%)(kHz)

826.4

4150.64

836.6

4134.62

846.6

4166.67

WCDMA Band V (99%)

Channel 4132-Occupied Bandwidth (99% BW)

® “RBW 50 kHz Marker 1 [T1 ]
“VBW 200 kHz 17.85 dBm
Ref 25.5 dBm Att 30 dB SWT 5 ms 825.438461538 MHz
offset 0.5 dB OBW [4.150647026 MHz
20 L Temp 1 [T1 OBW]
.25 dBm
/\-II,A/W"'\}\A_,J\N 824.316666667 MHz || SCL
-10 v Temp T ogw
8.82 dBm
828.467307692 MHz
o
10
Al n
[—-20-
JV Vw
-30 3DB
I--a0
I--50
60
--70

Center 826.4 MHz

Date: 6.MAR.2023 10:36:06
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Channel 4183-Occupied Bandwidth (99% BW)

Date:

Ref 25.5 dBm

“RBW 5
“VBW 2
SWT 5

Attt 30 dB

0 kHz
00 kHz
ms

Marker 1 [T1 ]
15.53
-305128205

dBm
MHz

Offset

0.5 dB

.1346158385

£ 1 rTa 3
t

MHz“

10

TMW

e,

T2 Temp 2

)
.34
834.532692308
[T1 oBw]

4.95

838.667301692

dem (I

MHz

dBm
MHz

l

f—=20:

it

SGL

IV 30 3D
-40
-50
t--60-
-70
Center 836.6 MHz 1 MHz/ Span 10 MHz
6.MAR.2023 10:36:34
. . 0
Channel 4233-Occupied Bandwidth (99% BW)
“RBW 50 kHz Marker 1 [T1 ]
*VBW 200 kHz 16.29 dBm
Ref 25.5 dBm Att 30 dB SWT 5 ms 845.718589744 MHz
Ooffset 0.5 dB OBW |4.166666667 MHZH
l-20 + Tempa Tl 3
M 5.55 dem|(IE
{WM{MMW‘”WM\ 844.500641026 MHz|[SGL
10 T T2 Temp 2 [T1 OBW]
-o1 dem|
848.667301692 MHz|
e / \ Tor
[—-10-

Date:

|

f—=20:

Nl

f—=30:

-40

-50

I--60:

-70

Center 846.6 MHz

6.MAR.2023

10:37:01

1 MHz/

©Copyright. All rights reserved by CTTL.
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WCDMA Band IV (99%)-QPSK

Frequency (MHz) Occupied Bandwidth (99%)(kHz)

1712.4 4150.64

1732.4 4166.67

1752.6 4150.64

WCDMA Band IV (99%)
Channel 1312-Occupied Bandwidth (99% BW)

® “RBW 50 kHz Marker 1 [T1 ]
“VBW 200 kHz 15.56 dBm
Ref 25.8 dBm Att 30 dB SWT 5 ms 1.712544231 GHz
Offset 0.8 dB OBW |4-150647026 MHz
20 T Temp 1 [T1 QBWY
v .95 dBm
MMW\PMWM 1.710316667 GHz | SGL
l-10 T, W ro—Femp2—fT+ i
[vaxH] .17 dBm|
1.714461308 GHz| "

-20 /\{ \/\
T | AL V)

3 Mg e Ea
-40

l--50.

I--60

--70.

Center 1.7124 GHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 11:56:09
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Channel 1412-Occupied Bandwidth (99% BW)

ég *RBW 50 KkHz Marker 1 [T1 ]
“VBW 200 kHz 16.50 dBm
Ref 25.8 dBm Att 30 dB SWT 5 ms 1.731390385 GHz
Offset 0.8 dB OBW |4.166666667 MHz
20 1 Temp |1 [T1 OBW]
~41 dem (M
M 1.730316667 GHz| SGL
1 PKENIEET) T2 Temp 2 [T1 OBW]
1.734483333 GHz|
o
TDF
I--10 ( \
N JJ‘“ Vl\ﬂwl«ww
I--40
-50
I--60
I--70.
Center 1.7324 GHz 1 MHz/ Span 10 MHz
Date: 6.MAR.2023 11:56:37
. . o
Channel 1513-Occupied Bandwidth (99% BW
ég *RBW 50 KkHz Marker 1 [T1 ]
“VBW 200 kHz 17.30 dBm
Ref 25.8 dBm Att 30 dB SWT 5 ms 1.751638462 GHz
Offset 0.8 dB OBW |4.150641026 MHz
20 1 Temp 1 [T1 OBWY
T 1.52 dem|EM
MM»'\»WM- 1.750514667 GHz | SoL
FEX | 10 T2 Temp 2 [T1 OBW]
1.754667308 GHz|
o
TDF
l--10 ( \
20 n\‘ U\
P AL, / Aottt M )
I--40
-50
I--60
I--70.
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WCDMA Band IV (99%)-16QAM
Frequency (MHz) Occupied Bandwidth (99%)(kHz)
1712.4 4150.64
17324 4150.64
1752.6 4134.62

WCDMA Band IV (99%)
Channel 1312-Occupied Bandwidth (99% BW)

® “RBW 50 kHz Marker 1 [T1 ]
*VBW 200 kHz 16.55 dBm
Ref 25.8 dBm Att 30 dB SWT 5 ms 1.711422436 GHz
Ooffset 0.8 dB OBW |4.15064]026 MHz
20 b Temp 1 [T1 OBW]}
v 4.99 dBm
1.710316667 GHz||SCL
i Tfhwwmw%ww_\m L il e W
§.16 dem|
1.714467308 GHz|
o -
/ \ TOF
I--10.
- M/j k‘uj!ﬂ s
-40
|--50.
I--60:
t--70:
Center 1.7124 GHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 12:18:11
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Channel 1412-Occupied Bandwidth (99% BW)

“RBW 50 kHz

Marker 1 [T1 ]

*VBW 200 kHz 15.41 dBm
Ref 25.8 dBm Att 30 dB SWT 5 ms 1.733089103 GHz
Ooffset 0.8 dB OBW |4.15064]026 MHz
20 T Temp |1 [T1 OBW]
v 5_54 dem|IEM
«v@Aﬂ}MH 1.730316667 GHz| SGL
L |10 1 AMMMA\MMTZ Temp 2 [T1 Ogw]
-65 dBm|
1.734467308 GHz
o

. | |

[—-60:

f—=70

Center 1.7324 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 12:18:40

Channel 1513-Occupied Bandwidth (99% BW)

“RBW 50 kHz

Marker 1 [T1 ]

*VBW 200 kHz 17.24 dBm
Ref 25.8 dBm Att 30 dB SWT 5 ms 1.751622436 GHz
Ooffset 0.8 dB OBW |4.134619385 MHz
20 1 Temp 1 [T1 OBWY
T .27 dBm| M
WM 1.750516667 GHz | SGL
1 _PKEg] T tr> Temp 2 [T1 ogw]
S iy
1.754651282 GHz|
o
TDF
|--10 \
[—-20-
REY WP WIRTF LU V\“\AMJLM st g N
W Af k| 20
I--40;
-50
I--60:
|--70.
Center 1.7526 GHz 1 MHz/ Span 10 MHz
Date: 6.MAR.2023 12:19:07

Note: Expanded measurement uncertainty is U = 3428 Hz, k = 2.
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A.5 Emission Bandwidth

The emission bandwidth is defined as the width of the signal between two points, one below the
carrier center frequency and one above the carrier center frequency, outside of which all
emissions are attenuated at least 26 dB below the transmitter power.

The measurement method is from ANSI C63.26:

a) The spectrum analyzer center frequency is set to the nominal EUT channel center frequency.
The span range for the spectrum analyzer shall be wide enough to see sufficient roll off of the
signal to make the measurement.

b) The nominal RBW shall be in the range of 1% to 5% of the anticipated OBW, and the VBW shall
be set 2 3 x RBW.

c) Set the reference level of the instrument as required to prevent the signal amplitude from
exceeding the maximum spectrum analyzer input mixer level for linear operation.

d) The dynamic range of the spectrum analyzer at the selected RBW shall be more than 10 dB
below the target “~X dB” requirement, i.e., if the requirement calls for measuring the —26 dB OBW,
the spectrum analyzer noise floor at the selected RBW shall be at least 36 dB below the reference
level.

e) Set spectrum analyzer detection mode to peak, and the trace mode to max hold.
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WCDMA Band I1-QPSK (-26dBc)

Frequency (MHz) Emission Bandwidth (-26dBc)(kHz)
1852.4 4679.49
1880.0 4663.46
1907.6 4663.46

WCDMA Band Il (-26dBc)
Channel 9262-Emission Bandwidth (-26dBc BW)

® “RBW 50 kHz Marker 1 [T1 ]
“VBW 200 kHz 16.99 dBm
Ref 25.8 dBm “Att 30 dB SWT 5 ms 1.853008974 GHz
Offset 0.8 dB ndB [T1] 26.00 dB
20 1 BW 4679487179 MH
M‘d\‘ Temp |1 [T1 ndB]
'U‘J‘N/\\ -9.77 dBm
R |10 1o 669256—6H:
VAN Temp |2 [T1 ndB]

LV
-9.91 dBm

o 1857 474 GHZ | 1pF
1 2
f~=10;

ol Wl

Center 1.8524 GHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 11:58:23
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Channel 9400-Emission Bandwidth (-26dBc BW)

® “RBW 50 kHz Marker 1 [T1 ]

“VBW 200 kHz 16.98 dBm

Ref 25.8 dBm “Att 30 dB SWT 5 ms 1.879134615 GHz

Offset 0.8 dB ndB [T11 26.00 dB

20 1 BW |4_663461538 MHz
Temp |1 [T1 ndB] [ A]

M"MW ~9.31 dBm

Bl |10 1.87766(256 GHz
Temp |2 [T1 ndB] y
~7.58 dsm|"""

<)
[y

882323718 GHz| 1p;
2

L[] |

I--40;

[—-60:

f—=70

Center 1.88 GHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 11:58:51

Channel 9538-Emission Bandwidth (-26dBc BW)

® “RBW 50 kHz Marker 1 [T1 ]

“VBW 200 kHz 16.84 dBm

Ref 25.8 dBm “Att 30 dB SWT 5 ms 1.906702564 GHz

offset 0.8 dB ndB [T11 26.00 dB

20 2 Bw |4 663461538 uu
M Temp |1 [T1 ndB] [ A]

Wwﬂ/\“ -8§.77 dBm

Bl |10 W 1.90526(Q256 GHz
Temp |2 [T1 ndB] y
-9.32 asm|"""
o 1.909923718 GHZ | 1pf

1 2

L1 |
el "),

I--40;

[—-60:

f—=70

Center 1.9076 GHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 11:59:19
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(IEI,

WCDMA Band Il -16QAM (-26dBc)

Frequency (MHz) Emission Bandwidth (-26dBc)(kHz)
1852.4 4647.44
1880.0 4679.49
1907.6 4679.49

WCDMA Band Il (-26dBc)
Channel 9262-Emission Bandwidth (-26dBc BW)

® “RBW 50 kHz Marker 1 [T1 ]
“VBW 200 kHz 17.95 dBm
Ref 25.8 dBm “Att 30 dB SWT 5 ms 1.851438462 GHz
Offset 0.8 dB ndB [T1] 26.00 dB

20 1 BW |4 647435807 uH

v
Temp |1 [T1 ndB]
W«»«M -6.98 dBm
R |10

H:

=
NIEW Temp |2 [T1 ndB] .
-7.67 dBm|

o

1854 T8 GAZ|| 1pr

-10

-20

e AT &

f—-30

-40

f—-50

[—-60

I--70;

Center 1.8524 GHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 12:20:36
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_—_—

Channel 9400-Emission Bandwidth (-26dBc BW)

“RBW 50 kHz
*VBW 200 kHz

Marker 1 [T1 ]
17.04

dBm

Date:

Ref 25.8 dBm “Att 30 dB SWT 5 ms 1.879054487 GHz
Offset 0.4 dB ndB [T1]  2§.00 dB
20 1 BW  |4.679487179 MHz
Temp |1 [T1 ndB] [ A]
TN -9.17 dBm
10 J’%FJ“M% 1-877660256 GHz
Temp 2 [T1 ndB] o
-9.60 dBm
o 1.882339744 GHZ | 1pp
\E
|--10

I--40;

[—-60:

f—=70

Center 1.88 GHz

6.MAR.2023

12:21:04

1 MHz/

Channel 9538-Emission Bandwidth (-26dBc BW)

@

“RBW 50 kHz

Span 10

Marker 1 [T1 ]

MHz

*VBW 200 kHz 16.27 dBm
Ref 25.8 dBm “Att 30 dB SWT 5 ms 1.906718590 GHz
Ooffset 0.8 dB ndB [T1] 26.00 dB
l-20 - BW 4. 679484179 umH
v Temp |1 [T1 ndB] [ A]
Aﬂhhwﬂﬁk -9.23 dBm
X | 10 /ﬂyﬁ”ﬁ*ﬂﬂfWN&ﬂV\ Mﬁ&hJ&N\ 1-90526(256GHz
MAEN Temp |2 [T1 ndB] .
-1¢.56 dBm
o 1.909939744 GHZ | 1pf
2
|--10
ety
I--40;
-50
I--60:
|--70.
Center 1.9076 GHz 1 MHz/ Span 10 MHz
Date: 6.MAR.2023 12:21:32
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(IEI,

WCDMA Band V-QPSK (-26dBc)

Frequency (MHz) Emission Bandwidth (-26dBc)(kHz)
826.40 4711.54
836.60 4695.51
846.60 4679.49

WCDMA Band V (-26dBc)
Channel 4132-Emission Bandwidth (-26dBc BW)

® “RBW 50 kHz Marker 1 [T1 ]
*VBW 200 kHz 16.34 dBm
Ref 25.5 dBm “Att 30 dB SWT 5 ms 825.133974359 MHz
Offset 0.5 dB ndB [T1] 26.00 dB
20 1 BW —4-71153§462 MHz
T Temp |1 [T1 ndB]
M‘L\ -10.31 dBm
1 PKEEeTe] Coamerizy BY M.
VAN Temp |2 [T1 ndB] .
-1¢.61 dBmf
° 828.755769231 MHZ | 1pr
1 2
-10
20 l
)M/\’ V\W
I--40;
I--50:
-60
I--70:
Center 826.4 MHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 10:26:55
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Channel 4183-Emission Bandwidth (-26dBc BW)

@

RBW 50 kHz

Marker 1 [T1 ]

VBW 200 kHz 16.46 dBm
Ref 25.5 dBm “Att 30 dB SWT 5 ms 836.295512821 MHz
Offset 0.5 dB ndB [T11 26.00 dB ”
|20 N ew |4 so5514821 MM
¥ Temp |1 [T1 ndB]
WW"% -9.57 dBm
10 834.26025¢410 MHZ
Temp |2 [T1 ndB]
-9.47 dBm
o 838.955769231 WHZ | 1o
f |
--10

|

[~-20

u\\wuw«m

Date:

@

-40
-50
[—-60-
-70
Center 836.6 MHz 1 MHz/ Span 10 MHz
6.MAR.2023 10:27:23
Channel 4233-Emission Bandwidth (-26dBc BW)
“RBW 50 kHz Marker 1 [T1 ]
*VBW 200 kHz 17.11 dBm
Ref 25.5 dBm “Att 30 dB SWT 5 ms 847.208974359 MHz
Ooffset 0.5 dB ndB [T1] 26.00 dB “
l-20 1 w4 s704874 i
wJLL“‘\ Temp |1 [T1 ndB]
W -§.86 dBm
10 844260256410 MHZ
Temp (2 [T1 ndB]
-§.71 dBm
I 848.939744590 MHzZ
ji &2
[—-10- (
I--20;

Date:

[l Mg e

-40

-50

[~-60;

-70

Center 846.6 MHz

6.MAR.2023

1 MHz/

10:27:51
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(IEI,

WCDMA Band V-16QAM (-26dBc)

Frequency (MHz) Emission Bandwidth (-26dBc)(kHz)
826.40 4647.44
836.60 4679.49
846.60 4647.44

WCDMA Band V (-26dBc)
Channel 4132-Emission Bandwidth (-26dBc BW)

® “RBW 50 kHz Marker 1 [T1 ]
*VBW 200 kHz 17.70 dBm
Ref 25.5 dBm “Att 30 dB SWT 5 ms 825.438461538 MHz
Offset 0.5 dB ndB [T1] 26.00 dB
20 i BW 4647434897 MHz
v
Temp |1 [T1 ndB]
W‘f\f’\.w —7.98 dBm
X 10 W ATO76Z8Z05T W
VAN Temp |2 [T1 ndB] .
-g.13 dBm|
° 828.723711949 MHZ | 1or
1 T2
-10
. l A
N ’\ni[v uw
-30 3DB
I--40;
I--50:
-60
I--70:
Center 826.4 MHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 10:38:30
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Channel 4183-Emission Bandwidth (-26dBc BW)

@

Date:

Channel 4233-Emission Bandwidth (-26dBc BW)

@

Date:

“RBW 50 kHz

Marker 1 [T1 ]

*VBW 200 kHz 16.02 dBm
Ref 25.5 dBm “Att 30 dB SWT 5 ms 835.718589744 MHz
Ooffset 0.5 dB ndB [T1] 26.00 dB ”
l-20 - w4 s704874 i
v Temp (1 [T1 ngB]
WNMWM\ -9.95 dBm
10 834260256410 MHZ
Temp (2 [T1 ndB]
-1¢.24 dBm
I 838.939744590 WAz
2
[—-10-

-3
e

s

f—=20:

AT

f—=30:

-40

-50

Center 836.6 MHz

6.MAR.2023

10:38:58

1 MHz/

“RBW 50 kHz

Span 10 MHz

Marker 1 [T1 ]

*VBW 200 kHz 17.62 dBm
Ref 25.5 dBm “Att 30 dB SWT 5 ms 845.638461538 MHz
Ooffset 0.5 dB ndB [T1] 26.00 dB ”
l-20 1 w4 s4743d i
Temp (1 [T1 ngB]
s HAAAY -§.03 dBm
10 844276282051 MHZ
Temp (2 [T1 ndB]
-§.91 dBm
I 848.92371{949 MHZ
2
--10

|

f—=20:

f—=30:

-40

-50

me

I--60:

-70

Center 846.6 MHz

6.MAR.2023

10:39:26

1 MHz/
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(IEI,

WCDMA Band IV-QPSK (-26dBc)

Frequency (MHz) Emission Bandwidth (-26dBc)(kHz)
1712.4 4679.49
1732.4 4679.49
1752.6 4679.49

WCDMA Band IV (-26dBc)
Channel 1312-Emission Bandwidth (-26dBc BW)

® “RBW 50 kHz Marker 1 [T1 ]
“VBW 200 kHz 15.09 dBm
Ref 25.8 dBm “Att 30 dB SWT 5 ms 1.711390385 GHz
Offset 0.8 dB ndB [T1] 26.00 dB

BW 4 6794874179 MH
Temp |1 [T1 nd

¥ 81
DA WY -10.02 dBm
B | 10 ,rﬁm‘—“ M )

6 66t

20

=
Temp [2 [T1 ndB] R
-1¢.93 dBm|

o T_71& A4 GAZ | 1pe
1 2
-10

-40

f—-50

f—=60:

I--70;

Center 1.7124 GHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 12:00:24
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Channel 1412-Emission Bandwidth (-26dBc BW)

é; *RBW 50 KkHz Marker 1 [T1 ]
“VBW 200 kHz 16.60 dBm
Ref 25.8 dBm “Att 30 dB SWT 5 ms 1.732095513 GHz
Offset 0.8 dB ndB [T11 26.00 dB
20 1 BW |4_679487179 MHz
Y Temp |1 [T1 ndB] [ A]
fwﬁvb$»lMMWWuWNUq“rﬂ$ﬂ ~1¢.01 dBm
BEX | 10 1.73006Q256 GHz
MAEN Temp |2 [T1 ndB] .
-10.65 dBm|
o 1.734739744 GHZ | 1pp
1 2
I--10
N v\ﬂ/ A“( UIW
I--40
-50
I--60
I--70.
Center 1.7324 GHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 12:00:52

Channel 1513-Emission Bandwidth (-26dBc BW)

® “RBW 50 kHz Marker 1 [T1 ]
“VBW 200 kHz 15.96 dBm
Ref 25.8 dBm “Att 30 dB SWT 5 ms 1.752279487 GHz
offset 0.8 dB ndB [T11 26.00 dB
20 - Bw |4 670484179 mu
Temp |1 [T1 ndB] [ A]
waﬂﬁw»MAWNAXﬁ‘¢mwthn -§.78 dBm
Bl |10 1.75026Q256 GHz
Temp |2 [T1 ndB] y
-19.13 dem|"’
o 1.754939744 GHZ | 1pp
. 2
l--10

= |

|z Mg 'nf \r\\u]«h EUTO P

I--40;

[—-60:

f—=70

Center 1.7526 GHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 12:01:20
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(IEI,

WCDMA Band IV-16QAM (-26dBc)

Frequency (MHz) Emission Bandwidth (-26dBc)(kHz)
1712.4 4679.49
1732.4 4679.49
1752.6 4647.44

WCDMA Band IV (-26dBc)
Channel 1312-Emission Bandwidth (-26dBc BW)

® “RBW 50 kHz Marker 1 [T1 ]

*VBW 200 kHz 14.68 dBm

Ref 25.8 dBm “Att 30 dB SWT 5 ms 1.713025000 GHz

Offset 0.8 dB ndB [T1] 26.00 dB

20 BW 4679487179 NH

1 Temp |1 [T1 ndB]
M -10.09 dBm
o | /M\/MMMM« vww*\lw B oy
VIEW| T

emp 2 [T1 ndB]

LV
-131.49 dBm

714 4 GAZ | 1o
2

}

Center 1.7124 GHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 12:22:55
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Channel 1412-Emission Bandwidth (-26dBc BW)

® “RBW 50 kHz Marker 1 [T1 ]
“VBW 200 kHz 15.52 dBm
Ref 25.8 dBm “Att 30 dB SWT 5 ms 1.731502564 GHz
Offset 0.8 dB ndB [T11 26.00 dB
20 1 BW |4_679487179 MHz
Temp |1 [T1 ndB] [ A]
vy | -10.06 dBm
Bl |10 W 1.73006Q256 GHz
Temp |2 [T1 ndB]
-9.84 dBm

<)
[y

-734739744 GHZ || 1p;

] I

[—-60:

f—=70

Center 1.7324 GHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 12:23:23

Channel 1513-Emission Bandwidth (-26dBc BW)

® “RBW 50 kHz Marker 1 [T1 ]
“VBW 200 kHz 17.72 dBm
Ref 25.8 dBm “Att 30 dB SWT 5 ms 1.751638462 GHz
Offset 0.8 dB ndB [T11 26.00 dB
|20 a Bw 4 sazazdsaz uu
Temp |1 [T1 ndB] [ A]
MR AU -§.16 dBm
Bl |10 1.750276282 GHz
VIEW
Temp |2 [T1 ndB]
-§.90 dBm
o 1.754923718 GHZ | 1pp
1 2

g, PR /"M’f“ \/\V'\A,ul At -

I--40;

[—-60:

f—=70

Center 1.7526 GHz 1 MHz/ Span 10 MHz

Date: 6.MAR.2023 12:23:51

Note: Expanded measurement uncertainty is U = 3428 Hz, k = 2.
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A.6 Band Edge Compliance

A.6.1 Measurement limit

Part 22.917, Part 24.238 and Part 27.53(h) specify that the power of any emission outside of the
authorized operating frequency ranges must be attenuated below the transmitting power (P) by a
factor of at least 43 + 10 log(P) dB.

According to KDB 971168, a relaxation of the reference bandwidth is often provided for
measurements within a specified frequency range at the edge of the authorized frequency
block/band. This is often implemented by permitting the use of a narrower RBW (typically limited to
a minimum RBW of 1% of the OBW) for measuring the out-of-band emissions without a
requirement to integrate the result over the full reference bandwidth.
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A.6.2 Measurement result
WCDMA Band II-QPSK
Channel 9262

é; *RBW 50 kHz Marker 1 [T1 ]
“VBW 200 kHz -28.36 dBm
Ref 25.8 dBm “Att 20 dB SWT 2.5 ms 1.849855769 GHz
Offset 0.8 dB
20
[A]
SGL
R | 10
AVG]
WWW LVL
o
/ TDF
--10
D1 -13 dBm /
--20.
1
" v
_30 SWP| 100 of 100 WAW/N 308
Wﬂww
-50
-60
FR
%o
Center 1.85 GHz 500 kHz/ Span 5 MHz
Date: 6.MAR.2023 12:02:28
é; *RBW 50 kHz Marker 1 [T1 ]
*VBW 200 kHz -30.29 dBm
Ref 25.8 dBm “Att 20 dB SWT 2.5 ms 1.910144231 GHz
Offset 0.8 dB
20
LA
SGL
R | 10

D1 -13 ¢iBm \
SwpP 100 off 100

-30 308
f'\\% 2, s A A e p A

l-_a0 s

I--20

-50
-60
F2
l-70. El
Center 1.91 GHz 500 kHz/ Span 5 MHz

Date: 6.MAR.2023 12:03:45
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WCDMA Band V-QPSK
Channel 4132

® “RBW 50 kHz Marker 1 [T1 ]
*VBW 200 kHz -29.45 dBm

Ref 25.5 dBm “ALL 20 dB SWT 2.5 ms 823.871794872 MHz

offset 0.5 dB “

20

SGL
Y - | 10
AVG]
MWAFJAuN'u#ﬁdmubl/’«w,mdL\/WA,JPVV\r LVL
-0
//f/v TDF
--10 7
D1 -13 ¢Bm
-20

We 100 of 100

DU U

—-50
--60
FR
Ero
Center 824 MHz 500 kHz/ Span 5 MHz
Date: 6.MAR.2023 10:28:59
é; “RBW 50 kHz Marker 1 [T1 ]
*VBW 200 kHz -30.55 dBm
Ref 25.5 dBm “Att 20 dB SWT 2.5 ms 849.000000000 MHz
offset 0.5 dB ,I
~20.
SGL
Y | 10
AVG
AN NAAA A A Lvi
Lo My
TDF
\\
D1 -13 ¢Bm \
~-20
| _30-SWP__ 100 off 100
_40 PAMMPAALNT AN Ao VS an s M|
-50
I--60-
F2
-70 Fi
Center 849 MHz 500 kHz/ Span 5 MHz

Date: 6.MAR.2023 10:30:15
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WCDMA Band IV-QPSK
Channel 1312

® “RBW 50 kHz Marker 1 [T1 ]
*VBW 200 kHz -28.53 dBm

Ref 25.8 dBm “ALL 20 dB SWT 2.5 ms 1.709879808 GHz

Offset 0.8 dB
—20

R | 10

o
//f/'~ TDF
--10
D1 -13 d¢Bm //
--20

_30 SWP| 100 off 100 /\‘ 308

-60

H=T70.

Center 1.71 GHz 500 kHz/ Span 5 MHz

Date: 6.MAR.2023 12:05:40

Channel 1513

® “RBW 50 kHz Marker 1 [T1 ]
*VBW 200 kHz -29.86 dBm

Ref 25.8 dBm “ALL 20 dB SWT 2.5 ms 1.755104167 GHz

Offset 0.8 dB

D1 -13 ¢iBm \
t--20;

SwpP 100 off 100

-30 /V\\ 3DB
I--40;

A4
. AP o A

-60

F2

|--70. I=i]

Center 1.755 GHz 500 kHz/ Span 5 MHz

Date: 6.MAR.2023 12:06:57

Note: Expanded measurement uncertainty is U = 0.622 dB, k = 2.
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A.7 Conducted Spurious Emission

A.7.1 Measurement Method

The following steps outline the procedure used to measure the conducted emissions from the

EUT.

1. In measuring unwanted emissions, the spectrum shall be investigated from 30 MHz or the
lowest radio frequency signal generated in the equipment, whichever is lower, without going
below 9 kHz, up to at least the frequency given below:

(a) If the equipment operates below 10 GHz: to the tenth harmonic of the highest fundamental
frequency or to 40 GHz, whichever is lower.

(b) If the equipment operates at or above 10 GHz: to the fifth harmonic of the highest
fundamental frequency or to 100 GHz, whichever is lower.

2. Determine EUT transmit frequencies: below outlines the band edge frequencies pertinent to
conducted emissions testing.

3. The number of sweep points of spectrum analyzer is greater than 2 X span/RBW.

A. 7.2 Measurement Limit

Part 22.917, Part 24.238 and Part 27.53(h) specify that the power of any emission outside of the
authorized operating frequency ranges must be attenuated below the transmitting power (P) by a
factor of at least 43 + 10 log(P) dB.
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A.7.3 Measurement result

WCDMA Band Il
Channel 9262: 30MHz — 19.10GHz
NOTE: peak above the limit line is the carrier frequency.

é; “RBW 1 MHz Marker 1 [T1 ]
“VBW 3 MHz 24.65 dBm
Ref 5.8 dBm *Att 20 dB SWT 125 ms 1.851185000 GHz
Offset 0.8 dB
o
A
R | 10
D1 -13 ¢iBm
LVL
-20
TDF
|-30 I
LI DL
[--50 308
[~-60:
-70
[~-80
I--90.
Start 30 MHz 1.907 GHz/ Stop 19.1 GHz
Date: 6.MAR.2023 12:09:15
Channel 9400: 30MHz — 19.10GHz
NOTE: peak above the limit line is the carrier frequency.
é; “RBW 1 MHz Marker 1 [T1 ]
“VBW 3 MHz 24.34 dBm
Ref 5.8 dBm *Att 20 dB SWT 125 ms 1.878518667 GHz
Offset 0.8 dB
[~0
[ A
“| -10
D1 -13 d¢iBm
LVL
-20
TDF
l--30 | L
'
f—=50; 3DB
[~-60:
-70
-80
~-90.
Start 30 MHz 1.907 GHz/ Stop 19.1 GHz

Date: 6.MAR.2023 12:09:46
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(IEI,

Channel 9538: 30MHz -19.10GHz
NOTE: peak above the limit line is the carrier frequency.

® “RBW 1 MHz Marker 1 [T1 ]
“VBW 3 MHz 24 .34 dBm

Ref 5.8 dBm “ALL 20 dB SWT 125 ms 1.906488000 GHz

Offset 0.8 dB

VIEW| D1 -13 diBm

-80

f—-90

Start 30 MHz 1.907 GHz/ Stop 19.1 GHz

Date: 6.MAR.2023 12:10:17
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WCDMA Band V
Channel 4132: 30MHz -8.49GHz
NOTE: peak above the limit line is the carrier frequency.

é; “RBW 1 MHz Marker 1 [T1 ]
“VBW 3 MHz 24.46 dBm
Ref 5.5 dBm “Att 20 dB SWT 125 ms 825.240000000 MHz
offfet 0.5 dB “
f~0-
A
“| -10
VIEW| D1 -13 dgiBm
LV
[~-20
TDF
I--30-
l_50 30B
-60
-70
I--80-
-90
Start 30 MHz 846 MHz/ Stop 8.49 GHz

Date: 6.MAR.2023 10:32:33

Channel 4183: 30MHz -8.49GHz
NOTE: peak above the limit line is the carrier frequency.

é; *RBW 1 MHz Marker 1 [T1 ]
“VBW 3 MHz 23.82 dBm
Ref 5.5 dBm “Att 20 dB SWT 125 ms 837.084000000 MHz
offfet 0.5 dB “
o
LA
“| -10
MET D1 -13 diBm
LVL
--20
TDF
--30
[--50 3
-60
-70
--80
-90
Start 30 MHz 846 MHz/ Stop 8.49 GHz

Date: 6.MAR.2023 10:33:04
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Channel 4233: 30MHz -8.49GHz
NOTE: peak above the limit line is the carrier frequency.

Ref 5.5 dBm

“ALL 20 dB

“RBW 1 MHz
“VBW 3 MHz
SWT 125 ms

Marker 1 [T1 ]
24 .29 dBm
845.262000000 MHz

Offget 0.3 dB
-0

Pl “[ -10
VIEW| D1 -13 dgiBm

~-20

f—=30;

-50

-60

=70

f—-80:

-90

Start 30 MHz

Date: 6.MAR.2023 10:33:35
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WCDMA Band IV
Channel 1312: 30MHz -17.55GHz
NOTE: peak above the limit line is the carrier frequency.

é; “RBW 1 MHz Marker 1 [T1 ]
“VBW 3 MHz 21.96 dBm
Ref 5.8 dBm “ ALt 20 dB SWT 125 ms 1.713088000 GHz
Ooffset 0.8 dB
[0
LA
“| -10
D1 -13 d¢iBm
LVL
-20
TDF
- —30. |
LJ
-50 3l
[—-60-
-70
-80
(—-90-
Start 30 MHz 1.752 GHz/ Stop 17.55 GHz
Date: 6.MAR.2023 12:11:26
Channel 1412: 30MHz -17.55GHz
NOTE: peak above the limit line is the carrier frequency.
é; “RBW 1 MHz Marker 1 [T1 ]
“VBW 3 MHz 23.48 dBm
Ref 5.8 dBm “ ALt 20 dB SWT 125 ms 1.731192000 GHz
Offset 0.8 dB
o
LA
“| -10
D1 -13 d¢iBm
LVL
-20
TDF
f—-30-
v
-50 3DB
[—-60-
-70
-80
f—-90-
Start 30 MHz 1.752 GHz/ Stop 17.55 GHz

Date: 6.MAR.2023 12:11:57
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Channel 1513: 30MHz -17.55GHz
NOTE: peak above the limit line is the carrier frequency.

é; *RBW 1 MHz Marker 1 [T1 ]
“VBW 3 MHz 23.02 dBm
Ref 5.8 dBm “Att 20 dB SWT 125 ms 1.751632000 GHz
Offset 0.8 dB
o
LA
R | -10
MET D1 -13 d¢Bm
LVL
-20
TDF
L _30. Fl
L
-50 3
--60
-70
-80
--90
Start 30 MHz 1.752 GHz/ Stop 17.55 GHz

Date: 6.MAR.2023 12:12:28

Note: Expanded measurement uncertainty is U = 0.622 dB, k = 2.
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A.8 Peak-to-Average Power Ratio

The peak-to-average ratio (PAR) of the transmission may not exceed 13 dB

a) Refer to instrument’s analyzer instruction manual for details on how to use the power
statistics/CCDF function;

b) Set resolution/measurement bandwidth = signal’s occupied bandwidth;

c) Set the number of counts to a value that stabilizes the measured CCDF curve;

d) Record the maximum PAPR level associated with a probability of 0.1%.

WCDMA Band lI-QPSK
Measurement result

CH Frequency (MHz) PAPR (dB)
9400 1880.0 3.78

WCDMA Band lI-16QAM
Measurement result

CH Frequency (MHz) PAPR (dB)
9400 1880.0 4.87

WCDMA Band IV-QPSK
Measurement result

CH Frequency (MHz) PAPR (dB)
1412 1732.4 3.43

WCDMA Band IV-16QAM
Measurement result

CH Frequency (MHz) PAPR (dB)
1412 1732.4 4.46

Note: Expanded measurement uncertainty is U = 0.578 dB, k = 2.
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Annex B: Accreditation Certificate

United States Department of Commerce
National Institute of Standards and Technology

‘\‘.\n|uf,,

Qf; & ®

Certificate of Accreditation to ISO/IEC 17025:2017

Z
AN

I

o
4

NVLAP LAB CODE: 600118-0

Telecommunication Technology Labs, CAICT
Beijing
China
is accredited by the National Voluntary Laboratory Accred.itaff'on Program for specific services,
listed on the Scope of Accreditation, for:

Electromagnetic Compatibility & Telecommunications

This laboratory is accredited in accordance with the recognized International Standard ISO/IEC 17025:2017
This accreditation demonsirates fechnical competence for a defined scope and the operation of a laboratory quality
management system (refer to joint ISO-ILAC-IAF Communique dated January 2009).

s

Dt & g

&

& \‘

& %

2022-10-01 through 2023-09-30 © &L y
2 =
Effective Dates %@ 1i" j For the Nafional Voluntary | ,_Lam.{mlAccredrlaﬁon Program
o
STArzs cﬁ'

***END OF REPORT***
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