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1 TEST SUMMARY
Test item Test Requirement Test Method Result
gggfgﬁ% E&‘(E;i@gﬁﬂ(ﬁz‘;‘g”eﬂc field | 47 CER Part 18 Part18.305 Pass
Conducted Emissions at Mains 47 CFR Part 18 Part18.307 Pass

Terminals (150kHz-30MHZz)

BlueAsia of Technical Services(Shenzhen) Co.,Ltd.Tel: +86-755-23059481 Email: marketing@cblueasia.comwww.cblueasia.com




e Report No.: BLA-EMC-202011-A7203
151V BLUE ASIA Page 5 of17

2 GENERAL INFORMATION

Applicant Shenzhen Doageas Technology Co., Ltd.

5/F,4th Bldg ,HedianIndustrialPark,Guanlan,Longhua,

Address Shenzhen,Guangdong518110,China

Manufacturer Shenzhen Doageas Technology Co., Ltd.

5/F,4th Bldg ,HedianIndustrialPark,Guanlan,Longhua,

Address Shenzhen,Guangdong518110,China

Factory Shenzhen Doageas Technology Co., Ltd.

5/F,4th Bldg ,HedianIndustrialPark,Guanlan,Longhua,

Aeleliese Shenzhen,Guangdong518110,China
Product Name Bluetooth speaker with wireless charger
Test Model No. B83

3 GENERAL DESCRIPTION OF E.U.T.

Hardware Version DGLS-B81-6928B-MK-V10

Software Version XRS-V1.0

Operation Frequency: |110KHz-205KHz

Modulation type: Backscattermodulation
AntennaType: InductiveloopcoilAntenna
AntennaGain: 0dBi(Max)
PowerSupply: Input:DC5V1A
Output: DC 5V 1A
Power:5W
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4 TEST MODE
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TEST MODE

TEST MODE DESCRIPTION

Wireless Charging

Keep the EUT in wireless charging mode

Remark:Only the data of the worst mode would be recorded in this report.

5 MEASUREMENT UNCERTAINTY

Parameter Expanded Uncertainty (Confidence of 95%)
Radiated Emission +4.34dB
Radiated Emission +4.24dB
Radiated Emission +4.68dB
AC Power Line Conducted Emission +3.45dB
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6 DESCRIPTION OF SUPPORT UNIT
Device Type Manufacturer Model Name Serial No. Remark
AC Adapter UGREEN CD112 N/A N/A
Mobile iphone Iphone-x N/A N/A

7 LABORATORY LOCATION

All tests were performed at:
BlueAsia of Technical Services(Shenzhen) Co., Ltd.
Building C, No. 107, Shihuan Road, Shiyan Sub-District, Baoan District, Shenzhen,
Guangdong Province, China

Telephone: TEL: +86-755-28682673 FAX: +86-755-28682673
No tests were sub-contracted.
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8 TEST INSTRUMENTS LIST
Test Equipment Of Radiated Emissions (Magnetic field Strength) (9kHz-30MHz)
Equipment Manufacturer Model S/IN Cal.Date Cal.Due
Chamber SKET 966 N/A 5/8/2018 5/7/2021
Loop antenna SCHNARZBECK | FMZB1519B 00102 2/14/2019 2/13/2022
Receiver R&S ESR7 101199 4/20/2020 4/19/2021
EMI software EZ EZ-EMC N/A N/A N/A
Test Equipment Of Conducted Emissions at Mains Terminals (150kHz-30MHz)
Equipment Manufacturer Model SIN Cal.Date Cal.Due
Shield room SKET 833 N/A 6/10/2018 6/9/2021
Receiver R&S ESPI3 101082 4/20/2020 4/19/2021
LISN R&S ENV216 3560.6550.15 7/1/2020 6/30/2021
LISN AT AT166-2 AKK1806000003 | 12/17/2019 12/16/2021
EMI software EZ EZ-EMC N/A N/A N/A
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1 RADIATED EMISSIONS (MAGNETIC FIELD STRENGTH) (9KHZ-30MHZ)

Test Standard 47 CFR Part 18

Test Method FCC OST/MP-5:1986

Test Mode (Pre-Scan) Wireless Charging

Test Mode (Final Test) Wireless Charging
Tester Eason
Temperature 25C
Humidity 60%

1.1 LIMITS

(k) The field strength levels of emissions which lie cutside the bands specified in §18.301, unless otherwise indicated,

shall not exceed the following:

Operating RF Power generated by | Field strength limit | Distance
Equipment frequency equipment (watts) (uV/m) (meters)
Any type unless otherwise Any |5M Below 300 25 300
specified (miscellanseous) frequency 500 or mare 25 = SQRTipower/500) '3[:{||
Any non-15h Below 300 15 300
frequency 500 or mare 15 = SQRT{power/500) 300
Industrial heaters and RF On or below Ay 10 1,600
stabilized arc welders 5,725 MHz Ay %) %
Above 5,725 MHz
Medical diathermy Any |5M Ay 25 EDﬂl
frequency Ay 15 300
Any non-15h
frequency
Ultrasonic Below 450 kHz  |Below 300 2,400/HkHz) 300
500 or mare 2,400/HkHz) = 5QRT j3|::{||
(power/500)
490 to 1,600 kHz |Any 24, 000/F(kHz) 20
Above 1,600 kHz [Any 15 3EI|
Induction cocking ranges Below 90 kHz Ay 1,500 30
On or above 90 [Any 300 43
kHz

1.Field strength may not exceed 10 pV/m at 1600 meters. Consumer equipment operating below 1000
MHz is not permitted the increase in field strength otherwise permitted here for power over 500 watts.

2.Reduced to the greatest extent possible.

3.Field strength may not exceed 10 puVv/m at 1600 meters. Consumer equipment is not permitted the
increase in field strength otherwise permitted here for over 500 watts.

4..Induction cooking ranges manufactured prior to February 1, 1980, shall be subject to the field strength
limits for miscellaneous ISM equipment.
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Remark:
1 This product belongs to non-ISM equipment, the field strength limit is 15uV/m at 300 meter distance.

2 Limit: 20log(15uV/m) +20log (300/3) =23.52+40=63.52dBuV/m at 3 meters distance

1.2 BLOCK DIAGRAM OF TEST SETUP

Turntable . im - '
\ EUT| = .
08m 1.3m I ) Test
I/ / Beceiver

- —
Ground Plane — " Coaxial Cable /

1.3 PROCEDURE

An initial pre-scan was performed in the chamber using the spectrum analyser in peak detection mode.
Quasi-peak measurements were conducted based on the peak sweep graph. The EUT was measured by

BiConiLog antenna with 2 orthogonal polarities.
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1.1 TEST DATA

[TestMode: Wireless Charging]

Radiated Emission Measurement

File WE Ditla 416 Diate: 20211413 510 Time: F°F 3:01:58
00 dbuv/m
60
70
FCLC Par18 HonASH
60 /
1 {
JEER
o 3 5
50 TN i ¥
40
I
20
100
.00 [MHz] 0150
Site Polarization: Horizontal Temperature:
Limit: FCC Part18 Non-ISM Power: Humidity: %
EUT: Bluetooth speaker Distance: 3m
MM BB3
Mode: wireless charging mode
Mote:
Reading Corect Measure- Antenna  Table
Mo. Mk.  Freq.  Level  Facter  ment  Limit  Owver Height Degree
MHz dBuW dB dBum dBulim dB Deetector o degree  Comment
1 00189 24,44 29.97 5441 63.52 -9.11 pesk
2 00388 24.28 29.93 54.21 63.52 -9.31 peak
3 00865 20,62 30,04 50.66 63.52 -12.86 peak
4 0.0728  20.23 30.24 5047 63.52 1305 peak
5 0.0847  15.88 3014 49.03 63.52 -14.49 peak
6 " 01178 31.98 3011 §2.09 63.52 -1.43 pesk
“Maximum data  «:Over limit  l'over margin | Reference Only

Test Result: Pass
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[TestMode: Wireless Charging]
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File \WE

80O

dbul/m

Radiated Emission Measurement
Diatas M17

Crabe: 202104013 5 IH Time: - 3:00:21

FCC Past18 Non-I1SH

o

.
LWMM MM s

p———

ns

MHz]

5 30,000

Site

Limit: FCC Part18 Non-ISM
EUT: Bluetooth speaker

Folarization: Horizontal Temperature:

Povwver:

Humidity: k]

Distance: 3m

MM BE3
Maode: wireless charging mode
Mote:
Reading Comect Measure- Antenna  Table
Mo. Mk.  Freq.  Level Factor  ment  Limit  Ower Height Degree
MHz dBu dB dBum dBuim dB Detectar om degree  Comment
1" 02316 29.14 30.30 59.44  B3.52 408 pesk
2 03502  27.39 30.26 57685 B352 -587 peak
3 0.4637 2415 30.24 5439 6352 -913  peak
4 0.5792 17.55 30.30 4785 G352 -1567 peak
5 06973 14.24 30.40 4464  B3.52 -1888 peak
& 5.0579  11.33 30.47 41.80  B3.52 -21.72 pesk
“Maximum data  x:Owver limit  over margin | Reference Only

Test Result: Pass
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2 CONDUCTED EMISSIONS AT MAINS TERMINALS (150KHZ-30MHZ)

Test Standard

47 CFR Part 18

Test Method

FCC OST/MP-5:1986

Test Mode (Pre-Scan)

Wireless Charging

Test Mode (Final Test) Wireless Charging
Tester Eason
Temperature 25C

Humidity 60%

2.1 BLOCK DIAGRAM OF TEST SETUP

Reference Plane

LISN LISN
40cm

B0cm
L s
— C
RO% Filter |— AC power
Equipment E.U.T
EMI
Receiver
Test table/Insulation plane

Remank

EU T Equipment Linder Tesft

LISN | ins impedancs Stabiizalion Nafwork
Test fabie herght=0 8m

2.2 PROCEDURE

An initial pre-scan was performed with peak detector.Quasi-Peak or Average measurement were
performed at the frequencies with maximized peak emission were detected.

BlueAsia of Technical Services(Shenzhen) Co.,Ltd.Tel: +86-755-23059481 Email: marketing@cblueasia.comwww.cblueasia.com




% BLUE ASIA

1.1 TEST DATA
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[TestMode:wireless Charging]; [Line: Line] ;[Power:AC120V/60Hz]

Conducted Emission Measurement

Fiie :CE Daia =5 Diafies 01317 Time: 5:43:06

B0 dHuy

il

P
T FIIC Daxe B Conduckon|IF]

1] -""‘--\..‘_ e =
— |'

- = — FLE Clhsg B Conin lioabiVe |
L |

]
” Ayt M0
e AN W " A
x b {i T
AT
m
nn
AT [ [MHa) ] 008
Site Phass: L1 Temperature:
Limit FCC Class B Conduction|QP) Power: HumidEy %
EUT: Bluetooth speaker
MM: BE3
Mode: wireless cahrging mode
Iote:
Reading Comect Measure-
Mo. Mk.  Fregq.  Level Factor ment Limit Ower
MHz dBuv dE dEuv dEuv B Detectnr  Comment
1 03020 21.71 B.BS 31.56 60.18 -2BG3 apP
2 03020 15.01 B.BS 2486 5018 -2533 AVG
3 05780 20.06 B.ET 2883 56.00 -26.07 apP
4 05780 12.60 B.ET 2247 4600 -2353 AVG
5 1.0820 1854 paz 2B.76 5600 -2624 aP
6 " 1.0820 1345 p.az 2337 4600 -2263 AVG
T 1.7580 21.00 B4 024 56.00 -25.06 apP
8 1.7580 1240 B4 2234 4500 -2368 AVG
2 348140 2018 B.oe 30.16 56.00 -25.084 apP
10 314140 881 B.oe 1858 4600 -2641 AVG
11 13.0300 23.31 10.27 3358 G0.00 -2642 apP
127 1303 1387 n 7 T4 74 AnNn 2R TR BV

Test Result: Pass
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[TestMode: Wireless Charging][Line: Nutral];[Power:AC120V/60HZ]

Conducted Emission Measurement

Fi= :CE Data =5 Db ZOZ13MT Time: 5:45:07
B0 deuy
T
-
T - FIL Dlaxc B Conducban[0F]
Bl -H-"""--._ | L
— |
-
‘-\"--\_\__ FCIf Clasd B Cossafig os§iig |
al e
e |
——
&

0
n
nn
[ 3T
Site Phase: N Temperature:
Limit FCC Class B Conduction{QP) Power: HumidEy: ®
EUT: Bluetooth speaker
MM: B82
Mode: wireless cahrging mode
Mote:
Reading Comect Measure-
Mo. Mk, Freq. Level Factor ment Limit  Ower
MHz dBuv & dEuY dEuY B Detecior  Comment
1 01680 27.20 .74 3684 6516 -2822 QP
2 01680 1756 .74 2730 5516 -27T.BE AVG
3 06580 21.03 B.E1 3084 5600 -2516 QP
4 06580 13.66 B.E1 2347 4500 -2253 AVG
5 1.0020 2054 B4 303 5600 -2562 QP
[ 1.0020 1388 B.e4 2373 4500 -2227 AVG
7 22580 1895 B.ET 282 5600 -27.1B QP
8 22580 1068 B.ET 2056 45600 -2544 AVG
2 34500 1818 B.an 28.00 5600 -27.01 ap
10 34500 0.1 B.an 1681 4500 -27.08 AVG
11 125658 15.38 10.22 2610 60D0 -3380 QP
12 125650 Q2B 10.22 20.21 5000 -28.78 ANG

Test Result: Pass
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APPENDIX A: PHOTOGRAPHS OF TEST SETUP

Rad‘ia‘lted Emissions (Magnetic field Strength) (9kHz-30MHz)
-+ -+

4

Conducted Emissions at Mains Terminals (150kHz-30MHz
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APPENDIX B: PHOTOGRAPHS OF EUT
Reference to the test report No. BLA-EMC-202011-A7202

----END OF REPORT----

The test report is effective only with both signature and specialized stamp, The result(s) shown in this
report refer only to the sample(s) tested. Without written approval of BlueAsia, this report can’t be

reproduced except in full.
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