
Trouble shooting and warning

For safety, we do not suggest to charge unit and use microphone together.



Control board functions Control board functions

TWS-True wireless stereo setup 1. USB/Micro SD/BT control board
2. USB and micro SD memory card input jack
3. Master volume control knob
4. 3.5MM AUX input jack
5. 6.5MM microphone input jack
6. Power switch button
7. Input signal
8. Menu button
9. Charge LED indicator, pls see LED display battery 
mark flash, after full charge, battery mark will not flash
10. DC 9V charge input jack
11. Increase bass effect button
12. LED mode and switch button

1. Turn on speaker A and select Bluetooth mode by pressing the button
(7),screen display [b  ] and connect it to your phone.
2. Switch on speaker B and select Bluetooth mode by press the button (7),
display screen on [b   ]
3. Then press button        for 3 seconds screen display will show  [ HOS   ]. This 
means that Unit A is start to pair with another unit automatically, and then you 
could enjoy TWS stereo music.
4. Press button     (1) is to remove mobile BT connective memo before, you can 
connect other device’s BT.

MENU
Press the [MENU] button (8) to make the following settings:
-n is for Microphone Volume, you could adjust volume by knob
-E is for microphone echo volume, you could adjust echo volume by knob
-Eq is 3 different sound effect, you could change it by Last or Next button 



WARNING

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference, and (2) 
this device must accept any interference received, including interference that may cause undesired operation

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are 
designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses and can radiate radio frequency 
energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee 
that
interference will not occur in a particular installation.
If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the user is 
encouraged to try to correct the interference by one or more of the following measures:
-- Reorient or relocate the receiving antenna.
-- Increase the separation between the equipment and receiver.
-- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
-- Consult the dealer or an experienced radio/TV technician for help.

Warning: changes or modifications not expressly approved by the party responsible for compliance could void the user's authority to operate the equipment
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