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Plot 1#: GSM 850 Mid_ Body Worn Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic GSM (0); Frequency: 836.6 MHz;Duty Cycle: 1:8 

Medium parameters used: f = 836.6 MHz; σ = 0.918 S/m; εr = 41.405; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 836.6 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.09 W/kg 

 

Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 17.07 V/m; Power Drift = -0.10 dB 

Peak SAR (extrapolated) = 1.63 W/kg 

SAR(1 g) = 0.618 W/kg; SAR(10 g) = 0.299 W/kg 

Maximum value of SAR (measured) = 1.15 W/kg 

 

0 dB = 1.15 W/kg = 0.61 dBW/kg 
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Plot 2#: GSM 850 Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic GPRS-2 slots (0); Frequency: 836.6 MHz;Duty Cycle: 1:4 

Medium parameters used: f = 836.6 MHz; σ = 0.918 S/m; εr = 41.405; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 836.6 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.945 W/kg 

 

Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 25.56 V/m; Power Drift = -0.08 dB 

Peak SAR (extrapolated) = 1.39 W/kg 

SAR(1 g) = 0.675 W/kg; SAR(10 g) = 0.379 W/kg 

Maximum value of SAR (measured) = 1.11 W/kg 

 

0 dB = 1.11 W/kg = 0.45 dBW/kg 
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Plot 3#:GSM 850 Mid_ Body Left 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic GPRS-2 slots (0); Frequency: 836.6 MHz;Duty Cycle: 1:4 

Medium parameters used: f = 836.6 MHz; σ = 0.918 S/m; εr = 41.405; ρ = 1000 kg/m3 

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 836.6 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17 

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.30 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 4.585 V/m; Power Drift = -0.17 dB 

Peak SAR (extrapolated) = 1.80 W/kg 

SAR(1 g) = 0.461 W/kg; SAR(10 g) = 0.162 W/kg 

Maximum value of SAR (measured) = 1.29 W/kg 

 

0 dB = 1.29 W/kg = 1.11 dBW/kg 
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Plot 4#: GSM 850 Mid _ Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic GPRS-2 slots (0); Frequency: 836.6 MHz;Duty Cycle: 1:4 

Medium parameters used: f = 836.6 MHz; σ = 0.918 S/m; εr = 41.405; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 836.6 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.520 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 11.51 V/m; Power Drift = 0.12 dB 

Peak SAR (extrapolated) = 1.03 W/kg 

SAR(1 g) = 0.466 W/kg; SAR(10 g) = 0.232 W/kg 

Maximum value of SAR (measured) = 0.557 W/kg 

 

0 dB = 0.557 W/kg = -2.54 dBW/kg 
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Plot 5#: PCS 1900 Mid_ Body Worn Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic GSM (0); Frequency: 1880 MHz;Duty Cycle: 1:8 

Medium parameters used: f = 1880 MHz; σ = 1.409 S/m; εr = 40.054; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1880 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.30 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 14.79 V/m; Power Drift = -0.14 dB 

Peak SAR (extrapolated) = 1.88 W/kg 

SAR(1 g) = 0.736 W/kg; SAR(10 g) = 0.324 W/kg 

Maximum value of SAR (measured) = 1.46 W/kg 

 

0 dB = 1.46 W/kg = 1.64 dBW/kg 
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Plot 6#: PCS 1900 Low_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic GPRS-2 slots (0); Frequency: 1850.2 MHz;Duty Cycle: 1:4 

Medium parameters used: f = 1850.2 MHz; σ = 1.371 S/m; εr = 40.456; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1850.2 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.13 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 15.99 V/m; Power Drift = 0.19 dB 

Peak SAR (extrapolated) = 2.84 W/kg 

SAR(1 g) = 0.976 W/kg; SAR(10 g) = 0.425 W/kg 

Maximum value of SAR (measured) = 2.00 W/kg 

 

0 dB = 2.00 W/kg = 3.01 dBW/kg 
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Plot 7#: PCS 1900 Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic GPRS-2 slots (0); Frequency: 1880 MHz;Duty Cycle: 1:4 

Medium parameters used: f = 1880 MHz; σ = 1.409 S/m; εr = 40.054; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1880 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.08 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 15.48 V/m; Power Drift = 0.16 dB 

Peak SAR (extrapolated) = 2.69 W/kg 

SAR(1 g) = 0.923 W/kg; SAR(10 g) = 0.399 W/kg 

Maximum value of SAR (measured) = 1.89 W/kg 

 

0 dB = 1.89 W/kg = 2.76 dBW/kg 
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Plot 8#: PCS 1900 High_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic GPRS-2 slots (0); Frequency: 1909.8 MHz;Duty Cycle: 1:4 

Medium parameters used: f = 1909.8 MHz; σ = 1.435 S/m; εr = 39.779; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1909.8 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.12 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 15.34 V/m; Power Drift = 0.19 dB 

Peak SAR (extrapolated) = 2.75 W/kg 

SAR(1 g) = 0.958 W/kg; SAR(10 g) = 0.409 W/kg 

Maximum value of SAR (measured) = 1.93 W/kg 

 

0 dB = 1.93 W/kg = 2.86 dBW/kg 
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Plot 9#:PCS 1900 Mid_ Body Left 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic GPRS-2 slots (0); Frequency: 1880 MHz;Duty Cycle: 1: 4 

Medium parameters used: f = 1880 MHz; σ = 1.409 S/m; εr = 40.054; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1880 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.221 W/kg 

 

Zoom Scan (6x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 5.376 V/m; Power Drift = -0.18 dB 

Peak SAR (extrapolated) = 0.326 W/kg 

SAR(1 g) = 0.151 W/kg; SAR(10 g) = 0.064 W/kg 

Maximum value of SAR (measured) = 0.269 W/kg 

 

0 dB = 0.269 W/kg = -5.70 dBW/kg 
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Plot 10#: PCS 1900 Mid_ Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic GPRS-2 slots (0); Frequency: 1880 MHz;Duty Cycle: 1:4 

Medium parameters used: f = 1880 MHz; σ = 1.409 S/m; εr = 40.054; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1880 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.50 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 13.57 V/m; Power Drift = 0.11 dB 

Peak SAR (extrapolated) = 1.73 W/kg 

SAR(1 g) = 0.656 W/kg; SAR(10 g) = 0.252 W/kg 

Maximum value of SAR (measured) = 0.817 W/kg 

 

0 dB = 0.817 W/kg = -0.88 dBW/kg 
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Plot 11#: WCDMA Band 2 Low_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic WCDMA (0); Frequency: 1852.4 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1852.4 MHz; σ = 1.378 S/m; εr = 40.317; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1852.4 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.24 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 17.13 V/m; Power Drift = -0.16 dB 

Peak SAR (extrapolated) = 2.30 W/kg 

SAR(1 g) = 0.924 W/kg; SAR(10 g) = 0.423 W/kg 

Maximum value of SAR (measured) = 1.67 W/kg 

 

0 dB = 1.67 W/kg = 2.23 dBW/kg 
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Plot 12#: WCDMA Band 2 Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic WCDMA (0); Frequency: 1880 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1880 MHz; σ = 1.409 S/m; εr = 40.054; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1880 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.24 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 16.73 V/m; Power Drift = -0.16 dB 

Peak SAR (extrapolated) = 2.27 W/kg 

SAR(1 g) = 0.909 W/kg; SAR(10 g) = 0.412 W/kg 

Maximum value of SAR (measured) = 1.66 W/kg 

 

0 dB = 1.66 W/kg = 2.20 dBW/kg 
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Plot 13#: WCDMA Band 2 High_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic WCDMA (0); Frequency: 1907.6 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1907.6 MHz; σ = 1.427 S/m; εr = 39.856; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1907.6 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.32 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 16.63 V/m; Power Drift = -0.16 dB 

Peak SAR (extrapolated) = 2.69 W/kg 

SAR(1 g) = 0.949 W/kg; SAR(10 g) = 0.423 W/kg 

Maximum value of SAR (measured) = 1.95 W/kg 

 

0 dB = 1.95 W/kg = 2.90 dBW/kg 
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Plot 14#:WCDMA Band 2 Mid_ Body Left 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic WCDMA (0); Frequency: 1880 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1880 MHz; σ = 1.409 S/m; εr = 40.054; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1880 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.121 W/kg 

 

Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 7.332 V/m; Power Drift = -0.13 dB 

Peak SAR (extrapolated) = 0.248 W/kg 

SAR(1 g) = 0.090 W/kg; SAR(10 g) = 0.045 W/kg 

Maximum value of SAR (measured) = 0.196 W/kg 

 

0 dB = 0.196 W/kg = -7.08 dBW/kg 
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Plot 15#: WCDMA Band 2 Mid_ Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic WCDMA (0); Frequency: 1880 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1880 MHz; σ = 1.409 S/m; εr = 40.054; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1880 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.25 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 13.20 V/m; Power Drift = -0.04 dB 

Peak SAR (extrapolated) = 1.80 W/kg 

SAR(1 g) = 0.646 W/kg; SAR(10 g) = 0.250 W/kg 

Maximum value of SAR (measured) = 0.808 W/kg 

 

0 dB = 0.808 W/kg = -0.93 dBW/kg 
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Plot 16#: WCDMA Band 5 Low_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic WCDMA (0); Frequency: 826.4 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 826.4 MHz; σ = 0.897 S/m; εr = 41.744; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 826.4 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (6x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.32 W/kg 

 

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 22.41 V/m; Power Drift = -0.05 dB 

Peak SAR (extrapolated) = 1.93 W/kg 

SAR(1 g) = 0.874 W/kg; SAR(10 g) = 0.443 W/kg 

Maximum value of SAR (measured) = 0.961 W/kg 

 

 

0 dB = 0.961 W/kg = -0.17 dBW/kg 
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Plot 17#: WCDMA Band 5 Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic WCDMA (0); Frequency: 836.6 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 836.6 MHz; σ = 0.918 S/m; εr = 41.405; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 836.6 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (6x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.33 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 28.61 V/m; Power Drift = -0.02 dB 

Peak SAR (extrapolated) = 1.71 W/kg 

SAR(1 g) = 0.791 W/kg; SAR(10 g) = 0.406 W/kg 

Maximum value of SAR (measured) = 0.867 W/kg 

 

0 dB = 0.867 W/kg = -0.62 dBW/kg 
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Plot 18#: WCDMA Band 5 High_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic WCDMA (0); Frequency: 846.6 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 846.6 MHz; σ = 0.932 S/m; εr = 41.308; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 846.6 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (6x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.32 W/kg 

 

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 21.61 V/m; Power Drift = -0.08 dB 

Peak SAR (extrapolated) = 1.95 W/kg 

SAR(1 g) = 0.891 W/kg; SAR(10 g) = 0.456 W/kg 

Maximum value of SAR (measured) = 0.976 W/kg 

  

0 dB = 0.976 W/kg = -0.11 dBW/kg 
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Plot 19#:WCDMA Band 5 Mid_ Body Left 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic WCDMA (0); Frequency: 836.6 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 836.6 MHz; σ = 0.918 S/m; εr = 41.405; ρ = 1000 kg/m3 

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 836.6 MHz; Calibrated: 2023/4/10 

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.274 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 8.616 V/m; Power Drift = 0.15 dB 

Peak SAR (extrapolated) = 0.622 W/kg 

SAR(1 g) = 0.210 W/kg; SAR(10 g) = 0.101 W/kg 

Maximum value of SAR (measured) = 0.453 W/kg 

 

0 dB = 0.453 W/kg = -3.44 dBW/kg 
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Plot 20#: WCDMA Band 5 Mid_ Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic WCDMA (0); Frequency: 836.6 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 836.6 MHz; σ = 0.918 S/m; εr = 41.405; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 836.6 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.960 W/kg 

 

Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 20.30 V/m; Power Drift = 0.01 dB 

Peak SAR (extrapolated) = 1.01 W/kg 

SAR(1 g) = 0.397 W/kg; SAR(10 g) = 0.181 W/kg 

Maximum value of SAR (measured) = 0.455 W/kg 

 

0 dB = 0.455 W/kg = -3.42 dBW/kg 
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Plot 21#: LTE Band 2 1RB Low_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 1860 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1860 MHz; σ = 1.397 S/m; εr = 40.244; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1860 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.67 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 18.33 V/m; Power Drift = -0.14 dB 

Peak SAR (extrapolated) = 2.59 W/kg 

SAR(1 g) = 0.947 W/kg; SAR(10 g) = 0.416 W/kg 

Maximum value of SAR (measured) = 2.02 W/kg 

 

0 dB = 2.02 W/kg = 3.05 dBW/kg 
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Plot 22#: LTE Band 2 1RB Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1880 MHz; σ = 1.409 S/m; εr = 40.054; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1880 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (6x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.85 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 15.13 V/m; Power Drift = -0.07 dB 

Peak SAR (extrapolated) = 2.45 W/kg 

SAR(1 g) = 0.987 W/kg; SAR(10 g) = 0.433 W/kg 

Maximum value of SAR (measured) = 1.07 W/kg 

 

0 dB = 1.07 W/kg = 0.29 dBW/kg 
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Plot 23#: LTE Band 2 1RB High_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 1900 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1900 MHz; σ = 1.421 S/m; εr = 39.961; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1900 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.67 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 17.83 V/m; Power Drift = -0.16 dB 

Peak SAR (extrapolated) = 2.21 W/kg 

SAR(1 g) = 0.918 W/kg; SAR(10 g) = 0.411 W/kg 

Maximum value of SAR (measured) = 1.72 W/kg 

 

0 dB = 1.72 W/kg = 2.36 dBW/kg 
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Plot 24#: LTE Band 2 50%RB Low_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 1860 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1860 MHz; σ = 1.397 S/m; εr = 40.244; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1860 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (6x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.61 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 14.53 V/m; Power Drift = -0.10 dB 

Peak SAR (extrapolated) = 2.00 W/kg 

SAR(1 g) = 0.850 W/kg; SAR(10 g) = 0.387 W/kg 

Maximum value of SAR (measured) = 0.978 W/kg 

 

0 dB = 0.978 W/kg = -0.10 dBW/kg 
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Plot 25#: LTE Band 2 50%RB Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1880 MHz; σ = 1.409 S/m; εr = 40.054; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1880 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (6x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.73 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 14.69 V/m; Power Drift = 0.01 dB 

Peak SAR (extrapolated) = 2.25 W/kg 

SAR(1 g) = 0.921 W/kg; SAR(10 g) = 0.408 W/kg 

Maximum value of SAR (measured) = 1.00 W/kg 

 

0 dB = 1.00 W/kg = 0.00 dBW/kg 
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Plot 26#: LTE Band 2 50%RB High_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 1900 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1900 MHz; σ = 1.421 S/m; εr = 39.961; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1900 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (6x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.62 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 14.04 V/m; Power Drift = -0.07 dB 

Peak SAR (extrapolated) = 2.02 W/kg 

SAR(1 g) = 0.851 W/kg; SAR(10 g) = 0.381 W/kg 

Maximum value of SAR (measured) = 0.987 W/kg 

 

 

0 dB = 0.987 W/kg = -0.06 dBW/kg 
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Plot 27#: LTE Band 2 100%RB Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1880 MHz; σ = 1.409 S/m; εr = 40.054; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1880 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.57 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 17.73 V/m; Power Drift = -0.15 dB 

Peak SAR (extrapolated) = 2.28 W/kg 

SAR(1 g) = 0.908 W/kg; SAR(10 g) = 0.400 W/kg 

Maximum value of SAR (measured) = 1.73 W/kg 

 

0 dB = 1.73 W/kg = 2.38 dBW/kg 
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Plot 28#:LTE Band 2 1RB Mid_ Body Left 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1880 MHz; σ = 1.409 S/m; εr = 40.054; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1880 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.105 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 6.719 V/m; Power Drift = 0.04 dB 

Peak SAR (extrapolated) = 0.148 W/kg 

SAR(1 g) = 0.060 W/kg; SAR(10 g) = 0.029 W/kg 

Maximum value of SAR (measured) = 0.116 W/kg 

 

0 dB = 0.116 W/kg = -9.36 dBW/kg 

 

  



China Certification ICT Co., Ltd (Dong guan)                                        Report No.: CR230846189-20 

Page 29 of 72 

 

Plot 29#:LTE Band 2 50%RB Mid_ Body Left 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1880 MHz; σ = 1.409 S/m; εr = 40.054; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1880 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0830 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 6.025 V/m; Power Drift = -0.17 dB 

Peak SAR (extrapolated) = 0.113 W/kg 

SAR(1 g) = 0.048 W/kg; SAR(10 g) = 0.022 W/kg 

Maximum value of SAR (measured) = 0.0904 W/kg 

 

0 dB = 0.0904 W/kg = -10.44 dBW/kg 
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Plot 30#: LTE Band 2 1RB Low_ Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 1860 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1860 MHz; σ = 1.397 S/m; εr = 40.244; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1860 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.48 W/kg 

 

Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 20.63 V/m; Power Drift = -0.07 dB 

Peak SAR (extrapolated) = 2.30 W/kg 

SAR(1 g) = 0.723 W/kg; SAR(10 g) = 0.269 W/kg 

Maximum value of SAR (measured) = 1.70 W/kg 

 

0 dB = 1.70 W/kg = 2.30 dBW/kg 
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Plot 31#: LTE Band 2 1RB Mid_ Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1880 MHz; σ = 1.409 S/m; εr = 40.054; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1880 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.03 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 14.14 V/m; Power Drift = 0.15 dB 

Peak SAR (extrapolated) = 2.22 W/kg 

SAR(1 g) = 0.902 W/kg; SAR(10 g) = 0.403 W/kg 

Maximum value of SAR (measured) = 0.963 W/kg 

 

 

0 dB = 0.963 W/kg = -0.16 dBW/kg 
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Plot 32#: LTE Band 2 1RB High_ Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 1900 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1900 MHz; σ = 1.421 S/m; εr = 39.961; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1900 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.45 W/kg 

 

Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 19.44 V/m; Power Drift = -0.09 dB 

Peak SAR (extrapolated) = 2.32 W/kg 

SAR(1 g) = 0.696 W/kg; SAR(10 g) = 0.252 W/kg 

Maximum value of SAR (measured) = 1.70 W/kg 

 

0 dB = 1.70 W/kg = 2.30 dBW/kg 
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Plot 33#: LTE Band 2 50%RB Low_ Body Bottom  

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 1860 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1860 MHz; σ = 1.397 S/m; εr = 40.244; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1860 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.32 W/kg 

 

Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 20.22 V/m; Power Drift = -0.08 dB 

Peak SAR (extrapolated) = 2.11 W/kg 

SAR(1 g) = 0.682 W/kg; SAR(10 g) = 0.257 W/kg 

Maximum value of SAR (measured) = 1.57 W/kg 

 

0 dB = 1.57 W/kg = 1.96 dBW/kg 
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Plot 34#: LTE Band 2 50%RB Mid_ Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1880 MHz; σ = 1.409 S/m; εr = 40.054; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1880 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.01 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 14.15 V/m; Power Drift = -0.06 dB 

Peak SAR (extrapolated) = 2.08 W/kg 

SAR(1 g) = 0.846 W/kg; SAR(10 g) = 0.380 W/kg 

Maximum value of SAR (measured) = 0.903 W/kg 

 

 

0 dB = 0.903 W/kg = -0.44 dBW/kg 
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Plot 35#: LTE Band 2 50%RB High_ Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 1900 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1900 MHz; σ = 1.421 S/m; εr = 39.961; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1900 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.27 W/kg 

 

Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 18.80 V/m; Power Drift = -0.10 dB 

Peak SAR (extrapolated) = 2.04 W/kg 

SAR(1 g) = 0.625 W/kg; SAR(10 g) = 0.230 W/kg 

Maximum value of SAR (measured) = 1.52 W/kg 

 

0 dB = 1.52 W/kg = 1.82 dBW/kg 
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Plot 36#: LTE Band 2 100%RB Mid_ Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1880 MHz; σ = 1.409 S/m; εr = 40.054; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1880 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.43 W/kg 

 

Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 19.84 V/m; Power Drift = -0.09 dB 

Peak SAR (extrapolated) = 2.25 W/kg 

SAR(1 g) = 0.680 W/kg; SAR(10 g) = 0.251 W/kg 

Maximum value of SAR (measured) = 1.68 W/kg 

 

0 dB = 1.68 W/kg = 2.25 dBW/kg 
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Plot 37#: LTE Band 5 1RB Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 836.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 836.5 MHz; σ = 0.913 S/m; εr = 41.673; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 836.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (6x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.953 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 18.45 V/m; Power Drift = -0.18 dB 

Peak SAR (extrapolated) = 1.30 W/kg 

SAR(1 g) = 0.573 W/kg; SAR(10 g) = 0.289 W/kg 

Maximum value of SAR (measured) = 0.634 W/kg 

 

 

0 dB = 0.634 W/kg = -1.98 dBW/kg 
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Plot 38#: LTE Band 5 50%RB Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 836.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 836.5 MHz; σ = 0.913 S/m; εr = 41.673; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 836.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (6x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.936 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 17.89 V/m; Power Drift = -0.10 dB 

Peak SAR (extrapolated) = 1.29 W/kg 

SAR(1 g) = 0.569 W/kg; SAR(10 g) = 0.287 W/kg 

Maximum value of SAR (measured) = 0.626 W/kg 

 

0 dB = 0.626 W/kg = -2.03 dBW/kg 
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Plot 39#:LTE Band 5 1RB Mid_ Body Left 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 836.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 836.5 MHz; σ = 0.913 S/m; εr = 41.673; ρ = 1000 kg/m3 

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 836.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.365 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 8.640 V/m; Power Drift = -0.06 dB 

Peak SAR (extrapolated) = 0.625 W/kg 

SAR(1 g) = 0.184 W/kg; SAR(10 g) = 0.084 W/kg 

Maximum value of SAR (measured) = 0.456 W/kg 

 

0 dB = 0.456 W/kg = -3.41 dBW/kg 
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Plot 40#:LTE Band 5 50%RB Mid_ Body Left 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 836.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 836.5 MHz; σ = 0.913 S/m; εr = 41.673; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 836.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.319 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 8.062 V/m; Power Drift = -0.05 dB 

Peak SAR (extrapolated) = 0.547 W/kg 

SAR(1 g) = 0.158 W/kg; SAR(10 g) = 0.072 W/kg 

Maximum value of SAR (measured) = 0.399 W/kg 

 

0 dB = 0.399 W/kg = -3.99 dBW/kg 
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Plot 41#: LTE Band 5 1RB Mid_Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 836.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 836.5 MHz; σ = 0.913 S/m; εr = 41.673; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 836.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.881 W/kg 

 

Zoom Scan (6x9x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 12.39 V/m; Power Drift = -0.03 dB 

Peak SAR (extrapolated) = 0.892 W/kg 

SAR(1 g) = 0.344 W/kg; SAR(10 g) = 0.160 W/kg 

Maximum value of SAR (measured) = 0.414 W/kg 

 

0 dB = 0.414 W/kg = -3.83 dBW/kg 
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Plot 42#: LTE Band 5 50%RB Mid_Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 836.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 836.5 MHz; σ = 0.913 S/m; εr = 41.673; ρ = 1000 kg/m3 

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 836.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.707 W/kg 

 

Zoom Scan (5x9x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 17.28 V/m; Power Drift = -0.13 dB 

Peak SAR (extrapolated) = 1.18 W/kg 

SAR(1 g) = 0.314 W/kg; SAR(10 g) = 0.136 W/kg 

Maximum value of SAR (measured) = 0.742 W/kg 

 

0 dB = 0.742 W/kg = -1.30 dBW/kg 
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Plot 43#: LTE Band 12 1RB Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f= 707.5 MHz; σ = 0.862 S/m; εr = 42.357; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 707.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (6x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.775 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 26.04 V/m; Power Drift = -0.03 dB 

Peak SAR (extrapolated) = 1.25 W/kg 

SAR(1 g) = 0.504 W/kg; SAR(10 g) = 0.251 W/kg 

Maximum value of SAR (measured) = 0.532 W/kg 

 

0 dB = 0.532 W/kg = -2.74 dBW/kg 
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Plot 44#: LTE Band 12 50%RB Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f= 707.5 MHz; σ = 0.862 S/m; εr = 42.357; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 707.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (6x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.680 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 24.33 V/m; Power Drift = 0.10 dB 

Peak SAR (extrapolated) = 1.12 W/kg 

SAR(1 g) = 0.451 W/kg; SAR(10 g) = 0.224 W/kg 

Maximum value of SAR (measured) = 0.470 W/kg 

 

0 dB = 0.470 W/kg = -3.28 dBW/kg 
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Plot 45#:LTE Band 12 1RB Mid_ Body Left 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 707.5 MHz; σ = 0.862 S/m; εr = 42.357; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 707.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.321 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.424 V/m; Power Drift = 0.12 dB 

Peak SAR (extrapolated) = 0.557 W/kg 

SAR(1 g) = 0.132 W/kg; SAR(10 g) = 0.044 W/kg 

Maximum value of SAR (measured) = 0.371 W/kg 

 

0 dB = 0.371 W/kg = -4.31 dBW/kg 
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Plot 46#:LTE Band 12 50%RB Mid_ Body Left 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 707.5 MHz; σ = 0.862 S/m; εr = 42.357; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 707.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.224 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 1.769 V/m; Power Drift = 0.13 dB 

Peak SAR (extrapolated) = 0.438 W/kg 

SAR(1 g) = 0.096 W/kg; SAR(10 g) = 0.030 W/kg 

Maximum value of SAR (measured) = 0.286 W/kg 

 

0 dB = 0.286 W/kg = -5.44 dBW/kg 
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Plot 47#: LTE Band 12 1RB Mid_ Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f= 707.5 MHz; σ = 0.862 S/m; εr = 42.357; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 707.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.197 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 11.15 V/m; Power Drift = 0.04 dB 

Peak SAR (extrapolated) = 0.277 W/kg 

SAR(1 g) = 0.128 W/kg; SAR(10 g) = 0.065 W/kg 

Maximum value of SAR (measured) = 0.143 W/kg 

 

0 dB = 0.143 W/kg = -8.45 dBW/kg 
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Plot 48#: LTE Band 12 50%RB Mid_ Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f= 707.5 MHz; σ = 0.862 S/m; εr = 42.357; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 707.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.189 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 11.01 V/m; Power Drift = 0.06 dB 

Peak SAR (extrapolated) = 0.253 W/kg 

SAR(1 g) = 0.116 W/kg; SAR(10 g) = 0.060 W/kg 

Maximum value of SAR (measured) = 0.131 W/kg 

 

0 dB = 0.131 W/kg = -8.83 dBW/kg 
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Plot 49#: LTE Band 13 1RB Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 782 MHz; σ = 0.882 S/m; εr = 42.074; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 782 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (6x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.29 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 32.28 V/m; Power Drift = 0.06 dB 

Peak SAR (extrapolated) = 1.94 W/kg 

SAR(1 g) = 0.835 W/kg; SAR(10 g) = 0.417 W/kg 

Maximum value of SAR (measured) = 0.901 W/kg 

 

0 dB = 0.901 W/kg = -0.45 dBW/kg 
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Plot 50#: LTE Band 13 50%RB Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 782 MHz; σ = 0.882 S/m; εr = 42.074; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 782 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (6x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.40 W/kg 

 

Zoom Scan (6x7x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 31.14 V/m; Power Drift = -0.14 dB 

Peak SAR (extrapolated) = 1.52 W/kg 

SAR(1 g) = 0.735 W/kg; SAR(10 g) = 0.383 W/kg 

Maximum value of SAR (measured) = 0.759 W/kg 

 

0 dB = 0.759 W/kg = -1.20 dBW/kg 
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Plot 51#: LTE Band 13 100%RB Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 782 MHz; σ = 0.882 S/m; εr = 42.074; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 782 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17 

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412 

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.607 W/kg 

 

Zoom Scan (6x7x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 26.93 V/m; Power Drift = -0.15 dB 

Peak SAR (extrapolated) = 1.30 W/kg 

SAR(1 g) = 0.557 W/kg; SAR(10 g) = 0.286 W/kg 

Maximum value of SAR (measured) = 0.611 W/kg 

 

0 dB = 0.611 W/kg = -2.14 dBW/kg 
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Plot 52#:LTE Band 13 1RB Mid_ Body Left 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 782 MHz; σ = 0.882 S/m; εr = 42.074; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 782 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.228 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.237 V/m; Power Drift = 0.11 dB 

Peak SAR (extrapolated) = 0.411 W/kg 

SAR(1 g) = 0.107 W/kg; SAR(10 g) = 0.037 W/kg 

Maximum value of SAR (measured) = 0.279 W/kg 

 

0 dB = 0.279 W/kg = -5.54 dBW/kg 
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Plot 53#:LTE Band 13 50%RB Mid_ Body Left 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 782 MHz; σ = 0.882 S/m; εr = 42.074; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 782 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.188 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 2.169 V/m; Power Drift = 0.16 dB 

Peak SAR (extrapolated) = 0.367 W/kg 

SAR(1 g) = 0.087 W/kg; SAR(10 g) = 0.028 W/kg 

Maximum value of SAR (measured) = 0.244 W/kg 

 

0 dB = 0.244 W/kg = -6.13 dBW/kg 
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Plot 54#: LTE Band 13 1RB Mid_ Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 782 MHz; σ = 0.882 S/m; εr = 42.074; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 782 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.544 W/kg 

 

Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 15.32 V/m; Power Drift = 0.17 dB 

Peak SAR (extrapolated) = 0.644 W/kg 

SAR(1 g) = 0.237 W/kg; SAR(10 g) = 0.109 W/kg 

Maximum value of SAR (measured) = 0.291 W/kg 

 

0 dB = 0.291 W/kg = -5.36 dBW/kg 
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Plot 55#: LTE Band 13 50%RB Mid_ Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic FDD-LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 782 MHz; σ = 0.882 S/m; εr = 42.074; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 782 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.487 W/kg 

 

Zoom Scan (7x9x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 14.46 V/m; Power Drift = 0.09 dB 

Peak SAR (extrapolated) = 0.510 W/kg 

SAR(1 g) = 0.212 W/kg; SAR(10 g) = 0.101 W/kg 

Maximum value of SAR (measured) = 0.234 W/kg 

 

0 dB = 0.234 W/kg = -6.31 dBW/kg 
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Plot 56#: LTE Band 41 1RB Low_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic TDD-LTE (0); Frequency: 2506 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2506 MHz; σ = 1.884 S/m; εr = 39.252; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.74, 4.74, 4.74) @ 2506 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (8x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.52 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 12.16 V/m; Power Drift = -0.17 dB 

Peak SAR (extrapolated) = 2.84 W/kg 

SAR(1 g) = 0.931 W/kg; SAR(10 g) = 0.344 W/kg 

Maximum value of SAR (measured) = 2.19 W/kg 

 

0 dB = 2.19 W/kg = 3.40 dBW/kg 
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Plot 57#: LTE Band 41 1RB 2549.5 MHz_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic TDD-LTE (0); Frequency: 2549.5 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f= 2549.5 MHz; σ = 1.921 S/m; εr = 39.102; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.74, 4.74, 4.74) @ 2549.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (8x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.27 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 8.581 V/m; Power Drift = -0.19 dB 

Peak SAR (extrapolated) = 3.77 W/kg 

SAR(1 g) = 1.05 W/kg; SAR(10 g) = 0.367 W/kg 

Maximum value of SAR (measured) = 2.91 W/kg 

 

0 dB = 2.91 W/kg = 4.64 dBW/kg 

  



China Certification ICT Co., Ltd (Dong guan)                                        Report No.: CR230846189-20 

Page 58 of 72 

 

Plot 58#: LTE Band 41 1RB Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic TDD-LTE (0); Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.934 S/m; εr = 39.004; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (8x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.21 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 10.57 V/m; Power Drift = -0.20 dB 

Peak SAR (extrapolated) = 3.31 W/kg 

SAR(1 g) = 0.929 W/kg; SAR(10 g) = 0.329 W/kg 

Maximum value of SAR (measured) = 2.53 W/kg 

 

0 dB = 2.53 W/kg = 4.03 dBW/kg 

  



China Certification ICT Co., Ltd (Dong guan)                                        Report No.: CR230846189-20 

Page 59 of 72 

 

Plot 59#: LTE Band 41 1RB High_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic TDD-LTE (0); Frequency: 2636.5 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2636.5 MHz; σ = 1.956 S/m; εr = 38.775; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2636.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (8x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.799 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 8.255 V/m; Power Drift = -0.15 dB 

Peak SAR (extrapolated) = 2.24 W/kg 

SAR(1 g) = 0.686 W/kg; SAR(10 g) = 0.255 W/kg 

Maximum value of SAR (measured) = 1.72 W/kg 

 

0 dB = 1.72 W/kg = 2.36 dBW/kg 
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Plot 60#: LTE Band 41 1RB High_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic TDD-LTE (0); Frequency: 2680 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2680 MHz; σ = 2.036 S/m; εr = 38.648; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2680 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (8x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.492 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 6.543 V/m; Power Drift = -0.06 dB 

Peak SAR (extrapolated) = 1.41 W/kg 

SAR(1 g) = 0.421 W/kg; SAR(10 g) = 0.150 W/kg 

Maximum value of SAR (measured) = 1.07 W/kg 

 

0 dB = 1.07 W/kg = 0.29 dBW/kg 
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Plot 61#: LTE Band 41 50%RB Low_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic TDD-LTE (0); Frequency: 2506 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2506 MHz; σ = 1.884 S/m; εr = 39.252; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.74, 4.74, 4.74) @ 2506 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (8x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.59 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 12.31 V/m; Power Drift = -0.12 dB 

Peak SAR (extrapolated) = 3.06 W/kg 

SAR(1 g) = 0.990 W/kg; SAR(10 g) = 0.363 W/kg 

Maximum value of SAR (measured) = 2.34 W/kg 

 

0 dB = 2.34 W/kg = 3.69 dBW/kg 

  



China Certification ICT Co., Ltd (Dong guan)                                        Report No.: CR230846189-20 

Page 62 of 72 

 

Plot 62#: LTE Band 41 50%RB Low_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic TDD-LTE (0); Frequency: 2549.5 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f= 2549.5 MHz; σ = 1.921 S/m; εr = 39.102; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.74, 4.74, 4.74) @ 2549.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (8x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.29 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 8.644 V/m; Power Drift = -0.13 dB 

Peak SAR (extrapolated) = 3.86 W/kg 

SAR(1 g) = 0.996 W/kg; SAR(10 g) = 0.368 W/kg 

Maximum value of SAR (measured) = 2.97 W/kg 

 

0 dB = 2.97 W/kg = 4.73 dBW/kg 
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Plot 63#: LTE Band 41 50%RB Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic TDD-LTE (0); Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.934 S/m; εr = 39.004; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (8x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.24 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 10.71 V/m; Power Drift = -0.17 dB 

Peak SAR (extrapolated) = 3.43 W/kg 

SAR(1 g) = 0.953 W/kg; SAR(10 g) = 0.337 W/kg 

Maximum value of SAR (measured) = 2.62 W/kg 

 

0 dB = 2.62 W/kg = 4.18 dBW/kg 
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Plot 64#: LTE Band 41 50%RB High_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic TDD-LTE (0); Frequency: 2636.5 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2636.5 MHz; σ = 1.956 S/m; εr = 38.775; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2636.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (8x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.785 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 8.474 V/m; Power Drift = -0.11 dB 

Peak SAR (extrapolated) = 2.05 W/kg 

SAR(1 g) = 0.692 W/kg; SAR(10 g) = 0.262 W/kg 

Maximum value of SAR (measured) = 1.58 W/kg 

 

0 dB = 1.58 W/kg = 1.99 dBW/kg 
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Plot 65#: LTE Band 41 50%RB High_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic TDD-LTE (0); Frequency: 2680 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2680 MHz; σ = 2.036 S/m; εr = 38.648; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2680 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (8x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.514 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 6.762 V/m; Power Drift = -0.15 dB 

Peak SAR (extrapolated) = 1.50 W/kg 

SAR(1 g) = 0.442 W/kg; SAR(10 g) = 0.157 W/kg 

Maximum value of SAR (measured) = 1.12 W/kg 

 

0 dB = 1.12 W/kg = 0.49 dBW/kg 
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Plot 66#: LTE Band 41 100%RB Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic TDD-LTE (0); Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.934 S/m; εr = 39.004; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (8x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.20 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 10.57 V/m; Power Drift = -0.10 dB 

Peak SAR (extrapolated) = 3.38 W/kg 

SAR(1 g) = 0.944 W/kg; SAR(10 g) = 0.334 W/kg 

Maximum value of SAR (measured) = 2.57 W/kg 

 

0 dB = 2.57 W/kg = 4.10 dBW/kg 
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Plot 67#:LTE Band 41 1RB Mid_ Body Left 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic TDD-LTE (0); Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.934 S/m; εr = 39.004; ρ = 1000 kg/m3 

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x13x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.126 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.926 V/m; Power Drift = 0.13 dB 

Peak SAR (extrapolated) = 0.181 W/kg 

SAR(1 g) = 0.095 W/kg; SAR(10 g) = 0.034 W/kg 

Maximum value of SAR (measured) = 0.153 W/kg 

 

0 dB = 0.153 W/kg = -8.15 dBW/kg 
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Plot 68#:LTE Band 41 50%RB Mid_ Body Left 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic TDD-LTE (0); Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.934 S/m; εr = 39.004; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x13x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.131 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.951 V/m; Power Drift = -0.16 dB 

Peak SAR (extrapolated) = 0.0850 W/kg 

SAR(1 g) = 0.033 W/kg; SAR(10 g) = 0.00916 W/kg 

Maximum value of SAR (measured) = 0.0655 W/kg 

 

0 dB = 0.0655 W/kg = -11.84 dBW/kg 
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Plot 69#: LTE Band 41 1RB Mid_ Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic TDD-LTE (0); Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.934 S/m; εr = 39.004; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (6x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.962 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 12.80 V/m; Power Drift = -0.15 dB 

Peak SAR (extrapolated) = 1.24 W/kg 

SAR(1 g) = 0.396 W/kg; SAR(10 g) = 0.135 W/kg 

Maximum value of SAR (measured) = 0.985 W/kg 

 

0 dB = 0.985 W/kg = -0.07 dBW/kg 
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Plot 70#: LTE Band 41 50%RB Mid_ Body Bottom 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: Generic TDD-LTE (0); Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.934 S/m; εr = 39.004; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (6x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.05 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 13.05 V/m; Power Drift = -0.16 dB 

Peak SAR (extrapolated) = 1.29 W/kg 

SAR(1 g) = 0.409 W/kg; SAR(10 g) = 0.139 W/kg 

Maximum value of SAR (measured) = 1.02 W/kg 

 

0 dB = 1.02 W/kg = 0.09 dBW/kg 
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Plot 71#: 2.4G WIFI Mid_ Body Back 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: 802.11 b (0); Frequency: 2437 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 2437 MHz; σ = 1.784 S/m; εr = 39.534; ρ = 1000 kg/m3 

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.74, 4.74, 4.74) @ 2437 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (13x9x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.652 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 12.08 V/m; Power Drift = 0.03 dB 

Peak SAR (extrapolated) = 0.971 W/kg 

SAR(1 g) = 0.386 W/kg; SAR(10 g) = 0.172 W/kg 

Maximum value of SAR (measured) = 0.720 W/kg 

 

0 dB = 0.720 W/kg = -1.43 dBW/kg 

  



China Certification ICT Co., Ltd (Dong guan)                                        Report No.: CR230846189-20 

Page 72 of 72 

 

Plot 72#: 2.4G WIFI Mid_ Body Left 

DUT: Smart Tablet Computer; Type: C10; Serial: 29NS-1 

 

Communication System: 802.11 b (0); Frequency: 2437 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 2437 MHz; σ = 1.784 S/m; εr = 39.534; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.74, 4.74, 4.74) @ 2437 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 4mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (6x17x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.460 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 11.54 V/m; Power Drift = 0.18 dB 

Peak SAR (extrapolated) = 0.919 W/kg 

SAR(1 g) = 0.357 W/kg; SAR(10 g) = 0.141 W/kg 

Maximum value of SAR (measured) = 0.710 W/kg 

 

0 dB = 0.710 W/kg = -1.49 dBW/kg 

 


