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30” 2.0-CHANNEL SOUNDBAR

Model:ONA19SB003

1.    Button switches the unit between ON and STANDBY modes.

2. VOL-Button Decreases the volume.

3. AUX Switch to Aux input.

4.      Skip to previous track in Bluetooth mode.

5. Press TALK button, switch to EQ Talk mode.

6.      Button Mutes the unit or resumes the sound.

7. VOL+Button lncreases the volume.

8.    Bluetooth Connection Switch to Bluetooth mode, press and 

hold to enable bluetooth pairing if there is an existing connection 

then disconnect the devices, unit will enter pairing mode.

9. Press OPT button, device will play music from optical input.

10.       Skip to next track in Bluetooth mode.     

11.       Press to play/pause music.

12. Press Movie button , switch to EQ Movie mode.

13. Press Movie button , switch to EQ Music mode.

6mm

40-45mm

TALK MUSIC MOVIE

TALK MUSIC MOVIE

Ensure all audio connections of the unit are connected
before connecting to the mains power socket.

Unpacking General Operation Remote Control Connections

Using the Aux Connection

Maintenance

Product Overview

Front View

Selecting Modes

Using the OPTICAL Connection

Back View

Side View

1. Speaker
2. LED Indicator

1.  Button Switches the unit between ON 
and STANDBY modes

1.  AUX IN Socket                2. OPTICAL Socket                 3. DC IN Socket 

2. SOURCE Button Selects the input source.

3. VOL- Button Decreases the volume.

4. VOL+ Button lncreases the volume.

3. Remote Control Sensor
Receives signal from the remote control.

Red when the unit is in STANDBY mode.

Keep the distance of the Soundbar and your mobile phone, PC, tablet or other Bluetooth 
enabled device within 1 meter. The closer, the better.

Ensure Bluetooth is enabled on your device and that your device is discoverable.

Select the Bluetooth mode on the soundbar:

Select the Bluetooth search function on your device. Your device should discover 
the Soundbar which is called"Onn 30" Soundbar"
Select pairing mode:

Select the Bluetooth search function on your device. Your device should discover the Soundbar 
which is called “Onn 30" Soundbar”

Select “Onn 30" Soundbar”. your device is paired with the Soundbar when the blue
indicator light stops flashing and becomes solid.

Turn on the power, press (      ) on the unit or remote control to switch to switch the unit to  ON 
mode with a prompt tone.

This unit is designed to operate with the provided mains adapter.

To switch the unit off completely, unplug the mains adapter from the mains socket.

Connecting the unit to any other power source may damage the unit. Unwind 
the mains adapter cable to its full length. Connect the end of the cable to the DC IN Socket at 
the back of the unit and then connect the mains adaper to the mains socket. Make sure the mains 
adaper is firmly inserted into the mains socket. The unit is now connected and ready to use.

-Using the remote control, press the Bluetooth button. The indicator light on 
the soundbar will be flashing blue.

-Using the remote control, press and hold the Bluetooth button for 3 seconds until blue indicator 
light is flashing rapidly.
-Alternatively, press and hold the source button on the Soundbar for 3 seconds until the blue 
indicator light is flashing rapidly.

-Alternatively, Press the source button on the Soundbar until the indicator light is flashing blue.

Press     on the unit or the remote control to switch the unit to ON mode. the device will go 
into BT pairing mode automatically and there will be a tone after the connection is successful, 
Blue LED slow flash.

Press VOL+/- on the unit or the remote control to adjust the volume.

Ensure the unit is fully unplugged from the mains socket before cleaning.

Installation must be carried out by qualified personnel only. lncorrect assembly 
can result severe personal injury and property damage (if you intend to install 
this product yourself, you must check for installations such as electrical wiring 
and plumbing that may be buride inside the wall). It is the installer’s responsibility 
to verify that the wall will safely support the total load of the Soundbar.

Thank you for purchasing your new ONN Soundbar.
We recommend that you spend some time reading this instruction 
manual so that you fully understand all the operational features it offers. 
You will also find some hints and tips to help you resolve any issues.
Read all the safety instructions carefully before use and keep this 
instruction manual for future reference.

Additional tools (not included) are required for the installation.
Do not overtighten screws.
Keep this instruction manual for future reference.

Use an electronic stud finder to check the wall type before drilling and mounting.

If you wish to turn the sound off, press      on the remote control. Press      again 
to resume normal listening.

To clean the unit, wipe the case with a slightly moist, lint-free cloth.
Do not use any cleaning fluids containing alcohol, ammonia or abrasives.
Do not spray aerosol at or near the unit.

Lights up blue in BLUETOOTH mode.

Lights up mixed color in AUX IN mode.

Lights up green in OPTICAL mode.

30” 2.0-CHANNEL SOUNDBAR

Model:FW1801
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Remove all items from the packaging. Retain the packaging. If you dispose of it please do so 
according to local regulations.
The following items are included:

When you first connect the unit to the mains socket, the unit will be in STANDBY mode.
the LED indicator will be red.

If a problem occurs, it may often be due to something very minor. The following table contains 
various tips:

Use an optical cable (not included) to connect the TV’s OPTICAL OUT socket to the soundbar’s 
OPTICAL socket.

Use a 3.5mm to RCA stereo audio cable (not included) to connect the connect the TV’s audio 
output sockets to the soundbar’s AUX IN socket.

Use a 3.5mm stereo audio cable (included) to connect the TV’s headphone socket to 
the soundbar’s AUX IN socket.

Press SOURCE on the unit to switch between OPTICAL and BLEUTOOTH and AUX mode. 
The LED indicator will light up green if in OPTICAL mode and blue if in BLUETOOTH and 
mixed colour if in AUX mode

1. Drill 2 parallel holes (     8mm each according to wall type) in the wall. The distance between
the holes should be 400mm.

2. Firmly fix 1dowel D10.2*L30mm (not included) into each hole in the wall if necessary.

3. Insert 1 screw TA 4*40mm (not included) into each dowel. Be sure to leave a 6mm gap betwee
the wall and the screw’s head. Lift the unit over the heads of the screws and slot into place. 

Adjusting the Volume

Using the Bluetooth Connection
Improper or incorrect use of batteries may cause corrosion or battery leakage, which could 
cause fire, personal injury or damage to property.

Install the battery correctly in the battery compartment. Normally the battery’s positive 
polarity(+)will face up.
Use only the battery type indicated in this manual.
Do not dispose of the used battery as domestic waste. Dispose of it in accordance with 
local regulations.
Small button cell batteries such as the one used in the remote control are easily swallowed by 
young children and this is angerous. Keep loose button cells away from young children and 
make sure that the battery is secure in the remote control. Seek medical advice if you believe 
a battery cell has been swallowed.

Handling the Battery

Take care of your fingernails when you slide and pull the battery release tab.
Do not drop the remote control.
Do not allow anything to impact the remote control.
Do not spill water or liquid on the remote control.
Do not place the remote control on a wet object.
Do not place the remote control under direct sunlight or near sources of excessive heat.

When the battery is exhausted, the remote control will not function.

When switching to another channel, the Bluetooth will be disconnected with a prompt tone.

Ensure the mains adapter is connected securely at both ends.

The plugs and sockets anr dirty. Wipe them with a cloth slightly
 moistened with an appropriate non-abrasive cleaning solution.

Make sure that the ON mode is selected.

Use the remote control near the unit.
Point the remote control at the remote sensor on the unit.
Replace the battery in the remote control with a new one.
Remore any obstacles between the remote control and the unit.

When LED indicator is flashing slowly, hte Bluetooth will be paired and connected will a prompt tone.

When LED indicator becomes solid, the Bluetooth will be connected suclessfully with a prompt tone.

Remove the battery from the remote control when not in use for a long period of time, 
as corrosion or battery leakage may occur and result in physical injury, and or property 
damage, and or fire.

Handling the Remote Control

Adjusting the Volume

Connecting to the Mains Supply

Cleaning the unit

Press     to switch the unit back to STANDBY mode. The LED indicator will be red.
Disconnect the mains plug from the mains socket if you want to switch the unit off completely.

When the unit volume is close to mute or is idle for approximately 15 
minutes, it will automatically switch to Standby.

Optical mode is the default mode when first time the unit is swithed on.

Remote Control

Back view of the unit

Back view of the unit

Back view of the unit

To the mains
socket

Wall (Front view)

Dowel

Solid wall (i.e., Solid brick,
Solid concrete, Solid wood,
Solid wooden battens)

Drywall, Plaster wall,
Lath wall, etc.

400mm

3.5mm to 3.5mm stereo audio cable
(included)

3.5mm to 3.5mm length is 750mm

No power

Features and specifications are subject to change without prior notice.

ONA19SB003Model

Power Consumption 30W

Speaker Output Power 2 x 15 Wrms @ 3%THD

Net Weight TBD

Dimension 762mm(W) x 65mm(D) x 80mm(H)

Mains Adapter Input AC 100-240V ~50/60Hz,1A
Output DC 18V, 2.0A

If any functional abnormality is encountered, unplug the unit from the mains socket 
and reconnect it again.

The remote control
is not functioning

Loud hum or noise 
is heard

3.5mm to RCA stereo audio cable
(not included)

OPTICAL cable
(not included)

Power Adapter

Main Unit

lnstruction Manual3.5 to 3.5mm
Stereo Audio Cable

the remote control sensor on the front unit is 
sensitive to the remote control’s commands
up to a maximum of 5 metres away ad within
a maximum of a 60 arc. 

the remote control requires a CR2025, 3V Lithium battery

1.Slide and hold the battery release tab in the
direction of the arrow.

2.Pull out the battery holder and remove the old battery.

3.Replace with a new battery.

4.Insert the battery holder back into the remote control.

Battery Replacement for the Remote Control

Remote Control Operation Range

Hints and Tips

Speci�catons

Problem Solution

Remove the plastic strip from the battery if the battery is
being used for the first time. It is located at the bottom rear
of the remote control.

Remove the Plastic strip from the Remote Control
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