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Trace: (Discrete) equency ( )
Site 1 565
Job :
Model
Power
Test Mode
Read Anterna Cable Preamp Measured Limit  Over Pol/
Freq Level Factor Loss Factor Level Line Limit Phase Remark
MHz dBuv  dB/m dB dB dBuv/m  dBuV/m dBuV
1 44.59 27.21 13.83 1.12 27.17 14.99 48 .88 -25.81 HORIZONTAL QP
2 62.43 24.95 13.86 1.3 27.15 12.16 48 .68 -27.84 HORIZONTAL QP
3 283.98 26.12 13.28 3.11 26.56 15.95 46.688 -38.85 HORIZONTAL QP
4 582.74 28.53 19.25 5.86 28.19 24.65 46.88 -21.35 HORIZONTAL QP
5 739.66 28.18 22.68 5.93 28.11 28.88 46.688 -18.88 HORIZONTAL QP
6 9485.76 27.38 23.9@ 7.12 27.74 38.66 46.88 -15.34 HORIZONTAL QP
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Test mode:05
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Trace: (Discrete) equency ( )
Site 1 565
Job :
Model
Power
Test Mode
Read Anterna Cable Preamp Measured Limit  Over Pol/
Freq Level Factor Loss Factor Level Line Limit Phase Remark
MHz dBuv  dB/m dB dB dBuv/m  dBuV/m dBuV
1 49.53 26.85 13.92 1.14 27.17 13.94 48 .88 -26.86 WERTICAL QP
2 129.81 26.72 11.95 1.96 27.68 13.863 43.58 -29.87 VERTICAL QP
3 271.32 26.39% 12.75 3.86 26.58 15.862 46.688 -38.38 VWVERTICAL QP
4 574.63 28.89 19.85 4,98 28.17 23.95 46.88 -22.85 VWERTICAL QP
5 783.38 26.87 22.28 6.85 28.87 27.85 46.688 -18.95 WERTICAL QP
6 995.58 26.84 24.27 7.43 27.88 38.88 54.88 -23.32 VWERTICAL QP
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Test mode:05
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Trace: (Discrete) equency ( )
Site 1 565
Job :
Model
Power
Test Mode
Read Anterna Cable Preamp Measured Limit  Over Pol/

Freq Level Factor Loss Factor Level Line Limit Phase Remark

MHz dBuv  dB/m dB dB dBuv/m  dBuV/m dBuV
1 44.28 25.81 13.81 1.12 27.17 13.57 48 .88 -26.43 HORIZONTAL QP
2 127.22 25.85 11.7@ 1.94 27.88 12.59 43.58 -38.91 HORIZONTAL QP
3 282.99 28.22 13.25 3.18 26.56 le.81 46,88 -29.99 HORIZONTAL QP
4 597.22 27.56 19.8@ 5.14 28.21 24.29 46,88 -21.71 HORIZONTAL QP
5 776.88 27.97 22.28 6.83 28.85 28.28 46,86 -17.72 HORIZONTAL QP
B 9l1s.87 27.79 23,53 6.96 27.82 38.45 46,88 -15.54 HORIZONTAL QP
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7.8 Radiated Spurious Emissions (Above 1GHz)

Test Requirement 47 CFR Part 15, Subpart C 15.205 & 15.209
Test Method: ANSI C63.10 (2013) Section 6.4,6.5,6.6
Measurement 3m
Distance:
Limit:
Frequency(MHz) Field strength(microvolts/meter) | Measurement distance(meters)
0.009-0.490 2400/F(kHz) 300
0.490-1.705 24000/F (kHz) 30
1.705-30.0 30 30
30-88 100 3
88-216 150 3
216-960 200 3
Above 960 500 3
Remark: The emission limits shown in the above table are based on measurements employing a CISPR
quasi-peak detector except for the frequency bands 9-90kHz, 110-490kHz and above 1000 MHz.
Radiated emission limits in these three bands are based on measurements employing an average
detector, the peak field strength of any emission shall not exceed the maximum permitted average limits
specified above by more than 20 dB under any condition of modulation.

7.8.1 E.U.T. Operation
Operating Environment:
Temperature: 23.2°C Humidity: 53.8 % RH Atmospheric Pressure: 1010 mbar

7.8.2 Test Mode Description

Pre-scan/ Mode

Final test Code Description

TX mode(Left earbud) Keep the EUT in continuously transmitting mode
with GFSK modulation.
TX mode(Right earbud)_Keep the EUT in continuously transmitting mode
with GFSK modulation.

Final test 04

Final test 05
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7.8.3 Test Setup Diagram
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7.8.4 Measurement Procedure and Data

a. For above 1GHz, the EUT was placed on the top of a rotating table 1.5 meters above the ground at
a 3 meter fully-anechoic chamber. The table was rotated 360 degrees to determine the position of the
highest radiation.

b. The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on
the top of a variable-height antenna tower.

c. The antenna height is varied from one meter to four meters above the ground to determine the
maximum value of the field strength. Both horizontal and vertical polarizations of the antenna are set
to make the measurement.

d. For each suspected emission, the EUT was arranged to its worst case and then the antenna was
tuned to heights from 1 meter to 4 meters and the rotatable table was turned from 0 degrees to 360
degrees to find the maximum reading.

e. The test-receiver system was set to Peak Detect Function and Specified Bandwidth with Maximum
Hold Mode.

f. If the emission level of the EUT in peak mode was 10dB lower than the limit specified, then testing
could be stopped and the peak values of the EUT would be reported. Otherwise the emissions that
did not have 10dB margin would be re-tested one by one using peak, quasi-peak or average method
as specified and then reported in a data sheet.

g. Test the EUT in the lowest channel, the middle channel, the Highest channel.

h. The radiation measurements are performed in X, Y, Z axis positioning for Transmitting mode, and
found the X axis positioning which it is the worst case.

i. Repeat above procedures until all frequencies measured was complete.

Remark:

1) The field strength is calculated by adding the Antenna Factor, Cable Factor & Preamplifier. The
basic equation with a sample calculation is as follows:

Final Test Level =Receiver Reading + Antenna Factor + Cable Factor - Preamplifier Factor

2) Scan from 1GHz to 25GHz, the disturbance above 18 GHz was very low. The points marked on
above plots are the highest emissions could be found when testing, so only above points had been
displayed. The amplitude of spurious emissions from the radiator which are attenuated more than
20dB below the limit need not be reported.

3) The field strength limits are based on average limits. However, the peak field strength of any
emission shall not exceed the maximum permitted average limits specified above by more than 20 dB
under any condition of modulation. For the emissions whose peak level is lower than the average
limit, only the peak measurement is shown in the report.
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Test Mode: 04; Polarity: Horizontal; Modulation:GFSK; ; Channel:Low
Rata data:1M/bits
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race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB
1 1688.866 49.43 25.68 2.88 37.91 48.86 74.808 -34.868 HORIZONTAL Peak
2 3518.683 51.74 28.91 4,33 36.94 43.84 74.88 -25.96 HORIFONTAL Peak
3 45384 . 8868 48,27 31.42 5.48 36.83 483.26 74.88 -25.74 HORIFONTAL Peak
4 5126.881 51.53 31.72 5.64 35.86 52.83 74.88 -21.97 HORIZONTAL Peak
5 7286.888 48.41 35.54 5.98 37.38 52.55 74.88 -21.45 HORIFZONTAL Peak
B Sp@s.888 44,92 35.37 7.87 37.42 52.94 74,88 -21.86 HORIFONTAL Peak
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Test Mode: 04; Polarity: Vertical; Modulation: GFSK; ; Channel:Low
Rata data:1M/bits

120 Level (dBuvim)
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race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

1545.883 49.38 25.53 2.88 38.83 39.60 J4.88 -34.48 VERTICAL Peak
3182.434 53.75 28.48 3.91 37.1s 48.98 7J4.88 -25.82 VERTICAL Peak
4584.6888 45.27 31.42 5.48 36.83 48.26 J4.88 -25.74 VERTICAL Peak
6459.7359 48.92 33.88 5.87 37.ee 51.67 J4.88 -22.33 VERTICAL Peak
72B5.@B8 47.68 35.54 5.98 37.38 51.74 7J4.88 -22.26 VERTICAL Peak
9gBg.eee 44,72 38.37 .87 37.42 52.74 F4.88 -21.26 VERTICAL Peak
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Test Mode: 04; Polarity: Horizontal; Modulation:GFSK; ; Channel:middle
Rata data:1M/bits

120 Level (dBuvim)
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race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

.78 3B.13 48.56 74.80 -33.50 HORIZONTAL Peak
.25 36.95 48.59 74.80 -25.41 HORIZONTAL Peak
.58 36.84 48.16 74.88 -25.834 HORIZONTAL Peak
.12 36.93 58.94 74.80 -23.06 HORIZONTAL Peak
.13 37.43 52.82 74.80 -21.98 HORIZONTAL Peak
.82 37,41 52.68 74.80 -21.32 HORIZONTAL Peak

1484.224 58.36 25.49
3471.861 52.48 28.89
4f80.888 47.96 31.54
6lds. 277 48.98 32.77
7328.888 47.32 3S6.88
97c@.e88 44,57 33.58
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Test Mode: 04; Polarity: Vertical; Modulation: GFSK; ; Channel:middle
Rata data:1M/bits

120 Level (dBuvim)
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race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

.57 38.31 39.71 74.68 -34.29 VERTICAL Peak
BB 37.89 43.86 J4.88 -25.14 VERTICAL Peak
.58 36.84 47.98 74.88 -26.82 VERTICAL Peak
.33 36.89 56.51 74.88 -23.49 VERTICAL Peak
.13 37.43 52.33 74.68 -21.87 VERTICAL Peak
.82 37.41 51.88 J4.88 -22.12 VERTICAL Peak

1253.815 58.27 25.18
3194.221 53.37 28.58
4f80.888 47.78 31.54
5712.452 459,83 32.
7328.888 47.63 36.
97cl.eee 43,77 38.58
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Test Mode: 04; Polarity: Horizontal; Modulation:GFSK; ; Channel:High

Rata data: 1M/bits

120 Level (dBuvim)
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race: (Discrete) Ereguency (i)

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

.30 38.48 30.38 74.80 -34.52 HORIZONTAL Peak
.68 36.80 49.26 74.80 -24.30 HORIZONTAL Peak
36.84 49.49 74,88 -24.51 HORIZONTAL Peak
.77 36.87 52.30 74.80 -21.70 HORIZONTAL Peak
.22 37.47 52.82 74.80 -21.18 HORIZONTAL Peak
.96 37.48 52.69 74.80 -21.31 HORIZONTAL Peak

1168.873 58.84 24.55
4821.947 51.57 29.83
49p08.888 49.83 31.65
5252.813 51.65 31.75
7448 . 888 47.88 36.27
9928.888 44,48 35.65
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Test Mode: 04; Polarity: Vertical; Modulation: GFSK; ; Channel:High
Rata data:1M/bits

120 Level (dBuvim)
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2 1000 1500 2000 5000 10000 18000

race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

1553.485 49.23 25.54
4188.613 58.57 38.12
49p08.888 47.95 31.65
6977.835 47.52 34.97
7448. 888 45.768 36.27
9928.888 44,52 35.65

.88 38.83 39.54 74.88 -34.46 VERTICAL Peak
.BB 35.88 43.49 74,88 -25.51 VERTICAL Peak
Jg.84 45.41 74.88 -25.59 VERTICAL Peak
.81 37.23 51.8e7 7J4.88 -22.93 VERTICAL Peak
.22 37.47 53,78 J74.88 -28.22 VERTICAL Peak
.96 37.48 52.73 74.68 -21.27 VERTICAL Peak
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Test Mode: 04; Polarity: Horizontal; Modulation:GFSK; ; Channel:Low
Rata data:2M/bits

120 Level (dBuvim)
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2 1000 1500 2000 5000 10000 18000

race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

1435.422 45.95 25.44 2.7 38.20 38.86 74.80 -35.14 HORIZONTAL Peak
3833.881 51.81 29.59 4.60 36.84 48.36 74.88 -25.54 HORIZONTAL Peak
4584.6888 49,22 31.42 5.48 36.83 49.21 74,88 -24.79 HORIZONTAL Peak
6B897.921 49,59 32.66 6.14 365.92 51.47 74.88 -22.53 HORIZONTAL Peak
72B5.@88 45.18 35.54 5.98 37.38 52.24 74.80 -21.76 HORIZONTAL Peak
9gBg.eee 44,39 38.37 7.87 37.42 52.41 74,88 -21.59 HORIZONTAL Peak
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Test Mode: 04; Polarity: Vertical; Modulation: GFSK; ; Channel:Low
Rata data:2M/bits

120 Level (dBuvim)
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2 1000 1500 2000 5000 10000 18000

race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

1368.747Y 48.83 25.35 2.88 38.25 38.53 74.88 -35.47 WVERTICAL Peak
4442 .679 49,89 38.73 4.853 36.81 483.64 J4.88 -25.36 VERTICAL Peak
4584.888 47.55 31.42 5.48 36.83 47.54 74.88 -26.46 VERTICAL Peak
6441.741 47.75 33.83 5.868 37V.ee 5Se.45 T4.88 -23.54 VERTICAL Peak
72B5.@88 47.93 35.54 5.98 37.38 b52.87 7J4.88 -21.93 VERTICAL Peak
9gBg.eee 44,43 38.37 .87 37.42 52.45 F4.88 -21.55 VERTICAL Peak
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Test Mode: 04; Polarity: Horizontal; Modulation:GFSK; ; Channel:middle
Rata data:2M/bits

120 Level (dBuvim)
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race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

1419.858 49.62 25.42
4133.518 58.21 36.81
4380.888 47.76 31.54
5398.323 58.63 31.78
7328.888 46.75 3S6.88
97c8.888 44,45 33.58

.63 3B.20 39.47 74.80 -34.53 HORIZONTAL Peak
.68 36.80 48.82 74.80 -25.98 HORIZONTAL Peak
.58 36.84 47.956 74.80 -26.84 HORIZONTAL Peak
.88 36.83 51.53 74.80 -22.47 HORIZONTAL Peak
.13 37.43 51.45 74.80 -22.55 HORIZONTAL Peak
.82 37,41 52.56 74.80 -21.44 HORIZONTAL Peak
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Test Mode: 04; Polarity: Vertical; Modulation: GFSK; ; Channel:middle
Rata data:2M/bits

120 Level (dBuvim)
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2 1000 1500 2000 5000 10000 18000

race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

.88 37.91 39.18 74.88 -34.98 VERTICAL Peak
.B7 36.81 47.52 74.88 -26.48 VERTICAL Peak
.58 36.84 48.28 74.88 -25.80 VERTICAL Peak
.85 37.81 51.1% 74.88 -22.81 VERTICAL Peak
.13 37.43 52.28 J4.88 -21.72 VERTICAL Peak
.82 37.41 52.84 J4.88 -21.96 VERTICAL Peak

1674.337 48.54 25.67
4337.449 49,89 38.57
4350.6088 45.88 31.54
6495.932 48.39 33.96
7328.888 47.58 3S6.88
97c@a.e88 43,93 33.58
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Test Mode: 04; Polarity: Horizontal; Modulation:GFSK; ; Channel:High
Rata data:2M/bits

120 Level (dBuvim)
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2 1000 1500 2000 5000 10000 18000

race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

.88 37.89 38.86 74.80 -35.14 HORIZONTAL Peak
.57 36.87 48.21 74.80 -25.79 HORIZONTAL Peak
36.84 49,13 74,88 -24.837 HORIZONTAL Peak
.81 37.18 51.35 74.80 -22.65 HORIZONTAL Peak
.22 37.47 52.36 74.80 -21.64 HORIZONTAL Peak
.96 37.48 52.47 74,80 -21.53 HORIZONTAL Peak

1689.633 48.26 25.69
3728.132 51.20 29.31
49p08.888 485.67 31.65
6896.221 47.87 34.85
7448 . 888 47.34 36.27
992@8.888 44,26 38.65
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Test Mode: 04; Polarity: Vertical; Modulation: GFSK; ; Channel:High
Rata data:2M/bits

120 Level (dBuvim)
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2 1000 1500 2000 5000 10000 18000

race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

1653.973 45.16 25.64
4244 . 8344 58.84 38.38
49p8.888 45.58 31.65
Se82.481 5S8.68 31.71
7448 . 888 47.72 36.27
9928.888 44,35 38.65

.88 37.93 39.87 74.88 -34.33 VERTICAL Peak
.B2 36.81 48.15 74.88 -25.85 VERTICAL Peak
Jg.84 49.84 74,88 -24.96 VERTICAL Peak
.67 36.86 51.12 7J4.88 -22.88 VERTICAL Peak
.22 37.47 52.74 74,88 -21.26 VERTICAL Peak
.96 37.48 52.56 J4.68 -21.44 VERTICAL Peak
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Test Mode: 05; Polarity: Horizontal; Modulation:GFSK; ; Channel:Low
Rata data:1M/bits

120 Level (dBuvim)
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2 1000 1500 2000 5000 10000 18000

race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

1318.601 49.67 25.23 2.8 38.31 39.19 74.80 -34.81 HORIZONTAL Peak
3225.276 52.24 28.83 4.81 37.67 47.81 74.88 -26.19 HORIZONTAL Peak
4584.6888 49.84 31.42 5.48 36.83 49.83 74,88 -24.97 HORIZONTAL Peak
6265.878 49,27 33.29 6.08 35.95 51.51 74.88 -22.30 HORIZONTAL Peak
72B5.@@8 47.39 35.54 5.98 37.38 51.53 74.80 -22.47 HORIZONTAL Peak
9gBg.eee 44,86 38.37 7.87 37.42 52.88 V4,88 -21.12 HORIZONTAL Peak
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Test Mode: 05; Polarity: Vertical; Modulation: GFSK; ; Channel:Low
Rata data:1M/bits

120 Level (dBuvim)
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race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

1421.922 49.78 25.42 2.84 38.28 39.56 J4.88 -34.44 VERTICAL Peak
3273.5456 52.12 28.71 4.84 37.84 47.83 J4.88 -26.17 VERTICAL Peak
4584.888 47.92 31.42 5.48 36.83 47.91 74.88 -26.89 VERTICAL Peak
6694.4758 48.57 34.38 5.83 37V.e3 b5l1.Ve 7J4.88 -22.38 VERTICAL Peak
72B5.@BE 47.98 35.54 5.98 37.38 b52.84 74,88 -21.96 VERTICAL Peak
9geg.eee 44,98 38.37 .87 37.42 53.e0 J4.88 -21.86 VERTICAL Peak
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Test Mode: 05; Polarity: Horizontal; Modulation:GFSK; ; Channel:middle
Rata data:1M/bits

120 Level (dBuvim)
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race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

.38 3B.49 38.96 74.80 -35.10 HORIZONTAL Peak
.56 36.883 47.9% 74.80 -26.95 HORIZONTAL Peak
.58 36.84 47.98 74.88 -26.82 HORIZONTAL Peak
.98 36.95 ©51.13 74.80 -22.37 HORIZONTAL Peak
.13 37.43 51.56 74.80 -22.50 HORIZONTAL Peak
.82 37,41 52.79 74.80 -21.21 HORIZONTAL Peak

1176.284 58.34 24.58
3788.149 51.82 29.25
4f8e0.888 47.78 31.54
G284.885 48.73 33.37
7328.888 46.38 S6.88
97c8.888 44,68 38.58
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Test Mode: 05; Polarity: Vertical; Modulation: GFSK; ; Channel:middle
Rata data:1M/bits

120 Level (dBuvim)
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race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

.BB  38.22 38.62 74.88 -35.38 VERTICAL Peak
.81 37.87 47.98 74.80 -26.82 VERTICAL Peak
.58 36.84 47.13 74.88 -26.87 VERTICAL Peak
.81 37.19 G5&.592 7J4.88 -23.88 VERTICAL Peak
.13 37.43 51.33 7J4.68 -22.87 VERTICAL Peak
.82 37.41 52.81 74.88 -21.99 VERTICAL Peak

1388.118 48.87 25.37
3221.382 52.41 28.83
4380.888 46.93 31.54
6917.177 47.41 34.89
7328.888 46.63 3S6.88
97c@a.888 43,98 33.58
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Test Mode: 05; Polarity: Horizontal; Modulation:GFSK; ; Channel:High
Rata data:1M/bits

120 Level (dBuvim)
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race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

1151.824 58.67 24.58 2.36 38.42 39.11 74.80 -34.89 HORIZONTAL Peak
3542.716 51.66 28.96 4.42 36.92 48.12 74.88 -25.88 HORIZONTAL Peak
49p08.6888 47.64 31.65 5.65 36.834 43.18 74,88 -25.98 HORIZONTAL Peak
63851.185 47.69 34.78 5.82 37.15 51.14 74.88 -22.86 HORIZONTAL Peak
7448 . 888 45.25 36.27 6.22 37.47 53.27 74.88 -20.73 HORIZONTAL Peak
9928.888 44,47 35.65 6.96 37.48 52.68 74,88 -21.32 HORIZONTAL Peak
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Test Mode: 05; Polarity: Vertical; Modulation:GFSK; ; Channel:High
Rata data:1M/bits

120 Level (dBuvim)
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race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

1277.812 58.81 25.14
4138.984 58.42 38.81
49p08.6888 47.38 31.65
6993.511 47.34 35.88
7448 . 888 47.58 36.27
9928.888 44,55 35.65

.58 38.33 39.32 74.88 -34.68 VERTICAL Peak
BB 36.88 48.23 J4.88 -25.77 VERTICAL Peak
Jg.84 47.76 74.88 -26.24 VERTICAL Peak
.81 37.25 G5e@.98 J4.88 -23.16 VERTICAL Peak
.22 37.47 52.68 J4.88 -21.48 VERTICAL Peak
.96 37.48 52.76 J74.88 -21.24 VERTICAL Peak
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Test Mode: 05; Polarity: Horizontal; Modulation:GFSK; ; Channel:Low
Rata data:2M/bits

120 Level (dBuvim)
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2 1000 1500 2000 5000 10000 18000

race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

1456.796 49,78 25.46 2.72 38.17 39.79 74.80 -34.21 HORIZONTAL Peak
4827.532 58.88 29.83 4.6080 36.80 48.23 74.88 -25.77 HORIZONTAL Peak
4584.6888 45.62 31.42 5.48 36.83 48.561 74,88 -25.39 HORIZONTAL Peak
5329.564 58.68 31.77 6.87 36.88 51.56 74.80 -22.44 HORIZONTAL Peak
72B5.@BE 47.24 35.54 5.98 37.38 51.38 74.80 -22.562 HORIZONTAL Peak
9geg.eee 44,93 38.37 7.87 37.42 52.95 74,88 -21.85 HORIZONTAL Peak
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Test Mode: 05; Polarity: Vertical; Modulation: GFSK; ; Channel:Low
Rata data:2M/bits

120 Level (dBuvim)
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2 1000 1500 2000 5000 10000 18000

race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

1571.6859 49.38 25.55 2.88 38.88 39.65 J4.88 -34.35 VERTICAL Peak
3726.331 58.95 29.31 4.57 36.87 47.98 74.88 -26.84 VERTICAL Peak
4584.6888 45.92 31.42 5.48 36.83 48.91 J4.88 -25.89 VERTICAL Peak
5472.931 58.74 3l.58 6.31 36.838 051.97 7J4.88 -22.83 VERTICAL Peak
72B5.@B8 47.68 35.54 5.98 37.38 51.74 7J4.88 -22.26 VERTICAL Peak
9geg.eee 44,84 35.37 .87 37.42 52.86 J4.88 -21.94 VERTICAL Peak
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Test Mode: 05; Polarity: Horizontal; Modulation:GFSK; ; Channel:middle
Rata data:2M/bits

120 Level (dBuvim)
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2 1000 1500 2000 5000 10000 18000

race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

.63 3B.20 39.35 74.80 -34.65 HORIZONTAL Peak
.56 36.83 48.41 74.80 -25.59 HORIZONTAL Peak
.58 36.84 48.23 74.88 -25.77 HORIZONTAL Peak
.81 37.18 51.84 74.80 -22.16 HORIZONTAL Peak
.13 37.43 G51.87 74.80 -22.13 HORIZONTAL Peak
.82 37,41 53.19 74.80 -28.31 HORIZONTAL Peak

1413.859 45.51 25.41
3781.135 51.48 29.25
4380.6888 45.83 31.54
63598.574 48.36 34.85
7328.888 47.17 3S6.88
97c@8.888 45.88 33.58
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Test Mode: 05; Polarity: Vertical; Modulation: GFSK; ; Channel:middle
Rata data:2M/bits

120 Level (dBuvim)
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2 1000 1500 2000 5000 10000 18000

race: (Discrete) Ty [

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

.27 38.42 38.68 74.88 -35.32 VERTICAL Peak
.61 36.81 48.51 74.88 -25.49 VERTICAL Peak
.58 36.84 48.61 J74.88 -25.39 VERTICAL Peak
.83 37.86 051.33 74.88 -22.67 VERTICAL Peak
.13 37.43 51.56 V4.88 -22.44 VERTICAL Peak
.82 37.41 52.71 74.68 -21.29 VERTICAL Peak

1139.691 58.37 24.46
4233.325 58.45 38.28
4380.6088 45.41 31.54
6657.183 48.27 34.29
7328.888 46.86 3S6.88
97ca.888 44.68 33.58
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Test Mode: 05; Polarity: Horizontal; Modulation:GFSK; ; Channel:High

Rata data:2M/bits

120 Level (dBuvim)

10

a0

70

30

10

-10

2 1000 1500 2000 5000 10000 18000

race: (Discrete) Ereguency (i)

Readfntenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Pol/Phase Remark

MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

.65 3B.20 39.46 74.80 -34.60 HORIZONTAL Peak
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36.84 43.38 74,88 -25.62 HORIZONTAL Peak
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Test Mode: 05; Polarity: Vertical; Modulation:GFSK; ; Channel:High
Rata data:12M/bits

120 Level (dBuvim)
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MHz dBuY  dB/m dB dB dBuv/m dBuV/m dB

1588.382 49.49 25.57 2.88 37.98 39.88 J4.88 -34.12 VERTICAL Peak
3238.847 52.68 28.87 4.82 37.868 483.31 74.88 -25.89 VERTICAL Peak
49p8.888 47.97 31.65 5.85 36.84 48.43 J4.88 -25.57 VERTICAL Peak
gE41.435 49,75 32.48 6.18 36.91 ©51.58 J4.88 -22.58 VERTICAL Peak
7448 .888 45.868 36.27 6.22 37.47 53.88 J4.88 -28.92 VERTICAL Peak
9928.888 44,38 38.65 6.96 37.48 52.59 J4.88 -21.41 VERTICAL Peak

1
2
3
a
5
B

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at http://www.sgs.com/en/Terms-and-Conditions.aspx and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents at tl?: 'www.sgs.com/en/Terms-an -Cundit‘tonsiTerms-e-Document.astA
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reflects the Company’s findings at the time of its intervention only and within the limits of
Client's instructions, if any. The Company's sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rights and obligations under the transaction documents. This document cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.

Attention: To check the authenticity of testing /inspection report & certificate, please contact us at telephone: (86-755) 8307 1443
or email: CN.Doccheck@sgs.com

10| No.198 Kezhu Road, Scientech Park, Guangzhou Economic & Technology Development Distit, Guangzhou, China 510663  t (86-20) 82155555 f (86-20) 82075058 www.sgsgroup.com.cn
RE -TH -SFEATFEREMFHMRE198S BB4E: 510663 t (86-20)82155555 f (86-20) 82075058 sgs.china@sgs.com

1% %

& "I'estir\wg Services <

G
Member of the SGS Group (SGS SA)



SGS-CSTC Standards Technical Services Co., Ltd.
Guangzhou Branch

Report No.: GZCR210802093802
EMC-TRF-01 Rev 1.0 Page: 71 of 125

8 Test Setup Photo

Refer to Appendix - Test Setup Photo for GZCR2108020938AT

9 EUT Constructional Details (EUT Photos)

Refer to Appendix — External and Internal Photos for GZCR2108020938AT
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10 Appendix

For Right earbuds
1. Duty Cycle

1.1 Ant1

1.1.1 Test Result

Ant1
Mode TX Frequency | T_on | Period | Duty Cycle Dyty Cycle I\/!ax_. DC
Type (MHz) (ms) (ms) (%) Correction Factor (dB) | Variation (%)
2402 0.494 1.250 39.52 4.03 0.03
™ SISO 2440 0.533 1.250 42.64 3.70 0.03
2480 0.533 1.251 42.61 3.71 0.03
2402 0.233 1.250 18.64 7.30 0.03
2M SISO 2440 0.234 1.251 18.71 7.28 0.04
2480 0.233 1.249 18.65 7.29 0.03
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1.1.2 Test Graph
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1M_HCH_2480MHz_DataRate=_Ant1_NTNV
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2M_MCH_2440MHz_DataRate=_Ant1_NTNV
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2. Bandwidth
2.1 OBW

2.1.1 Test Result

99% Occupied Bandwidth (MHz
Mode X Frequency Ant 2 P ( ) Verdict
Type (MHz) Result
2402 1.030 Pass
1M SISO 2440 1.031 Pass

2480 1.030 Pass

2402 2.039 Pass

2M SISO 2440 2.039 Pass

_— - - | -

2480 2.037 Pass
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2.1.2 Test Graph
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1M_HCH_2480MHz_DataRate=_Ant1_NTNV
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2.2 6dB BW

2.2.1 Test Result

TX Frequency 6dB Bandwidth (MHz) .
Mod Ant Verdict
o Type (MHz) " Result Limit eraie

2402 0.661 >=0.5 Pass

™ SISO 2440 0.667 >=0.5 Pass

2480 0.656 >=0.5 Pass

2402 1.150 >=0.5 Pass

2M SISO 2440 1.155 >=0.5 Pass

e N I Y S N B N N N

2480 1.157 >=0.5 Pass
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