
3.5mm

Wireless Wall Dimmer
WWD2-2SM
FCC ID: 2AS3F-WWD2SM
IC: 25008-WWD2SM
Ratings in Volts: 3VDC
Operating Temperature Range: -10°C to 40°C
FCC Part 15 Class B CAN ICES-003 (B) / NMB-003 (B)

RISK OF EXPLOSION IF BATTERY IS REPLACED BY AN INCORRECT TYPE
DISPOSE OF USED BATTERIES ACCORDING TO THE INSTRUCTIONS

CAUTION

ATTENTION

RISQUE D’EXPLOSION SI LA PILE EST REMPLACÉE PAR UN TYPE
INCORRECT JETEZ LES PILES USAGÉES CONFORMÉMENT AUX INSTRUCTIONS

#93141315 YYYYMMDD

Current Lighting Solutions, LLC
www.gecurrent.com
Made in China
For assistance call
1-866-855-8629
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PS:typeface is Segoe UI,word size is 4pt
YYYYMMDD,YYYY means year,MM means month,DD means day,for example:20210112



3.5mm

Wireless Wall Dimmer
WWD2-4SM
FCC ID: 2AS3F-WWD2SM
IC: 25008-WWD2SM
Ratings in Volts: 3VDC
Operating Temperature Range: -10°C to 40°C
FCC Part 15 Class B CAN ICES-003 (B) / NMB-003 (B)

RISK OF EXPLOSION IF BATTERY IS REPLACED BY AN INCORRECT TYPE
DISPOSE OF USED BATTERIES ACCORDING TO THE INSTRUCTIONS

RISQUE D’EXPLOSION SI LA PILE EST REMPLACÉE PAR UN TYPE
INCORRECT JETEZ LES PILES USAGÉES CONFORMÉMENT AUX INSTRUCTIONS

CAUTION

ATTENTION

#93141336 YYYYMMDD

Current Lighting Solutions, LLC
www.gecurrent.com
Made in China
For assistance call
1-866-855-8629
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