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Location

@ HYUNDAI THANH CO Connector ) Connector Connector (&
Model: BH10 EGC ID: 2AS8IBH10 A1 SPEAKER RL+ B1 NG €1 Ne
i . A2 SPEAKER FL+ B2 NG cz Ne
9~16V NEGATIVE GND Designed and Made in Korea A3 SPEAKER FR® B3 NG c1 GND
. A4 SPEAKER RR B4  STEER_KEY G4 REAR CAMVIDEO IN
FM: 87.5~108MHz / AM: 531-1602 KHz Assembled in Vietnam A5 Ne : BE NG &5 GND
A6 NG BE NG C6 NG
I J II[J:I AT NG BT NG €T MNC
A8 ILLP B NG c8 NG
@ N @) A9 NC B NG =
@ n @ A0 SPEAKER RL- B10 NG C10 REARCAMESV POWER
S A1 SPEAKER Fl= Bl ACC ci1 GND
o C A12  SPEAKER FRe Bi2 B+ €12 REVERSE
P =} A1l SPEAKER RR- 813 NC c13 GND
HEAD UNIT REAR CAM CONNECTOR A4 NG B14 NG Gl NC
A1S NG B15 NG G15  GND
g e A6 NG B16  SPEED C16 NG
1 AT LN B17  STEER_KEY_GND
HEAD UNIT MAIN CONNEGTOR A18  REMOTE_ANT B18 NG
B19 NG
B20 NC
B21 NC
B22 NG
e 823 POWER GND
@ B24  POWER GND
| This device complies with part 15 of the FCC rules. Operation is subject to the follawing two conditions
HEAD UNIT GPS FAKRA CONNECTOR [11This device may ot cause harmful interference, and
‘ (2)This device must accept any interference received inchuding interference that may
RADIO ANTENMNA CONNECTOR «cause undesired operation

Copyright © 2019. Lab-T, Inc.



