
Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 7/12/2023

GSM850 Head

Communication System: UID 0, Generic GPRS(TDMA, GMSK, TN 0-1-2) (0); Frequency: 824.2 
MHz;Duty Cycle: 1:2.66993
Medium parameters used: f = 825 MHz; σ = 0.888 S/m; εr = 40.113; ρ = 1000 kg/m3

Phantom section: Right Section 
Ambient Temperature:23.1℃;Liquid Temperature:22.4℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(10.4, 10.4, 10.4) @ 824.2 MHz; Calibrated: 4/17/2023 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/27/2023 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Right Touch Cheek/CH128/Area Scan (91x131x1): Interpolated grid: dx=1.500 mm, 
dy=1.500 mm
Maximum value of SAR (interpolated) = 0.0339 W/kg
Right Touch Cheek/CH128/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 
dy=8mm, dz=5mm
Reference Value = 2.361 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.0370 W/kg
SAR(1 g) = 0.027 W/kg; SAR(10 g) = 0.021 W/kg
Maximum value of SAR (measured) = 0.0333 W/kg

0 dB = 0.0333 W/kg = -14.78 dBW/kg

Appendix D: SAR Test Data Plots

Plot No.1



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 7/13/2023

GSM1900 Head

Communication System: UID 0, Generic GPRS(TDMA, GMSK, TN 0-1-2) (0); Frequency: 1909.8 
MHz;Duty Cycle: 1:2.66993
Medium parameters used: f = 1910 MHz; σ = 1.347 S/m; εr = 38.372; ρ = 1000 kg/m3

Phantom section: Right Section 
Ambient Temperature:22.9℃;Liquid Temperature:22.2℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.64, 8.64, 8.64) @ 1909.8 MHz; Calibrated: 4/17/2023 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/27/2023 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Right Touch Cheek/CH 810/Area Scan (91x131x1): Interpolated grid: dx=1.500 mm, 
dy=1.500 mm
Maximum value of SAR (interpolated) = 0.0505 W/kg
Right Touch Cheek/CH 810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 
dy=8mm, dz=5mm
Reference Value = 2.262 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 0.0510 W/kg
SAR(1 g) = 0.034 W/kg; SAR(10 g) = 0.023 W/kg
Maximum value of SAR (measured) = 0.0448 W/kg

0 dB = 0.0448 W/kg = -13.49 dBW/kg

Appendix D: SAR Test Data Plots

Plot No.2



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 7/13/2023

WCDMA Band II Head

Communication System: UID 0, Generic UMTS (0); Frequency: 1907.6 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 1907.6 MHz; σ = 1.346 S/m; εr = 38.376; ρ = 1000 kg/m3

Phantom section: Right Section 
Ambient Temperature:22.9℃;Liquid Temperature:22.2℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.64, 8.64, 8.64) @ 1907.6 MHz; Calibrated: 4/17/2023 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/27/2023 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Right Touch Cheek/CH9538/Area Scan (91x131x1): Interpolated grid: dx=1.500 mm, 
dy=1.500 mm
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (interpolated) = 0.273 W/kg
Right Touch Cheek/CH9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 
dy=8mm, dz=5mm
Reference Value = 4.681 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 0.301 W/kg
SAR(1 g) = 0.206 W/kg; SAR(10 g) = 0.137 W/kg
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.268 W/kg

0 dB = 0.268 W/kg = -5.73 dBW/kg

Appendix D: SAR Test Data Plots

Plot No.3



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 7/12/2023

WCDMA Band V Head

Communication System: UID 0, Generic UMTS (0); Frequency: 836.6 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.894 S/m; εr = 40.126; ρ = 1000 kg/m3

Phantom section: Right Section 
Ambient Temperature:23.1℃;Liquid Temperature:22.4℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(10.4, 10.4, 10.4) @ 836.6 MHz; Calibrated: 4/17/2023 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/27/2023 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Right Touch Cheek/CH 4183/Area Scan (91x131x1): Interpolated grid: dx=1.500 mm, 
dy=1.500 mm
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (interpolated) = 0.0938 W/kg
Right Touch Cheek/CH 4183/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 
dy=8mm, dz=5mm
Reference Value = 2.989 V/m; Power Drift = -0.17 dB
Peak SAR (extrapolated) = 0.101 W/kg
SAR(1 g) = 0.077 W/kg; SAR(10 g) = 0.061 W/kg
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.0922 W/kg

0 dB = 0.0922 W/kg = -10.35 dBW/kg

Appendix D: SAR Test Data Plots

Plot No.4



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 7/14/2023

Wifi 2.4G Head

Communication System: UID 0, Generic WIFI (0); Frequency: 2412 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 2412 MHz; σ = 1.683 S/m; εr = 37.552; ρ = 1000 kg/m3

Phantom section: Left Section 
Ambient Temperature:23.5℃;Liquid Temperature:22.7℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.01, 8.01, 8.01) @ 2412 MHz; Calibrated: 4/17/2023 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/27/2023 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Left Touch Cheek/CH1/Area Scan (111x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 
mm
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (interpolated) = 0.893 W/kg
Left Touch Cheek/CH1/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 
dy=5mm, dz=5mm
Reference Value = 9.737 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 1.18 W/kg
SAR(1 g) = 0.508 W/kg; SAR(10 g) = 0.224 W/kg
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.919 W/kg

0 dB = 0.919 W/kg = -0.37 dBW/kg

Appendix D: SAR Test Data Plots

Plot No.5



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 7/14/2023

Bluetooth Head

Communication System: UID 0, Generic BT (0); Frequency: 2441 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 2441 MHz; σ = 1.77 S/m; εr = 37.498; ρ = 1000 kg/m3

Phantom section: Left Section 
Ambient Temperature:23.5℃;Liquid Temperature:22.7℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.01, 8.01, 8.01) @ 2441 MHz; Calibrated: 4/17/2023 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/27/2023 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Left Touch Cheek/CH39/Area Scan (111x161x1): Interpolated grid: dx=1.200 mm, 
dy=1.200 mm
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (interpolated) = 0.123 W/kg
Left Touch Cheek/CH39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 
dy=5mm, dz=5mm
Reference Value = 3.843 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 0.165 W/kg
SAR(1 g) = 0.071 W/kg; SAR(10 g) = 0.032 W/kg
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.123 W/kg

0 dB = 0.123 W/kg = -9.10 dBW/kg

Appendix D: SAR Test Data Plots

Plot No.6



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 7/12/2023

GSM850 Body

Communication System: UID 0, Generic GPRS(TDMA, GMSK, TN 0-1-2) (0); Frequency: 824.2 
MHz;Duty Cycle: 1:2.66993
Medium parameters used: f = 825 MHz; σ = 0.888 S/m; εr = 40.113; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:23.1℃;Liquid Temperature:22.4℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(10.4, 10.4, 10.4) @ 824.2 MHz; Calibrated: 4/17/2023 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/27/2023 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear 0mm/CH128/Area Scan (81x51x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.735 W/kg
Rear 0mm/CH128/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 10.31 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 0.788 W/kg
SAR(1 g) = 0.432 W/kg; SAR(10 g) = 0.261 W/kg
Maximum value of SAR (measured) = 0.645 W/kg

0 dB = 0.645 W/kg = -1.90 dBW/kg

Appendix D: SAR Test Data Plots

Plot No.7



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 7/13/2023

GSM1900 Body

Communication System: UID 0, Generic GPRS(TDMA, GMSK, TN 0-1-2) (0); Frequency: 1909.8 
MHz;Duty Cycle: 1:2.66993
Medium parameters used: f = 1910 MHz; σ = 1.347 S/m; εr = 38.372; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.9℃;Liquid Temperature:22.2℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.64, 8.64, 8.64) @ 1909.8 MHz; Calibrated: 4/17/2023 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/27/2023 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear 0mm/CH810/Area Scan (81x51x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.831 W/kg
Rear 0mm/CH810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 8.251 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 0.756 W/kg
SAR(1 g) = 0.358 W/kg; SAR(10 g) = 0.185 W/kg
Maximum value of SAR (measured) = 0.526 W/kg

0 dB = 0.831 W/kg = -0.80 dBW/kg

Appendix D: SAR Test Data Plots

Plot No.8



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 7/13/2023

WCDMA Band II Body

Communication System: UID 0, Generic UMTS (0); Frequency: 1907.6 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 1907.6 MHz; σ = 1.346 S/m; εr = 38.376; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.9℃;Liquid Temperature:22.2℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.64, 8.64, 8.64) @ 1907.6 MHz; Calibrated: 4/17/2023 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/27/2023 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear 0mm/CH9538/Area Scan (81x51x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (interpolated) = 1.17 W/kg
Rear 0mm/CH9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 14.26 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 1.59 W/kg
SAR(1 g) = 0.728 W/kg; SAR(10 g) = 0.544 W/kg
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 1.18 W/kg

0 dB = 3.37 W/kg = 5.27 dBW/kg

Appendix D: SAR Test Data Plots

Plot No.9



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 7/12/2023

WCDMA Band V Body

Communication System: UID 0, Generic UMTS (0); Frequency: 836.6 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.894 S/m; εr = 40.126; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:23.1℃;Liquid Temperature:22.4℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(10.4, 10.4, 10.4) @ 836.6 MHz; Calibrated: 4/17/2023 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/27/2023 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear 0mm/CH 4183/Area Scan (81x51x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (interpolated) = 1.26 W/kg
Rear 0mm/CH 4183/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 22.87 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 1.46 W/kg
SAR(1 g) = 0.821 W/kg; SAR(10 g) = 0.510 W/kg
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 1.18 W/kg

0 dB = 1.18 W/kg = 0.72 dBW/kg

Appendix D: SAR Test Data Plots

Plot No.10



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 7/14/2023

Wifi 2.4G Body

Communication System: UID 0, Generic WIFI (0); Frequency: 2412 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 2412 MHz; σ = 1.683 S/m; εr = 37.552; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:23.5℃;Liquid Temperature:22.7℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.01, 8.01, 8.01) @ 2412 MHz; Calibrated: 4/17/2023 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/27/2023 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear 0mm/CH1/Area Scan (101x61x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (interpolated) = 1.17 W/kg
Rear 0mm/CH1/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 2.840 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 1.45 W/kg
SAR(1 g) = 0.404 W/kg; SAR(10 g) = 0.271 W/kg
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 1.19 W/kg

0 dB = 1.19 W/kg = 2.45 dBW/kg

Appendix D: SAR Test Data Plots

Plot No.11



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 7/14/2023

Bluetooth Body

Communication System: UID 0, Generic BT (0); Frequency: 2441 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 2441 MHz; σ = 1.77 S/m; εr = 37.498; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:23.5℃;Liquid Temperature:22.7℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.01, 8.01, 8.01) @ 2441 MHz; Calibrated: 4/17/2023 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/27/2023 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear 0mm/CH39/Area Scan (101x61x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (interpolated) = 0.136 W/kg
Rear 0mm/CH39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 1.640 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 0.167 W/kg
SAR(1 g) = 0.069 W/kg; SAR(10 g) = 0.027 W/kg
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.126 W/kg

0 dB = 0.126 W/kg = -9.00 dBW/kg

Appendix D: SAR Test Data Plots

Plot No.12
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