Report No.: GTSL2023060220F02

11AC20MIMO_Antl 5785

Spectrum Analyzer 1 L rFry ;7'
Ocoupied BW Frequency v W

Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.785000000 GHz Center Fi
Couping DG~ CorCCorRCal  Preamp: Of  Gate: OFF AvglHold: 10/10 LT
Align: Auto Freq Ref: Int () #F Gain:Low  Radio Std: None 5.785000000 GHz
Span
Mkr1 5.783880000 GHz|} 49,000

Ref Lvl Offset 24.37 dB |
Ref Value 20,00 dBm
CF Step

4.000000 MHz

" Auto
Man

Freq Offset

0Hz

(e

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
17.621 MHz Total Power 19.0dBm

Transmit Freq Error -22.162 kHz % of OBW Power 99.00 %
x dB Bandwidth 20.53 MHz xdB -26.00dB

Ol b5 LR

11AC20MIMO_Ant2 5785

Spectrum Analyzer 1 N " _T
Occupied BW T Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq; 5.785000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 24.12 dB

Ref Value 20.00 dBm
CF Step

4.000000 MHz

= Auto
Man

Freq Offset
0Hz

Sweep 1.00 ms (1001 pts)

#Video BW 1.3000 MHz

Occupied Bandwidth
17.599 MHz Total Power 19.3 dBm

Transmit Freq Error -38.639 kHz % of OBW Power 99.00 %
x dB Bandwidth 20.14 MHz xdB -26.00 dB

€90l 2
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Report No.: GTSL2023060220F02

11AC20MIMO_Antl 5825

Spectrum Analyzer 1 L rFry ;7'
Ocoupied BW Frequency v W

Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5825000000 GHz Center Fi
Couping DG~ CorCCorRCal  Preamp: Of  Gate: OFF AvglHold: 10/10 LT
Align: Auto Freq Ref: Int () #F Gain:Low  Radio Std: None 5.825000000 GHz
Span
Mkr1 5.822520000 GHz|} 49,000

Ref Lvl Offset 23.89 dB |
Ref Value 20,00 dBm
CF Step

4.000000 MHz

" Auto
Man

Freq Offset

0Hz

(e

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
17.630 MHz Total Power 19.9 dBm

Transmit Freq Error 4.587 kHz % of OBW Power 99.00 %
x dB Bandwidth 19.79 MHz xdB -26.00dB

CRGERER: LB

11AC20MIMO_Ant2 5825

Spectrum Analyzer 1 N " _T
Occupied BW T Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq; 5825000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 24.12 dB
Ref Value 20.00 dBm

CF Step
4.000000 MHz

= Auto
Man

Freq Offset
0Hz

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
17.595 MHz Total Power 19.8 dBm

Transmit Freq Error 41.529 kHz % of OBW Power 99.00 %
x dB Bandwidth 19.85 MHz xdB -26.00 dB
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Report No.: GTSL2023060220F02

11AC40MIMO_Antl 5190

Spectrum Analyzer 1 L rFry ;T
Ocoupied BW T Frequency v W

Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.190000000 GHz
Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10
Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.57 dB
Ref Value 20,00 dBm
8.000000 MHz

" Auto
Man

Freq Offset

0Hz

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
36.047 MHz Total Power 19.4 dBm

Transmit Freq Error -73.946 kHz % of OBW Power 99.00 %
x dB Bandwidth 40.10 MHz xdB -26.00dB

CRGERER: LB

11AC40MIMO_Ant2 5190

Spectrum Analyzer 1 N " _T
Occupied BW T Frequency v W

Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freg; 5.190000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.81 dB

Ref Value 20.00 dBm
CF Step

8.000000 MHz

= Auto
Man

Freq Offset
0Hz

Sweep 1.00 ms (1001 pts)

#Video BW 2.7000 MHz

Occupied Bandwidth
36.067 MHz Total Power 20.6 dBm

Transmit Freq Error -35.012 kHz % of OBW Power 99.00 %
x dB Bandwidth 39.63 MHz xdB -26.00 dB

€90l 2w
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Report No.: GTSL2023060220F02

11AC40MIMO_Antl 5230

Spectrum Analyzer 1 L rFry ;T
Occupied BW i Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.230000000 GHz
Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10
Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.75 dB
Ref Value 20,00 dBm

8.000000 MHz

" Auto
Man

Freq Offset
0Hz

(e

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
35.935 MHz Total Power 19.0dBm

Transmit Freq Error 43.318 kHz % of OBW Power 99.00 %
x dB Bandwidth 39.43 MHz xdB -26.00dB

CRGEREE LB

11AC40MIMO_Ant2 5230

Spectrum Analyzer 1 N " _T
Occupied BW T Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq; 5.230000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.81 dB
Ref Value 20.00 dBm

CF Step
8.000000 MHz

= Auto
Man

Freq Offset
0Hz

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
35.966 MHz Total Power 20.0 dBm

Transmit Freq Error -12.387 kHz % of OBW Power 99.00 %
x dB Bandwidth 39.56 MHz xdB -26.00 dB

Ul fkak-5s

Global United Technology Services Co., Ltd.

No. 123-128, Tower A, Jinyuan Business Building, No.2, Laodong Industrial Zone,

Xixiang Road, Baoan District, Shenzhen, Guangdong, China 518102

Telephone: +86 (0) 755 2779 8480 Fax: +86 (0) 755 2779 8960 Page 154 of 462



Report No.: GTSL2023060220F02

11AC40MIMO_Antl 5270

Spectrum Analyzer 1 L rFry ;T
Occupied BW i Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.270000000 GHz
Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10
Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.41 dB
Ref Value 20,00 dBm

8.000000 MHz

" Auto
Man

Freq Offset
0Hz

(e

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
36.060 MHz Total Power 19.3 dBm

Transmit Freq Error -23.775 kHz % of OBW Power 99.00 %
x dB Bandwidth 39.21 MHz xdB -26.00dB

RGeS LB

11AC40MIMO_Ant2 5270

Spectrum Analyzer 1 N " _T
Occupied BW T Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freg; 5.270000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.27 dB
Ref Value 20.00 dBm

CF Step
8.000000 MHz

= Auto
Man

Freq Offset
0Hz

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
36.004 MHz Total Power 20.1dBm

Transmit Freq Error -26.268 kHz % of OBW Power 99.00 %
x dB Bandwidth 39.00 MHz xdB -26.00 dB

Ul kb5
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Report No.: GTSL2023060220F02

11AC40MIMO_Antl 5310

Spectrum Analyzer 1 L rFry ;T
Occupied BW i Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.310000000 GHz
Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10
Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.61 dB
Ref Value 20,00 dBm

8.000000 MHz

" Auto
Man

Freq Offset
0Hz

(e

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
35.939 MHz Total Power 18.9 dBm

Transmit Freq Error -88.226 kHz % of OBW Power 99.00 %
x dB Bandwidth 39.18 MHz xdB -26.00dB

RGOS LB

11AC40MIMO_Ant2 5310

Spectrum Analyzer 1 N " _T
Occupied BW T Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq; 5.310000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.96 dB
Ref Value 20.00 dBm

CF Step
8.000000 MHz

= Auto
Man

Freq Offset
0Hz

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
36.051 MHz Total Power 19.5 dBm

Transmit Freq Error -61.890 kHz % of OBW Power 99.00 %
x dB Bandwidth 39.54 MHz xdB -26.00 dB
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Report No.: GTSL2023060220F02

11AC40MIMO_Antl 5510

Spectrum Analyzer 1 L rFry ;T
Occupied BW i Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5510000000 GHz
Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10
Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.80 dB
Ref Value 20,00 dBm

8.000000 MHz

" Auto
Man

Freq Offset
0Hz

(e

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
36.019 MHz Total Power 19.5 dBm

Transmit Freq Error -11.348 kHz % of OBW Power 99.00 %
x dB Bandwidth 39.15 MHz xdB -26.00dB

Ol bt LR

11AC40MIMO_Ant2 5510

Spectrum Analyzer 1 N " _T
Occupied BW T Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq; 5510000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.61 dB
Ref Value 20.00 dBm

CF Step
8.000000 MHz

= Auto
Man

‘h Fre
q Offset
-
I

#Video BW 2.7000 MHz Span 80 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
35.984 MHz Total Power 19.8 dBm

Transmit Freq Error -56.364 kHz % of OBW Power 99.00 %
x dB Bandwidth 39.21 MHz xdB -26.00 dB

€90l ?

Global United Technology Services Co., Ltd.

No. 123-128, Tower A, Jinyuan Business Building, No.2, Laodong Industrial Zone,

Xixiang Road, Baoan District, Shenzhen, Guangdong, China 518102

Telephone: +86 (0) 755 2779 8480 Fax: +86 (0) 755 2779 8960 Page 157 of 462



Report No.: GTSL2023060220F02

11AC40MIMO_Antl 5550

Spectrum Analyzer 1 L rFry ;T
Occupied BW i Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5550000000 GHz
Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10
Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.91 dB
Ref Value 20,00 dBm

8.000000 MHz

" Auto
Man

Freq Offset
0Hz

(e

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
36.028 MHz Total Power 209 dBm

Transmit Freq Error -20.139 kHz % of OBW Power 99.00 %
x dB Bandwidth 39.56 MHz xdB -26.00dB

CRGEREE LB

11AC40MIMO_Ant2 5550

Spectrum Analyzer 1 N " _T
Occupied BW T Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq; 5550000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.63 dB
Ref Value 20.00 dBm

CF Step
8.000000 MHz

= Auto
Man

Freq Offset
0Hz

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
35.964 MHz Total Power 19.3 dBm

Transmit Freq Error -6.569 kHz % of OBW Power 99.00 %
x dB Bandwidth 39.40 MHz xdB -26.00 dB

€90l ?EN
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Report No.: GTSL2023060220F02

11AC40MIMO_Antl 5670

Spectrum Analyzer 1 L rFry ;T
Occupied BW i Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5670000000 GHz
Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10
Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.80 dB
Ref Value 20,00 dBm

8.000000 MHz

" Auto
Man

Freq Offset
0Hz

(e

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
35.894 MHz Total Power 18.9 dBm

Transmit Freq Error -8.760 kHz % of OBW Power 99.00 %
x dB Bandwidth 38.84 MHz xdB -26.00dB

CRGEREE: LB

11AC40MIMO_Ant2 5670

Spectrum Analyzer 1 N " _T
Occupied BW T Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq; 5670000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.80 dB
Ref Value 20.00 dBm

CF Step
8.000000 MHz

= Auto
Man

Freq Offset
0Hz

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
35.994 MHz Total Power 19.9 dBm

Transmit Freq Error -57.250 kHz % of OBW Power 99.00 %
x dB Bandwidth 39.85 MHz xdB -26.00 dB

€90l 2
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Report No.: GTSL2023060220F02

11AC40MIMO_Antl 5755

Spectrum Analyzer 1 L rFry ;7'
Ocoupied BW Frequency v W

Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.755000000 GHz Center Fi
Couping DG~ CorCCorRCal  Preamp: Of  Gate: OFF AvglHold: 10/10 LT
Align: Auto Freq Ref: Int () #F Gain:Low  Radio Std: None 5.755000000 GHz
Span
Mkr1 5.756760000 GHz|} g9 g0

Ref Lvl Offset 23.85 dB |
Ref Value 20,00 dBm
CF Step

8.000000 MHz

" Auto
Man

Freq Offset

0Hz

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
35.936 MHz Total Power 19.8 dBm

Transmit Freq Error -23.309 kHz % of OBW Power 99.00 %
x dB Bandwidth 39.30 MHz xdB -26.00dB

RGeS LB

11AC40MIMO_Ant2 5755

Spectrum Analyzer 1 N " _T
Occupied BW T Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq; 5.755000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 24.27 dB
Ref Value 20.00 dBm

CF Step
8.000000 MHz

= Auto
Man

Freq Offset
-
I

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
35.970 MHz Total Power 20.2 dBm

Transmit Freq Error -54.066 kHz % of OBW Power 99.00 %
x dB Bandwidth 39.56 MHz xdB -26.00 dB

€90l ? e
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Report No.: GTSL2023060220F02

11AC40MIMO_Antl 5795

Spectrum Analyzer 1 L rFry ;7'
Ocoupied BW Frequency v W

Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.795000000 GHz Center Fi
Couping DG~ CorCCorRCal  Preamp: Of  Gate: OFF AvglHold: 10/10 LT
Align: Auto Freq Ref: Int () #F Gain:Low  Radio Std: None 5.785000000 GHz
Span
Mkr1 5.798520000 GHz|} g9 g0

Ref Lvl Offset 23.93 dB |
Ref Value 20,00 dBm
CF Step

8.000000 MHz

" Auto
Man

Freq Offset

0Hz

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
36.051 MHz Total Power 20.0 dBm

Transmit Freq Error 23.312kHz % of OBW Power 99.00 %
x dB Bandwidth 39.19 MHz xdB -26.00dB

CRGEREE: LB

11AC40MIMO_Ant2 5795

Spectrum Analyzer 1 N " _T
Occupied BW T Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq; 5.795000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 24.12 dB
Ref Value 20.00 dBm

CF Step
8.000000 MHz

= Auto
Man

Freq Offset
-
A

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
35.996 MHz Total Power 20.0 dBm

Transmit Freq Error -38.408 kHz % of OBW Power 99.00 %
x dB Bandwidth 40.08 MHz xdB -26.00 dB

€90l ?
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Report No.: GTSL2023060220F02

11AC80MIMO_Antl 5210

Spectrum Analyzer 1 L rFry ;7'
Occupied BW Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.210000000 GHz
Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10
Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 24.05 dB
Ref Value 20,00 dBm

16.000000 MHz

" Auto
Man

Freq Offset

0Hz

#Video BW 5.0000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
75.275 MHz Total Power 21.0dBm

Transmit Freq Error -200.25 kHz % of OBW Power 99.00 %
x dB Bandwidth 80.74 MHz xdB -26.00dB

CRGERER:: LB

11AC80MIMO_Ant2 5210

Spectrum Analyzer 1 mn Fo) Frequency v —_'

"

QOccupied BW
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freg; 5.210000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.81 dB

Ref Value 20.00 dBm
CF Step

16.000000 MHz

= Auto
Man

Freq Offset
-

Sweep 1.00 ms (1001 pts)

#Video BW 5.0000 MHz

Occupied Bandwidth
74.967 MHz Total Power 21.5dBm

Transmit Freq Error -133.72 kHz % of OBW Power 99.00 %
x dB Bandwidth 81.01 MHz xdB -26.00 dB

€90l ?
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Report No.: GTSL2023060220F02

11AC80MIMO_Antl 5290

Spectrum Analyzer 1 L rFry ;7'
Ocoupied BW Frequency v W

Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.290000000 GHz
Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10
Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.51 dB
Ref Value 20,00 dBm
16.000000 MHz
" Auto

Man
Freq Offset
0Hz

(e

#Video BW 5.0000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
75.040 MHz Total Power 19.9 dBm

Transmit Freq Error -146.10 kHz % of OBW Power 99.00 %
x dB Bandwidth 80.52 MHz xdB -26.00dB

CRGERE LB

11AC80MIMO_Ant2 5290

Spectrum Analyzer 1 mn Fo) Frequency v —_'

"

QOccupied BW
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq; 5.290000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.96 dB
Ref Value 20.00 dBm

CF Step
16.000000 MHz

= Auto
Man

Freq Offset
0Hz

#Video BW 5.0000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
74.930 MHz Total Power 20.4 dBm

Transmit Freq Error -39.955 kHz % of OBW Power 99.00 %
x dB Bandwidth 81.04 MHz xdB -26.00 dB

LRl Ikakb%s
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Report No.: GTSL2023060220F02

11AC80MIMO_Antl 5530

Spectrum Analyzer 1 L rFry ;7'
Ocoupied BW Frequency v W

Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5530000000 GHz
Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10
Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.62 dB
Ref Value 20,00 dBm
16.000000 MHz
" Auto

Man
Freq Offset
0Hz

(e

#Video BW 5.0000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
74.843 MHz Total Power 19.9 dBm

Transmit Freq Error -15.533 kHz % of OBW Power 99.00 %
x dB Bandwidth 80.23 MHz xdB -26.00dB

CRGERER: LB

11AC80MIMO_Ant2 5530

Spectrum Analyzer 1 mn Fo) Frequency v —_'

"

QOccupied BW
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq; 5530000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.61 dB
Ref Value 20.00 dBm

CF Step
16.000000 MHz

= Auto
Man

Freq Offset
0Hz

#Video BW 5.0000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
75.005 MHz Total Power 19.6 dBm

Transmit Freq Error -15.500 kHz % of OBW Power 99.00 %
x dB Bandwidth 051 MHz xdB -26.00 dB
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Report No.: GTSL2023060220F02

11AC80MIMO_Antl 5610

Spectrum Analyzer 1 L rFry ;7'
Occupied BW i Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5610000000 GHz
Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10
Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.85 dB
Ref Value 20,00 dBm
16.000000 MHz
" Auto

Man
Freq Offset
0Hz

(e

#Video BW 5.0000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
74.862 MHz Total Power 20.0 dBm

Transmit Freq Error -82.404 kHz % of OBW Power 99.00 %
x dB Bandwidth 80.35 MHz xdB -26.00dB

RGOS LB

11AC80MIMO_Ant2 5610

Spectrum Analyzer 1 N _‘ S
Occupied BW T g Frequency v W

Input Z: 50 Q Aften: 10 dB Trig: Free Run Center Freq: 5.610000000 GHz e Ereanee
CorCCorrRCal  Preamp: Off Gate: Off AvglHold: 10/10 EhEECE) Settings
Freq Ref: Int(S) #F Gain:Low  Radio Std None 5.610000000 GHz

Ref Lyl Offset 23.77 dB Mkr1 5.614960000 GHz
9.21 dBm

Ref Value 20.00 dBm
CF Step

16.000000 MHz

= Auto
Man

Freq Offset
0Hz

Sweep 1.00 ms (1001 pts)

#Video BW 5.0000 MHz

Occupied Bandwidth
75.172 MHz Total Power 20.8 dBm

Transmit Freq Error -64.885 kHz % of OBW Power 99.00 %
x dB Bandwidth 80.50 MHz xdB -26.00 dB

€90l 2
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Report No.: GTSL2023060220F02

11AC80MIMO_Antl 5775

Spectrum Analyzer 1 L rFry ;7'
Ocoupied BW Frequency v W

Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.775000000 GHz Center Fi
Couping DG~ CorCCorRCal  Preamp: Of  Gate: OFF AvglHold: 10/10 LT
Align: Auto Freq Ref: Int () #F Gain:Low  Radio Std: None 5.775000000 GHz
Span
Mkr1 5.772280000 GHz|} 16000

Ref Lvl Offset 24.35 dB |
Ref Value 20,00 dBm
CF Step

16.000000 MHz

" Auto
Man

Freq Offset

0Hz

(e

#Video BW 5.0000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
74.942 MHz Total Power 204 dBm

Transmit Freq Error 14.397 kHz % of OBW Power 99.00 %
x dB Bandwidth 81.29 MHz xdB -26.00dB

CRGERER LB

11AC80MIMO_Ant2 5775

Spectrum Analyzer 1 N " _T
Occupied BW T Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq; 5.775000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 24.27 dB
Ref Value 20.00 dBm

CF Step
16.000000 MHz

= Auto
Man

Freq Offset
-
I

#Video BW 5.0000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
75.165 MHz Total Power 20.5dBm

Transmit Freq Error -94.288 kHz % of OBW Power 99.00 %
x dB Bandwidth 80.25 MHz xdB -26.00 dB

€90l ?
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Report No.: GTSL2023060220F02

11AX20MIMO_Antl 5180

Spectrum Analyzer 1 L rFry ;T

Occupied BW Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.180000000 GHz

Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10

Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.56 dB
Ref Value 20,00 dBm

4.000000 MHz

" Auto
Man

Freq Offset
0Hz

(e

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
18.862 MHz Total Power 19.9 dBm

Transmit Freq Error -63.254 kHz % of OBW Power 99.00 %
x dB Bandwidth 20.70 MHz xdB -26.00dB

Ol k55 LR

11AX20MIMO_Ant2 5180

Spectrum Analyzer 1 N " _T
Occupied BW Frequency v

"

Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq; 5.180000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.67 dB

Ref Value 20.00 dBm
CF Step

4.000000 MHz

= Auto
Man

Freq Offset
0Hz

Sweep 1.00 ms (1001 pts)

#Video BW 1.3000 MHz

Occupied Bandwidth
18.904 MHz Total Power 19.9 dBm

Transmit Freq Error 43.011 kHz % of OBW Power 99.00 %
x dB Bandwidth 20.51 MHz xdB -26.00 dB

€90l 2
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Report No.: GTSL2023060220F02

11AX20MIMO_Antl 5200

Spectrum Analyzer 1 L rFry ;T

Occupied BW Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.200000000 GHz

Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10

Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.92 dB
Ref Value 20,00 dBm

4.000000 MHz

" Auto
Man

Freq Offset
0Hz

(e

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
18.933 MHz Total Power 19.7 dBm

Transmit Freq Error -48.787 kHz % of OBW Power 99.00 %
x dB Bandwidth 20.63 MHz xdB -26.00dB

RGOS LB

11AX20MIMO_Ant2 5200

Spectrum Analyzer 1 m Y _T
Occupied BW Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freg; 5.200000000 GHz

CorCCorrRCal  Preamp: Off Gate: Off AvglHold: 10/10 Settings

FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.81 dB

Ref Value 20.00 dBm
CF Step

4.000000 MHz

= Auto
Man

Freq Offset
0Hz

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
18.892 MHz Total Power 20.3 dBm

Transmit Freq Error -1.787 kHz % of OBW Power 99.00 %
x dB Bandwidth 20.15 MHz xdB -26.00 dB

€90l ? e
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Report No.: GTSL2023060220F02

11AX20MIMO_Antl 5240

Spectrum Analyzer 1 L rFry ;T

Occupied BW Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.240000000 GHz

Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10

Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.63 dB
Ref Value 20,00 dBm

4.000000 MHz

" Auto
Man

Freq Offset
0Hz

(e

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
18.874 MHz Total Power 18.9 dBm

Transmit Freq Error % of OBW Power 99.00 %
x dB Bandwidth xdB -26.00dB

CRGERER: LB

11AX20MIMO_Ant2 5240

Spectrum Analyzer 1 N " _T
Occupied BW Frequency v

"

Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq; 5.240000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.27 dB

Ref Value 20.00 dBm
CF Step

4.000000 MHz

= Auto
Man

Freq Offset
0Hz
T

Sweep 1.00 ms (1001 pts)

#Video BW 1.3000 MHz

Occupied Bandwidth
18.840 MHz Total Power 19.1dBm

Transmit Freq Error -32.131kHz % of OBW Power 99.00 %
x dB Bandwidth 20.43 MHz xdB -26.00 dB

€90l 2N
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Report No.: GTSL2023060220F02

Spectrum Analyzer 1
QOccupied BW

Coupling: DC
Align: Auto

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

Spectrum Analyzer 1
QOccupied BW

x dB Bandwidth

18.848 MHz

daru?

Occupied Bandwidth
18.889 MHz

Transmit Freq Error

daru?

11AX20MIMO_Antl 5260

Trig: Free Run
Gate: Off
#IF Gain: Low

Atten: 10 dB
Preamp: Off

Input Z: 50 0
Corr CCorrRCal
Freq Ref: Int (S)

Ref Lvl Offset 23.54 dB
Ref Value 20,00 dBm

#Video BW 1.3000 MHz

Total Power

-48.861 kHz

20.53 MHz xdB

May 18, 2023
3:38:48 PM

11AX20MIMO_Ant2 5260

Trig: Free Run
Gate: Off
#IF Gain: Low

Aften: 10 dB
Preamp: Off

Input Z: 50 0
Corr CCorrRCal
FreqRef. Int(S)

Ref Lvl Offset 23.27 dB
Ref Value 20.00 dBm

#Video BW 1.3000 MHz

617 Hz

20.75 MHz xdB

May 18, 2023
3:39:25 PM

?

% of OBW Power

Total Power
% of OBW Power

Frequency v

I

Center Freq: 5.260000000 GHz
Avg|Hold: 10/10
Radio Std: None

Mkr1 5.261640000 GHz
8.14 dBm

4.000000 MHz
“ Auto

Man
Freq Offset

0Hz

Sweep 1.00 ms (1001 pts)

19.8 dBm

99.00 %
-26.00dB

A

&Y

1,

Frequency v s
Center Freq; 5.260000000 GHz
Avg|Hold: 10110
Radio Std: None

Settings

CF Step
4.000000 MHz

= Auto
Man

Freq Offset
e

Sweep 1.00 ms (1001 pts)

19.8 dBm

99.00 %
-26.00dB

Global United Technology Services Co., Ltd.
No. 123-128, Tower A, Jinyuan Business Building, No.2, Laodong Industrial Zone,

Xixiang Road, Baoan District, Shenzhen, Guangdong, China 518102
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Report No.: GTSL2023060220F02

11AX20MIMO_Antl 5280

Spectrum Analyzer 1 L rFry ;T

Occupied BW Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.280000000 GHz

Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10

Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.60 dB
Ref Value 20,00 dBm

4.000000 MHz

" Auto
Man

Freq Offset
0Hz

(e

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
18.862 MHz Total Power 19.9 dBm

Transmit Freq Error -16.338 kHz % of OBW Power 99.00 %
x dB Bandwidth 20.35 MHz xdB -26.00dB

RGOS LB

11AX20MIMO_Ant2 5280

Spectrum Analyzer 1 N " _T
Occupied BW Frequency v

"

Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freg; 5.280000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.27 dB

Ref Value 20.00 dBm
CF Step

4.000000 MHz

= Auto
Man

Freq Offset
0Hz

Sweep 1.00 ms (1001 pts)

#Video BW 1.3000 MHz

Occupied Bandwidth
18.864 MHz Total Power 19.9 dBm

Transmit Freq Error -17.578 kHz % of OBW Power 99.00 %
x dB Bandwidth 20.52 MHz xdB -26.00 dB

€90l 2w
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Report No.: GTSL2023060220F02

11AX20MIMO_Antl 5320

Spectrum Analyzer 1 L rFry ;T
Ocoupied BW Frequency v

I

Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.320000000 GHz
Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10
Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.67 dB
Ref Value 20,00 dBm
4.000000 MHz

" Auto
Man

Freq Offset

i TN 1
N A N A

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
18.836 MHz Total Power 20.1 dBm

Transmit Freq Error -10.153 kHz % of OBW Power 99.00 %
x dB Bandwidth 20.73 MHz xdB -26.00dB

RGOS LB

11AX20MIMO_Ant2 5320

Spectrum Analyzer 1 m Y _T
Occupied BW Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq; 5.320000000 GHz

CorCCorrRCal  Preamp: Off Gate: Off AvglHold: 10/10 Settings

FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.96 dB

Ref Value 20.00 dBm
CF Step

4.000000 MHz

= Auto
Man

Freq Offset
0Hz

#Video BW 1.3000 MHz Span 40 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
18.879 MHz Total Power 19.4 dBm

Transmit Freq Error 53.414 kHz % of OBW Power 99.00 %
x dB Bandwidth 21.07 MHz xdB -26.00 dB

90l 2w
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Report No.: GTSL2023060220F02

11AX20MIMO_Antl 5500

Spectrum Analyzer 1 L rFry ;T

Occupied BW Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.500000000 GHz

Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10

Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 24.17 dB
Ref Value 20,00 dBm

4.000000 MHz

" Auto
Man

Freq Offset
0Hz

(e

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
18.841 MHz Total Power 19.9 dBm

Transmit Freq Error -2.376 kHz % of OBW Power 99.00 %
x dB Bandwidth 19.99 MHz xdB -26.00dB

CRGERER:: LB

11AX20MIMO_Ant2 5500

Spectrum Analyzer 1 m Y _T
Occupied BW Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freg; 5.500000000 GHz

CorCCorrRCal  Preamp: Off Gate: Off AvglHold: 10/10 Settings

FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.61 dB

Ref Value 20.00 dBm
CF Step

4.000000 MHz

= Auto
Man

Freq Offset
0Hz

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
18.800 MHz Total Power 19.9 dBm

Transmit Freq Error -9.465 kHz % of OBW Power 99.00 %
x dB Bandwidth 20.26 MHz xdB -26.00 dB

€90l ?Ew
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Report No.: GTSL2023060220F02

11AX20MIMO_Antl 5580

Spectrum Analyzer 1

QOccupied BW

Input Z: 50 0
Corr CCorrRCal
Freq Ref: Int (S)

Atten: 10 dB
Preamp: Off

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq: 5580000000 GHz
Avg|Hold: 10/10
Radio Std: None

Coupling: DC
Align: Auto

Ref Lvl Offset 23.75 dB
Ref Value 20,00 dBm

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth

19.006 MHz 20.2 dBm

99.00 %
-26.00dB

Total Power

% of OBW Power
xdB

-18.127 kHz
19.99 MHz

Transmit Freq Error
x dB Bandwidth

May 18, 2023
3:52:13 PM

daru?

&Y

A

11AX20MIMO_Ant2 5580

Spectrum Analyzer 1

QOccupied BW
Input Z: 50 0
Corr CCorrRCal
FreqRef. Int(S)

Aften: 10 dB
Preamp: Off

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq; 5.580000000 GHz
Avg|Hold: 10110
Radio Std: None

Ref Lvl Offset 23.63 dB
Ref Value 20.00 dBm

.
LA
A

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth

18.911 MHz 19.4dBm

99.00 %
-26.00dB

Total Power

% of OBW Power
xdB

9.215kHz
20.71 MHz

Transmit Freq Error
x dB Bandwidth

May 18, 2023
3:52:53 PM

daru?

Ny
B

I

Frequency

4.000000 MHz
" Auto
Man

Freq Offset
0Hz

(e

<y
- -

"

Frequency

Settings

CF Step
4.000000 MHz

= Auto
Man

Freq Offset
0Hz

Global United Technology Services Co., Ltd.

No. 123-128, Tower A, Jinyuan Business Building, No.2, Laodong Industrial Zone,
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Report No.: GTSL2023060220F02

11AX20MIMO_Antl 5700

Spectrum Analyzer 1 L rFry ;T

Occupied BW Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.700000000 GHz

Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10

Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.50 dB
Ref Value 20,00 dBm

4.000000 MHz

" Auto
Man

Freq Offset
0Hz

(e

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
18.914 MHz Total Power 18.8 dBm

Transmit Freq Error 9479 kHz % of OBW Power 99.00 %
x dB Bandwidth 20,68 MHz xdB -26.00dB

RGOS LB

11AX20MIMO_Ant2 5700

Spectrum Analyzer 1 m Y _T
Occupied BW Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freg; 5.700000000 GHz

CorCCorrRCal  Preamp: Off Gate: Off AvglHold: 10/10 Settings

FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.98 dB

Ref Value 20.00 dBm
CF Step

4.000000 MHz

= Auto
Man

Freq Offset
m-
I

#Video BW 1.3000 MHz Span 40 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
18.838 MHz Total Power 19.2 dBm

Transmit Freq Error -20.973 kHz % of OBW Power 99.00 %
x dB Bandwidth 20.36 MHz xdB -26.00 dB

LRl Ikak-4%s
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Report No.: GTSL2023060220F02

11AX20MIMO_Antl_5745

Spectrum Analyzer 1 L rFry ;7'
Ocoupied BW T £ Frequency v W

Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.745000000 GHz Center Fi
Couping DG~ CorCCorRCal  Preamp: Of  Gate: OFF AvglHold: 10/10 LT
Align: Auto Freq Ref: Int () #F Gain:Low  Radio Std: None 5.745000000 GHz

Span
Ref Lvl Offset 23.79 dB Mkr1 5.745760000 GHz 000MH
Ref Value 20,00 dBm

CF Step

4.000000 MHz

" Auto
Man

Freq Offset

0Hz

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
18.864 MHz Total Power 19.3 dBm

Transmit Freq Error -15.012 kHz % of OBW Power 99.00 %
x dB Bandwidth xdB -26.00dB

RGOS LB

11AX20MIMO_Ant2 5745

Spectrum Analyzer 1 N " e
Occupied BW Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq; 5.745000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 24.27 dB

Ref Value 20.00 dBm
CF Step

4.000000 MHz

= Auto
Man

Freq Offset
0Hz

Sweep 1.00 ms (1001 pts)

#Video BW 1.3000 MHz

Occupied Bandwidth
18.941 MHz Total Power 19.1dBm

Transmit Freq Error 4.629 kHz % of OBW Power 99.00 %
x dB Bandwidth 20.49 MHz xdB -26.00 dB

Uil Ikak-5s

Global United Technology Services Co., Ltd.

No. 123-128, Tower A, Jinyuan Business Building, No.2, Laodong Industrial Zone,

Xixiang Road, Baoan District, Shenzhen, Guangdong, China 518102

Telephone: +86 (0) 755 2779 8480 Fax: +86 (0) 755 2779 8960 Page 176 of 462



Report No.: GTSL2023060220F02

11AX20MIMO_Antl 5785

Spectrum Analyzer 1 L rFry ;7'
Ocoupied BW T £ Frequency v W

Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.785000000 GHz Center Fi
Couping DG~ CorCCorRCal  Preamp: Of  Gate: OFF AvglHold: 10/10 LT
Align: Auto Freq Ref: Int () #F Gain:Low  Radio Std: None 5.785000000 GHz

Span
Mkr1 5.783720000 GHz|} 49,000

Ref Lvl Offset 24.37 dB .
Ref Value 20,00 dBm
CF Step
4.000000 MHz
" Auto
Man

Freq Offset
0Hz

(e

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
18.860 MHz Total Power 19.5 dBm

Transmit Freq Error -23.334 kHz % of OBW Power 99.00 %
x dB Bandwidth 20.26 MHz xdB -26.00dB

CRGERE LB

11AX20MIMO_Ant2 5785

Spectrum Analyzer 1 N " e
Occupied BW Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq; 5.785000000 GHz
Corr CCorrRCal ~ Preamp: Off Gate: Off Avg[Hold: 10/10 Settings
FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 24.12 dB

Ref Value 20.00 dBm
CF Step

4.000000 MHz

= Auto
Man

Freq Offset
0Hz

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
18.892 MHz Total Power 18.9 dBm

Transmit Freq Error -30.670 kHz % of OBW Power 99.00 %
x dB Bandwidth 20.58 MHz xdB -26.00 dB

€90l 2w
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Report No.: GTSL2023060220F02

11AX20MIMO_Antl 5825

Spectrum Analyzer 1

QOccupied BW

Aiten: 10 dB
Preamp: Off

Input Z: 50 0
Corr CCorrRCal
Freq Ref: Int (S)

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq: 5825000000 GHz
Avg|Hold: 10/10
Radio Std: None

Coupling: DC
Align: Auto

e Ll Offet 2800 B Mkr1 5.823080000 GHz

Ref Value 20,00 dBm

Center Fi
5.825000000 GHz

#Video BW 1.3000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth

18.861 MHz 19.9 dBm

99.00 %
-26.00dB

Total Power

% of OBW Power
xdB

-19.512 kHz
21.03 MHz

Transmit Freq Error
x dB Bandwidth

CRGEREES: LR
11AX20MIMO_Ant2 5825
i

Aften: 10 dB
Preamp: Off

Center Freq; 5825000000 GHz
Avg|Hold: 10110
Radio Std: None

Input Z: 50 0
Corr CCorrRCal
FreqRef. Int(S)

Trig: Free Run
Gate: Off
#IF Gain: Low

Mkr1 5.828480000 GHz
8.74 dBm

Ref Lvl Offset 24.12 dB
Ref Value 20.00 dBm

#Video BW 1.3000 MHz

Sweep 1.00 ms (1001 pts)

Occupied Bandwidth

18.891 MHz 19.8 dBm

99.00 %
-26.00dB

Total Power

% of OBW Power
xdB

-44.457 kHz
2043 MHz

Transmit Freq Error
x dB Bandwidth

May 18, 2023
4:08:06 PM

daru?

Frequency v

I

Span
40.000

|
CF Step
4.000000 MHz
" Auto
Man

Freq Offset
0Hz

(e

- 0
Q ‘ Frequency v | -, 3

Settings

Center Frequency
5.825000000 GHz
40.000 MHz

CF Step
4.000000 MHz

= Auto
Man

Freq Offset
0Hz
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Report No.: GTSL2023060220F02

11AX40MIMO_Antl 5190

Spectrum Analyzer 1 L rFry ;T

Occupied BW Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freq: 5.190000000 GHz

Coupling: DC Corr CCorrRCal ~ Preamp: Off Gate: Off AvglHold: 10/10

Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.57 dB
Ref Value 20,00 dBm
8.000000 MHz

" Auto
Man

Freq Offset

(- i
AN VL S—
[ I

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
37.741 MHz Total Power 19.5 dBm

Transmit Freq Error -95.864 kHz % of OBW Power 99.00 %
x dB Bandwidth 40.38 MHz xdB -26.00dB

CRGERE LB

11AX40MIMO_Ant2 5190

Spectrum Analyzer 1 m Y _T
Occupied BW Frequency v W
Input Z: 50 0 Atten: 10 dB Trig: Free Run Center Freg; 5.190000000 GHz

CorCCorrRCal  Preamp: Off Gate: Off AvglHold: 10/10 Settings

FreqRef. Int(S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 23.81 dB

Ref Value 20.00 dBm
CF Step

8.000000 MHz

= Auto
Man

Freq Offset
0Hz

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth
37.556 MHz Total Power 20.7 dBm

Transmit Freq Error -25.103 kHz % of OBW Power 99.00 %
x dB Bandwidth 40.36 MHz xdB -26.00 dB
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11AX40MIMO_Antl 5230

Spectrum Analyzer 1

QOccupied BW

Input Z: 50 0
Corr CCorrRCal
Freq Ref: Int (S)

Atten: 10 dB
Preamp: Off

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq: 5.230000000 GHz
Avg|Hold: 10/10
Radio Std: None

Coupling: DC
Align: Auto

Ref Lvl Offset 23.75 dB
Ref Value 20,00 dBm

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth

37.599 MHz 19.1dBm

99.00 %
-26.00dB

Total Power

% of OBW Power
xdB

-16.794 kHz
39.87 MHz

Transmit Freq Error
x dB Bandwidth

May 18, 2023
41311 PM

dacu? =

A

11AX40MIMO_Ant2 5230

Spectrum Analyzer 1

QOccupied BW
Input Z: 50 0
Corr CCorrRCal
FreqRef. Int(S)

Aften: 10 dB
Preamp: Off

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq; 5.230000000 GHz
Avg|Hold: 10110
Radio Std: None

Rof Ll Offset 23.81 dB Mkr1 5.226480000 GHz
Ref Value 20.00 dBm 8.11 dBm

Hm-- . ]
sttt ST
.

#Video BW 2.7000 MHz
Sweep 1.00 ms (1001 pts)

Occupied Bandwidth

37.540 MHz 19.8 dBm

99.00 %
-26.00dB

Total Power

% of OBW Power
xdB

Transmit Freq Error
x dB Bandwidth

May 18, 2023
4:13:48 PM

daru?

Ny
B

I

Frequency

8.000000 MHz

" Auto
Man

Freq Offset

0Hz

- 0
Q ‘ Frequency v | -, 3

Settings

Center Frequency
5.230000000 GHz
80.000 MHz

CF Step
8.000000 MHz

= Auto
Man

Freq Offset
0Hz
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