Wireless Controller For NS
Quick Start Guide

Model No.: STK-7040RG
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Connection Method

l. Connect to NS:

(1) Confirm the airplane mode of the console has been closed;

(2) Enter the connection interface (refer to Figure 1=3);

(@) Press "Y" and "HOME" keys simultaneously on the controller,
until the four signal lights flash quickly back and forth, and then wait
for successful connection.
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# Press the "HOME" button can wake up and re=connect the
console after the first connection with the controller,

Unable to connect, please follow under three steps to solve:

1. Turn off airplane mode.

2. Delete the information of this controller in the NS console:

Path: system setting-controllers and sensors-disconnect controllers.
3. Follow the first time connection method and re-pair again.

Il. Connect to Android Devices:

(1) Turn on the Bluetooth function of Android device and search
device;

(Z)Press "X" and "HOME" keys simultaneously on the controller,
until the LED1 and LED4 quickly flash;

(3! Find the device named "STK-7040RG" on the Android and then
click the “Pair” button, the LED1 and LED4 light constantly mean

# This Bluetooth controller supports HID mode games on the
Android device.

Press the "HOME" key to switch to digital mode; the left joystick
function and cross key function are interchanged in digital mode,
while other key functions remain the same as before.

Note: On the Android device, the vibration function, screenshot,
and somatosensory functions are not available on the wireless
controller.

lll. Connect to IOS Devices:

(1) Turn on the Bluetooth function of 10S device and search device;
2) Press "A" and "HOME" keys simultaneously on the controller,
until the LED1, LED2 and LED3 quickly flash;

(3 Find the device named "Xbox Wireless Controller" on the 108,
and then click the “Pair" button, the LED1, LED2, and LED3 light
constantly means a successful connection.

# The Bluetooth controller supports MFI games on the 10S device.
Nate:This wireless controller only supports the 10S13.0 version or
above system, The vibration function, screenshot, and

somatosensory functions are not available,

IV. Connect to Windows PC:

cable included in the package, the LED1, LED2, and LED3 light
constantly means successful connection.

# This controller supports X-INPUT mode games and Steam on
Windows systems.

Note: This controller only supports Windows 7 and above system.
The screenshot and somatosensory functions of the controller are
not available,

Special prompt: The above connection modes I, I, and lll can be
re-connected by pressing the HOME key after the first connection,
but please note the re-connect button only works when the last
connected device is the same as this time, for example, you can't
wake up the switch console after you play with Android device.

Turbo Function
The function button: A/BUY/ILIZLIRIZR

Set manual Turbo function: press and hold the Turbo button first
and then press one of the function buttons such as "A”, the button
“A" starts the manual turbo function.

Set auto Turbo function: press and hold the Turbo button then
press the function button such as “A" which has set the manual t

Turn off the Turbo function: press and hold the Turbo button then
press the function key such as "A" which has set the auto Turbo
function before, the Turbo function of the button “A” has been
turned off.

Close the Turbo function of all keys one time: press and hold
the Turbo button for 5 seconds, the four signal lights flash for 3
times, and the controller shocks once, which means that the turbo
functionof all keys has been closed,

There are three levels of Turbo speed:

Slow: 5 bursts per second corresponding to a slow flashing of the
signal light.

Medium: 12 bursts per second correspending to a medium flashing
of the signal light.

Fast: 20 bursts per second corresponding to a fast flashing of the
signal light.

Increase the Turbo speed:

Press the Turbo button and “1" at the same time to increase the
turbo speed.

Reduce the Turbo speed:

Press the Turbo buiton and *|" at the same time to reduce the turbo
speed.

Programming Setting

YrThere are 2 programmable back button "MR/ML" on the back of
controller, each of which can be programmed as combination of
1-20 function buttons.

Available for programming Buttons: A/B/X/Y/L/ZL/R/IZR/L3/R3
and D-pad buttons.

Programming setting steps:

(LFirstly, keep the controller under connection, simultaneously
press the "Macro" +"MR” button or "ML" button that needs to be
programmed, for about 2 seconds, the 4 signal lights LED1-LED4
flash at the same time, which means the programming mode is
turned on;

(2 Then sequentially press multiple buttons you want to set (A/B/X/
YILIZL/IR/IZR/L3/R3/D-pad), and the programmable button will
record the time interval of each button:

(3)Lastly, press the “MR" or "ML" button once again to save the
setting, the signal lights return to continuous state, which means
the programming setting of multiple buttons is completed.

For example: keep the controller under connection, simultaneously
press the "Macro" button and “MR” button for about 2 seconds,
after the four signal lights flash at the same time, press the“B”
button, then press the “A’button after 1 second, lastly press the"X"
button after 3 seconds, when the setting is completed, press “MR"

function of “MR" button now is"B"button +*A"button (after 1 sec )+
X" button (after 3 secs).

You can test whether the setting is successful on the console via
"System Settings — Controllers and Sensors — Test Input Devices
—+ Test Controller Buttons”

Clear single Back Button programming: Enter programming
mode, double-click the corresponding Back Button to clear.

Clear all Back Button programming: long press the "Macro”
button for about 5 seconds, after the 4 signal lights flash 3 times at
the same time, the clearing is complete,

Temporarily turn on/off the back button function: double-click
the "SR" button to temporarily turn on/off the "MR" key function;
double-click the "SL" button to temporarily turn on/off the "ML" key
function.

Automatic cycling on "MR” and “ML” back butotn: Press the
"SR" button for about 3 seconds, the controller vibrates once, which
means the "MR" button enters automatic cycle mode at an interval
of each 3 seconds, if press the "SR" button again for 3 seconds,
the automatic cycle mode of "MR" button would be closed; Press
the "SL" button for about 3 seconds, the controller vibrates once,
which means the "ML" button enters automatic cycle mode at an
interval of each 3 seconds, if press the "SL" button again for 3

Vibration Function
There are four levels of vibration strength: none, weak,
medium, and strong

Adjust the vibration strength:

1. Ensure that the controller is successfully connected to the
console;

2. Press L, R, ZL, and ZR simultaneously, and then the controller
will shock once which indicates that the adjustment is successful.
Four=level (none-weak=medium=strong) cycle regulation is provided.

Charge Prompt

Low battery prompt: The LEDS flashes fastly.
Charging: The LED5 flashes slowly.

Fully charged: The LED5 stays continuously light.

Lighting Color Control

There are three modes of the light color control of this
controller: Breathing Light Mode — Regular Constant Light Mode
— No Light Mode

Press the "RGB Control" key to adjust the light mode in a cycle.
The "RGB Control" button takes effect when the connection with
the controller or just charging.

APP collaboration

settings, the app can change buttons function, adjust joystick
control, vibration, calibrate and upgrade the controller.

Introduction:

(L) Connect the controller to the device:

(2] Search for "KeyLinker" in the mobile APP store, download and
install it;

Keyl.mker :

(3) Turn on the Bluetooth of the mobile phone and open the
"KeyLinker" APP;

(4) Search the Bluetooth named "GC-Pad 7040" on the APP and
click to connect.

(5) After making changes as you need, click the “Save” button on
APP and the changes will sync to the controller.

# Open the menu in the upper right corner of the APP interface and
click "Restore factory” or use a needle to press the "Reset" button
on the back of the controller to clear all changes on the APP and
restore to the default setting.

Service Support

If you encounter difficulties or product defects in the process of
using the product, please contact our after-sales service through
the purchase platform. We will take analyzing once received your
feedback, and assist you to solve the problem or provide
replacement of the product. We also welcome your valuable
suggestions to help us continuously optimize this product. We wish
you a pleasant life,

FCC Warning

This device complies with Part 15 of the FCC Rules. Operation is
subject to the following two conditions:

(1) This device may not cause harmful interference, and (2) this
device must accept any interference received, including interference
that may cause undesired operation.

NOTE 1: This equipment has been tested and found to comply with
the limits for a Class B digital device, pursuant to part 15 of the FCC
Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation, This
equipment generates, uses and can radiate radio frequency energy
and, if not installed and used in accordance with the instructions,
may cause harmful interference to radic communications. However,
there is no guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to
radio or television reception, which can be determined by turning
the equipment off and on, the user is encouraged to try to correct
the interference by one or more of the following measures:

= Recrient or relocate the receiving antenna,

= Increase the separation between the equipment and receiver,
=Connect the eguipment into an outlet on a circuit different from that
to which the receiver is connected.

-Consult the dealer or an experienced radio/TV technician for help.,

NOTE 2: Any changes or modifications to this unit not expressly

user's authority to operate the equipment,

The device has been evaluated to meet general RF exposure
requirement.
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(I'Bestatigen Sie, dass der Flugmodus des Hosts deaktiviert ist;
(2) Offnen Sie die Verbindungsoberflache (siehe Abbildung 1-
Abbildung 2= Abbildung 3);

(3) Driicken Sie gleichzeitig die Tasten "Y" und "HOME", die vier
Signalleuchten blinken abwechselnd schnell und warten auf eine
erfolgreiche Verbindung.
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# Nach der ersten Verbindung driicken Sie einfach die "HOME"-
Taste, um den Host aufzuwecken und die Verbindung wieder
herzustellen,

Wenn keine Verbindung hergestellt werden kann, fihren Sie bitte
die folgenden drei Schritte aus, um das Problem zu l&sen:

1. Deaktivieren Sie den Flugmodus.

2.Loschen Sie die Informationen zu diesem Controller in der
NS-Konsole:

Vorgehen: Einstellungen — Controller und Sensor —Verbindung
zum Controller trennen.

3.Erneute Paarung gemal der Methode fiir die erste Verbindung.

Il. Mit Android-Gerat verbinden:

(L Zuerst die Bluetooth-Funktion des Android-Geréts aktivieren und
suchen;

(Z)Driicken Sie die Tasten "X" und "HOME" auf dem Gamepad

Android-Geréat, klicken Sie auf Pairing, und nach erfolgreicher
Verbindung leuchten LED1 und LED4 standig.

# Dieser Controller unterstiitzt Spiele im HID-Modus auf dem
Android-Gerat.

Driicken Sie die HOME=Taste, um in den Digitalmodus zu
wechseln. Im Digitalmodus werden die Funktionen des linken
Joysticks und des Steuerkreuzes ausgetauscht, die Funktionen der
anderen Tasten bleiben unverandert,

Hinweis: Bei Android-Geraten sind die Funktionen Vibration,
Screenshot und Motion Sensing des Controllers nicht verfugbar,

lil. Mit 10S=Gerat verbinden:

(L Zuerst die Bluetooth-Funktion des I0S-Geréts aktivieren und
suchen;

(Z)Driicken Sie die Tasten "A" und "HOME" auf dem Gamepad
gleichzeitig, und die LED1,LED2,LED3 blinken schnell.

(I)Suchen Sie den Bluetooth=Namen "Xbox Wireless Controller”
auf dem |0S=Gerat, klicken Sie auf Pairing, und nach erfolgreicher
Verbindung leuchten LED1,LED2 LEDS standig.

# Dieser Controller unterstiitzt MFi-Spiele auf |OS-Geraten,

Hinweis; Dieser Controller unterstitzt nur 105 13,0 oder héher auf

IV. Mit Windows=PC verbinden:

Verbinden Sie den Controller Gber das beiliegende USB-Kabel mit
dem Windows=PC.Nach erfolgreicher Verbindung leuchten LED1,
LED2 und LED3 standig.

# Dieser Controller unterstiitzt Spiele im X-INPUT-Modus und
Spielplattformen wie Steam,

Hinweis:; Dieser Controller unterstiitzt nur Windows 7 oder héher
auf PC, Aber die Funktionen Screenshot und Motion Sensing des
Controllers sind nicht verfugbar.

Sonderhinwels: Bei den oben genannten Verbindungsmodi I, Il und
Il konnen Sie die HOME-Taste dricken, um die Verbindung nach
der ersten Verbindung wiederherzustellen, aber es muss
sichergestellt werden, dass das zuletzt mit dem Controller
verbundene Gerat und das wieder zu verbindende Gerit das
dieselbe Gerat ist.

Turbo=Funktion
Diese Tasten kinnen mit einer Turbo-Funktion eingestellt werden:
ABIXYILIZLIRIZR-Tasten,

Aktivieren Sie die manuelle Turbo-Funktion; Halten Sie zuerst die

Funktionstaste zu aktivieren.

Aktivieren Sle dile automatische Turbo-Funktlon: Halten Sie zuerst
die Turbo-Taste gedriickt und driicken Sie dann die Funktionstaste ,
die die manuelle Turbo=Funktion aktiviert hat, also aktivieren Sie die
automatische Turbo=Funktion dieser Funktionstaste,

Deaktivieren Sie die Turbo-Funktion: Halten Sie zuerst die Turbo-
Taste gedrickt und driicken Sie dann die Funktionstaste, die die
automatische Turbo-Funktion aktiviert hat, wodurch die Turbo-
Funktion dieser Funktionstaste deaktiviert wird.

Deaktivieren Sle dle Turbo-Funktion aller Tasten auf elnmal: Halten
Sie die Turbotaste 5 Sekunden lang gedriickt, die vier
Signalleuchten blinken dreimal und der Joystick vibriert gleichzeitig
einmal, was bedeutet, dass die Turbo=Funktion aller Tasten
deaktiviert wurde.

Es gibt drei Stufen der Turbo-Geschwindigkeit:

Langsam: 5 Schuss pro Sekunde, die entsprechende Signalleuchte
blinkt langsam.

Mittle: 12 Schuss pro Sekunde, die entsprechende Signalleuchte
blinkt mit mittlerem Tempo.

Schnell: 20 Schuss pro Sekunde, die entsprechende Signalleuchte
blinkt schnell.

Steuerkreuzes,um die Geschwindigkeit um eine Stufe zu erhohen,
Verringem Sie die Turbo-Geschwindigkeit:

Dricken Sie gleichzeitig die Turbotaste und die Abwaristaste des
Steuerkreuzes,um die Geschwindigkeit um eine Stufe zu verringern.

Programmierung Einstellung

YrAuf der Riickseite des Controllers befinden sich 2
programmierbare Back Button "MR/ML", von denen jeder als
Kombination von 1-20 Funktionstasten programmiert werden kann.

Fir dle Programmierung verfligbar Tasten: A/B/X/Y/LIZL/IR/ZR/L3/
R3 und D-Pad=Tasten.

Programmierung der Einstellschritte:

(DHalten Sie zundchst den Controller angeschlossen und driicken
Sie gleichzeitig die Tasten "Macro” + "MR" oder "ML", die
programmiert werden sollen, fir etwa 2 Sekunden. Die 4
Signallampen LED1-LED4 blinken gleichzeitig, was bedeutet, dass
der Programmiermodus eingeschaltet ist.

(Z)Driicken Sie dann nacheinander mehrere Tasten, die Sie
einstellen mochten (A/BXYILIZLIRIZR/L3/R3/D-Pad), und die
programmierbare Taste wird das Zeitintervall jeder Taste
aufzeichnen;

(#Driicken Sie abschlieRend erneut die Taste "MR" oder "ML", um

Mehrfachtasten abgeschlossen ist,

Zum Beispiel: Halten Sie den Controller unter Verbindung, driicken
Sie gleichzeitig die "Macro”-Taste und "MR"-Taste fur etwa 2
Sekunden, nachdem die vier Signallampen gleichzeitig blinken,
dricken Sie die "B"=Taste, dann dricken Sie die "A"-Taste nach 1
Sekunde, zuletzt driicken Sie die "X"-Taste nach 3 Sekunden, wenn
die Einstellung abgeschlossen ist, driicken Sie die "MR"-Taste zum
Speichern, und die Signallampen kehren in den Dauerzustand
zuriick,Die Funktion der Taste "MR" ist jetzt "B"-Taste + "A"-Taste
(nach 1 Sekunde) + "X"-Taste (nach 3 Sekunden),

Ob die Einstellung erfolgreich ist, kénnen Sie an der Kensole lber
“Systemeinstellungen —Controller und Sensoren —
Eingabemethoden Uberprifen —Controller-Knépfe und -Tasten
Uberprifen” testen,

Ldschen elner elnzelnen Zurlick-Taste-Programmlerung: Nach dem
Eintritt in den Programmiermodus doppelklicken Sie auf die Back
Button "MR" (oder "ML").

Léschen Sle alle Programmlerungen der Zuriick=Taste: Driicken
Sie die Taste "Macro" etwa 5 Sekunden lang, nachdem die 4
Signalleuchten 3 Mal gleichzeitig blinken, ist das Loschen
abgeschlossen,

vorubergehend ein- oder auszuschalten;Doppelklicken Sie auf die
Taste "SL", um die Funkiion der Taste "ML" voribergehend ein
-fauszuschalten,

Automatischer Zyklus auf dle Tasten "MR" und "ML" zurlick:
Dricken Sie die "SR"-Taste fir ca. 3 Sekunden, die Steuerung
vibriert einmal, was bedeutet, dass die "MR"-Taste in einem
Intervall von jeweils 3 Sekunden in den automatischen
Zyklusmodus lbergeht. Wenn Sie die "SR"-Taste erneut fir 3
Sekunden dricken, wird der automatische Zyklusmodus der "MR"=
Taste beendet; Dricken Sie die Taste "SL" fir ca, 3 Sekunden, das
Steuergerat vibriert einmal, was bedeutet, dass die Taste "ML" in
einem [ntervall von jeweils 3 Sekunden in den automatischen
Zyklusmodus iibergeht, wenn Sie die Taste "SL" emeut fir 3
Sekunden driicken, wird der automatische Zyklusmodus der Taste
"ML" beendet.

Vibrationsfunktion
Es glbt vler Stufen der Vibratlonsintensltat: Keine, schwach, mittel,
stark.

Stellen Sle dle Vibrationsintensitét eln:
1. Stellen Sie sicher, dass der Controller erfolgreich mit dem Host
verbunden ist;

zeigt damit an, dass die Einstellung erfolgreich war. Zyklische
Einstellung der vier Stufen.

Aufladeanzeige

Anzeige fiir schwache Batterie: LED5 blinkt schnell.
Aufladen: LEDS5 blinkt langsam.

Volle Aufladung: LEDS leuchtet standig.

Lichteffektsteuerung

Dleser Controller verfiigt (iber drel Modl der Lichtsteuerung:
Atemwechsel — Dauerlicht — Aus

Dricken Sie die Taste " RGB Contral " zur zirkularen Steuerung.
Es kann eingestellt werden, wenn es verbunden ist, benutzt oder
ausgeschaltet und aufgeladen wird.

APP-Assistenz

Dieser Controller kann mit Hilfe der "KeyLinker"=APP verwendet
werden und ermoglicht den Wechsel der Tasten, die Einstellung
der toten Zone der Joystick, die Einstellung der Vibration, die
Kalibrierung und die Aktualisierung Uber die APP,

Verwendungswiese:

(L'Suchen Sie im App-Store nach "KeyLinker", laden Sie es herunter

(Z)Verbinden Sie den Controller mit einem beliebigen Gerat;
(dAktivieren Sie Bluetooth am Mobiltelefon und 6ffnen Sie die
APP"KeyLinker ";

(4)Suchen Sie in der APP nach dem Bluetooth-Namen
“GC-Pad 7040" und klicken Sie auf Pairing;

(E)Nachdem Sie Anderungen nach |hren eigenen Bediirfnissen
vorgenommen haben, klicken Sie auf die APP in der unteren
rechten Ecke, um sie auf dem Controller zu speichern.

# Sie konnen das Menu in der oberen rechten Ecke der APP-
Oberflache offnen, auf "Werkseinstellungen wiederherstellen”
klicken oder die "Reset"-Taste auf der Riickseite des Gamepads
mit einer feinen Nadel anstechen, um alle Anderungen an der APP
zU léschen und die Standardeinstellungen wiederherzustellen.

oder Produktmangel stolien, wenden Sie sich bitte Uber die
Kaufplattform an unseren Kundendienst. Sobald wir lhr Feedback
erhalten haben, werden wir die Analyse durchfiihren und lhnen
helfen, das Problem zu lésen oder das Produkt auszutauschen.
Wir freuen uns auch tber Ihre wertvollen Anregungen, die uns
helfen, dieses Produkt kontinuierlich zu optimieren. Wir wiinschen
Ihnen ein angenehmes Leben,




