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STEP 1- Download the Hipcam Smart Home Ecosystem app 

to your phone (Play Store or App Store) 

STEP 2 - Scan the QR code and follow tutorial to learn 

how to install your camera 
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Need Help ? Contact us 
cusìomerservice@hipcam.com 

Quick Start Guide 

PANTONE SO Ll D COATED 

BACK COVER 

CooL Gray 8C 2995C 

FCC Radiation Exposure Statement
This device complies with FCC radiation exposure limits set forth for an uncontrolled 
environment and it also complies with Part 15 of the FCC RF Rules. This equipment must 
be installed and operated in accordance with provided instructions and the antenna(s) 
used for this transmitter must be installed to provide a separation distance of at least 20 
cm from all persons and must not be co-located or operating in conjunction with any other 
antenna or transmitter. End-users and installers mustbe provide with antenna installation 
instructions and transmitter operating conditions for satisfying RF exposure compliance.
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Start using your HIPCAM 

quick and easy! 

STEP 1- Download the Hipcam Smart Home Ecosystem app 

to your phone (Play Store or App Store) 

STEP 2 - Scan the OR code and follow tutorial to learn 

how to install your camera. 
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Need HeLp ? Contact us 
customerservice@hipcam.com 
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FCC Radiation Exposure Statement
This device complies with FCC radiation exposure limits set forth for an uncontrolled 
environment and it also complies with Part 15 of the FCC RF Rules. This equipment must 
be installed and operated in accordance with provided instructions and the antenna(s) 
used for this transmitter must be installed to provide a separation distance of at least 20 
cm from all persons and must not be co-located or operating in conjunction with any other 
antenna or transmitter. End-users and installers mustbe provide with antenna installation 
instructions and transmitter operating conditions for satisfying RF exposure compliance.




