
料号

材质
工艺
尺寸

  1mm+-公差

品名
铜板不干胶，表面覆哑膜

产品标贴

单黑印刷

63*19MM

 63mm

19mm

F.2.01.XC0108

CO alarm response time: 400 ppm within 4-15 minutes. Standby mode: The LED indicator will flash green once every 
60 seconds. Low battery: The LED indicator will flash yellow with 1 beep every 60 seconds. Fault: The alarm will deliver 
2 beeps and the LED indicator will flash yellow 2 times every 60 seconds. End of life: The alarm will deliver 3 beeps and 
the LED indicator will flash yellow 3 times every 60 seconds.  Silence mode: Silence time of around 9 minutes. 
Maintenance: Test weekly by pushing the TEST/SILENCE button twice. Clean the alarm cover 
and vents with a soft brush once a month to remove dust and dirt. 

WARNING: READ THE USER MANUAL CAREFULLY BEFORE OPERATING 
OR SERVICING! Battery is replaceable. It is recommended to use a Huiderui 
CR123A 3 V lithium battery, as others may negatively impact operation. 

MADE IN CHINA

                                                        Carbon Monoxide Alarm    Model: XC01-WR  

X-Sense Innovations Co., Ltd.
Address: B4-503, Kexing Science Park, 15 Keyuan Road, Shenzhen, 518057, CHINA 
Customer service: support@x-sense.com   

Date of manufacture:请按采购提交的交货日期填写，文字字体为Arial（Narrow ltalic），字体大小为2.8号
Batch number：请按销售下单的批号填写，文字字体为Arial（Narrow ltalic），字体大小为2.8号

Batch number: ZN20210420001
Date of manufacture: 2021-04-20 FCC ID: 2AU4DDBK
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粘贴在产品后壳


