
mm  1+-

料号:

品名:

材质:

工艺:

尺寸:

公差:

100g铜版纸

SC06-W产品标签

单黑印刷,表面覆哑膜

直径118mm

备注：

Batch number：请按销售下单的批号填写，文字字体为Arial，字体大小为5号。

Date of manufacure：请按采购提交的交货日期填写，文字字体为Arial，字体大小

为5号，图中仅为示意。
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upport@x-sense.com    X-Sense Innovations Co., Ltd.     
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                                      CO sensitivity: 70 ppm: 60–240 minutes; 150 ppm: 10–60 minutes; 400 ppm: 4–15 minutes; 
                      Standby mode: The LED indicator will flash green once every 60 seconds. Smoke alarm: 3 long beeps every 
                    4 seconds. The LED indicator will flash red with the alarm sound. CO alarm: 4 quick beeps every 5.8 seconds. 
               The LED indicator will flash red with the alarm sound. Low battery: The LED indicator will flash yellow with 1 beep 
           every 60 seconds. Fault: The alarm will deliver 2 beeps and the LED indicator will flash yellow 2 times every 60 seconds. 
       Silence mode: Silence time of around 9 minutes. The silence mode silences the audible alarm only. The LED flashing will not 
   be suppressed. Maintenance: Test weekly by pushing the TEST/SILENCE button. Clean the alarm cover and vents with a soft brush    
   once a month to remove dust and dirt. 

 Wireless Interlinked Combination Smoke and Carbon Monoxide Alarm
Model: SC06-W  (10-Year Sealed Lithium Battery)

Do not locate the alarm in areas where the temperature is below 40°F (4.4°C) or above 100°F (37.8°C), or in areas   
 where the humidity is higher than 85% or lower than 10%, as this may reduce the battery life. CONSTANT       
 EXPOSURE TO HIGH OR LOW TEMPERATURES OR HIGH HUMIDITY MAY REDUCE THE BATTERY LIFE. 
  After the unit is fully mounted into the mounting bracket, it will be automatically activated. The battery is not       
   replaceable.
     This unit comes with a 10-year sealed lithium battery without any user serviceable parts inside. See the user 
       manual for instructions. Weekly test is required. Replace the unit within 10 years of installation date.          M

ADE IN CHINA
           RF 915 MHz                                                                                
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 B4-503, Kexing Science Park, 15 Keyuan Road, Shenzhen, 518057, CHINA 
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粘贴在产品后壳


