
料号

材质
工艺
尺寸

  1mm+-公差

品名
铜板不干胶

XS03-iWX-UL-产品标贴

产品标贴1-F.2.01.XS0314
产品标贴2-F.2.01.XS0315

单黑印刷,表面覆哑膜

标贴1：35*14mm，标贴2：42*13mm

   
   

   
   

   
    

    
    

    
    

    
    

    
 Address:

 B4-503, Kexing Science Park, 15 Keyuan Road, Shenzhen, 518057, CHINA
            X-Sense Innovations Co., Ltd.
            ProConnected Smoke Alarm 
      
      XS03-iWX

贴纸组件：F.2.50.XS0304

Date of manufacture:请按采购提交的交货按日期填写，文字字体为Arial，字体大小为3.2号
Batch number：请按销售下单的批号填写，文字字体为Arial，字体大小为3.2号

 FCC ID: 2AU4DDBU   MADE IN CHINA                                                         
          

        
      

    
support@x-sense. com

        WARNING: TEST THE ALARM TO ENSURE THAT IT      
     IS STILL WORKING BY USING THE TEST BUTTON           
        WHENEVER THE BATTERY IS REPLACED. ONLY       
            USE THE FOLLOWING 3 V DC BATTERIES:                                  
                  HUIDERUI CR123A AND PAIRDEER CR123A.

Date of manufacture:  2021-09-18 Batch number: ZN20210918001
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