
Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/12/30

01_LTE Band 12_10M_QPSK_1RB_25Offset_Right Cheek_Ch23095

Communication System: UID 0, LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_231230 Medium parameters used: f = 707.5 MHz; σ = 0.898 S/m; εr = 42.18; ρ

= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.71, 9.71, 9.71); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch23095/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.37 W/kg

Ch23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 33.29 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 2.42 W/kg
SAR(1 g) = 0.887 W/kg; SAR(10 g) = 0.478 W/kg
Maximum value of SAR (measured) = 1.71 W/kg

0 dB = 1.71 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/12/30

02_LTE Band 13_10M_QPSK_1RB_25Offset_Right Cheek_Ch23230

Communication System: UID 0, LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1
Medium: HSL_750_231230 Medium parameters used: f = 782 MHz; σ = 0.922 S/m; εr = 42.052; ρ

= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.71, 9.71, 9.71); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

 

 

Ch23230/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.25 W/kg

Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 30.29 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 2.28 W/kg
SAR(1 g) = 0.803 W/kg; SAR(10 g) = 0.448 W/kg
Maximum value of SAR (measured) = 1.70 W/kg

0 dB = 1.70 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/4

03_GSM850_GPRS(4 Tx slots)_Right Cheek_Ch251

Communication System: UID 0, GPRS/EDGE10 (0); Frequency: 848.8 MHz;Duty Cycle: 1:2.08 
Medium: HSL_835_240104 Medium parameters used: f = 849 MHz; σ = 0.947 S/m; εr = 41.816; ρ

= 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.49, 9.49, 9.49); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch251/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.01 W/kg

Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 35.25 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 3.42 W/kg
SAR(1 g) = 0.879 W/kg; SAR(10 g) = 0.495 W/kg
Maximum value of SAR (measured) = 2.36 W/kg

0 dB = 2.36 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/4

04_WCDMA V_RMC 12.2Kbps_Right Cheek_Ch4132

Communication System: UID 0, UMTS (0); Frequency: 826.4 MHz;Duty Cycle: 1:1
Medium: HSL_835_240104 Medium parameters used: f = 826.4 MHz; σ = 0.938 S/m; εr = 41.874; 

ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.49, 9.49, 9.49); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch4132/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.14 W/kg

Ch4132/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 28.54 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 1.89 W/kg
SAR(1 g) = 0.797 W/kg; SAR(10 g) = 0.458 W/kg
Maximum value of SAR (measured) = 1.41 W/kg

0 dB = 1.41 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/4

05_LTE Band 26_15M_QPSK_1RB_37Offset_Right Cheek_Ch26865

Communication System: UID 0, LTE (0); Frequency: 831.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_240104 Medium parameters used: f = 831.5 MHz; σ = 0.94 S/m; εr = 41.861; ρ 

= 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.49, 9.49, 9.49); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch26865/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.29 W/kg

Ch26865/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 28.31 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 2.20 W/kg
SAR(1 g) = 0.849 W/kg; SAR(10 g) = 0.478 W/kg
Maximum value of SAR (measured) = 1.53 W/kg

0 dB = 1.53 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/4

06_LTE Band 5_10M_QPSK_1RB_25Offset_Right Cheek_Ch20525

Communication System: UID 0, LTE (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_240104 Medium parameters used: f = 836.5 MHz; σ = 0.942 S/m; εr = 41.848; 

ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.49, 9.49, 9.49); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch20525/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.15 W/kg

Ch20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 27.29 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 1.90 W/kg
SAR(1 g) = 0.766 W/kg; SAR(10 g) = 0.440 W/kg
Maximum value of SAR (measured) = 1.37 W/kg

0 dB = 1.37 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/4

07_FR1 n5_20M_QPSK_1RB_1Offset_DFT-15_Right Cheek_Ch167300

Communication System: UID 0, 5G NR (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_240104 Medium parameters used: f = 836.5 MHz; σ = 0.942 S/m; εr = 41.848; 

ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.49, 9.49, 9.49); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch167300/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.872 W/kg

Ch167300/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 22.96 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 1.40 W/kg
SAR(1 g) = 0.582 W/kg; SAR(10 g) = 0.341 W/kg
Maximum value of SAR (measured) = 0.990 W/kg

0 dB = 0.990 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

08_WCDMA IV_RMC 12.2Kbps_Right Tilted_Ch1413

Communication System: UID 0, UMTS (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750_240106 Medium parameters used: f = 1733 MHz; σ = 1.339 S/m; εr = 40.24; ρ 

= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.58, 8.58, 8.58); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch1413/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.930 W/kg

Ch1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 28.06 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 1.57 W/kg
SAR(1 g) = 0.757 W/kg; SAR(10 g) = 0.338 W/kg
Maximum value of SAR (measured) = 1.29 W/kg

0 dB = 1.29 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

09_LTE Band 4_20M_QPSK_50RB_24Offset_Right Tilted_Ch20175

Communication System: UID 0, LTE (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1750_240106 Medium parameters used: f = 1733 MHz; σ = 1.339 S/m; εr = 40.24; ρ 

= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.58, 8.58, 8.58); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch20175/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.730 W/kg

Ch20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 22.67 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 1.19 W/kg
SAR(1 g) = 0.593 W/kg; SAR(10 g) = 0.271 W/kg
Maximum value of SAR (measured) = 0.928 W/kg

0 dB = 0.928 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

10_LTE Band 66_20M_QPSK_50RB_24Offset_Right Tilted_Ch132322

Communication System: UID 0, LTE (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750_240106 Medium parameters used: f = 1745 MHz; σ = 1.346 S/m; εr = 40.22; ρ 

= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.58, 8.58, 8.58); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch132322/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.993 W/kg

Ch132322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 24.95 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 1.46 W/kg
SAR(1 g) = 0.743 W/kg; SAR(10 g) = 0.343 W/kg
Maximum value of SAR (measured) = 1.14 W/kg

0 dB = 1.14 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

11_FR1 n66_20M_QPSK_50RB_28Offset_DFT-15_Right Tilted_Ch349000

Communication System: UID 0, 5G NR (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750_240106 Medium parameters used: f = 1745 MHz; σ = 1.346 S/m; εr = 40.22; ρ 

= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.58, 8.58, 8.58); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch349000/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.854 W/kg

Ch349000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 23.61 V/m; Power Drift = 0.19 dB
Peak SAR (extrapolated) = 1.36 W/kg
SAR(1 g) = 0.687 W/kg; SAR(10 g) = 0.314 W/kg
Maximum value of SAR (measured) = 1.06 W/kg

0 dB = 1.06 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/9

12_GSM1900_GPRS(4 Tx slots)_Right Tilted_Ch661

Communication System: UID 0, GPRS/EDGE12 (0); Frequency: 1880 MHz;Duty Cycle: 1:2.08
Medium: HSL_1900_240109 Medium parameters used: f = 1880 MHz; σ = 1.421 S/m; εr = 40.027; 

ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.29, 8.29, 8.29); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch661/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.989 W/kg

Ch661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 24.14 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 1.63 W/kg
SAR(1 g) = 0.769 W/kg; SAR(10 g) = 0.340 W/kg
Maximum value of SAR (measured) = 1.23 W/kg

0 dB = 1.23 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/9

13_WCDMA II_RMC 12.2Kbps_Right Tilted_Ch9400

Communication System: UID 0, UMTS (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_240109 Medium parameters used: f = 1880 MHz; σ = 1.421 S/m; εr = 40.027; 

ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.29, 8.29, 8.29); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch9400/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.965 W/kg

Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 24.81 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 1.83 W/kg
SAR(1 g) = 0.843 W/kg; SAR(10 g) = 0.368 W/kg
Maximum value of SAR (measured) = 1.34 W/kg

0 dB = 1.34 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/9

14_LTE Band 2_20M_QPSK_1RB_49Offset_Right Tilted_Ch18900

Communication System: UID 0, LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_240109 Medium parameters used: f = 1880 MHz; σ = 1.421 S/m; εr = 40.027; 

ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.29, 8.29, 8.29); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch18900/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.850 W/kg

Ch18900/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 22.54 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 1.33 W/kg
SAR(1 g) = 0.635 W/kg; SAR(10 g) = 0.283 W/kg
Maximum value of SAR (measured) = 1.02 W/kg

0 dB = 1.02 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

15_LTE Band 7_20M_QPSK_1RB_49Offset_Right Tilted_Ch21350

Communication System: UID 0, LTE (0); Frequency: 2560 MHz;Duty Cycle: 1:1
Medium: HSL_2600_240106 Medium parameters used: f = 2560 MHz; σ = 1.895 S/m; εr = 39.107;

ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.55, 7.55, 7.55); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch21350/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 2.61 W/kg

Ch21350/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 18.21 V/m; Power Drift = 0.14 dB
Peak SAR (extrapolated) = 4.13 W/kg
SAR(1 g) = 0.882 W/kg; SAR(10 g) = 0.337 W/kg
Maximum value of SAR (measured) = 2.94 W/kg

0 dB = 2.61 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

16_LTE Band 38_20M_QPSK_1RB_49Offset_Right Tilted_Ch38000

Communication System: UID 0, LTE (0); Frequency: 2595 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600_240106 Medium parameters used: f = 2595 MHz; σ = 1.921 S/m; εr = 39.076;

ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.55, 7.55, 7.55); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

 

 

Ch38000/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 3.65 W/kg

Ch38000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 19.42 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 5.68 W/kg
SAR(1 g) = 0.828 W/kg; SAR(10 g) = 0.312 W/kg
Maximum value of SAR (measured) = 4.18 W/kg

0 dB = 4.18 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

17_LTE Band 41_20M_QPSK_50RB_24Offset_Right Tilted_Ch39750

Communication System: UID 0, LTE (0); Frequency: 2506 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600_240106 Medium parameters used: f = 2506 MHz; σ = 1.853 S/m; εr = 39.21; ρ

= 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.55, 7.55, 7.55); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch39750/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 3.98 W/kg

Ch39750/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 24.84 V/m; Power Drift = 0.15 dB
Peak SAR (extrapolated) = 6.12 W/kg
SAR(1 g) = 0.848 W/kg; SAR(10 g) = 0.324 W/kg
Maximum value of SAR (measured) = 4.47 W/kg

0 dB = 4.47 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

18_FR1 n7_20M_QPSK_50RB_28Offset_DFT-15_Right Cheek_Ch507000

Communication System: UID 0, 5G NR (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600_240106 Medium parameters used: f = 2535 MHz; σ = 1.874 S/m; εr = 39.155;

ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.55, 7.55, 7.55); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch507000/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.23 W/kg

Ch507000/Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 6.420 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 2.02 W/kg
SAR(1 g) = 0.736 W/kg; SAR(10 g) = 0.287 W/kg
Maximum value of SAR (measured) = 1.41 W/kg

0 dB = 1.23 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

19_FR1 n38_20M_QPSK_1RB_1Offset_DFT-30_Right Tilted_Ch519000

Communication System: UID 0, 5G NR (0); Frequency: 2595 MHz;Duty Cycle: 1:1
Medium: HSL_2600_240106 Medium parameters used: f = 2595 MHz; σ = 1.921 S/m; εr = 39.076;

ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.55, 7.55, 7.55); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch519000/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.45 W/kg

Ch519000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 10.57 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 2.11 W/kg
SAR(1 g) = 0.832 W/kg; SAR(10 g) = 0.315 W/kg
Maximum value of SAR (measured) = 1.54 W/kg

0 dB = 1.54 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

20_FR1 n41_100M_QPSK_135RB_69Offset_DFT-30_Right Tilted_Ch518598

Communication System: UID 0, 5G NR (0); Frequency: 2592.99 MHz;Duty Cycle: 1:1
Medium: HSL_2600_240106 Medium parameters used: f = 2593 MHz; σ = 1.92 S/m; εr = 39.081; ρ

= 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.55, 7.55, 7.55); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch518598/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.58 W/kg

Ch518598/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 12.01 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 2.30 W/kg
SAR(1 g) = 0.890 W/kg; SAR(10 g) = 0.337 W/kg
Maximum value of SAR (measured) = 1.67 W/kg

0 dB = 1.67 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/5

21_Bluetooth_DH5 1Mbps_Left Cheek_Ch0

Communication System: UID 0, Bluetooth (0); Frequency: 2402 MHz;Duty Cycle: 1:1.301 
Medium: HSL_2450_240105 Medium parameters used: f = 2402 MHz; σ = 1.777 S/m; εr = 39.368;

ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.64, 7.64, 7.64); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch0/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.227 W/kg

Ch0/Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 3.893 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.266 W/kg
SAR(1 g) = 0.124 W/kg; SAR(10 g) = 0.056 W/kg
Maximum value of SAR (measured) = 0.197 W/kg

0 dB = 0.197 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/5

22_WLAN2.4GHz_802.11b 1Mbps_Left Cheek_Ch1

Communication System: UID 0, WIFI (0); Frequency: 2412 MHz;Duty Cycle: 1:1
Medium: HSL_2450_240105 Medium parameters used: f = 2412 MHz; σ = 1.784 S/m; εr = 39.351;

ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.64, 7.64, 7.64); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch1/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.438 W/kg

Ch1/Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 5.802 V/m; Power Drift = -0.18 dB
Peak SAR (extrapolated) = 0.556 W/kg
SAR(1 g) = 0.260 W/kg; SAR(10 g) = 0.117 W/kg
Maximum value of SAR (measured) = 0.423 W/kg

0 dB = 0.423 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/8

23_WLAN5GHz_802.11n-HT40 MCS0_Left Cheek_Ch62

Communication System: UID 0, WIFI (0); Frequency: 5310 MHz;Duty Cycle: 1:1.055
Medium: HSL_5250_240108 Medium parameters used: f = 5310 MHz; σ = 4.62 S/m; εr = 35.467; ρ

= 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(5.07, 5.07, 5.07); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch62/Area Scan (101x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.83 W/kg

Ch62/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 5.770 V/m; Power Drift = 0.19 dB
Peak SAR (extrapolated) = 8.52 W/kg
SAR(1 g) = 0.634 W/kg; SAR(10 g) = 0.171 W/kg
Maximum value of SAR (measured) = 1.74 W/kg

0 dB = 1.74 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/10

24_WLAN5GHz_802.11n-HT40 MCS0_Left Cheek_Ch102

Communication System: UID 0, WIFI (0); Frequency: 5510 MHz;Duty Cycle: 1:1.055
Medium: HSL_5600_240110 Medium parameters used: f = 5510 MHz; σ = 4.833 S/m; εr = 35.193;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(4.54, 4.54, 4.54); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch102/Area Scan (101x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.82 W/kg

Ch102/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 7.229 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 2.93 W/kg
SAR(1 g) = 0.710 W/kg; SAR(10 g) = 0.232 W/kg
Maximum value of SAR (measured) = 1.75 W/kg

0 dB = 1.75 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/12

25_WLAN5GHz_802.11n-HT40 MCS0_Left Cheek_Ch151

Communication System: UID 0, WIFI (0); Frequency: 5755 MHz;Duty Cycle: 1:1.055
Medium: HSL_5750_240112 Medium parameters used: f = 5755 MHz; σ = 5.106 S/m; εr = 34.745;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(4.65, 4.65, 4.65); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch151/Area Scan (101x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.70 W/kg

Ch151/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 6.832 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 2.85 W/kg
SAR(1 g) = 0.648 W/kg; SAR(10 g) = 0.207 W/kg
Maximum value of SAR (measured) = 1.66 W/kg

0 dB = 1.66 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/12/30

26_LTE Band 12_10M_QPSK_1RB_25Offset_Back_10mm_Ch23095

Communication System: UID 0, LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_231230 Medium parameters used: f = 707.5 MHz; σ = 0.898 S/m; εr = 42.18; ρ

= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.71, 9.71, 9.71); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch23095/Area Scan (81x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.229 W/kg

Ch23095/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.96 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.289 W/kg
SAR(1 g) = 0.140 W/kg; SAR(10 g) = 0.083 W/kg
Maximum value of SAR (measured) = 0.223 W/kg

0 dB = 0.223 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/12/30

27_LTE Band 13_10M_QPSK_1RB_25Offset_Back_10mm_Ch23230

Communication System: UID 0, LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1
Medium: HSL_750_231230 Medium parameters used: f = 782 MHz; σ = 0.922 S/m; εr = 42.052; ρ

= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.71, 9.71, 9.71); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch23230/Area Scan (81x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.357 W/kg

Ch23230/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.12 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 0.377 W/kg
SAR(1 g) = 0.230 W/kg; SAR(10 g) = 0.148 W/kg
Maximum value of SAR (measured) = 0.320 W/kg

0 dB = 0.320 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/4

28_GSM850_GPRS(2 Tx slots)_Back_10mm_Ch189

Communication System: UID 0, GPRS/EDGE10 (0); Frequency: 836.4 MHz;Duty Cycle: 1:4.15
Medium: HSL_835_240104 Medium parameters used: f = 836.4 MHz; σ = 0.942 S/m; εr = 41.848; 

ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.49, 9.49, 9.49); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch189/Area Scan (81x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.648 W/kg

Ch189/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 18.23 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 0.940 W/kg
SAR(1 g) = 0.477 W/kg; SAR(10 g) = 0.270 W/kg
Maximum value of SAR (measured) = 0.725 W/kg

0 dB = 0.725 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/4

29_WCDMA V_RMC 12.2Kbps_Back_10mm_Ch4182

Communication System: UID 0, UMTS (0); Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium: HSL_835_240104 Medium parameters used: f = 836.4 MHz; σ = 0.942 S/m; εr = 41.848; 

ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.49, 9.49, 9.49); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch4182/Area Scan (81x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.552 W/kg

Ch4182/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.95 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 0.658 W/kg
SAR(1 g) = 0.359 W/kg; SAR(10 g) = 0.208 W/kg
Maximum value of SAR (measured) = 0.534 W/kg

0 dB = 0.534 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/4

30_LTE Band 26_15M_QPSK_1RB_37Offset_Back_10mm_Ch26865

Communication System: UID 0, LTE (0); Frequency: 831.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_240104 Medium parameters used: f = 831.5 MHz; σ = 0.94 S/m; εr = 41.861; ρ 

= 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.49, 9.49, 9.49); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch26865/Area Scan (81x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.391 W/kg

Ch26865/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 14.74 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 0.567 W/kg
SAR(1 g) = 0.284 W/kg; SAR(10 g) = 0.162 W/kg
Maximum value of SAR (measured) = 0.428 W/kg

0 dB = 0.428 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/4

31_LTE Band 5_10M_QPSK_1RB_25Offset_Back_10mm_Ch20525

Communication System: UID 0, LTE (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_240104 Medium parameters used: f = 836.5 MHz; σ = 0.942 S/m; εr = 41.848; 

ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.49, 9.49, 9.49); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch20525/Area Scan (81x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.503 W/kg

Ch20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.54 V/m; Power Drift = 0.16 dB
Peak SAR (extrapolated) = 0.662 W/kg
SAR(1 g) = 0.332 W/kg; SAR(10 g) = 0.191 W/kg
Maximum value of SAR (measured) = 0.532 W/kg

0 dB = 0.532 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/4

32_FR1 n5_20M_QPSK_50RB_28Offset_DFT-15_Back_10mm_Ch167300

Communication System: UID 0, 5G NR (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_240104 Medium parameters used: f = 836.5 MHz; σ = 0.942 S/m; εr = 41.848; 

ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(9.49, 9.49, 9.49); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch167300/Area Scan (81x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.417 W/kg

Ch167300/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 14.67 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 0.595 W/kg
SAR(1 g) = 0.300 W/kg; SAR(10 g) = 0.170 W/kg
Maximum value of SAR (measured) = 0.456 W/kg

0 dB = 0.456 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

33_WCDMA IV_RMC 12.2Kbps_Bottom Side_10mm_Ch1413

Communication System: UID 0, UMTS (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750_240106 Medium parameters used: f = 1733 MHz; σ = 1.339 S/m; εr = 40.24; ρ 

= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.58, 8.58, 8.58); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch1413/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.932 W/kg

Ch1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 25.81 V/m; Power Drift = -0.16 dB
Peak SAR (extrapolated) = 1.10 W/kg
SAR(1 g) = 0.625 W/kg; SAR(10 g) = 0.345 W/kg
Maximum value of SAR (measured) = 0.914 W/kg

0 dB = 0.914 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

34_LTE Band 4_20M_QPSK_1RB_49Offset_Bottom Side_10mm_Ch20175

Communication System: UID 0, LTE (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1750_240106 Medium parameters used: f = 1733 MHz; σ = 1.339 S/m; εr = 40.24; ρ 

= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.58, 8.58, 8.58); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch20175/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.964 W/kg

Ch20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 27.08 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 1.10 W/kg
SAR(1 g) = 0.626 W/kg; SAR(10 g) = 0.344 W/kg
Maximum value of SAR (measured) = 0.919 W/kg

0 dB = 0.919 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

35_LTE Band 66_20M_QPSK_50RB_24Offset_Bottom Side_10mm_Ch132322

Communication System: UID 0, LTE (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750_240106 Medium parameters used: f = 1745 MHz; σ = 1.346 S/m; εr = 40.22; ρ 

= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.58, 8.58, 8.58); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch132322/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.999 W/kg

Ch132322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 27.37 V/m; Power Drift = -0.16 dB
Peak SAR (extrapolated) = 1.12 W/kg
SAR(1 g) = 0.644 W/kg; SAR(10 g) = 0.355 W/kg
Maximum value of SAR (measured) = 0.947 W/kg

0 dB = 0.947 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

36_FR1 n66_20M_QPSK_50RB_28Offset_DFT-15_Bottom Side_10mm_Ch349000

Communication System: UID 0, 5G NR (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750_240106 Medium parameters used: f = 1745 MHz; σ = 1.346 S/m; εr = 40.22; ρ 

= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.58, 8.58, 8.58); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch349000/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.20 W/kg

Ch349000/Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 29.90 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 1.39 W/kg
SAR(1 g) = 0.783 W/kg; SAR(10 g) = 0.430 W/kg
Maximum value of SAR (measured) = 1.16 W/kg

0 dB = 1.16 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/9

37_GSM1900_GPRS(4 Tx slots)_Bottom Side_10mm_Ch512

Communication System: UID 0, GPRS/EDGE10 (0); Frequency: 1850.2 MHz;Duty Cycle: 1:2.08 
Medium: HSL_1900_240109 Medium parameters used: f = 1850.2 MHz; σ = 1.403 S/m; εr =

40.064; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.29, 8.29, 8.29); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch512/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.10 W/kg

Ch512/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 26.85 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 1.22 W/kg
SAR(1 g) = 0.702 W/kg; SAR(10 g) = 0.399 W/kg
Maximum value of SAR (measured) = 1.02 W/kg

0 dB = 1.02 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/9

38_WCDMA II_RMC 12.2Kbps_Bottom Side_10mm_Ch9538

Communication System: UID 0, UMTS (0); Frequency: 1907.6 MHz;Duty Cycle: 1:1
Medium: HSL_1900_240109 Medium parameters used: f = 1908 MHz; σ = 1.437 S/m; εr = 40.016; 

ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.29, 8.29, 8.29); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch9538/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.14 W/kg

Ch9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 26.43 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 1.28 W/kg
SAR(1 g) = 0.730 W/kg; SAR(10 g) = 0.412 W/kg
Maximum value of SAR (measured) = 1.07 W/kg

0 dB = 1.07 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/9

39_LTE Band 2_20M_QPSK_50RB_24Offset_Bottom Side_10mm_Ch19100

Communication System: UID 0, LTE (0); Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: HSL_1900_240109 Medium parameters used: f = 1900 MHz; σ = 1.437 S/m; εr = 40.992;

ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(8.29, 8.29, 8.29); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch19100/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.02 W/kg

Ch19100/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 25.03 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 1.14 W/kg
SAR(1 g) = 0.648 W/kg; SAR(10 g) = 0.367 W/kg
Maximum value of SAR (measured) = 0.949 W/kg

0 dB = 0.949 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

40_LTE Band 7_20M_QPSK_50RB_24Offset_Top Side_10mm_Ch21100

Communication System: UID 0, LTE (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600_240106 Medium parameters used: f = 2535 MHz; σ = 1.874 S/m; εr = 39.155;

ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.55, 7.55, 7.55); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch21100/Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 2.20 W/kg

Ch21100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 19.45 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 2.63 W/kg
SAR(1 g) = 0.837 W/kg; SAR(10 g) = 0.354 W/kg
Maximum value of SAR (measured) = 2.05 W/kg

0 dB = 2.05 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

41_LTE Band 38_20M_QPSK_1RB_49Offset_Top Side_10mm_Ch38000

Communication System: UID 0, LTE (0); Frequency: 2595 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600_240106 Medium parameters used: f = 2595 MHz; σ = 1.921 S/m; εr = 39.076;

ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.55, 7.55, 7.55); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch38000/Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 2.56 W/kg

Ch38000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 12.13 V/m; Power Drift = 0.19 dB
Peak SAR (extrapolated) = 2.89 W/kg
SAR(1 g) = 0.94 W/kg; SAR(10 g) = 0.397 W/kg
Maximum value of SAR (measured) = 2.28 W/kg

0 dB = 2.28 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

42_LTE Band 41_20M_QPSK_50RB_24Offset_Top Side_10mm_Ch40185

 
 

Communication System: UID 0, LTE (0); Frequency: 2549.5 MHz;Duty Cycle: 1:1.59 
Medium: HSL_2600_240106 Medium parameters used: f = 2549.5 MHz; σ = 1.886 S/m; εr =

39.126; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.55, 7.55, 7.55); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch40185/Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 3.21 W/kg

Ch40185/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 5.921 V/m; Power Drift = 0.16 dB
Peak SAR (extrapolated) = 3.46 W/kg
SAR(1 g) = 0.805 W/kg; SAR(10 g) = 0.341 W/kg
Maximum value of SAR (measured) = 2.71 W/kg

0 dB = 2.71 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

43_FR1 n7_20M_QPSK_50RB_28Offset_DFT-15_TopSide_10mm_Ch507000

 

Communication System: UID 0, 5G NR (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600_240106 Medium parameters used: f = 2535 MHz; σ = 1.874 S/m; εr = 39.155;

ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.55, 7.55, 7.55); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch507000/Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.97 W/kg

Ch507000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 9.993 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 2.06 W/kg
SAR(1 g) = 0.924 W/kg; SAR(10 g) = 0.394 W/kg
Maximum value of SAR (measured) = 1.62 W/kg

0 dB = 1.62 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

44_FR1 n38_20M_QPSK_1RB_1Offset_DFT-30_Top Side_10mm_Ch519000

Communication System: UID 0, 5G NR (0); Frequency: 2595 MHz;Duty Cycle: 1:1
Medium: HSL_2600_240106 Medium parameters used: f = 2595 MHz; σ = 1.921 S/m; εr = 39.076;

ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.55, 7.55, 7.55); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch519000/Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.48 W/kg

Ch519000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 7.707 V/m; Power Drift = -0.17 dB
Peak SAR (extrapolated) = 1.82 W/kg
SAR(1 g) = 0.817 W/kg; SAR(10 g) = 0.345 W/kg
Maximum value of SAR (measured) = 1.40 W/kg

0 dB = 1.40 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/6

45_FR1 n41_100M_QPSK_1RB_137Offset_DFT-30_TopSide_10mm_Ch518598

 

Communication System: UID 0, 5G NR (0); Frequency: 2592.99 MHz;Duty Cycle: 1:1
Medium: HSL_2600_240106 Medium parameters used: f = 2593 MHz; σ = 1.92 S/m; εr = 39.081; ρ 
= 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.55, 7.55, 7.55); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch518598/Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.52 W/kg

Ch518598/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 15.86 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 1.86 W/kg
SAR(1 g) = 0.827 W/kg; SAR(10 g) = 0.347 W/kg
Maximum value of SAR (measured) = 1.42 W/kg

0 dB = 1.42 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/5

46_Bluetooth_DH5 1Mbps_Back_10mm_Ch0

Communication System: UID 0, Bluetooth (0); Frequency: 2402 MHz;Duty Cycle: 1:1.301 
Medium: HSL_2450_240105 Medium parameters used: f = 2402 MHz; σ = 1.777 S/m; εr = 39.368;

ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.64, 7.64, 7.64); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch0/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0656 W/kg

Ch0/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 2.035 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.0920 W/kg
SAR(1 g) = 0.040 W/kg; SAR(10 g) = 0.018 W/kg
Maximum value of SAR (measured) = 0.0713 W/kg

0 dB = 0.0713 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/5

47_WLAN2.4GHz_802.11b 1Mbps_Back_10mm_Ch1

Communication System: UID 0, WIFI (0); Frequency: 2412 MHz;Duty Cycle: 1:1
Medium: HSL_2450_240105 Medium parameters used: f = 2412 MHz; σ = 1.784 S/m; εr = 39.351;

ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.64, 7.64, 7.64); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch1/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.133 W/kg

Ch1/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 2.887 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.180 W/kg
SAR(1 g) = 0.079 W/kg; SAR(10 g) = 0.037 W/kg
Maximum value of SAR (measured) = 0.140 W/kg

0 dB = 0.140 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/8

48_WLAN5GHz_802.11n-HT40 MCS0_Back_10mm_Ch38

Communication System: UID 0, WIFI (0); Frequency: 5190 MHz;Duty Cycle: 1:1.055
Medium: HSL_5250_240108 Medium parameters used: f = 5190 MHz; σ = 4.454 S/m; εr = 35.674;

ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(5.07, 5.07, 5.07); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch38/Area Scan (101x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.327 W/kg

Ch38/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 1.814 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.541 W/kg
SAR(1 g) = 0.152 W/kg; SAR(10 g) = 0.049 W/kg
Maximum value of SAR (measured) = 0.341 W/kg

0 dB = 0.341 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2024/1/12

49_WLAN5GHz_802.11n-HT40 MCS0_Back_10mm_Ch159

Communication System: UID 0, WIFI (0); Frequency: 5795 MHz;Duty Cycle: 1:1.055
Medium: HSL_5750_240112 Medium parameters used: f = 5795 MHz; σ = 5.114 S/m; εr = 34.607;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(4.65, 4.65, 4.65); Calibrated: 2023/6/6
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2023/11/20
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch159/Area Scan (101x191x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.856 W/kg

Ch159/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 0 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 0.886 W/kg
SAR(1 g) = 0.217 W/kg; SAR(10 g) = 0.072 W/kg
Maximum value of SAR (measured) = 0.513 W/kg

0 dB = 0.513 W/kg




