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3. 99% & 26dB Bandwidth

3.1 Band66_OBW

3.1.1 Test Result

Band: 66 / NTNV
. . Frequency RB Allocation 99% Occupied Bandwidth (MHz) .
Bandwidth (MHz) |[Modulation (MH2) Size Offset Result Verdict

1710.7 6 0 1.153 Pass
1.4 64QAM 1745 6 0 1.164 Pass
1779.3 6 0 1.147 Pass
17115 15 0 2.801 Pass
3 64QAM 1745 15 0 2.770 Pass
1778.5 15 0 2.777 Pass
1712.5 25 0 4.588 Pass
5 64QAM 1745 25 0 4.607 Pass
1777.5 25 0 4.586 Pass
1715 50 0 9.058 Pass
10 64QAM 1745 50 0 9.057 Pass
1775 50 0 9.056 Pass
17175 75 0 13.545 Pass
15 64QAM 1745 75 0 13.578 Pass
1772.5 75 0 13.496 Pass
1720 100 0 17.840 Pass
20 64QAM 1745 100 0 18.132 Pass
1770 100 0 17.901 Pass
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3.1.2 Test Graph
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3.2 Band66_XDB
3.2.1 Test Result
Band: 66 / NTNV
. . Frequency RB Allocation 26dB Bandwidth (MHz) .
Bandwidth (MHz)  |Modulation (MH2) Size Offset Result Verdict
1710.7 6 0 1.624 Pass
14 64QAM 1745 6 0 1.621 Pass
1779.3 6 0 1.543 Pass
17115 15 0 3.609 Pass
3 64QAM 1745 15 0 3.436 Pass
1778.5 15 0 3.525 Pass
1712.5 25 0 5.437 Pass
5 64QAM 1745 25 0 5.548 Pass
1777.5 25 0 5.392 Pass
1715 50 0 10.107 Pass
10 64QAM 1745 50 0 10.096 Pass
1775 50 0 10.154 Pass
1717.5 75 0 14.917 Pass
15 64QAM 1745 75 0 14.850 Pass
1772.5 75 0 14.815 Pass
1720 100 0 19.573 Pass
20 64QAM 1745 100 0 19.685 Pass
1770 100 0 19.501 Pass
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