
Type-C 

音频接口 
接收端指示灯
开机键 

10    充电孔 

 

   
 

 

 

 

 

 
 

 

****部分 安卓手机因系统原因会出现不兼容问题，详情请咨询经销商**** 

首先长按3秒开机，把接收端音频头插入手机音箱 
的音频孔，绿灯闪，进入待连接状态。 

 

 

第二步：长按麦克风开机键开机，指示灯闪红绿灯 
进入待连接状态。 

 

 

第三步:接收端绿灯常亮，发射器绿灯常亮，配对成功
手机打开相机、直播视频等APP即可使用麦克风收音。 

 

 

 

指示灯绿灯常亮 

麦克风发射器和音频接收器，都带电池，建议使用后  
直接充电，方便下次使用，接收器不能边用边充电。 

 

 

 

 
   

   

  灯全灭 

   

   

电量低 
 

  

充电 使用C线充电  

备注:部分型号的接收端不具备此功能，以实际产品为准 
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3.5音频接收端
Type-C充电线 

   

   

  灯全灭 

   

 开机自动连接配对  

电量低   

充电 使用C线充电  

静音 按一下按键 绿灯闪亮 

无连接 超过3 分钟无连接自动关机 灯全灭 

 



    
 

 

 

 

 

 

 

 

 

 

 

 

 
 

*****Some Androld phones may have incompatibiliy problems due to 

  System please consult your dealer for details***** 

Step 1: first, press and hold for 3 seconds to start up. insert 

the audio head of the receiving end into the audio hole of 

the mobile phone speaker, and the green light flashes to 

enter the state to be connected. 
 

 
 

 

 Long press the microphone power on button to start up, 

and the indicator flashes the traffic light to enter the state 

to be connected. 

 

 

 

 

 

 

 

 
 

Switch Key 

Step 3: The indicator green light of receiver keeps always on, 

The green light of the transmitter is always on, and the pairing 

is successful, then open the phone camera, live App or 

other Apps，and then to use the microphone to receive 

sound. 

Both microphone transmitter and audio receiver are 
 

equipped with batteries. It is recommended to charge 

directly after use to facilitate next use. The receiver 

cannot be charged while using. 

 

 

 
 

/status operation Lamp effect 
 

 
Press and hold the key for 3 
seconds Traffic lights flash alternately 

Shut down Press and hold the key for 3 
seconds All lights off 

Search pairing  Traffic lights flash alternately 

Pairing successful  The green light is always on 

Low power On state The red light comes on every 10 
seconds 

charge Charging with C-wire 
The red light is always on and the full 
red light goes out 

 

10 

Audio intertace 

Microphone Type-C chargng port Power button 
10    Charging hole 

 
3.5 audio receiver 
Type-C charging cable 
User manual 

green 

/status operation Lamp effect 

 Press and hold the key for 3 
seconds  

 Press and hold the key for 3 
seconds All lights off 

Search pairing 
 

Traffic lights flash alternately 

Pairing successful Power on automatic connection 
pairing The green light is always on 

Low power On state The red light comes on every 10 
seconds 

charge Charging with C-wire 
The red light is always on and the full 
red light goes out 

Mute Press the button The green light flashes 

No connection 
If there is no connection for more 
than 3 minutes, it will shut down 
automatically 

All lights off 

 



FCC Caution. 
 

§ 15.19 Labelling requirements. 

This device complies with part 15 of the FCC Rules. Operation is subject to the following two 

conditions: (1) This device may not cause harmful interference, and (2) this device must accept 

any interference received, including interference that may cause undesired operation. 
 

 

§ 15.21 Information to user. 

Any Changes or modifications not expressly approved by the party responsible for compliance 

could void the user's authority to operate the equipment. 

 

§ 15.105 Information to the user. 

Note: This equipment has been tested and found to comply with the limits for a Class B digital 

device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable 

protection against harmful interference in a residential installation. This equipment generates 

uses and can radiate radio frequency energy and, if not installed and used in accordance with the 

instructions, may cause harmful interference to radio communications. However, there is no 

guarantee that interference will not occur in a particular installation. If this equipment does cause 

harmful interference to radio or television reception, which can be determined by turning the 

equipment off and on, the user is encouraged to try to correct the interference by one or more of 

the following measures: 

-Reorient or relocate the receiving antenna. 

-Increase the separation between the equipment and receiver. 

-Connect the equipment into an outlet on a circuit different from that to which the receiver is 

connected. 

-Consult the dealer or an experienced radio/TV technician for help. 
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