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Sma「t inside, splendid outside 

3. Choose you「WiFi network, enter your password, and tap the 'Next ’ 

button. Then give a name to the light and tap the ’Done 『 button.

Cancel 

Select 2.4 GHz Wi-Fi 
Network and enter password. 

If you, w, Fl ,s 5GHz. please set ,t to be 
2.4GH,. Com moo rn,te, setting method 
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Done 

Added successfully 
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Smart inside, s口lendid口utside

Note: 

01 Make sure that the distance between the light and the object being lits is more 

than 1 meter, so as to avoid high temperature caused by short distance. 
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The light source of this luminaire is not replaceable. 

Limitation of Indoor and Outdoor Use 

FCC ID: 2AWONNTF77 

This device complies with part 15 of the FCC rules. Operation is subject to the 
following two conditi口ns: (1) this device may not cause harmful interference, and (2) this device 
must accept any interference received, including interference that may 
cause undesired 口pera口on.
This equipment complies with FCC radiation exp口sure limits set forth for an uncontrolled 
environment. This transmitter must not be co-located or opera甘ng in conjunction with any 
other antenna or transmitter. 

•Reorient or relocate the receiving antenna.
•Increase the separation between the equipment and receiver.
•Connect the equipment into an outlet on a circuit different from that to which the receiver is 
connected.
•Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer 
could void your authority to operate this equipment.
This device complies with part 15 of the FCC Rules. Operation is subject to the following two 
conditions: (1) This device may not cause harmful interference, and (2) this device must accept 
any interference received, including interference that may cause undesired operation.
RF Exposure Information
This equipment complies with FCC radiation exposure limits set forth for an uncontrolled 
environment. This equipment should be installed and operated with minimum distance 20cm 
between the radiator and your body.




