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68.5*41.5±0.2mm，1R 文字转曲线（供应商来料效果）

Archer C58HP(UN)_1.0_产品规格标贴

A6

80g艾利铜版纸+雾膜

滑翔机-249

Archer C58HP(UN) 1.0

张乐怡

2022-11-01

刷新公司名和FCC ID，添加UKCA、白俄、R-NZ、

书本感叹号

PANTONE 877C

黑色、白色

PANTONE 877C

PANTONE 877C

备注：

1）S/N码由工厂用33*7空白标贴（7210500094）打印，贴于产品规格标贴指定位置；

      MAC地址、Wireless Password/PIN、SSID由工厂直接打印于产品规格标贴指定位置;

MAC条码由“XXXXXXXXXXXX”生成，文本打印为“XX-XX-XX-XX-XX-XX”.

2）图示条码均为示意，具体请以生产实际为准。

二维码制：QR CODE；
二维码尺寸：10*10 mm；误差要求正负1MM；
二维码内容：“WIFI:T:WPA;S:SSID;P:Wireless Password/PIN;;”，
其中“SSID”及“Wireless Password/PIN”内容与产品规格标贴
SSID及Wireless Password/PIN一维码内容对应；对于双频及三频产
品，打印2.4G Wi-Fi的二维码

32.50mm

8.65mm
Model: Archer C58HP

AC1350 High Power Wireless Dual Band Router

This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions:(1) This 
device may not cause harmful interference, and (2) this device must accept any interference received, including 
interference that may cause undesired operation.

FCC ID: 2AXJ4C58HP

Power: 12V     1.5A
Default Access:
http://tplinkwifi.net

Model:Archer C58HP(UN)                     Ver:1.0
S/N:XXXXXXXXXXXXX                

MAC:XX-XX-XX-XX-XX-XX

Wireless Password/PIN:
XXXXXXXX
SSID:TP-Link_XXXX
SSID:TP-Link_XXXX_5GJOIN PRESET WI-FI

TP-Link Corporation Limited   Suite 901, New East Ocean Centre, Tsim Sha Tsui, Hong Kong


