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Number of pages: 5 Date of Report: 2021-Apr-16 

Testing company: CETECOM GmbH 

Im Teelbruch 116 

45219 Essen Germany 

Tel. + 49 (0) 20 54 / 95 19-0 

Fax: + 49 (0) 20 54 / 95 19-150 

Applicant: Eppendorf AG

Test Object / 

Tested Device(s): 

Touch server to handle electronic pipettes of Eppendorf Xplorer® family via WiFi, 

VisioNize® pipette manager 

FCC ID: 2AXZD1004000001 IC: 26635-1004000001 

Testing has been 

carried out in 

accordance with: 

FCC Regulations: 

Title 47 CFR, Chapter I 

FCC Regulations, Subchapter A 

Subpart B: §15.107, §15.109 (Class B limits) 

ISED Regulations: 

ICES-003, Issue 6 (2016+Update 2019) 
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1 Test setup photographs 

Photograph 1: EUT test setup Conducted emissions on AC-Power lines 

Photograph 2: EUT test setup in the semi anechoic chamber, close up view 
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Photograph 3: EUT test setup in the semi anechoic chamber, overview 

Photograph 4: EUT test setup in the fully anechoic chamber, close up view 
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Photograph 5: EUT test setup in the fully anechoic chamber, overview 

End Of Annex 4 


