
低压参数标贴（中性）
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杨振华
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杨振华 21.06.21
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PPS003-6e01A1PS72

编码料号

尺寸84*47mm,公差+0/-0.3mm;
材质75#合成纸,裱哑膜，单面背胶； 
颜色底黑色，字符专色银色877C；
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P/N:17.0301.0953-01A1

Model No.: PS72

Battery Capacity: 

716Wh 22.4VDC 32Ah

Input:

12-28VDC, 8A, 200W

Discharge Temperature: -20-40℃
Charging Temperature: 0-40℃
Working Humidity: 10%-90%

Output:
AC × 5: 100-120VAC 50/60Hz, 700W Total
USB-A × 2: 5VDC, 3A Total
USB-C × 2: 5/9/12/15/20VDC, 3A; 20VDC, 5A
(emark chip built-in)
DC 5521 × 2: 12VDC, 10A Total
Cigarette Lighter × 1: 12VDC, 10A
(DC 5521 and Cigarette Lighter 10A Total)
Wireless Charge: 5W/7.5W/10W/15W

Portable Power Station

首版发布

杨振华 22.01.04CUS改TUV标志

17.0301.0953-01

FCC ID:2AYT3-PS72

FCC Warning
This device complies with part 15 of the FCC Rules. Operation is subject to the 
following two conditions:(1) This device may not cause harmful interference, and (2) 
this device must accept any interference received, including interference that may 
cause undesired operation.
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