
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/16

01_LTE Band 12_10M_QPSK_1RB_0Offset_Left Cheek_Ch23095

Communication System: UID 0, LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_230316 Medium parameters used: f = 707.5 MHz; σ = 0.857 S/m; εr = 41.674;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(9.67, 9.67, 9.67); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch23095/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.05 W/kg

Ch23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 8.878 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 1.84 W/kg
SAR(1 g) = 0.825 W/kg; SAR(10 g) = 0.432 W/kg
Maximum value of SAR (measured) = 1.40 W/kg

0 dB = 1.40 W/kg



  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/16

02_LTE Band 71_20M_QPSK_1RB_0Offset_Left Cheek_Ch133297

Communication System: UID 0, LTE (0); Frequency: 680.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_230316 Medium parameters used: f = 680.5 MHz; σ = 0.853 S/m; εr = 42.115;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(9.67, 9.67, 9.67); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch133297/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.07 W/kg

Ch133297/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 9.673 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 2.13 W/kg
SAR(1 g) = 0.931 W/kg; SAR(10 g) = 0.489 W/kg
Maximum value of SAR (measured) = 1.49 W/kg

0 dB = 1.49 W/kg



 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/16

03_FR1 n12_15M_QPSK_36RB_22Offset_DFT-15_Left Cheek_Ch141500

Communication System: UID 0, N12 (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_230316 Medium parameters used: f = 707.5 MHz; σ = 0.864 S/m; εr = 41.795;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(9.67, 9.67, 9.67); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch141500/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.27 W/kg

Ch141500/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 8.704 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 1.98 W/kg
SAR(1 g) = 0.856 W/kg; SAR(10 g) = 0.449 W/kg
Maximum value of SAR (measured) = 1.21 W/kg

0 dB = 1.21 W/kg



  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/16

04_FR1 n71_20M_QPSK_50RB_28Offset_DFT-15_Left Cheek_Ch136100

Communication System: UID 0, N71 (0); Frequency: 680.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_230316 Medium parameters used: f = 680.5 MHz; σ = 0.854 S/m; εr = 42.232;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(9.67, 9.67, 9.67); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch136100/Area Scan (81x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.41 W/kg

Ch136100/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 26.73 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 1.99 W/kg
SAR(1 g) = 0.899 W/kg; SAR(10 g) = 0.482 W/kg
Maximum value of SAR (measured) = 1.33 W/kg

0 dB = 1.33 W/kg



  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/19

05_GSM850_GPRS(4 Tx slots)_Left Cheek_Ch189

Communication System: UID 0, GPRS/EDGE12 (0); Frequency: 836.4 MHz;Duty Cycle: 1:2.08
Medium: HSL_835_230319 Medium parameters used: f = 836.4 MHz; σ = 0.903 S/m; εr = 40.74; ρ 
= 1000 kg/m3

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(9.31, 9.31, 9.31); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch189/Area Scan (81x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.06 W/kg

Ch189/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 11.27 V/m; Power Drift = -0.18 dB
Peak SAR (extrapolated) = 2.32 W/kg
SAR(1 g) = 1.05 W/kg; SAR(10 g) = 0.556 W/kg
Maximum value of SAR (measured) = 1.83 W/kg

0 dB = 1.83 W/kg



  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/19

06_WCDMA V_RMC 12.2Kbps_Left Cheek_Ch4182

Communication System: UID 0, UMTS (0); Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium: HSL_835_230319 Medium parameters used: f = 836.4 MHz; σ = 0.903 S/m; εr = 40.74; ρ 
= 1000 kg/m3

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(9.31, 9.31, 9.31); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch4182/Area Scan (71x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.04 W/kg

Ch4182/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 9.126 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 1.90 W/kg
SAR(1 g) = 0.887 W/kg; SAR(10 g) = 0.469 W/kg
Maximum value of SAR (measured) = 1.48 W/kg

0 dB = 1.48 W/kg 



  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/19

07_LTE Band 26_15M_QPSK_1RB_0Offset_Left Cheek_Ch26765

Communication System: UID 0, LTE (0); Frequency: 821.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_230319 Medium parameters used: f = 821.5 MHz; σ = 0.89 S/m; εr = 40.875; ρ 
= 1000 kg/m3

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(9.31, 9.31, 9.31); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch26765/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.973 W/kg

Ch26765/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 8.068 V/m; Power Drift = 0.19 dB
Peak SAR (extrapolated) = 1.95 W/kg
SAR(1 g) = 0.862 W/kg; SAR(10 g) = 0.450 W/kg
Maximum value of SAR (measured) = 1.22 W/kg

0 dB = 1.22 W/kg



  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/19

08_FR1 n5_20M_QPSK_50RB_28Offset_DFT-15_Left Cheek_Ch167300

Communication System: UID 0, 5G NR (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_230319 Medium parameters used: f = 836.5 MHz; σ = 0.903 S/m; εr = 40.74; ρ 
= 1000 kg/m3

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(9.31, 9.31, 9.31); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch167300/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.22 W/kg

Ch167300/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 8.976 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 1.85 W/kg
SAR(1 g) = 0.864 W/kg; SAR(10 g) = 0.457 W/kg
Maximum value of SAR (measured) = 1.21 W/kg

0 dB = 1.21 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/22

09_WCDMA IV_RMC 12.2Kbps_Right Cheek_Ch1513

Communication System: UID 0, UMTS (0); Frequency: 1752.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750_230322 Medium parameters used: f = 1753 MHz; σ = 1.407 S/m; εr = 40.094;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(8.56, 8.56, 8.56); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch1513/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.29 W/kg

Ch1513/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.32 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 2.21 W/kg
SAR(1 g) = 1.1 W/kg; SAR(10 g) = 0.548 W/kg
Maximum value of SAR (measured) = 1.76 W/kg

0 dB = 1.76 W/kg



 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/22

10_LTE Band 66_20M_QPSK_1RB_0Offset_Right Tilted_Ch132572

Communication System: UID 0, LTE (0); Frequency: 1770 MHz;Duty Cycle: 1:1
Medium: HSL_1750_230322 Medium parameters used: f = 1770 MHz; σ = 1.423 S/m; εr = 40.013;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(8.56, 8.56, 8.56); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch132572/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.19 W/kg

Ch132572/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 30.65 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 2.03 W/kg
SAR(1 g) = 0.996 W/kg; SAR(10 g) = 0.462 W/kg
Maximum value of SAR (measured) = 1.64 W/kg

0 dB = 1.64 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/22

11_FR1 n66_30M_QPSK_1RB_1Offset_DFT-15_Right Tilted_Ch349000

Communication System: UID 0, 5G NR (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750_230322 Medium parameters used: f = 1745 MHz; σ = 1.399 S/m; εr = 40.127;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(8.56, 8.56, 8.56); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch349000/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.18 W/kg

Ch349000/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 25.65 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 1.83 W/kg
SAR(1 g) = 0.920 W/kg; SAR(10 g) = 0.430 W/kg
Maximum value of SAR (measured) = 1.26 W/kg

0 dB = 1.26 W/kg



 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/25

12_GSM1900_GPRS(4 Tx slots)_Right Cheek_Ch810

Communication System: UID 0, GPRS/EDGE12 (0); Frequency: 1909.8 MHz;Duty Cycle: 1:2.08
Medium: HSL_1900_230325 Medium parameters used: f = 1909.8 MHz; σ = 1.387 S/m; εr =

40.258; ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(8.24, 8.24, 8.24); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

 

 

 

 

 

 

Ch810/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.01 W/kg

Ch810/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 8.066 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 1.49 W/kg
SAR(1 g) = 0.635 W/kg; SAR(10 g) = 0.361 W/kg
Maximum value of SAR (measured) = 1.21 W/kg

0 dB = 1.21 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/25

13_WCDMA II_RMC 12.2Kbps_Right Cheek_Ch9400

Communication System: UID 0, UMTS (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_230325 Medium parameters used: f = 1880 MHz; σ = 1.402 S/m; εr = 40.407;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(8.24, 8.24, 8.24); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch9400/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.39 W/kg

Ch9400/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 9.369 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 2.12 W/kg
SAR(1 g) = 1.03 W/kg; SAR(10 g) = 0.514 W/kg
Maximum value of SAR (measured) = 1.74 W/kg

0 dB = 1.74 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/25

14_LTE Band 25_20M_QPSK_1RB_0Offset_Right Cheek_Ch26340

Communication System: UID 0, LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_230325 Medium parameters used: f = 1880 MHz; σ = 1.402 S/m; εr = 40.407;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(8.24, 8.24, 8.24); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch26340/Area Scan (81x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.61 W/kg

Ch26340/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 8.819 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 1.94 W/kg
SAR(1 g) = 0.906 W/kg; SAR(10 g) = 0.435 W/kg
Maximum value of SAR (measured) = 1.63 W/kg

0 dB = 1.63 W/kg



 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/25

15_FR1 n25_20M_QPSK_50RB_28Offset_DFT-15_Right Cheek_Ch381000

Communication System: UID 0, N25 (0); Frequency: 1905 MHz;Duty Cycle: 1:1
Medium: HSL_1900_230325 Medium parameters used: f = 1905 MHz; σ = 1.427 S/m; εr = 40.288;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(8.24, 8.24, 8.24); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch381000/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.11 W/kg

Ch381000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 8.803 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 1.43 W/kg
SAR(1 g) = 0.717 W/kg; SAR(10 g) = 0.356 W/kg
Maximum value of SAR (measured) = 1.12 W/kg

0 dB = 1.12 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/28

16_LTE Band 30_10M_QPSK_1RB_0Offset_Right Cheek_Ch27710

Communication System: UID 0, LTE (0); Frequency: 2310 MHz;Duty Cycle: 1:1
Medium: HSL_2300_230328 Medium parameters used: f = 2310 MHz; σ = 1.711 S/m; εr = 38.713;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(7.79, 7.79, 7.79); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch27710/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.91 W/kg

Ch27710/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 12.84 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 2.33 W/kg
SAR(1 g) = 1.03 W/kg; SAR(10 g) = 0.502 W/kg
Maximum value of SAR (measured) = 1.78 W/kg

0 dB = 1.78 W/kg



 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/28

17_FR1 n30_10M_QPSK_1RB_1Offset_DFT-15_Right Cheek_Ch462000

Communication System: UID 0, N30 (0); Frequency: 2310 MHz;Duty Cycle: 1:1
Medium: HSL_2300_230328 Medium parameters used: f = 2310 MHz; σ = 1.711 S/m; εr = 38.713;
ρ= 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(7.79, 7.79, 7.79); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch462000/Area Scan (81x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.49 W/kg

Ch462000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 12.20 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 1.96 W/kg
SAR(1 g) = 0.859 W/kg; SAR(10 g) = 0.415 W/kg
Maximum value of SAR (measured) = 1.50 W/kg

0 dB = 1.50 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/3

18_LTE Band 7_20M_QPSK_1RB_0Offset_Left Cheek_Ch20850

Communication System: UID 0, LTE (0); Frequency: 2510 MHz;Duty Cycle: 1:1
Medium: HSL_2600_230403 Medium parameters used: f = 2510 MHz; σ = 1.936 S/m; εr = 37.822;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(7.35, 7.35, 7.35); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch20850/Area Scan (101x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.12 W/kg

Ch20850/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 4.657 V/m; Power Drift = 0.14 dB
Peak SAR (extrapolated) = 1.80 W/kg
SAR(1 g) = 0.982 W/kg; SAR(10 g) = 0.422 W/kg
Maximum value of SAR (measured) = 1.40 W/kg

0 dB = 1.40 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/3

19_LTE Band 41_20M_QPSK_1RB_0Offset_Left Cheek_Ch40620

Communication System: UID 0, LTE (0); Frequency: 2593 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600_230403 Medium parameters used: f = 2593 MHz; σ = 2.044 S/m; εr = 38.026;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(7.35, 7.35, 7.35); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch40620/Area Scan (101x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.47 W/kg

Ch40620/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 9.167 V/m; Power Drift = -0.17 dB
Peak SAR (extrapolated) = 2.35 W/kg
SAR(1 g) = 0.992 W/kg; SAR(10 g) = 0.400 W/kg
Maximum value of SAR (measured) = 1.82 W/kg

0 dB = 1.82 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/3

20_FR1 n7_20M_QPSK_50RB_28Offset_DFT-15_Right Tilted_Ch512000

Communication System: UID 0, 5G NR (0); Frequency: 2560 MHz;Duty Cycle: 1:1
Medium: HSL_2600_230403 Medium parameters used: f = 2560 MHz; σ = 1.998 S/m; εr = 37.652;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(7.35, 7.35, 7.35); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch512000/Area Scan (81x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.39 W/kg

Ch512000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 23.33 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 2.26 W/kg
SAR(1 g) = 0.820 W/kg; SAR(10 g) = 0.351 W/kg
Maximum value of SAR (measured) = 1.66 W/kg

0 dB = 1.66 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/3

21_FR1 n41_100M_QPSK_135RB_69Offset_DFT-30_Left Cheek_Ch518598

Communication System: UID 0, N41 (0); Frequency: 2592.99 MHz;Duty Cycle: 1:1
Medium: HSL_2600_230403 Medium parameters used: f = 2593 MHz; σ = 2.044 S/m; εr = 38.026;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(7.35, 7.35, 7.35); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch518598/Area Scan (101x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.46 W/kg

Ch518598/Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 7.994 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 2.38 W/kg
SAR(1 g) = 0.936 W/kg; SAR(10 g) = 0.367 W/kg
Maximum value of SAR (measured) = 1.68 W/kg

0 dB = 1.68 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/9

22_LTE Band 48_20M_QPSK_1RB_0Offset_Right Cheek_Ch56640

Communication System: UID 0, LTE (0); Frequency: 3690 MHz;Duty Cycle: 1:1.59
Medium: HSL_3700_230409 Medium parameters used: f = 3690 MHz; σ = 3.13 S/m; εr = 38.779; ρ 
= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(6.98, 6.98, 6.98); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch56640/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.75 W/kg

Ch56640/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 3.859 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 3.17 W/kg
SAR(1 g) = 0.893 W/kg; SAR(10 g) = 0.313 W/kg
Maximum value of SAR (measured) = 1.97 W/kg

0 dB = 1.97 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/12

23_FR1 n77_100M_QPSK_135RB_69Offset_DFT-30_Right Tilted_Ch656000

Communication System: UID 0, N77 (0); Frequency: 3840 MHz;Duty Cycle: 1:1
Medium: HSL_3900_230412 Medium parameters used: f = 3840 MHz; σ = 3.194 S/m; εr = 36.198;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(6.42, 6.42, 6.42); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch656000/Area Scan (81x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.51 W/kg

Ch656000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 17.85 V/m; Power Drift = 0.16 dB
Peak SAR (extrapolated) = 2.56 W/kg
SAR(1 g) = 0.907 W/kg; SAR(10 g) = 0.330 W/kg
Maximum value of SAR (measured) = 1.85 W/kg

0 dB = 1.85 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/18

24_WLAN2.4GHz_802.11b 1Mbps_Left Tilted_Ch6

Communication System: UID 0, WIFI (0); Frequency: 2437 MHz;Duty Cycle: 1:1.022
Medium: HSL_2450_230418 Medium parameters used: f = 2437 MHz; σ = 1.87 S/m; ε

r
 = 38.798; ρ 

= 1000 kg/m

3
Ambient Temperature：23.6 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.57, 7.57, 7.57); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2022/11/23
- Phantom: SAM (30deg probe tilt) with CRP v4.0; Type: QD000P40CB; Serial: TP: 1500
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch6/Area Scan (91x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.638 W/kg

Ch6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 12.88 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 0.944 W/kg
SAR(1 g) = 0.393 W/kg; SAR(10 g) = 0.169 W/kg
Maximum value of SAR (measured) = 0.723 W/kg

0 dB = 0.723 W/kg



  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/18

25_Bluetooth_DH5 1Mbps_Left Cheek_Ch0

Communication System: UID 0, BT (0); Frequency: 2402 MHz;Duty Cycle: 1:1.301
Medium: HSL_2450_230418 Medium parameters used: f = 2402 MHz; σ = 1.827 S/m; εr = 38.890;

ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.57, 7.57, 7.57); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2022/11/23
- Phantom: SAM (30deg probe tilt) with CRP v4.0; Type: QD000P40CB; Serial: TP: 1500
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch0/Area Scan (91x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.275 W/kg

Ch0/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 6.101 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.396 W/kg
SAR(1 g) = 0.162 W/kg; SAR(10 g) = 0.068 W/kg
Maximum value of SAR (measured) = 0.293 W/kg

0 dB = 0.293 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/18

26_WLAN5GHz_802.11ac-VHT160 MCS0_Left Tilted_Ch50

Communication System: UID 0, WIFI (0); Frequency: 5250 MHz;Duty Cycle: 1:1.007
Medium: HSL_5250_230418 Medium parameters used: f = 5250 MHz; σ = 4.668 S/m; εr = 36.857;

ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(5.07, 5.07, 5.07); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2022/11/23
- Phantom: SAM (30deg probe tilt) with CRP v4.0; Type: QD000P40CB; Serial: TP: 1500
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch50/Area Scan (111x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.944 W/kg

Ch50/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 7.952 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 2.59 W/kg
SAR(1 g) = 0.385 W/kg; SAR(10 g) = 0.100 W/kg
Maximum value of SAR (measured) = 1.02 W/kg

0 dB = 1.02 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/19

27_WLAN5GHz_802.11ac-VHT160 MCS0_Left Tilted_Ch114

Communication System: UID 0, WIFI (0); Frequency: 5570 MHz;Duty Cycle: 1:1.007
Medium: HSL_5600_230419 Medium parameters used: f = 5570 MHz; σ = 5.007 S/m; εr = 36.392;

ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(4.55, 4.55, 4.55); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2022/11/23
- Phantom: SAM (30deg probe tilt) with CRP v4.0; Type: QD000P40CB; Serial: TP: 1500
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch114/Area Scan (111x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.835 W/kg

Ch114/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 8.607 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 1.75 W/kg
SAR(1 g) = 0.369 W/kg; SAR(10 g) = 0.115 W/kg
Maximum value of SAR (measured) = 1.01 W/kg

0 dB = 1.01 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/20

28_WLAN5GHz_802.11ac-VHT80 MCS0_Left Tilted_Ch155

Communication System: UID 0, WIFI (0); Frequency: 5775 MHz;Duty Cycle: 1:1 
Medium: HSL_5750_230420 Medium parameters used: f = 5775 MHz; σ = 5.229 S/m; εr

 

= 36.095;

ρ = 1000 kg/m

3
Ambient Temperature：23.5

 

℃;   Liquid Temperature：22.3

 

℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(4.65, 4.65, 4.65); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2022/11/23
- Phantom: SAM (30deg probe tilt) with CRP v4.0; Type: QD000P40CB; Serial: TP: 1500
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

 

 

 

 

 

 

Ch155/Area Scan (101x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.11 W/kg

Ch155/Zoom Scan (9x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 6.545 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 2.17 W/kg
SAR(1 g) = 0.410 W/kg; SAR(10 g) = 0.124 W/kg
Maximum value of SAR (measured) = 1.26 W/kg

Ch155/Zoom Scan (9x8x7)/Cube 1: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 6.545 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 1.72 W/kg
SAR(1 g) = 0.381 W/kg; SAR(10 g) = 0.099 W/kg
Maximum value of SAR (measured) = 1.04 W/kg

0 dB = 1.04 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/16

29_LTE Band 12_10M_QPSK_1RB_0Offset_Left Side_10mm_Ch23095

Communication System: UID 0, LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_230316 Medium parameters used: f = 707.5 MHz; σ = 0.857 S/m; εr = 41.674;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(9.67, 9.67, 9.67); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch23095/Area Scan (41x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.09 W/kg

Ch23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 32.55 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 1.34 W/kg
SAR(1 g) = 0.731 W/kg; SAR(10 g) = 0.410 W/kg
Maximum value of SAR (measured) = 1.12 W/kg

0 dB = 1.12 W/kg



 

 
 
 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/16

30_LTE Band 71_20M_QPSK_1RB_0Offset_Left Side_10mm_Ch133297

Communication System: UID 0, LTE (0); Frequency: 680.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_230316 Medium parameters used: f = 680.5 MHz; σ = 0.853 S/m; εr = 42.115;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(9.67, 9.67, 9.67); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch133297/Area Scan (41x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.943 W/kg

Ch133297/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 31.79 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 1.26 W/kg
SAR(1 g) = 0.786 W/kg; SAR(10 g) = 0.476 W/kg
Maximum value of SAR (measured) = 0.951 W/kg

0 dB = 0.951 W/kg



 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/16

31_FR1 n12_15M_QPSK_1RB_1Offset_DFT-15_Left Side_10mm_Ch141500

Communication System: UID 0, 5G NR (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_230316 Medium parameters used: f = 707.5 MHz; σ = 0.864 S/m; εr = 41.795;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(9.67, 9.67, 9.67); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch141500/Area Scan (41x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.26 W/kg

Ch141500/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 3.704 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 1.53 W/kg
SAR(1 g) = 0.811 W/kg; SAR(10 g) = 0.445 W/kg
Maximum value of SAR (measured) = 1.26 W/kg

0 dB = 1.26 W/kg 



 

 

 
 

 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/16

32_FR1 n71_20M_QPSK_1RB_1Offset_DFT-15_Left Side_10mm_Ch136100

Communication System: UID 0, 5GNR (0); Frequency: 680.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_230316 Medium parameters used: f = 680.5 MHz; σ = 0.854 S/m; εr = 42.232;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(9.67, 9.67, 9.67); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch136100/Area Scan (41x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.11 W/kg

Ch136100/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.540 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 1.30 W/kg
SAR(1 g) = 0.739 W/kg; SAR(10 g) = 0.429 W/kg
Maximum value of SAR (measured) = 1.09 W/kg

0 dB = 1.09 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/19

33_GSM850_GPRS(4 Tx slots)_Left Side_10mm_Ch189

Communication System: UID 0, GPRS/EDGE12 (0); Frequency: 836.4 MHz;Duty Cycle: 1:2.08
Medium: HSL_835_230319 Medium parameters used: f = 836.5 MHz; σ = 0.903 S/m; εr = 40.74; ρ 
= 1000 kg/m3

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(9.31, 9.31, 9.31); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch189/Area Scan (41x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.01 W/kg

Ch189/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 21.91 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 1.23 W/kg
SAR(1 g) = 0.699 W/kg; SAR(10 g) = 0.394 W/kg
Maximum value of SAR (measured) = 1.05 W/kg

0 dB = 1.05 W/kg 



 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/19

34_WCDMA V_RMC 12.2Kbps_Left Side_10mm_Ch4182

Communication System: UID 0, UMTS (0); Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium: HSL_835_230319 Medium parameters used: f = 836.4 MHz; σ = 0.903 S/m; εr = 40.74;ρ 
= 1000 kg/m3

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(9.31, 9.31, 9.31); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch4182/Area Scan (41x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.17 W/kg

Ch4182/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 26.03 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 1.37 W/kg
SAR(1 g) = 0.787 W/kg; SAR(10 g) = 0.446 W/kg
Maximum value of SAR (measured) = 1.16 W/kg

0 dB = 1.16 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/19

35_LTE Band 26_15M_QPSK_1RB_0Offset_Left Side_10mm_Ch26765

Communication System: UID 0, LTE (0); Frequency: 821.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_230319 Medium parameters used: f = 821.5 MHz; σ = 0.89 S/m; εr = 40.875; ρ 
= 1000 kg/m3

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(9.31, 9.31, 9.31); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch26765/Area Scan (41x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.881 W/kg

Ch26765/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 30.01 V/m; Power Drift = -0.19 dB
Peak SAR (extrapolated) = 1.19 W/kg
SAR(1 g) = 0.714 W/kg; SAR(10 g) = 0.415 W/kg
Maximum value of SAR (measured) = 0.880 W/kg

0 dB = 0.880 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/19

36_FR1 n5_20M_QPSK_50RB_28Offset_DFT-15_Left Side_10mm_Ch167300

Communication System: UID 0, N5 (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_230319 Medium parameters used: f = 836.5 MHz; σ = 0.903 S/m; εr = 40.74; ρ 
= 1000 kg/m3

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(9.31, 9.31, 9.31); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch167300/Area Scan (41x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.06 W/kg

Ch167300/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 32.45 V/m; Power Drift = -0.17 dB
Peak SAR (extrapolated) = 1.25 W/kg
SAR(1 g) = 0.709 W/kg; SAR(10 g) = 0.403 W/kg
Maximum value of SAR (measured) = 1.06 W/kg

0 dB = 1.06 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/22

37_WCDMA IV_RMC 12.2Kbps_Bottom Side_10mm_Ch1413

Communication System: UID 0, UMTS (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750_230322 Medium parameters used: f = 1733 MHz; σ = 1.386 S/m; εr = 40.176;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(8.56, 8.56, 8.56); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch1413/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.38 W/kg

Ch1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 19.13 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 1.55 W/kg
SAR(1 g) = 0.890 W/kg; SAR(10 g) = 0.504 W/kg
Maximum value of SAR (measured) = 1.30 W/kg

0 dB = 1.30 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/22

38_LTE Band 66_20M_QPSK_1RB_0Offset_Top Side_10mm_Ch132572

Communication System: UID 0, LTE (0); Frequency: 1770 MHz;Duty Cycle: 1:1
Medium: HSL_1750_230322 Medium parameters used: f = 1770 MHz; σ = 1.423 S/m; εr = 40.013;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(8.56, 8.56, 8.56); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch132572/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.23 W/kg

Ch132572/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 30.57 V/m; Power Drift = -0.19 dB
Peak SAR (extrapolated) = 1.43 W/kg
SAR(1 g) = 0.826 W/kg; SAR(10 g) = 0.436 W/kg
Maximum value of SAR (measured) = 1.22 W/kg

0 dB = 1.22 W/kg



 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/22

39_FR1 n66_30M_QPSK_1RB_1Offset_DFT-15_Bottom Side_10mm_Ch349000

Communication System: UID 0, N66 (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750_230322 Medium parameters used: f = 1745 MHz; σ = 1.399 S/m; εr = 40.127;ρ =

1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(8.56, 8.56, 8.56); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch349000/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.22 W/kg

Ch349000/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 3.609 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 1.33 W/kg
SAR(1 g) = 0.781 W/kg; SAR(10 g) = 0.448 W/kg
Maximum value of SAR (measured) = 1.15 W/kg

0 dB = 1.15 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/25

40_GSM1900_GPRS(4 Tx slots)_Bottom Side_10mm_Ch512

Communication System: UID 0, GPRS/EDGE12 (0); Frequency: 1850.2 MHz;Duty Cycle: 1:2.08
Medium: HSL_1900_230325 Medium parameters used: f = 1850.2 MHz; σ = 1.387 S/m; εr =

40.258; ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(8.24, 8.24, 8.24); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch512/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.00 W/kg

Ch512/Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 25.77 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 1.11 W/kg
SAR(1 g) = 0.629 W/kg; SAR(10 g) = 0.352 W/kg
Maximum value of SAR (measured) = 0.949 W/kg

0 dB = 0.949 W/kg



 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/25

41_WCDMA II_RMC 12.2Kbps_Left Side_10mm_Ch9400

Communication System: UID 0, UMTS (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_230325 Medium parameters used: f = 1880 MHz; σ = 1.402 S/m; εr = 40.407;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(8.24, 8.24, 8.24); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch9400/Area Scan (41x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.42 W/kg

Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 18.68 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 1.61 W/kg
SAR(1 g) = 0.907 W/kg; SAR(10 g) = 0.503 W/kg
Maximum value of SAR (measured) = 1.36 W/kg

0 dB = 1.36 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/25

42_LTE Band 25_20M_QPSK_1RB_0Offset_Bottom Side_10mm_Ch26590

Communication System: UID 0, LTE (0); Frequency: 1905 MHz;Duty Cycle: 1:1
Medium: HSL_1900_230325 Medium parameters used: f = 1905 MHz; σ = 1.427 S/m; εr = 40.288;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(8.24, 8.24, 8.24); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch26590/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.19 W/kg

Ch26590/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 26.46 V/m; Power Drift = -0.18 dB
Peak SAR (extrapolated) = 1.41 W/kg
SAR(1 g) = 0.792 W/kg; SAR(10 g) = 0.433 W/kg
Maximum value of SAR (measured) = 1.18 W/kg

0 dB = 1.18 W/kg



  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/25

43_FR1 n25_20M_QPSK_50RB_28Offset_DFT-15_Bottom Side_10mm_Ch376500

Communication System: UID 0, N25 (0); Frequency: 1882.5 MHz;Duty Cycle: 1:1
Medium: HSL_1900_230325 Medium parameters used: f = 1882.5 MHz; σ = 1.421 S/m; εr =40.117; ρ =

1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(8.24, 8.24, 8.24); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch376500/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.18 W/kg

Ch376500/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 26.22 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 1.31 W/kg
SAR(1 g) = 0.748 W/kg; SAR(10 g) = 0.403 W/kg
Maximum value of SAR (measured) = 1.12 W/kg

0 dB = 1.12 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/28

44_LTE Band 30_10M_QPSK_1RB_0Offset_Bottom Side_10mm_Ch27710

Communication System: UID 0, Generic LTE (0); Frequency: 2310 MHz;Duty Cycle: 1:1
Medium: HSL_2300_230328 Medium parameters used: f = 2310 MHz; σ = 1.711 S/m; εr = 38.713;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(7.79, 7.79, 7.79); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch27710/Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.45 W/kg

Ch27710/Zoom Scan (7x10x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 28.57 V/m; Power Drift = -0.18 dB
Peak SAR (extrapolated) = 1.76 W/kg
SAR(1 g) = 0.888 W/kg; SAR(10 g) = 0.465 W/kg
Maximum value of SAR (measured) = 1.42 W/kg

0 dB = 1.42 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/3/28

45_FR1 n30_10M_QPSK_1RB_1Offset_DFT-15_Left Side_10mm_Ch462000

Communication System: UID 0, 5G NR (0); Frequency: 2310 MHz;Duty Cycle: 1:1
Medium: HSL_2300_230328 Medium parameters used: f = 2310 MHz; σ = 1.711 S/m; εr = 38.713;

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(7.79, 7.79, 7.79); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch462000/Area Scan (51x151x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.30 W/kg

Ch462000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 19.34 V/m; Power Drift = 0.15 dB
Peak SAR (extrapolated) = 1.50 W/kg
SAR(1 g) = 0.818 W/kg; SAR(10 g) = 0.418 W/kg
Maximum value of SAR (measured) = 1.27 W/kg

0 dB = 1.27 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/3

46_LTE Band 7_20M_QPSK_1RB_0Offset_Bottom Side_10mm_Ch20850

Communication System: UID 0, LTE (0); Frequency: 2510 MHz;Duty Cycle: 1:1
Medium: HSL_2600_230403 Medium parameters used: f = 2510 MHz; σ = 1.936 S/m; εr = 37.822;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(7.35, 7.35, 7.35); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch20850/Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.30 W/kg

Ch20850/Zoom Scan (7x9x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 23.82 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 1.57 W/kg
SAR(1 g) = 0.803 W/kg; SAR(10 g) = 0.408 W/kg
Maximum value of SAR (measured) = 1.29 W/kg

0 dB = 1.29 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/3

47_LTE Band 41_20M_QPSK_1RB_0Offset_Top Side_10mm_Ch39750

Communication System: UID 0, LTE (0); Frequency: 2506 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600_230403 Medium parameters used: f = 2506 MHz; σ = 1.931 S/m; εr = 37.842;

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(7.35, 7.35, 7.35); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch39750/Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.35 W/kg

Ch39750/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 26.43 V/m; Power Drift = 0.17 dB
Peak SAR (extrapolated) = 1.52 W/kg
SAR(1 g) = 0.808 W/kg; SAR(10 g) = 0.390 W/kg
Maximum value of SAR (measured) = 1.28 W/kg

0 dB = 1.28 W/kg



 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/3

48_FR1 n7_20M_QPSK_1RB_1Offset_DFT-15_BottomSide_10mm_Ch502000

Communication System: UID 0, 5G NR (0); Frequency: 2510 MHz;Duty Cycle: 1:1
Medium: HSL_2600_230403 Medium parameters used: f = 2510 MHz; σ = 1.936 S/m; εr = 37.822;ρ =

1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(7.35, 7.35, 7.35); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch502000/Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.26 W/kg

Ch502000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 24.55 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 1.50 W/kg
SAR(1 g) = 0.813 W/kg; SAR(10 g) = 0.414 W/kg
Maximum value of SAR (measured) = 1.26 W/kg

0 dB = 1.26 W/kg



 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/3

49_FR1 n41_100M_QPSK_135RB_69Offset_DFT-30_Left Side_10mm_Ch518598

Communication System: UID 0, N41 (0); Frequency: 2592.99 MHz;Duty Cycle: 1:1
Medium: HSL_2600_230403 Medium parameters used: f = 2593 MHz; σ = 2.044 S/m; εr = 38.026;ρ =

1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(7.35, 7.35, 7.35); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch518598/Area Scan (51x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.33 W/kg

Ch518598/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 16.25 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 1.57 W/kg
SAR(1 g) = 0.807 W/kg; SAR(10 g) = 0.399 W/kg
Maximum value of SAR (measured) = 1.30 W/kg

0 dB = 1.30 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/9

50_LTE Band 48_20M_QPSK_1RB_0Offset_Left Side_10mm_Ch56640

Communication System: UID 0, LTE (0); Frequency: 3690 MHz;Duty Cycle: 1:1.59
Medium: HSL_3700_230409 Medium parameters used: f = 3690 MHz; σ = 3.13 S/m; εr = 38.779; ρ 
= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(6.98, 6.98, 6.98); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch56640/Area Scan (51x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.32 W/kg

Ch56640/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 7.161 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 1.61 W/kg
SAR(1 g) = 0.687 W/kg; SAR(10 g) = 0.285 W/kg
Maximum value of SAR (measured) = 1.24 W/kg

0 dB = 1.24 W/kg



 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/12

51_FR1 n77_100M_QPSK_135RB_69Offset_DFT-30_Top Side_10mm_Ch656000

Communication System: UID 0, N77 (0); Frequency: 3840 MHz;Duty Cycle: 1:1
Medium: HSL_3900_230412 Medium parameters used: f = 3840 MHz; σ = 3.194 S/m; εr = 36.198;ρ =

1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3826; ConvF(6.42, 6.42, 6.42); Calibrated: 2022/8/8
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn715; Calibrated: 2023/1/23
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch656000/Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.31 W/kg

Ch656000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 17.63 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 1.62 W/kg
SAR(1 g) = 0.723 W/kg; SAR(10 g) = 0.319 W/kg
Maximum value of SAR (measured) = 1.29 W/kg

0 dB = 1.29 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/18

52_WLAN2.4GHz_802.11b 1Mbps_Top Side_10mm_Ch11

Communication System: UID 0, WIFI (0); Frequency: 2462 MHz;Duty Cycle: 1:1.022
Medium: HSL_2450_230418 Medium parameters used: f = 2462 MHz; σ = 1.897 S/m; εr = 38.697;

ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.57, 7.57, 7.57); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2022/11/23
- Phantom: SAM (30deg probe tilt) with CRP v4.0; Type: QD000P40CB; Serial: TP: 1500
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch11/Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.07 W/kg

Ch11/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 15.48 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 1.33 W/kg
SAR(1 g) = 0.674 W/kg; SAR(10 g) = 0.329 W/kg
Maximum value of SAR (measured) = 1.09 W/kg

0 dB = 1.09 W/kg



 

 

 
 

 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/18

53_Bluetooth_DH5 1Mbps_Top Side_10mm_Ch39

Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.301
Medium: HSL_2450_230418 Medium parameters used: f = 2441 MHz; σ = 1.825 S/m; εr = 38.89;

3ρ = 1000 kg/m
Ambient Temperature：23.6 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(7.57, 7.57, 7.57); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2022/11/23
- Phantom: SAM (30deg probe tilt) with CRP v4.0; Type: QD000P40CB; Serial: TP: 1500
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch39/Area Scan (51x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.461 W/kg

Ch39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 9.768 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.570 W/kg
SAR(1 g) = 0.291 W/kg; SAR(10 g) = 0.139 W/kg
Maximum value of SAR (measured) = 0.472 W/kg

0 dB = 0.472 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2023/4/18

54_WLAN5GHz_802.11n-HT40 MCS0_Top Side_10mm_Ch46

Communication System: UID 0, WIFI (0); Frequency: 5230 MHz;Duty Cycle: 1:1
Medium: HSL_5250_230418 Medium parameters used: f = 5230 MHz; σ = 4.65 S/m; εr = 36.892; ρ 
= 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3819; ConvF(5.07, 5.07, 5.07); Calibrated: 2022/5/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2022/11/23
- Phantom: SAM (30deg probe tilt) with CRP v4.0; Type: QD000P40CB; Serial: TP: 1500
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch46/Area Scan (61x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.73 W/kg

Ch46/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 17.27 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 2.56 W/kg
SAR(1 g) = 0.804 W/kg; SAR(10 g) = 0.303 W/kg
Maximum value of SAR (measured) = 1.73 W/kg

0 dB = 1.73 W/kg




