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{1+ Note:
1.2 X 2k Cross outgoing line;
—. J§¥ & SCHEMATIC DIAGRAM: 2.t L 8 8mm(ref) % B i i AX 1-2Ts
Wrap 8mm (ref) wide high-temperature adhesive
> 1; tape 1-2Ts around the outlet position

3.2 [BI NS [ A hs s B, R ]RGS 43, 5+0.5mm,
NFL 5.3mm,JEE N 0.840.1lmm  The coil is pasted
with a circular hard magnetic disk with slots, with a

magnetic disk size of 43.5 + 0.5mm, an inner hole of

5.3mm, and a thickness of 0.8 = 0.1mm
4.5| 25 B AL FE  Lead wire wrapping treatment
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NO. TERMINAL WIRE Turns Winding Direction

IEI FH S ELECTRICAL CHARACTERISTICS:
& TEMPERATURE:25+10°C, %% RELATIVE HUMIDITY:65+20%

F?‘ﬂ? WH | T bt 3k 2614 MR AN 28
NO. | ITEM | TERMINAL | SPECIFICATION TEST FREQUENCY | TEST EQUIPMENTS

1 |IND. |S-F | 4.5uH +10% Individual coil | 100KHz/1.0V LCZ METER 1062B

7.4uH £10% Adding magnetic | 100KHz/1.0V LCZ METER 1062B
disks
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