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802.11be-EHT20 26dB Bandwidth - NSS = 1 

Channel 1 (5955MHz) Channel 49 (6195MHz) 

  

Channel 93 (6415MHz) Channel 97 (6435MHz) 

  

Channel 105 (6475MHz) Channel 113 (6515MHz) 

  

Channel 117 (6535MHz) Channel 153 (6715MHz) 
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802.11be-EHT20 26dB Bandwidth - NSS = 1 

Channel 181 (6855MHz) Channel 185 (6875MHz) 

  

Channel 189 (6895MHz) Channel 213 (7015MHz) 

  

Channel 229 (7095MHz)  
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802.11be-EHT40 26dB Bandwidth - NSS = 1 

Channel 3 (5965MHz) Channel 51 (6205MHz) 

  

Channel 91 (6405MHz) Channel 99 (6445MHz) 

  

Channel 107 (6485MHz) Channel 115 (6525MHz) 

  

Channel 123 (6565MHz) Channel 147 (6685MHz) 

  

 



Report No.: 2401RSU046-U1 

 

56 of 633 

 

802.11be-EHT40 26dB Bandwidth - NSS = 1 

Channel 179 (6845MHz) Channel 187 (6885MHz) 

  

Channel 195 (6925MHz) Channel 211 (7005MHz) 

  

Channel 227 (7085MHz)  
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802.11be-EHT80 26dB Bandwidth - NSS = 1 

Channel 7 (5985MHz) Channel 55 (6225MHz) 

  

Channel 87 (6385MHz) Channel 103 (6465MHz) 

  

Channel 119 (6545MHz) Channel 151 (6705MHz) 

  

Channel 177 (6865MHz) Channel 199 (6945MHz) 
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802.11be-EHT80 26dB Bandwidth - NSS = 1 

Channel 215 (7025MHz)  
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802.11be-EHT160 26dB Bandwidth - NSS = 1 

Channel 15 (6025MHz) Channel 47 (6185MHz) 

  

Channel 79 (6345MHz) Channel 111 (6505MHz) 

  

Channel 143 (6665MHz) Channel 175 (6825MHz) 

  

Channel 207 (6985MHz)  
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802.11be-EHT320 26dB Bandwidth - NSS = 1 

Channel 31 (6105MHz) Channel 63 (6265MHz) 

  

Channel 95 (6425MHz) Channel 159 (6745MHz) 

  

Channel 127 (6585MHz) Channel 191 (6905MHz) 
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Test Site WZ-SR4 Test Engineer Jeff Yang 

Test Date 2024-02-20 Test Mode NSS = 4 

 

Test Mode Data Rate/ 

MCS 

Channel No. Frequency 

(MHz) 

26dB 

Bandwidth 

(MHz) 

99% 

Bandwidth 

(MHz) 

Limit 

(MHz) 

802.11ax-HE20 MCS0 1 5955 21.72  19.131 ≤ 320 

802.11ax-HE20 MCS0 49 6195 21.19  19.025 ≤ 320 

802.11ax-HE20 MCS0 93 6415 21.39  19.079 ≤ 320 

802.11ax-HE20 MCS0 97 6435 21.25  19.018 ≤ 320 

802.11ax-HE20 MCS0 105 6475 21.47  19.044 ≤ 320 

802.11ax-HE20 MCS0 113 6515 21.43  19.105 ≤ 320 

802.11ax-HE20 MCS0 117 6535 21.76  19.045 ≤ 320 

802.11ax-HE20 MCS0 153 6715 21.32  19.096 ≤ 320 

802.11ax-HE20 MCS0 181 6855 21.42  19.049 ≤ 320 

802.11ax-HE20 MCS0 185 6875 21.54  19.049 ≤ 320 

802.11ax-HE20 MCS0 189 6895 21.69  19.065 ≤ 320 

802.11ax-HE20 MCS0 213 7015 21.46  19.084 ≤ 320 

802.11ax-HE20 MCS0 229 7095 21.62  19.017 ≤ 320 

802.11ax-HE40 MCS0 3 5965 40.53  37.732 ≤ 320 

802.11ax-HE40 MCS0 51 6205 40.23  37.772 ≤ 320 

802.11ax-HE40 MCS0 91 6405 40.49  37.739 ≤ 320 

802.11ax-HE40 MCS0 99 6445 40.42  37.629 ≤ 320 

802.11ax-HE40 MCS0 107 6485 40.19  37.766 ≤ 320 

802.11ax-HE40 MCS0 115 6525 40.03  37.732 ≤ 320 

802.11ax-HE40 MCS0 123 6565 40.20  37.688 ≤ 320 

802.11ax-HE40 MCS0 147 6685 40.14  37.712 ≤ 320 

802.11ax-HE40 MCS0 179 6845 40.63  37.677 ≤ 320 

802.11ax-HE40 MCS0 187 6885 40.34  37.666 ≤ 320 

802.11ax-HE40 MCS0 195 6925 40.19  37.711 ≤ 320 

802.11ax-HE40 MCS0 211 7005 40.34  37.695 ≤ 320 

802.11ax-HE40 MCS0 227 7085 40.20  37.729 ≤ 320 
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Test Mode Data Rate/ 

MCS 

Channel No. Frequency 

(MHz) 

26dB 

Bandwidth 

(MHz) 

99% 

Bandwidth 

(MHz) 

Limit 

(MHz) 

802.11ax-HE80 MCS0 7 5985 81.80  77.245 ≤ 320 

802.11ax-HE80 MCS0 55 6225 81.75  77.226 ≤ 320 

802.11ax-HE80 MCS0 87 6385 81.50  77.200 ≤ 320 

802.11ax-HE80 MCS0 103 6465 81.98  77.154 ≤ 320 

802.11ax-HE80 MCS0 119 6545 81.45  77.125 ≤ 320 

802.11ax-HE80 MCS0 151 6705 81.65  77.322 ≤ 320 

802.11ax-HE80 MCS0 183 6865 81.71  77.141 ≤ 320 

802.11ax-HE80 MCS0 199 6945 81.87  77.198 ≤ 320 

802.11ax-HE80 MCS0 215 7025 81.51  77.174 ≤ 320 

802.11ax-HE160 MCS0 15 6025 164.80  156.16 ≤ 320 

802.11ax-HE160 MCS0 47 6185 163.70  156.11 ≤ 320 

802.11ax-HE160 MCS0 79 6345 164.70  156.24 ≤ 320 

802.11ax-HE160 MCS0 111 6505 164.40  156.18 ≤ 320 

802.11ax-HE160 MCS0 143 6665 163.40  156.12 ≤ 320 

802.11ax-HE160 MCS0 175 6825 163.10  156.13 ≤ 320 

802.11ax-HE160 MCS0 207 6985 164.00  156.13 ≤ 320 

802.11be-EHT20 MCS0 1 5955 21.41  19.065 ≤ 320 

802.11be-EHT20 MCS0 49 6195 21.63  19.079 ≤ 320 

802.11be-EHT20 MCS0 93 6415 21.35  19.052 ≤ 320 

802.11be-EHT20 MCS0 97 6435 21.85  19.041 ≤ 320 

802.11be-EHT20 MCS0 105 6475 21.69  19.104 ≤ 320 

802.11be-EHT20 MCS0 113 6515 21.64  19.054 ≤ 320 

802.11be-EHT20 MCS0 117 6535 21.57  19.067 ≤ 320 

802.11be-EHT20 MCS0 153 6715 21.70  19.128 ≤ 320 

802.11be-EHT20 MCS0 181 6855 21.33  19.060 ≤ 320 

802.11be-EHT20 MCS0 185 6875 21.66  19.058 ≤ 320 

802.11be-EHT20 MCS0 189 6895 21.59  19.055 ≤ 320 

802.11be-EHT20 MCS0 213 7015 21.70  19.110 ≤ 320 

802.11be-EHT20 MCS0 229 7095 21.86  19.063 ≤ 320 
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Test Mode Data Rate/ 

MCS 

Channel No. Frequency 

(MHz) 

26dB 

Bandwidth 

(MHz) 

99% 

Bandwidth 

(MHz) 

Limit 

(MHz) 

802.11be-EHT40 MCS0 3 5965 40.37  37.773 ≤ 320 

802.11be-EHT40 MCS0 51 6205 40.42  37.757 ≤ 320 

802.11be-EHT40 MCS0 91 6405 40.35  37.732 ≤ 320 

802.11be-EHT40 MCS0 99 6445 40.35  37.738 ≤ 320 

802.11be-EHT40 MCS0 107 6485 40.10  37.736 ≤ 320 

802.11be-EHT40 MCS0 115 6525 40.44  37.799 ≤ 320 

802.11be-EHT40 MCS0 123 6565 40.43  37.692 ≤ 320 

802.11be-EHT40 MCS0 147 6685 40.31  37.625 ≤ 320 

802.11be-EHT40 MCS0 179 6845 40.40  37.750 ≤ 320 

802.11be-EHT40 MCS0 187 6885 40.31  37.695 ≤ 320 

802.11be-EHT40 MCS0 195 6925 40.44  37.716 ≤ 320 

802.11be-EHT40 MCS0 211 7005 40.28  37.659 ≤ 320 

802.11be-EHT40 MCS0 227 7085 40.12  37.670 ≤ 320 

802.11be-EHT80 MCS0 7 5985 81.93  77.184 ≤ 320 

802.11be-EHT80 MCS0 55 6225 81.65  77.197 ≤ 320 

802.11be-EHT80 MCS0 87 6385 81.59  77.158 ≤ 320 

802.11be-EHT80 MCS0 103 6465 81.54  77.165 ≤ 320 

802.11be-EHT80 MCS0 119 6545 81.57  77.246 ≤ 320 

802.11be-EHT80 MCS0 151 6705 81.54  77.081 ≤ 320 

802.11be-EHT80 MCS0 183 6865 81.69  77.184 ≤ 320 

802.11be-EHT80 MCS0 199 6945 81.89  77.295 ≤ 320 

802.11be-EHT80 MCS0 215 7025 81.48  77.086 ≤ 320 

802.11be-EHT160 MCS0 15 6025 164.10  156.33 ≤ 320 

802.11be-EHT160 MCS0 47 6185 164.40  156.40 ≤ 320 

802.11be-EHT160 MCS0 79 6345 163.70  156.34 ≤ 320 

802.11be-EHT160 MCS0 111 6505 164.20  156.09 ≤ 320 

802.11be-EHT160 MCS0 143 6665 165.00  156.35 ≤ 320 

802.11be-EHT160 MCS0 175 6825 163.90  156.20 ≤ 320 

802.11be-EHT160 MCS0 207 6985 164.40  156.24 ≤ 320 

802.11be-EHT320 MCS0 31 6105 329.40  314.63 ≤ 320 

802.11be-EHT320 MCS0 95 6425 328.90  315.06 ≤ 320 

802.11be-EHT320 MCS0 159 6745 328.80  315.42 ≤ 320 

802.11be-EHT320 MCS0 63 6265 327.80  315.39 ≤ 320 

802.11be-EHT320 MCS0 127 6585 329.00  315.13 ≤ 320 

802.11be-EHT320 MCS0 191 6905 329.10  314.89 ≤ 320 
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Note:  

For channels with a nominal bandwidth less than 320 MHz compliance is demonstrated by way of the 26 dB 

EBW. 

For channels with a nominal bandwidth of 320 MHz compliance is demonstrated by way of the 99% BW. 
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802.11ax-HE20 26dB Bandwidth - NSS = 4 

Channel 1 (5955MHz) Channel 49 (6195MHz) 

  

Channel 93 (6415MHz) Channel 97 (6435MHz) 

  

Channel 105 (6475MHz) Channel 113 (6515MHz) 

  

Channel 117 (6535MHz) Channel 153 (6715MHz) 
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802.11ax-HE20 26dB Bandwidth - NSS = 4 

Channel 181 (6855MHz) Channel 185 (6875MHz) 

  

Channel 189 (6895MHz) Channel 213 (7015MHz) 

  

Channel 229 (7095MHz)  
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802.11ax-HE40 26dB Bandwidth - NSS = 4 

Channel 3 (5965MHz) Channel 51 (6205MHz) 

  

Channel 91 (6405MHz) Channel 99 (6445MHz) 

  

Channel 107 (6485MHz) Channel 115 (6525MHz) 

  

Channel 123 (6565MHz) Channel 147 (6685MHz) 
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802.11ax-HE40 26dB Bandwidth - NSS = 4 

Channel 179 (6845MHz) Channel 187 (6885MHz) 

  

Channel 195 (6925MHz) Channel 211 (7005MHz) 

  

Channel 227 (7085MHz)  
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802.11ax-HE80 26dB Bandwidth - NSS = 4 

Channel 7 (5985MHz) Channel 55 (6225MHz) 

  

Channel 87 (6385MHz) Channel 103 (6465MHz) 

  

Channel 119 (6545MHz) Channel 151 (6705MHz) 

  

Channel 177 (6865MHz) Channel 199 (6945MHz) 
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802.11ax-HE80 26dB Bandwidth - NSS = 4 

Channel 215 (7025MHz)  

 

 


