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 Model Information  Marking Information

-. Font : Semi OCR215-. Model Name : WLC21SSAK00

-. Module Size & T : 12 x 16 mm, Max2.5T mm
* All Char. Width(j) & Space(k) : Same 

HWL-C21A Marking instruction (Rev05/2024.03.13) 

h

Y

X

g

Array [ X * Y * Mold Block ] 14 * 7

g Unit X Pitch (g) 16.3 ㎜

h Unit Y Pitch (h) 12.3 ㎜

01 : Strip No. ( Decimal No. )

01 : Units No. ( Hex No.)

C1 : Model Name (C1 : HWL-C21A)

N
: Manufactured Year: N⇒ 2023 year, O⇒
2024 year

7
: Manufactured Month: 1 ⇒ January, A ⇒
October, B ⇒ November, C ⇒ December

15 : SMT Input Date

A1 : Daily Lot Input Order

Metal Can T = 0.2 mmT

PCB = 1.0 mmT

Metal Can Height = 1.4 mmT
One body design
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Φ 1.0 (Pin#1 Mark)
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0.6(j) 0.2(k) [㎜]
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KC:R-R-HNx-WLC21SSAK00

FCC ID:2BFGU-WLC21SSAK00

IC:32218-WLC21SSAK00
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▪ Certification ID

- KC : R-R-HNx-WLC21SSAK00 
- FCC ID : 2BFGU-WLC21SSAK00 
- IC : 32218-WLC21SSAK00 

0.6

0.36

WLC21S

WLC21S0. 6

0.36(j) 0.12(k) [㎜]

-. Font : Semi OCR215 for Certification ID

Hanwha NxMD Corporation

Model : WLC21SSAK00

*The label will be permanently affixed as 
engraving on the shield can.


