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FCC ID SAMPLE LABEL & LOCATION 

LABELLING 
REQUIREMENTS PER §§ 
2.925  

The Label shown shall be permanently affixed 
at a conspicuous location on the device and be 
readily visible to the user at the time of 
purchase. 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

  
 
 
 
 

(SEE NEXT PAGE) 

 

 



POWER SUPPLY  5V / 12V

MADE IN MALAYSIA

CD-R/RW DRIVE
DVD R/RW &

MODEL

0 0 0 0 0 0 0 0 0 0 0
MANUFACTURED
SERIAL No.

U S  p a t .  4 , 6 1 5 , 0 2 3

NEC Corporation
7-1,Shiba Go-chome,Minato-ku Tokyo 108-8001,JAPAN

 N D - 3 1 0 0 A

E - H 9 0 0 - 0 4 - 0 0 0 0  ( B )

Complies with 21 CFR,Chapter 1, Subchapter J.

This device complies with Part 15 of the FCC Rules.
Operation is subject to the following two conditions:
(1) This device may not cause harmful interference,and
(2) this device must accept any interference received,
including interference that may cause undesired operation.
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NEC THK Limited
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This Class B digital apparatus complies with Canadian
ICES-003.
Cet appareil numerique de la classe B est conforme
a la norme NMB-003 du Canada.

SYNLIG  OCH  OSYNLIG  LASERSTRALNING  AV KLASS  3B  FOREKOMMER  NAR  DENNA  DEL  AR  OPPEN. UNDVIK  STRALEN.

SICHTBARE  UND  UNSICHTBARE  LASERSTRAHLUNG  DER  KLASSE  3B,  WENN  ABDECKUNG  GEOFFNET.

LUOKAN  3  NAKYVAA  JA  NAKYMATONTA   LASERSATEILYA   AVATTUNA.  VALTA  ALTISTUMISTA  SATEELLE.

NICHT  DEM  STRAHL  AUSSETZEN.

VARO!
VARNING
VORSICHT

CLASS  3B  VISIBLE  AND  INVISIBLE  LASER  RADIATION  WHEN  OPEN.  AVOID  EXPOSURE  TO  THE  BEAM.CAUTION CLASS 1 LASER PRODUCT
LASER KLASSE 1

LUOKAN 1 LASERLAITE
KLASS 1 LASERAPPARAT
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