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1. ATTESTATION OF TEST RESULTS

COMPANY NAME: SAMSUNG ELECTRONICS CO., LTD.

EUT DESCRIPTION: GSM/WCDMA/LTE Phone + BT/BLE, DTS b/g/n and NFC
MODEL NUMBER: SM-A205FN/DS

SERIAL NUMBER: R38KBOHB4SW (RADIATED, Original);

R38KBOHB5BP (CONDUCTED, Original);
R38M10DAGST, R38M10DAG9R (RADIATED, Spot check)

DATE TESTED: JAN 09, 2019 - JAN 28, 2019 (Original);
FEB 14, 2019 - FEB 19, 2019 (Spot check)

APPLICABLE STANDARDS
STANDARD TEST RESULTS
CFR 47 Part 15 Subpart C Pass

UL Korea, Ltd. tested the above equipment in accordance with the requirements set forth in the
above standards. All indications of Pass/Fail in this report are opinions expressed by UL Korea,
Ltd. based on interpretations and/or observations of test results. Measurement Uncertainties
were not taken into account and are published for informational purposes only. The test results
show that the equipment tested is capable of demonstrating compliance with the requirements
as documented in this report.

Note: The results documented in this report apply only to the tested sample, under the
conditions and modes of operation as described herein. This document JUN not be altered or
revised in any way unless done so by UL Korea, Ltd. and all revisions are duly noted in the
revisions section. Any alteration of this document not carried out by UL Korea, Ltd. will
constitute fraud and shall nullify the document. This report must not be used by the client to
claim product certification, approval, or endorsement by IAS, any agency of the Federal
Government, or any agency of any government.

Approved & Released For
UL Korea, Ltd. By: Tested By:

SungGil Park Hoonpyo Lee
Suwon Lab Engineer Suwon Lab Engineer
UL Korea, Ltd. UL Korea, Ltd
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1.1. INTRODUCTION OF TEST DATA REUSE

This report referenced from the FCC ID: ABLSMA205GN DTS BLE(FCC CFR 47 Part 15C).
And the applicant takes full responsibility that the test data as referenced in this report represent
compliance for this FCC ID.

1.2. DIFFERENCE

The FCC ID: ABLSMA205FN shares the same enclosure and circuit board as FCC ID:
A3LSMA205GN. The BLE antennas and surrounding circuitry and layout are identical between
these two units.

After confirming through preliminary radiated emissions that the performance of the FCC ID:
A3LSMA205GN remains representative of FCC ID: A3BLSMA205FN. The test data of FCC ID:
A3LSMA205GN being submitted for this application to cover BLE features.

1.3. SPOT CHECK VERIFICATION DATA
(Worst case of the radiated spurious and band edge emissions)
Original model Spot check model
Band Test Item Mode Frequency Test Limit SM-A205GN Results SM-A205FN Results Deviation Remark
FCC ID : A3LSMA205GN FCC ID : A3LSMA205FN
Band Edge 1Mbps 2480 MHz 54 dBuV/m 40.90 dBuV/m 40.86 dBuV/m -0.04 dB |Noise Floor
DTS BLE RSE 1Mbps 2480 MHz 74 dBuV/m 43.71 dBuV/m 45.10 dBuV/m 1.39 dB
(2.4GHz) Band Edge 2Mbps 2480 MHz 54 dBuV/m 42.69 dBuV/m 42.68 dBuV/m -0.01 dB
RSE 2Mbps 2440 MHz 74 dBuV/m 39.41 dBuV/m 39.34 dBuV/m -0.07 dB

Comparison of two models, upper deviation is within 3dB range and all test results are under
FCC Technical Limits.

Output power verification was performed for the spot check model, all conducted power test
results were in the tune up tolerance range. Also deviation for maximum output power result is
within upper 0.5dB range.
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FCC ID: ASLSMA205FN

DATE: FEB 26, 2019

1.4.

REFERENCE DETAIL

Reference application that contains the reused reference data.

. Type Folder .
Equipment | Reference Grant/Permissive Refe_ren_ce Test/RE Rep(_)rt Tittle /
Class FCCID Application Section

Change Exposure
FCC Report
PCE A3LSMA205GN Grant 4788869685-E1 Test WWAN /
All sections
FCC Report DTS
4788869685-E2 Test WLAN /
All sections

DTS A3LSMA205GN Grant

4788869685-E3 | Test | Co REPOMBLE
All sections

FCC Report BT /
DSS A3LSMA205GN Grant 4788869685-E4 Test Al sections
FCC Report

DXX A3LSMA205GN Grant 4788869685-E5 Test NFC/

All sections
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FCC ID: ASLSMA205FN

2. TEST METHODOLOGY

The tests documented in this report were performed in accordance with following methods.

FCC CFR 47 Part 2.

FCC CFR 47 Part 15.

KDB 558074 D01 15.247 Meas Guidance v05r01.
ANSI C63.10-2013.

PwbhE

3. FACILITIES AND ACCREDITATION

The test sites and measurement facilities used to collect data are located at 218 Maeyeong-ro,
Yeongtong-gu, Suwon-si, Gyeonggi-do, 16675, Korea. Line conducted emissions are measured
only at the 218 address. The following table identifies which facilities were utilized for radiated
emission measurements documented in this report. Specific facilities are also identified in the
test results sections.

218 Maeyeong-ro
<] Chamber 1
X] Chamber 2
[ ] Chamber 3

UL Korea, Ltd. is accredited by IAS, Laboratory Code TL-637. The full scope of accreditation
can be viewed at http://www.iasonline.org/PDF/TL/TL-637.pdf.

4. CALIBRATION AND UNCERTAINTY
4.1. MEASURING INSTRUMENT CALIBRATION

The measuring equipment utilized to perform the tests documented in this report has been
calibrated in accordance with the manufacturer's recommendations, and is traceable to
recognized national standards.

4.2. SAMPLE CALCULATION

Where relevant, the following sample calculation is provided:
Field Strength (dBuV/m) = Measured Voltage (dBuV) + Antenna Factor (dB/m) +
Cable Loss (dB) — Preamp Gain (dB)
36.5 dBuV + 18.7 dB/m + 0.6 dB — 26.9 dB = 28.9 dBuV/m
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FCC ID: ASLSMA205FN

4.3. MEASUREMENT UNCERTAINTY

Where relevant, the following measurement uncertainty levels have been estimated for tests
performed on the apparatus:

PARAMETER UNCERTAINTY
Conducted Disturbance, 0.15 to 30 MHz 2.32 dB
Radiated Disturbance, Below 1GHz 3.86 dB
Radiated Disturbance, Above 1 GHz 5.97 dB

Uncertainty figures are valid to a confidence level of 95%.
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REPORT NO: 4788852501-E3V2
FCC ID: ASLSMA205FN

DATE: FEB 26, 2019

5. EQUIPMENT UNDER TEST

5.1. DESCRIPTION OF EUT

The EUT is a GSM/WCDMA/LTE Phone + BT/BLE, DTS b/g/n and NFC.

This test report addresses the DTS (BLE) operational mode.

5.2. MAXIMUM OUTPUT POWER

The transmitter has a maximum total conducted output power as follows:

F P P
reunency ode Power Output Power| Output Power
ange Mode
[MHZz] [dBm] [mW]
Peak 6.381 4.3
tMbps 1 - 5 ijo 3 72
2402 - 2450 \;eral? ; 6.406 237
2Mbps ca ' :
Average 5.544 3.58
5.3. DESCRIPTION OF AVAILABLE ANTENNAS

The radio utilizes an internal antenna, with a maximum gain of -0.53 dBi.
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5.4. WORST-CASE CONFIGURATION AND MODE

Radiated emission below 1GHz and power line conducted emission were performed with the
EUT set to transmit at the channel with highest output power as worst-case scenario.

Radiated emission above 1GHz was performed with the EUT set to transmit low/mid/high
channels.

The fundamental of the EUT was investigated in three orthogonal orientations X, Y and Z it was
determined that Y orientation was worst-case orientation; therefore, all final radiated testing was
performed with the EUT in Y orientation.

Note : All radiated and power line conducted tests were performed connected with earphone
and charger for evaluation of worst case mode.

Power verification

The Output Power of all data rate are all investigated, the 1Mbps(255 pkt) and 2Mbps(255 pkt)
power is the worst case for symbol rate. All tests were performed in these two modes.

Symbol Symbol
Rate Mode Frequency Conducted Rate Mode Frequency Conducted
Burst Avg Burst Avg
[Ms/s] [MHz] (dBm) [Ms/s] [MHz] (dBm)
2402 5.239 2402 5.021
1Mbps 2Mbps
(37 pki) 2440 5.700 (37 pki) 2440 5.460
2480 4,982 5 2480 4,748
1
2402 5.282 2402 5.099
1Mbps 2Mbps
(255 pki) 2440 5.740 (255 pki) 2440 5.544
2480 5.007 2480 4816
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REPORT NO: 4788852501-E3V2
FCC ID: ASLSMA205FN

DATE: FEB 26, 2019

5.5. DESCRIPTION OF TEST SETUP

SUPPORT EQUIPMENT

Charger SAMSUNG EP-TA200 R37M15H5WM1SE3 N/A
Data Cable SAMSUNG EP-DR140AWE N/A N/A
Earphone SAMSUNG EHS61ASFWE N/A N/A
/O CABLE
DC Power C Type Shielded 1.1m N/A
2 Audio Mini-Jack | Unshielded 1.2m N/A
TEST SETUP

The EUT is a stand-alone unit during the tests.
Test software in hidden menu exercised the EUT to enable BLE mode.
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SETUP DIAGRAM FOR TESTS (CONDUCTED TEST SETUP)

EUT Spectrum Analyzer

SETUP DIAGRAM FOR TESTS (RADIATED TEST SETUP)

HEADSET

AC ADAPTER

RECEIVER

MAIN POWER SOURCE
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FCC ID: ASLSMA205FN

DATE: FEB 26, 2019

6. TEST AND MEASUREMENT EQUIPMENT

The following test and measurement equipment was utilized for the tests documented in this

report:
Test Equipment List
Description Manufacturer Model S/N Cal Due
Antenna, Bilog, 30MHz-1GHz SCHWARZBECK VULB9163 750 08-04-20
Antenna, Bilog, 30MHz-1GHz SCHWARZBECK VULB9163 749 08-04-20
Antenna, Bilog, 30MHz-1GHz SCHWARZBECK VULB9163 845 08-04-20
Antenna, Horn, 18 GHz ETS 3115 00167211 08-04-20
Antenna, Horn, 18 GHz ETS 3115 00161451 08-04-20
Antenna, Horn, 18 GHz ETS 3117 00168724 08-04-20
Antenna, Horn, 18 GHz ETS 3117 00168717 08-04-20
Antenna, Horn, 18 GHz ETS 3117 00205959 08-04-20
Antenna, Horn, 40 GHz ETS 3116C 00166155 12-04-19
Antenna, Horn, 40 GHz ETS 3116C 00168645 08-09-19
Antenna, Horn, 40 GHz ETS 3116C-PA 00168841 08-07-19
Preamplifier, 1000 MHz Sonoma 310N 341282 08-07-19
Preamplifier, 1000 MHz Sonoma 310N 351741 08-06-19
Preamplifier, 1000 MHz Sonoma 310N 370599 08-07-19
Preamplifier, 18 GHz Miteq AFS42-00101800-25-S-42 1876511 08-07-19
Preamplifier, 18 GHz Miteq AFS42-00101800-25-S-42 1896138 08-07-19
Preamplifier, 18 GHz Miteq AFS42-00101800-25-S-42 2029169 08-07-19
Spectrum Analyzer, 44 GHz Agilent/HP N9030A MY54170614 08-06-19
Spectrum Analyzer, 44 GHz Agilent/HP N9030A MY54490312 08-06-19
Average Power Sensor Agilent/HP U2000 MY54270007 08-07-19
Attenuator PASTERNACK PE7087-10 A001 08-08-19
Attenuator PASTERNACK PE7087-10 A008 08-08-19
Attenuator PASTERNACK PE7087-10 2 08-07-19
EMI Test Receive, 40 GHz R&S ESU40 100439 08-06-19
EMI Test Receive, 40 GHz R&S ESU40 100457 08-06-19
EMI Test Receive, 44 GHz R&S ESW44 101590 08-06-19
EMI Test Receive, 3 GHz R&S ESR3 101832 08-06-19
Low Pass Filter 5GHz Micro-Tronics LPS17541 009 08-07-19
Low Pass Filter 5GHz Micro-Tronics LPS17541 015 08-07-19
Low Pass Filter 5GHz Micro-Tronics LPS17541 020 08-06-19
High Pass Filter 3GHz Micro-Tronics HPM17543 010 08-07-19
High Pass Filter 3GHz Micro-Tronics HPM17543 015 08-07-19
High Pass Filter 3GHz Micro-Tronics HPM17543 020 08-06-19
High Pass Filter 6GHz Micro-Tronics HPS17542 009 08-07-19
High Pass Filter 6GHz Micro-Tronics HPS17542 016 08-07-19
High Pass Filter 6GHz Micro-Tronics HPS17542 021 08-06-19
Antenna, Loop, 9kHz-30MHz R&S HFH2-Z2 100418 10-26-19
LISN R&S ENV-216 101837 08-09-19
UL Software

Description Manufacturer Model Version

Radiated software UL UL EMC Ver 9.5

AC Line Conducted software UL UL EMC Ver 9.5
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7. REFERENCE MEASUREMENT RESULTS
7.1 ON TIME AND DUTY CYCLE RESULTS

LIMITS

None: for reporting purposes only.

o[ [l
01:00:59 PM Jan 21, 2013
TRACE] 5

ON Time Period |Duty Cycle| Duty Duty Cycle 1T
Mode B X Cycle |Correction Factor | Minimum VBW
[msec] [msec] [linear] [%] [dB] [kHz]
2400MHz Bands
BLE 1M 2.128 2.500 0.851 85.1% 0.70 0.470
BLE 2M 1.070 1.876 0.570 57.0% 244 0.935
1Mbps

TRE Worrgr Spectum Analyeer - Swept 2
i+ 500 D
#Avg Type: RMS.

BNO Fast -»- Trig:RF Burst TYPE|W
IFGain:Low Atten: 30 dB s

10 d8/div__ Ref 20.00 dBm
Log

Center 2.440000000 GHz Span 0 Hz
Res BW 8 MHz #VBW 50 MHz Sweep 7.500 ms (20001 pts)

1 2503 ms dBm

2 A1 t (a) 2128 ms (&) -0.14dB
al A1 t 2500 ms (4) 0.06 dB

4

$

]

7

8

9

10

1"

2Mbps

Kepsight Spectrum Anslyzer - Swept SA |-
AL . 500 oc | LIGN AUTO 01:03:52 PM Jan 21, 2019
#Avg Type:RMS TRACE[ o3 155

PHO: Fast ~»—  Trig:RF Burst TYPE W
IFGain:Low Anen: 30 4B T|P

10 de/div_ Ref 20.00 dBm
Log

Center 2.440000000 GHz Span 0 Hz
Res BW 8 MHz #VBW 50 MHz Sweep 5.000 ms (20001 pts)
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DATE: FEB 26, 2019

7.2 99% BANDWIDTH

LIMITS

None; for reporting purposes only.

TEST PROCEDURE

The transmitter output is connected to the spectrum analyzer. The RBW is set to 1% to 3% of
the 99 % bandwidth and to 1% of the span. The VBW is set to >= 3 times the RBW.
The spectrum analyzer internal 99% bandwidth function is utilized.

RESULTS
- 1Mbps
0, .
Channel Frequency 99% Bandwidth
[MHz] [MHz]
Low 2402 1.097
Mid 2440 1.096
High 2480 1078
Worst 1097
- 2Mbps
[o) .
Channel Frequency 99% Bandwidth
[MHz] [MHz]
Low 2402 2.077
Mid 2440 2.075
High 2480 5071
Worst 5077
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FCC ID: ASLSMA205FN

DATE: FEB 26, 2019

99% BANDWIDTH PLOTS

- 1IMbps

Low CH

—
Keysight Spectrum Analyzer - Occupied BW
AL 3 502 D ORRE

SENSE:INT ALTGN ATO
Center Freq: 2.402000000 GHz

s Trig: Free Run

o ]|-aR
05:40:01 PMFeb 14, 2019
Radio Std: None

MSG

AFGainiLow #Atten: 30 dB. Radio Device: BTS
10 dBldiv Ref 20.00 dBm
Log
t

Center 2,402 GHz Span 3 MHz
#Res BW 30 kHz VBW 300 kHz #Sweep 100 ms

Occupied Bandwidth Total Power 3.66 dBm

1.0968 MHz
Transmit Freq Error 148 Hz OBW Power 99.00 %
x dB Bandwidth 666.0 kHz x dB -6.00 dB

STATUS

Middle CH

Analyzer - Occupi
RL RF 02D ORRE

SENSE:INT] LIGN AUTO
Center Freq: 2.440000000 GHz
- Trig: Free Run

o[-
05:40:21 PMFeb 14, 2019
Radio Std: None

AFGainLow #Atten: 30 dB. Radio Device: BTS
10 dB/div Ref 20.00 dBm
og
|
Center 2,44 GHz Span 3 MHz
#Res BW 30 kHz VBW 300 kHz #Sweep 100 ms
Occupied Bandwidth Total Power 4.15 dBm
1.0959 MHz
Transmit Freq Error -2.561 kHz OBW Power 99.00 %
x dB Bandwidth 656.7 kHz x dB -6.00 dB

STATUS

High CH

SENSE:INT] LIGN AUTO
Center Freq: 2.480000000 GHz
- Trig: Free Run

o[-
05:40:35 PM Feb 14, 2019
Radio Std: None

AFGainLow #Atten: 30 dB. Radio Device: BTS
10 dB/div Ref 20.00 dBm
og
1
!
Center 2.48 GHz Span 3 MHz
#Res BW 30 kHz VBW 300 kHz #Sweep 100 ms
Occupied Bandwidth Total Power 3.46 dBm
1.0777 MHz
Transmit Freq Error -989 Hz OBW Power 99.00 %
x dB Bandwidth 642.8 kHz x dB -6.00 dB

STATUS
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

- 2Mbps

Keysight Spectrum Analyzes - Occupied I =
RL [ R 2 [ ] | SENSE:IN [ ALIGN AUTO | 05:40:57 PMFeb 14, 2019
Center Freq: 2.402000000 GHz Radio Std: None
s Trig: FreeRun
#FGain:Low #Atten: 30 dB Radio Device: BTS
10 dBidiv Ref 20.00 dBm
Log
| |
Low CH - - | . | WL
Center 2.402 GHz - Span 5 MHz
#Res BW 30 kHz VBW 300 kHz #Sweep 100 ms
Occupied Bandwidth Total Power 1.73 dBm
2.0769 MHz
Transmit Freq Error -14.402 kHz OBW Power 99.00 %
x dB Bandwidth 1.323 MHz x dB -6.00 dB
hisc sTaTUS
Keysight Spectrum Analyzer - Occupied BW. = -e]
RL | W E DC | CORRE SENSEIN [ asonaumo | 0S:41:18 PMFeb 14, 2018
Center Freq: 2.440000000 GHz Radio Std: None
s Trig: FreeRun
#FGain:Low #Atten: 30 dB Radio Device: BTS
10 dBidiv Ref 20.00 dBm
Log
! | !

Middle CH T | VI
Center 2.44 GHz - N “Span 5 MHz
#Res BW 30 kHz VBW 300 kHz #Sweep 100 ms

Occupied Bandwidth Total Power 2.30 dBm

2.0746 MHz

Transmit Freq Error -15.544 kHz OBW Power 99.00 %

x dB Bandwidth 1.227 MHz x dB -6.00 dB
hisc sTaTUS

Keysight Spectrum Analyzer - Occupied BW. = -e]

RL | W E DC | CORRE SENSEIN [ auonaumo | 05:41:32 PMFeb 14, 2018

Center Freq: 2.480000000 GHz Radio Std: None
s Trig: FreeRun
#FGain:Low #Atten: 30 dB Radio Device: BTS
10 dBidiv Ref 20.00 dBm
Log
High CH
L1 ] ! AEE R

Center 2.48 GHz Span 5 MHz
#Res BW 30 kHz VBW 300 kHz #Sweep 100 ms

Occupied Bandwidth Total Power 1.71 dBm

2.0713 MHz

Transmit Freq Error -18.075 kHz OBW Power 99.00 %

x dB Bandwidth 1.227 MHz x dB -6.00 dB
hisG sTATUS
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

8. MEASUREMENT METHODS
6 dB BW : KDB 558074 D01 v05, Section 8.2.

OUTPUT POWER : KDB 558074 D01 v05r01, Section 8.3.2.3

POWER SPECTRAL DENSITY : KDB 558074 D01 v05r01, Section 8.4.

Out-of-band Emissions (Conducted) : KDB 558074 D01 v05r01, Section 8.5.

Out-of-band Emissions in Non-restricted Bands: KDB 558074 D01 v05r01, Section 8.5.

Out-of-band Emissions in Restricted Bands : KDB 558074 D01 v05r01, Section 8.6.

AC Power Line Conducted Emission : ANSI C63.10-2013, Section 6.2
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REPORT NO: 4788852501-E3V2
FCC ID: ASLSMA205FN

DATE: FEB 26, 2019

9. SUMMARY TABLE

FCC Part Test Description Test Limit Test Test Result
Section Condition
1(2)%3)7 Occupied Band width (6dB) >500KHz Pass
2.1051, Bar?d Edge / Conducted Spurious -20dBe Pass
15.247 (d) |Emission
15247 Conducted
' TX conducted output power <30dBm Pass
(b)(3)
15.247 (e) |PSD <8dBm Pass
AC Power Line conducted . Power Line
15.207 (a) emissions Section 10 conducted Pass
15.205, . . . .
15.209 Radiated Spurious Emission < 54dBuV/m(Av) Radiated Pass
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REPORT NO: 4788852501-E3V2
FCC ID: ASLSMA205FN

DATE: FEB 26, 2019

10. ANTENNA PORT TEST RESULTS

10.1. 6 dB BANDWIDTH

LIMITS

FCC §15.247 (a) (2)

The minimum 6 dB bandwidth shall be at least 500 kHz.

TEST PROCEDURE

Reference to section 11.8 in ANSI C63.10(2013): The transmitter output is connected to a
spectrum analyzer with the RBW set to100KHz, the VBW >= 3 x RBW, peak detector and max
hold.

RESULTS
- 1Mbps
Channel Frequency 6 dB Bandwidth Minimum Limit
[MHZz] [kHz] [kHZz]
Low 2402 703.16 500.0
Mid 2440 708.37 500.0
High 2480 709.42 500.0
Worst 703.16 500.0
- 2Mbps
Channel Frequency 6 dB Bandwidth Minimum Limit
[MHZz] [MHZz] [kHZz]
Low 2402 1.274 500.0
Mid 2440 1.273 500.0
High 2480 1.276 500.0
Worst 1.273 500.0
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

6 dB BANDWIDTH PLOTS

- 1Mbps

Keysight Spectrum Analyzer - Swept S& o ||
RL 3 508 OC | CORREC SENSE:INT] LIGN AUTO 05:22:27 PH Feb 14, 2019
#Avg Type: RMS T 03
PNO Wide ~»- Trig: FreeRun AvglHold: 1001100 e
IFGain:Low Atten: 30 dB DET

10 deidiv. - Ref 20,00 dBm
Log

Low CH
Center 2.4020000 GHz Span 1.500 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 1.333 ms (20001 pts)
sa STATUS,
Keysight Spectrum Analyzer - Swept 54 =
RL RF 500 D JRREC SENSEINT] LIGN AUTO 05:22:55 PH Feh 14, 2019
RMS Trace] :
WO Wilde —» Trig: Free Run AvglHeld: 1001100 T
IFGain:Low Atten: 30 dB T

1%55‘“” Ref 20.00 dBm

— -
Middle CH
Center 2.4400000 GHz Span 1.500 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 1.333 ms (20001 pts)
MsG STATUS,
Keysight Spectrum Analyzer - Swept 54 =
RL RF 502D JRREC SENSEINT] LIGN AUTO 05:24:10 PM Feh 14, 2019
RMS TRace] 56
WO Wilde —» Trig: Free Run AvglHeld: 1001100 .
IFGain:Low Atten: 30 dB

1%55‘“” Ref 20.00 dBm

]
High CH
Center 2.4800000 GHz Span 1.500 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 1.333 ms (20001 pts)
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019

FCC ID: ASLSMA205FN

- 2Mbps

Keysight Spectrum Analyzer - Swept S&
RL i 508 0C SENSE:INT 05:26:27 PMFeb 14, 2018
TRACE] 03

" #Avg Type: RMS

RO Wide —»- Trig: FreeRun AvglHold: 1001100

1FGain:Low Atten: 30dB
10 dBidiv  Ref 20,00 dBm iB

og
A
W
A}
hY4 .

Low CH

Center 2.402000 GHz Span 5.000 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.667 ms (20001 pts)

MsG

STATUS

= |

05:30:22 PMFeb 14, 2018
TRACE] 56

Keysight Spectrum Analyzer - Swept S&

AL R SENSE:INT

" #Avg Type: RMS
AvglHold: 100100

FHO-Wide -»- Trig: FreeRun
IFGainiLow Atten: 30 dB

10 dBidiv  Ref 20,00 dBm
og

Middle CH

Center 2.440000 GHz Span 5.000 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.667 ms (20001 pts)

MSG

STATUS

=a
05:29:06 P Feb 14, 2019
TRACE 56

Keysight Spectrum Analyzer - Swept S&
RL RE 500 0C SENSEINT

~ #Avg Type: RMS
AvglHold: 1001100

PNO:Wide —+— 1rig: Free Run
IFGain:Low Aten: 30 dB

10deidiv  Ref 20.00 dBm
og

High CH

Center 2.480000 GHz Span 5.000 MHz
Sweep 2.667 ms (20001 pts)

#Res BW 100 kHz

MSG

#VBW 300 kHz

STATUS
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REPORT NO: 4788852501-E3V2

FCC ID: ASLSMA205FN

DATE: FEB 26, 2019

10.2.

LIMITS

OUTPUT POWER

FCC §15.247 (b)

The maximum antenna gain is less than or equal to 6 dBi, therefore the limit is 30 dBm.

TEST PROCEDURE

Peak power is measured using ANSI C63.10(2013) under section 11.9.1.1 utilizing spectrum

analyzer.
RESULTS
- 1Mbps
Channel Frequency Peak Power Reading Limit Margin
[MHZz] [dBm] [dBm] [dB]
Low 2402 5.957 30.000 -24.043
Mid 2440 6.381 30.000 -23.619
High 2480 5.559 30.000 -24.441
Worst 6.381 30.000 -23.619
- 2Mbps
Channel Frequency Peak Power Reading Limit Margin
[MHz] [dBm] [dBm] [dB]
Low 2402 5.992 30.000 -24.008
Mid 2440 6.406 30.000 -23.594
High 2480 5.635 30.000 -24.365
Worst 6.406 30.000 -23.594
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OUTPUT POWER PLOTS
- 1Mbps

Keysight Spectrum Analyzes - Swept SA
RL (5 500 D

CORRE SENSE:INT|
PNO: Fast ~»- 1rig: FreeRun
IFGain:Low Atten: 30 dB

o |
ALIGN AUTO 01:09:24 PM1an 21,2019
#Avg Type: RMS TRACE] 56
AvglHold: 100100 TreE(m

10 dB/div  Ref 20.00 dBm
Log

Mkr1 2.402 121 5 GHz
5.957 dBm|

Low CH

Center 2.402000 GHz
#Res BW 3.0 MHz

#VBW 50 MHz

Span 10.00 MHz
Sweep 1.333 ms (20001 pts

o

STATUS

Keysight Spectrum Analyzes - Swept A
KL [ 500 DC

CORREC SENSE:INT]

PNO: Fast -+ 1rg: FreeRun
IFGain:Low Atten: 30 dB

ALl

= -a
N AUTO 01:09:54 PMJan 21,2019
#Avg Type: RMS TRACE 5o
Avg|Hold: 10000 Tree[m

o=TlP

10 dBidiv - Ref 20.00 dBm
Leg

Mkr1 2.440 142 5 GHz
6.381 dBm)

Middle CH

Center 2.440000 GHz
#Res BW 3.0 MHz

#VBW 50 MHz

Span 10.00 MHz
Sweep 1.333 ms (20001 pts

MG

STATUS

Keysight Spectrum Analyzes - Swept SA
RL (5 500 D

CORRE SENSE:INT]

PNO: Fast ~»- 1rig: FreeRun
IFGain:Low Atten: 30 dB

ALIGN AUTO

#Avg Type: RMS
AvglHold: 100100

10 dB/div  Ref 20.00 dBm
Log

High CH

Center 2.480000 GHz
#Res BW 3.0 MHz

#VBW 50 MHz

Span 10.00 MHz
Sweep 1.333 ms (20001 pts

MG
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- 2Mbps

PNO: Fast —+— 1rig: FreeRun
IFGain:Low Atten: 30 dB

B Keysight Spectrum Analyzer - Swept SA ==
RL__ [ ®  [s0a DbC | CORREC ] [ sensean] [ agoNauTo ] 01:16:05 PM1an 21,2019
[ #Avg Type: RMS TRACE[L 1315 ¢
PN Fast —»— Trig: FreeRun Avg|Hold: 100/100 TYPE( MY
IFGain:Low Atten: 30 dB DeT|P N
Mkr1 2.402 045 5 GHZ
{0dBidiy__Ref 20.00 dBm 5.992 dBm
o9
10.0
0o
4100
200}
Low CH
300
400
500
500
700
Center 2.402000 GHz Span 10.00 MHz
#Res BW 3.0 MHz #VBW 50 MHz Sweep 1.333 ms (20001 pts]
usa sTaTUS
BN Keysight Spectrum Analyzer - Swept SA @\E/@[l
RL [ RF [50Q DC | CORREC | [ SENSE:INT] [ ALIGN AUTO | 01:16:27 PMJan 21,2019
#Avg Type: RMS TRACE[TT- 315 6
PNO:Fast —»— Trig: FreeRun AvglHold: 100/100 TYPE( M
IFGain:Low Atten: 30 dB oer|P
Mkr1 2.440 035 0 GHZ
[9geidiv_Ref 20.00 dBm 6.406 dBm
10.0
0o
100
Middle CH oY
300
400
500
0.0
700
Center 2.440000 GHz Span 10.00 MHz
#Res BW 3.0 MHz #VBW 50 MHz Sweep 1.333 ms (20001 pts]
usa sTaTUS
BB Keysight Spectrum Analyzer - Swept S (===
RL__ [ ® _ [s0a bC | CORREC ] [ sensean] [ agoNauTo 01:16:54 PMJan 21,2019
[ #Avg Type: RMS TRACE[T 2315 6

TYPE| MY

Avg[Hold: 1001100
DET|P

10 dBldiv
Log

Ref 20.00 dBm

Mkr1 2.479 996 0 GHZ
5.635 dBm

High CH

Center 2430000 GHz
#Res BW 3.0 MHz

#VBW 50 MHz

Span 10.00 MHz
Sweep 1.333 ms (20001 pts)

msc i) Alignment Completed

STATUS
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DATE: FEB 26, 2019

10.3. AVERAGE POWER

LIMITS

None; for reporting purposes only.

TEST PROCEDURE

The transmitter output is connected to a power meter.

RESULTS

The cable assembly insertion loss was entered as an offset in the power meter to allow for
direct reading of power. The duty factor already has been added.

- 1Mbps
Channel Frequency AV power AV power
[MHz] [dBm] [mW]
Low 2402 5.282 3.374
Middle 2440 5.740 3.750
High 2480 5.007 3.167
- 2Mbps
Channel Frequency AV power AV power
[MHz] [dBm] [mW]
Low 2402 5.099 3.235
Middle 2440 5.544 3.584
High 2480 4816 3.031
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FCC ID: ASLSMA205FN

DATE: FEB 26, 2019

10.4.

LIMITS

FCC 8§815.247

PSD

The power spectral density conducted from the transmitter to the antenna shall not be greater
than 8 dBm in any 3 kHz band during any time interval of continuous transmission.

TEST PROCEDURE

Power Spectral Density was performed utilizing the ANSI C63.10 section 11.10.2 (Method

PKPSD).
RESULTS
- IMbps
Frequency PSD Limit Margin
Channel
[MHZz] [dBm/3kHz] | [dBm/3kHZz] [dB]
Low 2402 -12.11 8.00 -20.11
Mid 2440 -11.60 8.00 -19.60
High 2480 -12.15 8.00 -20.15
- 2Mbps
Frequency PSD Limit Margin
Channel
[MHZ] [dBm/3kHz] | [dBm/3kHZz] [dB]
Low 2402 -14.74 8.00 -22.74
Mid 2440 -14.29 8.00 -22.29
High 2480 -14.94 8.00 -22.94
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POWER SPECTRAL DENSITY PLOTS
- 1IMbps

RL i

Keyaight Spectrum Anslyzer - SweptSA

9 dBid Ref 10.00 dBm

PNG: Wide -+ Trig: FreeRun
IFGain:Low Anen: 20 dB.

" #Avg Type: RMS

05:52:22 PM Feb 13,2019

Avg|Hold: 100100 TreEM
oerlP

Low CH

‘Center 2.4020000 GHz
#Res BW 3.0 kHz

e

#VBW 10 kHz

Span 1.645 MHz
Sweep 53.33 ms (20001 pts)

sTATUS

2 o
AL

9 dBid Ref 10.00 dBm

PNG: Wide -+ Trig: FreeRun
IFGain:Low Anen: 20 dB.

" #Avg Type: RMS

Avg|Hold: 100100

Middle CH

‘Center 2.4400000 GHz
#Res BW 3.0 kHz

#VBW 10 kHz

Span 1.644 MHz
Sweep 53.33 ms (20001 pts)

sTATUS

RL

0diidiv  Ref 10.00 dBm
Log

BN Wide -»- Trig: FreeRun
IFGain:Low Atten: 20 dB

" #Avg Type: RMS

Avg|Hold: 1001100

High CH

Center 2.4800000 GHz
#Res BW 3.0 kHz

#/BW 10 kHz

Span 1.617 MHz
Sweep 52.00 ms (20001 pts)
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- 2Mbps

ept 52
RL F 506 DC | CoRREC SENSE INT] LIGH AUTO
#Avg Type: RMS
BNO: Wide -+ Trig: FreeRun Avg|Hold: 1001100
IFGain:Low Atten: 20 dB
Mkr1
0dBidiv  Ref 10.00 dBm
Log
Center 2.402000 GHz Span 3.115 MHz
#Res BW 3.0 kHz #VBW 10 kHz Sweep 100.0 ms (20001 pts)
usc sTaTUS
= =y
RL F 0OC CORREC SENSE:INT ALIGN AUTO 05:54:06 PM Feb 14, 2019
#Avg Type: RS TRACE] S
BHO: Wide -»- Trig: FreeRun Avg|Hold: 1001100 TYeE(M
IFGain:Low Atten: 20 dB. ver|F
Mkr1 2.4
0 dBid Ref 10.00 dBm
Log
Center 2.440000 GHz Span 3.112 MHz
#Res BW 3.0 kHz #VBW 10 kHz Sweep 100.0 ms (20001 pts)
= sTATUS
et o2
RL | 0 500 DC | CORREC | [ sensenT] ALIGN ALTO 05:54:34 PMFeb 13, 2018
#Avg Type: RMS TRACE] 55
PO Wide -+~ Trig: Free Run Avg|Hold: 100100
IFGain:Low Atten: 20 dB
Mkr1
0 dBid Ref 10.00 dBm
Log
High CH
Center 2.480000 GHz Span 3.107 MHz
#Res BW 3.0 kHz #VBW 10 kHz Sweep 98.67 ms (20001 pts)
= sTATUS
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10.5. OUT-OF-BAND EMISSIONS

LIMITS

FCC §15.247 (d)

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally
modulated intentional radiator is operating, the radio frequency power that is produced by the
intentional radiator shall be at least 20 dB below that in the 100 kHz bandwidth within the band
that contains the highest level of the desired power, based on either an RF conducted or a
radiated measurement, provided the transmitter demonstrates compliance with the peak
conducted power limits. If the transmitter complies with the conducted power limits based on the
use of RMS averaging over a time interval, as permitted under paragraph (b)(3) of this section,
the attenuation required under this paragraph shall be 30 dB instead of 20 dB. Attenuation
below the general limits specified in §15.209(a) is not required.

TEST PROCEDURE

The transmitter output is connected to a spectrum analyzer with RBW = 100 kHz, VBW = 300
kHz, peak detector, and max hold. Measurements utilizing these settings are made of the in-
band reference level, bandedge (where measurements to the general radiated limits will not be
made) and out-of-band emissions.
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RESULTS

BANDEDGE & SPURIOUS EMISSIONS, LOW CHANNEL (1Mbps)

BN Keysight Spectrum Analyzer - Swept SA @@@_ [ ]
RL | RF |s0e pc [ CoRREC | [ SENSE:INT] ALIGN AUTO | 05:58:39 PM Feb 14,2019
#Avg Type: RMS TRAGE 3456
PNO: Wide —w—  Trig: FreeRun Avgl|Hold: 100/100 TYPEIMAAARAAAR
IFGain:Low Atten: 30 dB DeT|P
Mkr1 2.399 999 0 GHz
19geidi_Ref 20.00 dBm -35.872 dBm
100
0.00
100
-15 26 dBm|
Low CH 00
BandEdge . .
-40.0
0.0
600
700
Center 2.400000 GHz Span 10.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 5.333 ms (20001 pts)
IMSG ISTATUS
BE Keysight Spectrum Analyzer - Swept SA
RL | RF |s0e pc [ CoRREC | [ SENSE:INT] ALIGN AUTO | 06:17:54 PMFeb 14,2019
r #Avg Type: RMS TRAGE 3
PNO: Fast —w— 1rig: FreeRun Avg|Hold: 100/100 TYPE| MR
IFGain:Low Atten: 30 dB DeT|P
Mkr2 26.183 7 GHz
10,95/ __Ref 20.00 dBm -37.253 dBm
100
0.00
n ~15.26 dbm|
200
300 A
v
-40.0
Low CH Bl R i B
S . 600
purious o
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 973.3 ms (40001 pts
[WEmODETRC[SC] X | ¥ | FUNCTION ] FUNCTIoNw FUNCTION VALUE -
1 N f 2.4017 GHz 3.410dBm
N f 26.183 7 GHz -37.263 dBm
3
4
5 E
6
7
8
9
10 i
11 =
< i T D
IMSG ISTATUS
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SPURIOUS EMISSIONS, MID CHANNEL (1Mbps)

B Keysight Spectrum Analyzer - Swept SA @@@_ B
RL | RF |s0e pc [ CoRREC | [ SENSE:INT] [ ALIGN AUTO | 05:56:58 PM Feb 14,2019
#Avg Type: RMS TRACE 3456
PNO: Wide —w—  Trig: FreeRun Avg|Hold: 100/100 TYPE| MR
IFGain:Low #Atten: 30 dB DeT|P
Mkr1 2.440 264 75 GHz
19geidi_Ref 20.00 dBm 4.738 dBm
100 .
0.00
100
-15 26 dBm|
Middle CH 0
BandEdge .
400
500
600
700
Center 2.440000 GHz Span 5.000 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.667 ms (20001 pts)
IMSG ISTATUS
BN Keysight Spectrum Analyzer - Swept SA [E=m (===
RL | RF |s0e bpc [ corReC | [ SENSE:INT] [ ALIGN AUTO | 06:35:15 PMFeb 14,2019
r #Avg Type: RMS
PNO: Fast —w— 1rig: FreeRun Avg|Hold: 100/100
IFGain:Low Atten: 30 dB
Mkr2 26.207 56 GHz
10,g5idu__Ref 20.00 dBm -39.907 dBm
100
0.00
n ~15.26 dbm|
200
300 .
-40.0
Middle CH B ™ et AR e R B
. 0.0
Spurious e
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 973.3 ms (40001 pts
o
1 N f 2.4401 GHz 3.616 dBm
N f 26.207 5 GHz -39.907 dBm
3
4
5 E
6
7
8
9
10 i
11 e
< i T h
MSG ISTATUS
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

SPURIOUS EMISSIONS, HIGH CHANNEL (1Mbps)

B Keysight Spectrum Analyzer - Swept SA @@@_ B
RL | RF |s0e pc [ CoRREC | [ SENSE:INT] ALIGN AUTO | 06:00:34 PMFeb 14,2019
#Avg Type: RMS TRACE 3456
PNO: Wide —w—  Trig: FreeRun Avg|Hold: 100/100 TYPE| MR
IFGain:Low Atten: 30 dB DeT|P
Mkr1 2.483 593 5 GHz
19geidi_Ref 20.00 dBm -42.542 dBm
100
0.00
100
-15 26 dBm|
High CH
BandEdge .
400 4"
e+ e
600
700
Center 2.483500 GHz Span 10.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 5.333 ms (20001 pts)
IMSG ISTATUS
BE Keysight Spectrum Analyzer - Swept SA
RL | RF |s0e bpc [ corReC | [ SENSE:INT] [ ALIGN AUTO |
r #Avg Type: RMS
PNO: Fast —w— 1rig: FreeRun Avg|Hold: 100/100
IFGain:Low Atten: 30 dB
Mkr2 26.196 3 GHz
10,g5idu__Ref 20.00 dBm -40.138 dBm
100
0.00
n ~15.26 dbm|
200
300
-40.0 0
High CH B " sl I e R
. 0.0
Spurious e
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 973.3 ms (40001 pts
| o
1 N f 2.480 5 GHz 4.003 dBm
N f 26.196 3 GHz -40.138 dBm
3
4
5 E
6
7
8
9
10 i
11 e
<[ T | »
MSG ISTATUS
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REPORT NO: 4788852501-E3V2
FCC ID: ASLSMA205FN

DATE: FEB 26, 2019

BANDEDGE & SPURIOUS EMISSIONS, LOW CHANNEL (2Mbps)

B Keysight Spectrum Analyzer - Swept SA @@@_ B
RL | RF |s0e pc [ CoRREC | [ SENSE:INT] ALIGN AUTO | 06:03:10 PMFeb 14,2019
#Avg Type: RMS TRACE 3456
PNO: Wide —w—  Trig: FreeRun Avg|Hold: 100/100 TYPE] :lv'v*vv'w
IFGain:Low Atten: 30 dB DET|
Mkr1 2.399 968 5 GHz
19geidi_Ref 20.00 dBm -29.434 dBm
100
0.00 .
100
-16.00 aem)
Low CH a0
BandEdge . ¢
400
500 N I
600
700
Center 2.400000 GHz Span 10.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 5.333 ms (20001 pts)
IMSG ISTATUS
BE Keysight Spectrum Analyzer - Swept SA [ =R
RL | RF |s0e bpc [ corReC | [ SENSE:INT] [ ALIGN AUTO | 06:41:42 PMFeb 14,2019
r #Avg Type: RMS
PNO: Fast —w— 1rig: FreeRun Avg|Hold: 100/100
IFGain:Low Atten: 30 dB
Mkr2 26.339 9 GHz
10,g5idu__Ref 20.00 dBm -40.423 dBm
100
0.00
ub -16.00 ciEm|
200 - |
300 J
-40.0
Low CH B st I ey R
. 0.0
Spurious e
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 973.3 ms (40001 pts
o
1 N f 2.402 4 GHz 3.093 dBm
N f 26.339 9 GHz -40.423 dBm
3
4
5 E
6
7
8
9
10 i
11 e
<[ T | »
MSG ISTATUS
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

SPURIOUS EMISSIONS, MID CHANNEL (2Mbps)

B Keysight Spectrum Analyzer - Swept SA @@@_ B
RL | RF |s0e pc [ CoRREC | [ SENSE:INT] [ ALIGN AUTO | 06:01:56 PMFeb 14,2019
#Avg Type: RMS TRACE 3456
PNO: Wide —w—  Trig: FreeRun Avg|Hold: 100/100 TYPE :Iv-vrvv'w
IFGain:Low Atten: 30 dB DET|
Mkr1 2.440 005 75 GHz
19geidi_Ref 20.00 dBm 3.996 dBm
100
0.00 —
100
-16.00 aem)
Middle CH 0
BandEdge .
400
500
600
700
Center 2.440000 GHz Span 5.000 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.667 ms (20001 pts)
IMSG ISTATUS
BE Keysight Spectrum Analyzer - Swept SA
RL | RF |s0e bpc [ corReC | [ SENSE:INT] ALIGN AUTO |
r #Avg Type: RMS
PNO: Fast —w— 1rig: FreeRun Avg|Hold: 100/100
IFGain:Low Atten: 30 dB
Mkr2 25.668 2 GHz
10,g5idu__Ref 20.00 dBm -39.906 dBm
100
0.00
-10.0
-16.00 cBmjl
200
300 . g
-40.0
Middle CH B ™ot I I R
. 0.0
Spurious e
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 973.3 ms (40001 pts
o
1 N f 2.4401 GHz 3.835dBm
N f 25.668 2 GHz -39.906 dBm
3
4
5 E
6
7
8
9
10 i
11 e
<[ T | »
MSG ISTATUS
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REPORT NO: 4788852501-E3V2
FCC ID: ASLSMA205FN

DATE:

FEB 26, 2019

SPURIOUS EMISSIONS, HIGH CHANNEL (2Mbps)

B Keysight Spectrum Analyzer - Swept SA @@@_ B
RL | RF |s0e pc [ CoRREC | [ SENSE:INT] [ ALIGN AUTO | 06:04:49 PMFeb 14,2019
#Avg Type: RMS TRACE 3456
PNO: Wide —w—  Trig: FreeRun Avg|Hold: 100/100 TYPE| MR
IFGain:Low Atten: 30 dB DeT|P
Mkr1 2.483 675 5 GHz
19geidi_Ref 20.00 dBm -41.944 dBm
100
0.00
100
-16.00 aem)
High CH
BandEdge .
400 74
500 L] - . |
600
700
Center 2.483500 GHz Span 10.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 5.333 ms (20001 pts)
IMSG ISTATUS
BE Keysight Spectrum Analyzer - Swept SA
RL | RF |s0e bpc [ corReC | [ SENSE:INT] [ ALIGN AUTO |
r #Avg Type: RMS
PNO: Fast —w— 1rig: FreeRun Avg|Hold: 100/100
IFGain:Low Atten: 30 dB
Mkr2 26.275 0 GHz
10,g5idu__Ref 20.00 dBm -40.350 dBm
100
0.00
ub -16.00 ciEm|
200 - |
300 J
-40.0
High CH B o MR Iy I
. 0.0
Spurious e
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 973.3 ms (40001 pts
o
1 N f 24798 GHz 0.843 dBm
N f 26.275 0 GHz -40.350 dBm
3
4
5 E
6
7
8
9
10 i
11 e
<[ T | »
MSG ISTATUS
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

11. RADIATED TEST RESULTS

11.1. LIMITS AND PROCEDURE

LIMITS

FCC §15.205 and §15.209

Limits for radiated disturbance of an intentional radiator
Frequency range (MHz) Limits (uVv/m) Measurement Distance (m)

0.009 — 0.490 2400/ F (kHz) 300
0.490 — 1.705 24000/ F (kHz) 30
1.705-30.0 30 30
30-88 100** 3
88 - 216 150** 3
216 — 960 200** 3
Above 960 500 3

** Except as provided in paragraph (g), fundamental emissions from intentional radiators
operating under this section shall not be located in the frequency bands 54-72 MHz, 76-88 MHz,
174-216 MHz or 470-806 MHz. However, operation within these frequency bands is permitted
under other sections of this part, e.g. 88 15.231 and 15.241.
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

TEST PROCEDURE

The EUT is placed on a non-conducting table 80 cm above the ground plane for below 1GHz
and 150 cm for above 1GHz. The antenna to EUT distance is 3 meters. The EUT is configured in
accordance with ANSI C63.10. The EUT is set to transmit in a continuous mode.

For measurements below 1 GHz the resolution bandwidth is set to 100 kHz for peak detection
measurements or 120 kHz for quasi-peak detection measurements. Peak detection is used
unless otherwise noted as quasi-peak.

For measurements above 1 GHz the resolution bandwidth is set to 1 MHz, then the video
bandwidth is set to 3 MHz for peak measurements and add duty cycle factor for average
measurements. (Restriced bandedge, Final detection of spurious harmonic emissions)Duty
cycle factor = 10 log (1/x). For this sample: For 1Mbps, DCF = 10log(1/0.851)=0.70 dB
(Spectrum Analyzer round it up to 0.7dB) and for 2Mbps, DCF = 10log(1/0.571)=2.44dB
(Spectrum Analyzer round it up to 2.4dB)

Pre-scans to detect harmonic and spurious emissions, the resolution bandwidth is set to 1 MHz;
the video bandwidth is set to 30 KHz for peak measurements.

The spectrum from 1 GHz to 26 GHz is investigated with the transmitter set to the lowest,
middle, and highest channels in the 2.4 GHz band.

(From 30MHz to 1GHz, test was performed with the EUT set to transmit at the channel with
highest output power)

The frequency range of interest is monitored at a fixed antenna height and EUT azimuth. The

EUT is rotated through 360 degrees to maximize emissions received. The antenna is scanned

from 1 to 4 meters above the ground plane to further maximize the emission. Measurements are
made with the antenna polarized in both the vertical and the horizontal positions.

Note : Emission was pre-scanned from 9KHz to 30MHz; No emissions were detected which was
at least 20dB below the specification limit (consider distance correction factor).
Per FCC part 15.31(0), test results were not reported.

Although these tests were performed other than open field test site, adequate comparison
measurements were confirmed against 30 m open are test site.

Therefore sufficient tests were made to demonstrate that the alternative site produces results
that correlate with the one of tests made in an open field based on KDB 414788.
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REPORT NO: 4788852501-E3V2
FCC ID: ASLSMA205FN

DATE: FEB 26, 2019

11.2.

11.2.1. 1Mbps MODE

TRANSMITTER ABOVE 1 GHz

RESTRICTED BANDEDGE (LOW CHANNEL)

HORIZONTAL PEAK AND AVERAGE PLOT

UL SUWON Lab Choamber |

21 Jan 2819

21:52:8

125
Restricted Bandedge
Project Number: 4788869685
15 Client:Samsung
ConfigiEUT / Adoptler / Earphone
Mods:BLE_EE_H_2482
185 Tested by 47389
95
t 85
o
N
[
575
=
5
ks
t

a5
a2
2.3 18 .5MHz/ 2.415
Freguency (GHzJ
Range (G2} RBUAUEY Ref/fiitn  Det/fivg Mode Samap Fia  tsps/bode  Position Range (Gia) REWEU Ref/ftin  Det/Avg Hode Sueep Pts  #5ups/ode  Position
2731-2 415 1M(-628) /3K 25 FEAK/LogPurVideo  Pute Bl HkH 352 degs 3% 1 " q | ¥ AR GINNRT:
Mark Frequen Vet D 3117_00168717 10dB[dB] DC Corr (d8) Corrected ‘Average Limit (dBuV/m) Margin Peak Limit (dBuV/m) PK Margin ‘Azimuth Height Polarity
(GHa) Reading Reading (d8) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
1 2.39 43.56 Pk 317 -25.5 0 49.76 74 -24.24 359 392 H
2 2.33 46.09 Pk 315 -25.7 0 51.89 - - 74 -22.11 359 392 H
3 2.39 32.83 RMS 31.7 -25.5 7 39.73 54 -14.27 359 392 H
4 2.387 33.37 RMS 317 -25.5 7 40.27 54 -13.73 359 392 H

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band

Pk - Peak detector
RMS - RMS detection
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

VERTICAL PEAK AND AVERAGE PLOT

1,)bI_IL SUWON Lab Chamber | 21 Jan 2819 22:81:53

Restricted Bondedge

Project Number: 4788069665
TS Client:Somsung

ConfigiEUT / Adopter / Earphone
Mode :ELE_BE_U_2482
185 Tested by 47389

95
i 55
[
= 75
E
~
3 5
3 65
T

==| Averoge Li dBul; M }

55 :.

= | | !
Q : . 1
M P N W - Ik O Vot e A ot Al Ao il ‘_'l__‘__r vl 1 MO
45
43
=

a5

35

2.3 18.5MHz/ 2.415

Freguency (GHz)
Rangs (62} RBU/JEA Rof/Mitn  Det/iivg Mode Susep Pla Fhupsifode Fosition Rarge (@20 R/ Rof/fittn  Dot/itvg Node Sueep Fis Woups/toda Fosition
Marker Frequency Meter Det 3117_00168717 10dB[dB] 'DC Corr (dB) Corrected “Average Limit (dBuV/m) ‘Margin ‘Peak Limit (dBuV/m) PK Margin “Azimuth Height Polarity
(GHa) Reading Reading (@8) (@B) (Des) (em)
(dBuv) (dBuV/m)

1 *239 43.03 Pk 317 255 0 49.23 - - 74 -24.77 227 123 v
2 *2.316 45.66 Pk 315 -25.7 0 51.46 - - 74 -22.54 227 123 v
3 *239 32.88 RMS 317 255 7 39.78 54 -14.22 - - 227 123 v
4 *2.389 33.27 RMS 317 -25.5 7 40.17 54 -13.83 - - 227 123 v

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

AUTHORIZED BANDEDGE (HIGH CHANNEL)

HORIZONTAL PEAK AND AVERAGE PLOT

| 25Ul SUWON Lob Cherber | 21 Jon 2B13  22:12:24
- Restrictsd Bandsdge
Project Number: 4788869685
15 Client:Samsung
Config:EUT / Adopter / Eorphone
Mode :BLE_BE_H_Z488
185 | | Tested by:4798%9
95 A
Al
= f" i
2 as JAl
55 \
N il
5 5
2 75
I
© |
3 65
-
:
55
45 /
1=
2.46 ) ) 18, 3MH=/ 2.563
Freguency (GHz2
Fongn (G0 B Rer/n Datiivg o S Pl Vool Fonitie | R 0 W et el Foir Sy P Wyt Forition
2.46-2 563 1M(-6aB) 73 12/5 PEAK/LogPur-ideo  futo ;2] MexH 187 degs 353 46 L L] 1 R M " i il 5 J

HORIZONTAL DATA
Trace Markers

Marker Frequency Meter Det 3117_00168717 10dB[dB] DC Corr (d8) Corrected ‘Average Limit (dBuV/m) Margin Peak Limit (dBuV/m) PK Margin Azimuth Height Polarity
(GHa) Reading Reading (d8) (dB) (Degs) (em)
(dBuv) (dBuV/m)
1 *2.484 42.64 Pk 319 -25.3 0 49.24 - - 74 -24.76 187 359 H
2 *2.484 50.16 Pk 31.9 -25.3 0 56.76 - - 74 -17.24 187 359 H
3 *2.484 3293 RMS 319 -25.3 7 40.23 54 -13.77 - - 187 359 H
4 2.562 333 RMS 32 -25.1 7 40.9 54 -13.1 - - 187 359 H

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO: 4788852501-E3V2

FCC ID: ASLSMA205FN

DATE: FEB 26, 2019

VERTICAL PEAK AND AVERAGE PLOT

1 ,)bUL SUWON Lab Chamber | 21 Jon 2B19 22:22:18
Restricted Bandsdge
Project Number: 4788869685
115 Client:Samsun
Config:EUT / Adapter / Earphone
Mode :BLE_BE_U_z48@
185 Tested by:4798%9
95
5 85
1
I
= 75
T
~
= =
2 65
3 i
Average Limit CdBul/m
= £
55 d
b i TEPPR WA AN PPN IWMR T TRV RN T RPY OO PR b TN
45
3 4
& o
e
35
Z2.46 18. 3MHz/ 2.563
Frequency (GHz)
Rangs (62} RBU/JEd Rof/Min  Det/iivg ode Soeep Pla Fiupsffode FPosition Range (&2} R/ Rud/fittn  Dot/itg Hode Susep Pta  Sups/thods + ‘
Warker Frequency Meter Det 3117_00168717 10461a8] DC Corr (@) Corrected Average Uit (dBuv/m) Margin Peak Limit (dBuv/m) PKMargin dimuth Height Polarity
(6H2) Reading Reading (d8) (¢8) (Degs) (em)
(dBuwv) (dBuV/m)
1 *2.484 48.04 Pk 31.9 -25.3 0 54.64 74 -19.36 74 390 \Z
2 *2.484 49.56 Pk 319 -25.3 0 56.16 - - 74 -17.84 74 390 A\
3 *2.484 32.57 RMS 319 -25.3 7 39.87 54 -14.13 74 390 A2
4 2.547 33.09 RMS 32 -25.1 7 40.69 54 -13.31 74 390 A

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band

Pk - Peak detector
RMS - RMS detection
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REPORT NO: 4788852501-E3V2
FCC ID: ASLSMA205FN

DATE: FEB 26, 2019

HARMONICS AND SPURIOUS EMISSIONS

LOW CHANNEL HORIZONTAL

| IUUL SUWON Lab Chamber | 15 Feb 28189 22:18:51
Fadioted Emissions 3-Meters
Project Number 4788869685
186 Clisnt:Semsung
Config:EUT / AC Adopter / Eorphone
Mode:BLE_HARM_2482
Y R SR U S S Tested by 47989
86
o
T 7H
]
"
5
-2 [=1E]
- Avg Limit CdBul/m
&
5 s
- i
- aprliet 8.4
48 ; it 14 R T
J\T? i =
36
20
1 18 18
Frequency (GHz)
Rangs (@) RBUATG Ref/Attn  Det/iivg Fode Sarep Pls  Pupsiode Foallion Rarge (G120 R/ Ref/Attn  Deifvg Hode Sucep s Wups/tode  Fosit
3 1HC-5481 /381 218 PEAK/logPur-Video lnsecifute) GOl KK B-Jedegs 298| 3.3-18 MC-6E1/I BV PEAK/LocPur-Uideo  SBassc(Autc) 16k MAGH kg 250
1 IUUL SUWON Lab Chamber 1 15 Feb 2013 22:18:51
Radioted Emissions 3-Meters
Project Number:4788869685
186 Clisnt:Semsung
Config:EUT / AC Adopter / Eorphone
Mode :ELE_HARM_2482
Y R S SN S S Tested by 47989
86
8 7o
T
i
= [=1E]
E Avg mit (dBul/m
3
2 5
2 st}
o
- 7
ap &5 o
! 3 =
i
3d
28
1 18 18
Frequency (GHz)
Range (fl2) R/ VEd Ref/Attn  Det/ivg Fode Sasep Pla  Fpaifode Fosition Range (8z) R/ Ref/fttn  DeL/fvg Hode Sueep Pt Wupstode Fosition |

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor
which was at least 20dB below the specification limit.
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

LOW CHANNEL DATA

Trace Markers

Marker Frequency Meter Det 311700168717 3GHz_HP(dB] DC Corr (dB) Corrected ‘Avg Limit (dBuV/m) Margin Peak Limit (dBuV/m) Margin Azimuth Height Polarity
(GH) Reading Reading (d8) (d8) (Degs) (cm)
(dBuv) (dBuv/m)
1 *4.804 36.47 PK 34.2 -31.4 0 39.27 - - 74 -34.73 0-360 250 H
4 *4.919 35.48 PK 34.2 -31.6 0 38.08 - - 74 -35.92 0-360 150 H
5 7.205 29.79 PK 35.8 -27.9 0 37.69 - - 74 -36.31 0-360 150 H
8 9.61 26.4 PK 37 -23.1 0 40.3 - - 74 -33.7 0-360 250 H
2 * 4,804 36.36 PK 34.2 -31.4 0 39.16 - - 74 -34.84 0-360 150 \
3 *4.918 323 PK 34.2 -31.5 0 35 - - 74 -39 0-360 250 v
6 7.205 29.67 PK 35.8 -27.9 0 37.57 - - 74 -36.43 0-360 150 \
7 9.608 26.76 PK 37 -23.1 0 40.66 - - 74 -33.34 0-360 150 v

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
PK — Peak detector

Radiated Emissions

Frequency Meter Det 3117_00168717 3GHz_HP[dB] DC Corr (dB) Corrected Avg Limit Margin Peak Limit Margin Azimuth Height Polarity
(GHz) Reading Reading (dBuv/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
*4.922 38.6 PK2 34.2 -31.6 0 41.2 - - 74 -32.8 151 162 A
*4.928 29.32 MAv1 34.2 -31.5 7 32.72 54 -21.28 - - 151 162 A
*4.922 41.41 PK2 34.2 -31.6 0 44.01 - - 74 -29.99 300 127 H
*4.925 29.18 MAv1 34.2 -31.6 7 32.48 54 -21.52 - - 300 127 H
*4.804 44.25 PK2 34.2 -31.4 0 47.05 - - 74 -26.95 161 247 H
*4.804 35.23 MAv1 34.2 -31.4 7 38.73 54 -15.27 - 161 247 H
*4.804 43.69 PK2 34.2 -31.4 0 46.49 - - 74 -27.51 211 147 A
*4.804 33.66 MAv1 34.2 -31.4 7 37.16 54 -16.84 - - 211 147 \%

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
PK2 - KDB558074 Method: Maximum Peak
MAV1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 4788852501-E3V2

DATE: FEB 26, 2019

FCC ID: ASLSMA205FN

MID CHANNEL HORIZONTAL

| I@UL SUWON Lab Chamber | 15 Feb 28189 23:35:17
| Fadioted Emissions 3-Meters
Project Number:4788869685
184 Client:Samsung
Config:EUT / BC Adopter / Eorphons
Mode :BLE_HARM 2448
90 Tested by 47989
=15
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o
s
5
2 66 t ¥
- Bvg Limit CeBul L
g R
ER15
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. | pisiimian : 4 Gu-LM
48 o
Mebinimpropiinl i ;
b A
36
20
1 g 18
Frequency (GHz)
Rangs (@) RBUATG Ref/Attn  Det/iivg Fode Sarep Pls  Pupsiode Foallion Rarge (G120 R/ Ref/Attn  Deifvg Hode Sucep s Wups/tode Fosition
3 1HC-5481 /381 218 PEAK/LogPur-Video BBnsectiuto) Gl HAKH B-Jedegs 298| 3.3-18 MC-6E1/I BV PEAK/LogPur-Videa  SABasectiuto) 16k HAMH B-36Ades 150
| I@UL SUWON Lab Chamber | 15 Feb 28189 23:35:17
| Fadioted Emissions 3-Meters
Project Number:4788869685
184 Client:Samsung
Config:EUT / BC Adopter / Eorphons
Mode :BLE_HRARM_z2448
| OSSO ST SO SN SO Tested by 47989
86
5 78
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e Avg Limit CdBul/m
~
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2 56
= |
6,
46 2 3 o
e 3
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208
1 g 18
Frequency (GHz)
Fange (@) RBUATR Ref/Atn  Det/iivg Fode Sarep Pls  Pupsifode Foallion Rarge (G120 L Ref/fttn  DeLifvg Hode Sueep s Wups/tode Fosition

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor
which was at least 20dB below the specification limit.
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

MID CHANNEL DATA

Trace Markers

Marker Frequency Meter Det 311700168717 3GHz_HP(dB] DC Corr (dB) Corrected ‘Avg Limit (dBuV/m) Margin Peak Limit (dBuV/m) Margin Azimuth Height Polarity
(GH) Reading Reading (d8) (d8) (Degs) (cm)
(dBuv) (dBuv/m)
1 *4.88 35.74 PK 34.2 -31.5 0 38.44 - - 74 -35.56 0-360 150 H
4 *7.32 31.43 PK 35.8 -27.3 0 39.93 - - 74 -34.07 0-360 150 H
S 9.76 27.18 PK 37.2 -23.9 0 40.48 - - 74 -33.52 0-360 250 H
2 *4.88 34.83 PK 34.2 -31.5 0 37.53 - - 74 -36.47 0-360 150 v
3 *7.32 29.83 PK 35.8 -27.3 0 38.33 - - 74 -35.67 0-360 250 \
6 9.761 27.12 PK 37.2 -23.9 0 40.42 - - 74 -33.58 0-360 250 v

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
PK — Peak detector

Radiated Emissions

Frequency Meter Det 3117_00168717 3GHz_HP[dB] DC Corr (dB) Corrected ‘Avg Limit Margin Peak Limit Margin Azimuth Height Polarity
(GHz) Reading Reading (dBuv/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
*4.88 43.75 PK2 34.2 -31.5 0 46.45 - - 74 -27.55 137 124 H
*4.88 35.64 MAv1 34.2 -31.5 7 39.04 54 -14.96 - 137 124 H
*4.88 43.14 PK2 34.2 -31.5 0 45.84 - 74 -28.16 192 185 A
*4.88 33.93 MAv1 34.2 -31.5 7 37.33 54 -16.67 - - 192 185 A
*7.319 41.29 PK2 35.8 -27.3 0 49.79 - - 74 -24.21 167 121 H
*7.319 30.54 MAv1 35.8 -27.3 7 39.74 54 -14.26 - 167 121 H
*7.32 39.45 PK2 35.8 -27.3 0 47.95 - - 74 -26.05 129 109 A
*7.32 27.76 MAv1 35.8 -27.3 7 36.96 54 -17.04 - - 129 109 A

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
PK2 - KDB558074 Method: Maximum Peak
MAvV1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 4788852501-E3V2
FCC ID: ASLSMA205FN

DATE: FEB 26, 2019

HIGH CHANNEL HORIZONTAL

| IQUL SUWON Lab Chamber | 16 Feb 268189 a8:32:37
| | Fadioted Emissions 3-Meters
Project Number:4788869685
184 Client:Samsung
Config:EUT / BC Adopter / Eorphons
Mode :BLE_HARM_2488
9@ Tested by:47939
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Frequency (GHz)
Range (612 RBUAUGU Ref/fttn  Det/fivg fode Sacep Fla  Fops/fode Position farge (B2 R Rel/fttn  Det/ivg Hode Suer Pts  Hups/fode  Fosition
3 1MC-6E) /381 1B PEAK/Logfur-Video Bwsecifuto) BeAl  HAKE B-360cegs 156 3:3-18 HC-EB)O B/ PEG/LogPur-—Videa  SOBasec(futo) 16k FAKH B 360degs 250 ¢
1 IUUL SUWON Lab Chamber 1 16 Feb 2013 @@:32:37
Radioted Emissions 3-Meters
Project Number:4788869685
186 Clisnt:Semsung
Config:EUT / AC Adopter / Eorphone
Mode :BLE_HARM 2480
Y R S BN S S Tested by 47989
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Frequency (GHz)
Range (62 REU VB Ref/fttn  Det/fvg Mode Sueep Pia  Hhps/fode Fosition Rarge (Ez) FEALB Ref/fttn  Det/vg Hode Sues Pts  Eups/thde Position |

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor
which was at least 20dB below the specification limit.
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

HIGH CHANNEL DATA

Trace Markers

Marker Frequency Meter Det 311700168717 3GHz_HP[dB] DC Corr (dB) Corrected ‘Avg Limit (dBuV/m) Margin Peak Limit (dBuV/m) Margin Azimuth Height Polarity
(GHz) Reading Reading (d8) (d8) (Degs) (cm)
(dBuv) (dBuv/m)
1 *4.959 36.75 PK 34.2 -31.4 0 39.55 - - 74 -34.45 0-360 150 H
4 *7.439 31.74 PK 35.8 -27 0 40.54 - - 74 -33.46 0-360 150 H
5 9.909 26.4 PK 37.4 -22.4 0 41.4 - - 74 -32.6 0-360 150 H
8 *12.399 27.79 PK 38.9 -21 0 45.69 - - 74 -28.31 0-360 250 H
2 *4.959 34.62 PK 34.2 -31.4 0 37.42 - - 74 -36.58 0-360 150 \Z
3 *7.44 30.01 PK 35.8 -27 0 38.81 - - 74 -35.19 0-360 250 \Z
6 9.916 26.17 PK 37.5 -22.3 0 41.37 - - 74 -32.63 0-360 250 \
7 *12.399 26.72 PK 38.9 -21 0 44.62 - - 74 -29.38 0-360 150 \Z

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
PK — Peak detector

Radiated Emissions

Frequency Meter Det 3117_00168717 3GHz_HP[dB] DC Corr (dB) Corrected Avg Limit Margin Peak Limit Margin Azimuth Height Polarity
(GHz) Reading Reading (dBuv/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
*4.96 44.12 PK2 34.2 -31.4 0 46.92 - - 74 -27.08 139 125 H
*4.96 35.91 MAv1 34.2 -31.4 7 39.41 54 -14.59 - - 139 125 H
*4.96 42.69 PK2 34.2 -31.4 0 45.49 - - 74 -28.51 191 179 A
*4.96 33.37 MAv1 34.2 -31.4 7 36.87 54 -17.13 - - 191 179 \%
*7.44 41.04 PK2 35.8 -27 0 49.84 - - 74 -24.16 163 105 H
*7.439 30.52 MAv1 35.8 -27 7 40.02 54 -13.98 - 163 105 H
*7.441 38.84 PK2 35.8 -27 0 47.64 - - 74 -26.36 138 264 A
*7.439 27.05 MAv1 35.8 -27 7 36.55 54 -17.45 - - 138 264 \%
*12.4 36.1 PK2 38.8 -21 0 53.9 - - 74 -20.1 133 104 A
*12.4 25.11 MAv1 389 -21 7 43.71 54 -10.29 - - 133 104 A
*124 35.76 PK2 389 -21 0 53.66 - - 74 -20.34 167 241 H
*124 24.59 MAv1 389 -21 7 43.19 54 -10.81 - - 167 241 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
PK2 - KDB558074 Method: Maximum Peak
MAV1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

11.2.2. 2Mbps MODE

RESTRICTED BANDEDGE (LOW CHANNEL)

HORIZONTAL PEAK AND AVERAGE PLOT

UL SUWON Lab Choamber | 21 Jan 2819 23:45:17

125
Restricted Bondedge
Praject Number: 4788869685
115 Cliant:Somsung
ConfigiEUT / Adepter / Earphone
Mods:BLE_EE_H_2482
185 Tested by 47389

95 1

HBul/m) Horizorntal

dBul¥ml

L

45 4 3
35
35
2.3l 14.5MH=z/ 2,415
Freguency (GHz2
Rongs (6H2) B/ Ref/Mtn  Det/iivg Fode Saeep Fla  Vhpa/fode  Fosition Rarge (@21 REW/ Bl Aef/fttn  Dotifivg Hods Suep Fis  Woupsthoe  Fosition
H-2415  MCGE/M VB PEAK/LogurVideo  Bube Bl haH 3 degs 30 8 1 Moo 7 1 18
Marker Frequency Meter Det 3117_00168717 10dB(dB] DC Corr (dB) Corrected Average Limit (dBuV/m) Margin Peak Limit (dBuV/m) PK Margin Azimuth Height Polarity
(GHz) Reading Reading (dB) (dB) (Degs) (cm)
(dBuV) (dBuV/m)
1 *2.39 42.26 Pk 317 255 0 48.46 74 -25.54 359 390 H
2 *2.364 45.62 Pk 316 -25.7 0 51.52 - 74 -22.48 359 390 H
3 239 32.63 RMS 317 255 2.44 41.27 54 -12.73 - - 359 390 H
4 *2.362 33.46 RMS 316 -25.6 2.44 41.9 54 -12.1 - - 359 390 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

VERTICAL PEAK AND AVERAGE PLOT

| ,)bLlL SUWON Lab Chamber | 21 Jan 2818 23:54:58
Restricted Bondedge
Project Number: 47888690685
115 Cliant:Somsung
ConfigiEUT / Adopter / Earphone
Mode :ELE_BE_U_2482
185 Tested by 47389
95
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=e| Averoge Li dBul; j
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G A MM bl o Lokl nmu;.a‘u._._J i TR
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35
2.31 18.5MHz/ 2.415
Freguency (GHz)
Rangs (62} RBU/JEd Rof/Min  Det/iivg ode Soeep Pla Fupsffode FPosition Range (82} R/ Ruf/fittn  Dot/fg Hade Suemp Pta  #5upathds  Pos ition ‘
Marker Frequency Meter Det 3117_00168717 10dB[dB] 'DC Corr (dB) Corrected “Average Limit (dBuV/m) ‘Margin ‘Peak Limit (dBuV/m) PK Margin “Azimuth Height Polarity
(6H2) Reading Reading (@8) (@B) (Des) (em)
(dBuv) (dBuV/m)
1 *2.39 42.53 Pk 317 255 0 48.73 - - 74 -25.27 67 371 v
2 *2.351 46.09 Pk 316 -25.7 0 51.99 - - 74 -22.01 67 371 v
3 *2.39 325 RMS, 317 255 2.44 4114 54 -12.86 - - 67 371 v
4 *2.386 33.23 RMS 317 -25.5 2.44 41.87 54 -12.13 - - 67 371 v

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

AUTHORIZED BANDEDGE (HIGH CHANNEL)

HORIZONTAL PEAK AND AVERAGE PLOT

| 2L SUMON Lab Chanber | 22 Jon 2813 98:84:26
- Restrictsd Bandsdge
Project Number: 4788869685
15 Client:Sansung
Config:EUT / Adepter / Eorphone
Mode :BLE_BE _H_z2488

185 | | Tested by:4798%9
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2.46 ) ) 18, 3MH=/ 2.563
Freguency (GHz2

Fonge (6Hz) REU/UEU Raf/fttn  Det /vy Fooe ) Fia  Fpa/fode  Foaition Farge (Az) R Fed Atk Dat/itvg Hode Sorep Ptz Supsthoe  Fosition
2.46-2 563 PEiK/LogP Bl K i M Moo 7 M) ! TG d

1M(-6dB) /34 125 K/ LogPurideo  futo 198 degs 361

HORIZONTAL DATA
Trace Markers

Marker Frequency Meter Det 3117_00168717 10dB[dB] DC Corr (d8) Corrected ‘Average Limit (dBuV/m) Margin Peak Limit (dBuV/m) PK Margin Azimuth Height Polarity
(GHa) Reading Reading (d8) (dB) (Degs) (em)
(dBuv) (dBuV/m)
1 *2.484 46.9 Pk 319 -25.3 0 53.5 - - 74 -20.5 190 361 H
2 *2.484 51.14 Pk 31.9 -25.3 0 57.74 - - 74 -16.26 190 361 H
3 *2.484 33.19 RMS 319 -25.3 2.44 42.23 54 -11.77 - - 190 361 H
4 *2.484 33.63 RMS 31.9 -25.3 2.44 42.67 54 -11.33 - - 190 361 H

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

VERTICAL PEAK AND AVERAGE PLOT

UL SUWON Lakb Choamber | 22 Jon 2B19 @8:13:21
Restricted Bandsdge
Project Number: 4788869685

15 Client:Samsung
: ConfigiEUT / Adapter / Earphone

125

I I Mode :BLE_BE_Y_2488
185 i | | Testec by:47989
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2.496 8. 3MH=/ Z.563
Fregusncy (GHz)
Range (GHz) T Ref/fittn  Det/fvg Mode Saeep Pis  #5eps/Mode Position Rarge (GHa) REWUBU Ref/fittn  Det/ivg Node Sueep Pts #5ups/Made Position ‘

VERTICAL DATA
Trace Markers

Marker Frequency Meter Det 3117_00168717 10dB[dB] DC Corr (dB) Corrected ‘Average Limit (dBuV/m) Margin Peak Limit (dBuV/m) PK Margin Azimuth Height Polarity
(GHa) Reading Reading (d8) (d8) (Degs) (em)
(dBuv) (dBuV/m)
1 *2.484 42.65 Pk 319 -25.3 0 49.25 - - 74 -24.75 71 390 \
2 *2.484 49.66 Pk 31.9 -25.3 0 56.26 - - 74 -17.74 71 390 \
3 *2.484 33.05 RMS 31.9 -25.3 2.44 42.09 54 -11.91 - - 71 390 \
4 *2.484 33.65 RMS 319 -25.3 2.44 42.69 54 -11.31 - - 71 390 A

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO: 4788852501-E3V2
FCC ID: ASLSMA205FN

DATE: FEB 26, 2019

HARMONICS AND SPURIOUS EMISSIONS

LOW CHANNEL HORIZONTAL

1IQUL SUWON Lab Chamber | 16 Feb 268189 B3:85:89
Fadioted Emissions 3-Meters
Project Number 4788869685
186 Clisnt:Semsung
Config:EUT / AC Adopter / Eorphone
Mode:BLE_HARM_2482
ag I Tested by:47989
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Frequency (GHz)
Range (612 RBUAUGU Ref/fttn  Det/fivg fode Sacep Fla  Fops/fode Position farge (B2 R Rel/fttn  Det/ivg Hode Sueep Pts Bups/tode  FPosit
3 1MC-6E) /381 218 PEAK/Loghur-Video Blasecifuto) Bal  hKt B-Jedegs 298| 3.3-18 MG/ 870 PEGK/LooPur-Video  SBasec(Auto) 16k HAKH bgs 250
HUUL SUWON Lab Chamber 1 16 Feb 2013 @3:085:89
Radioted Emissions 3-Meters
Project Number:4788869685
186 Clisnt:Semsung
Config:EUT / AC Adopter / Eorphone
Mode :ELE_HARM_2482
ag I Tested by:47989
[&15]
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Frequency (GHz)
Range (62 REU VB Ref/fttn  Det/fvg Mode Sueep Pia  Hhps/fode Fosition Rarge (Ez) FEALB Ref/fttn  Det/vg Hode Sueep Pts  Eups/thde Position |

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor

which was at least 20dB below the specification limit.

Page 54 of 70

UL Korea, Ltd. Suwon Laboratory

FORM ID: FCC_15C

218 Maeyeong-ro, Yeongtong-gu, Suwon-si, Gyeonggi-do, 16675,Korea TEL: (031) 337-9902 FAX: (031) 213-5433

UL Korea, Ltd. Confidential

This report shall not be reproduced except in full, without the written approval of UL Korea, Ltd.




REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

LOW CHANNEL DATA

Marker Frequency Meter Det 3117_00168717 3GHz_HP([dB] DC Corr (dB). Corrected Avg Limit (dBuV/m) Margin Peak Limit (dBuV/m) Margin Azimuth Height Polarity
(GHz) Reading Reading (dB) (dB) (Degs) (em)
(dBuV) (dBuV/m)

1 *4.804 36.81 PK 34.2 -31.4 0 39.61 - - 74 -34.39 0-360 250 H

4 7.217 29.52 PK 35.8 -27.8 0 37.52 - - 74 -36.48 0-360 250 H

5 9.622 26.84 PK 37 -23.1 0 40.74 - - 74 -33.26 0-360 150 H

2 *4.804 35.02 PK 34.2 -31.4 0 37.82 - - 74 -36.18 0-360 150 \

3 7.216 29.55 PK 35.8 -27.9 0 37.45 - - 74 -36.55 0-360 150 v

6 9.619 26.29 PK 37 -23.1 0 40.19 - - 74 -33.81 0-360 150 v
. . .

- indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
PK — Peak detector
Radiated Emissions
Frequency Meter Det 3117_00168717 3GHz_HP[dB] DC Corr (dB) Corrected Avg Limit Margin Peak Limit Margin Azimuth Height Polarity

(GHz) Reading Reading (dBuv/m) (dB) (dBuVv/m) (dB) (Degs) (cm)

(dBuv) (dBuv/m)

*4.804 43.61 PK2 34.2 -31.4 0 46.41 - - 74 -27.59 141 121 H
* 4,804 35.38 MAvV1 34.2 314 7 38.88 54 -15.12 - - 141 121 H
*4.804 43.09 PK2 34.2 -31.4 0 45.89 - - 74 -28.11 184 154 v
*4.804 33.65 MAv1 34.2 -31.4 7 37.15 54 -16.85 - - 184 154 v

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
PK2 - KDB558074 Method: Maximum Peak
MAvV1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

MID CHANNEL HORIZONTAL

1|QUL SUWON Lab Chamber | 16 Feb 268189 B3:39:41
| | Fadioted Emissions 3-Meters
H H Project Number:4788869685
184 Client:Samsung
Config:EUT / BC Adopter / Eorphons
Mode : BLE_HARM_2448
9@ | Tested by:47989
=15
o
T 7H
]
"
5
-2 [=1E]
- Avg Limit CdBul/m
&
5 s
@ |
5 5!
1 4 i oV o seibobelitibios ot
[
gl 4
[FY——
36
20
1 18 18
Frequency (GHz)
Rangs (@) RBUATG Ref/Attn  Det/iivg Fode Sarep Pls  Pupsiode Foallion Rarge (G120 R/ Ref/Attn  Deifvg Hode Sucep s Wups/tode Fosition
3 1HC-5481 /381 218 PEAK/LogPur-Video BBnsectiuto) Gl HAKH B-JEadegs 158 3.3-18 M6/ BB PEAK/LogPur-Videa  SABasectiuto) 16k HAMH B-36Rdegs 250 of
HUUL SUWON Lab Chamber | 16 Feb 2013 a3:39:41
Radioted Emissions 3-Meters
Project Number:4788869685
186 Clisnt:Semsung
Config:EUT / AC Adopter / Eorphone
Mode : ELE_HARM_244B
ag I Tested by:47989
86
8 7o
T
i
= [=1E]
E Avg mit (dBul/m
~
=
2 5
2 sl
=
48— 2 T TTIF dadl AR
5 a
36
20
1 18 18
Frequency (GHz)
Range (fl2) R/ VEd Ref/Attn  Det/ivg Fode Sasep Pla  Fpaifode Fosition Range (8z) R/ Ref/fttn  DeL/fvg Hode Sueep Pt Wupstode Fosition |

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor
which was at least 20dB below the specification limit.
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MID CHANNEL DATA

Trace Markers

Marker Frequency Meter Det 311700168717 3GHz_HP(dB] DC Corr (dB) Corrected ‘Avg Limit (dBuV/m) Margin Peak Limit (dBuV/m) Margin Azimuth Height Polarity
(GH) Reading Reading (d8) (d8) (Degs) (cm)
(dBuv) (dBuv/m)
1 *4.88 35.33 PK 34.2 -31.5 0 38.03 - - 74 -35.97 0-360 150 H
4 *7.322 30.55 PK 35.8 -27.3 0 39.05 - - 74 -34.95 0-360 250 H
S 9.76 27.48 PK 37.2 -23.9 0 40.78 - - 74 -33.22 0-360 250 H
2 *4.88 34.52 PK 34.2 -31.5 0 37.22 - - 74 -36.78 0-360 150 v
3 *7.312 29.6 PK 35.8 -27.4 0 38 - - 74 -36 0-360 150 \
6 9.76 26.88 PK 37.2 -23.9 0 40.18 - - 74 -33.82 0-360 250 v

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
PK — Peak detector

Radiated Emissions

Frequency Meter Det 3117_00168717 3GHz_HP[dB] DC Corr (dB) Corrected Avg Limit Margin Peak Limit Margin Azimuth Height Polarity
(GHz) Reading Reading (dBuv/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
*4.88 43.67 PK2 34.2 -31.5 0 46.37 - - 74 -27.63 139 123 H
*4.88 36.01 MAv1 34.2 -31.5 7 39.41 54 -14.59 - 139 123 H
*4.88 43.17 PK2 34.2 -31.5 0 45.87 - - 74 -28.13 187 162 A
*4.88 34.06 MAv1 34.2 -31.5 7 37.46 54 -16.54 - - 187 162 \%

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
PK2 - KDB558074 Method: Maximum Peak
MAV1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 4788852501-E3V2
FCC ID: ASLSMA205FN

DATE: FEB 26, 2019

HIGH CHANNEL HORIZONTAL

| IQUL SUWON Lab Chamber | 16 Feb 268189 a4:13:38
| Fadioted Emissions 3-Meters
Project Number:4788869685
184 Client:Samsung
Config:EUT / BC Adopter / Eorphons
Mode :BLE_HARM_2488
90 Tested by 47989
=15
E
T 7H
]
"
5
-2 [=1E]
- Avg Limit (dBuls/m
&
5 s
% sy
h e 2 3
L Tr—— g ST
j Ll
(LN
36
20
1 18 18
Frequency (GHz)
Rangs (@) RBUATG Ref/Attn  Det/iivg Fode Sarep Pls  Pupsiode Foallion Rarge (G120 R/ Ref/Attn  Deifvg Hode Sucep s Wups/tode Fosition
3 Mi-5:45) /36K 218 PEAK/logPur-Video lnsecifute) GOl KK B-J60degs 158 3:3-18 MG/ 870 PEAK/LocPur-Uideo  SBassc(Autc) 16k MAGH B-36Rdegs 250 of
1 IUUL SUWON Lab Chamber | 16 Feb 2013 @4:13:38
Radioted Emissions 3-Meters
Project Number:4788869685
186 Clisnt:Semsung
Config:EUT / AC Adopter / Eorphone
Mode :ELE_HARM_2480
Y R SR SN S S Tested by 47989
86
8 7o
T
i
= [=1E]
e Avg mit (dBul/m
~
=
2 5
2 sl
= ;
=]
40 1 < il
a o i
kL ‘
20
1 18 18
Frequency (GHz)
Range (fl2) R/ VEd Ref/Attn  Det/ivg Fode Sasep Pla  Fpaifode Fosition Range (8z) R/ Ref/fttn  DeL/fvg Hode Sueep Pt Wupstode Fosition |

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor
which was at least 20dB below the specification limit.
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

HIGH CHANNEL DATA

Trace Markers

Marker Frequency Meter Det 3117_00168717 3GHz_HP(dB] DC Corr (dB) Corrected Avg Limit (dBuV/m) Margin Peak Limit (dBuV/m) Margin Azimuth Height Polarity
(GHz) Reading Reading (dB) (dB) (Degs) (em)
(dBuV) (dBuV/m)
2 *4.959 35.36 PK 34.2 -31.4 0 38.16 - - 74 -35.84 0-360 250 H
3 *7.44 30.97 PK 35.8 -27 0 39.77 - - 74 -34.23 0-360 150 H
6 9.909 26.02 PK 37.4 -22.4 0 41.02 - - 74 -32.98 0-360 150 H
1 *4.959 34.66 PK 34.2 -31.4 0 37.46 - - 74 -36.54 0-360 150 \
4 *7.45 29 PK 35.8 -27.1 0 37.7 - - 74 -36.3 0-360 250 v
5 9.911 26.06 PK 375 -22.3 0 41.26 - - 74 -32.74 0-360 250 v
* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
PK — Peak detector
Radiated Emissions
Frequency Meter Det 3117_00168717 3GHz_HP[dB] DC Corr (dB) Corrected Avg Limit Margin Peak Limit Margin Azimuth Height Polarity
(GHz) Reading Reading (dBuv/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
*4.96 43.52 PK2 34.2 -31.4 0 46.32 - 74 -27.68 138 121 H
*4.96 35.35 MAv1 34.2 -31.4 7 38.85 54 -15.15 - 138 121 H
*4.959 42.43 PK2 34.2 -31.4 0 45.23 - - 74 -28.77 182 181 \%
*4.96 33.6 MAv1 34.2 -31.4 7 37.1 54 -16.9 - - 182 181 \%
*7.442 40.67 PK2 35.8 -27 0 49.47 - 74 -24.53 152 100 H
*7.439 28.43 MAv1 35.8 -27 7 37.93 54 -16.07 - - 152 100 H
*7.439 39.6 PK2 35.8 -27 0 48.4 - 74 -25.6 119 278 A
*7.441 26.45 MAv1 35.8 -27 7 35.95 54 -18.05 - - 119 278 \%

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
PK2 - KDB558074 Method: Maximum Peak
MAvV1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 4788852501-E3V2
FCC ID: ASLSMA205FN

DATE: FEB 26, 2019

11.3. WORST-CASE BELOW 1 GHz

SPURIOUS EMISSIONS 30 TO 1000 MHz (1Mbps)

HORIZONTAL PLOT

rijlL SUWON Lab Chamber 2 14 Feb 268189 15:46:29
: {|Radicted Emissions - 3 Meters
. Project Number:4788869685
85 Client:Somsung
ConfigiEUT / AC Adepter / Earphane
Mode :Be | ow_1GHz_BLE
75 Tested by:35585
65
3 !
t 55 I
5 H
N i
£ 45 OFk - Liim it CdB ol m) | H
&
3035
o
T
25 |
MW
1 5L‘.t.fn@;., W MJM il
5
38 - ) B I - - = - L]
Freguency (MHz)
Fore (i) RBU/ B Ref/fin  Det/iivg ode Seeap Pla Fipaifode Poaition Range (Hiz) REW/ BN Refl/fitn  Dot/fvg Hade Suesp Pta  Woupstode FPosition
160 128(-638) /00 107/18 PERK/LogPur—Video  16%naechuto) 18k WH B-¥Efdezs H
rijlL SUWON Lab Chamber 2 14 Feb 268189 15:46:29
i Radiated Emizsions - 3 Meters
i Project Number: 47888690685
85 Client:Semsung
i |Config:iEUT / AC Adopter / Eorphone
i i i i i i [Mode:Below_1GHz_BLE
75 i | i § ; | Tested by:45585
65
5 55 tczd
; (
T
i :
- 45 P SN R | W S P b
2 H
X
:j> 35 4 i i i i &
= i i is i |
o5 N : i i2 - i
] H
il Ul é
Fd e, || Li
15 kit NI o B T :l'“‘*‘-'lu $ f
N H v LY Piida el Al ';‘)""WM
St i
5 i i 4
- - H I o - — R —_ - T
Fregquency (MHz)
Rangs (H2) RBU/JEd Rof/Min  Det/iivg Pode Soeep Pla  Fiupaffode FPosition Range (Hiz) R/ Rof/ftn  Dot/vg Hode ) Pts  Woups/toda FPosition
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REPORT NO: 4788852501-E3V2 DATE: FEB 26, 2019
FCC ID: ASLSMA205FN

BELOW 1 GHz TABLE

Trace Markers

Marker Frequency Meter Det VULB9163_749 Below_1G[dB] Corrected QPk Limit (dBuV/m) Margin Azimuth Height Polarity
(MHz) Reading Reading (dB) (Degs) (cm)
(dBuVv) (dBuVv/m)
1 59.391 36.75 Pk 18.6 -31.7 23.65 40 -16.35 0-360 400 H
2 94.214 43.24 Pk 17 -31.4 28.84 43.52 -14.68 0-360 300 H
3 *251.548 34.47 Pk 19.1 -30.6 22.97 46.02 -23.05 0-360 100 H
4 56.481 45.44 Pk 19.1 -31.7 32.84 40 -7.16 0-360 100 Vv
5 103.332 41.02 Pk 17.7 -31.4 27.32 43.52 -16.2 0-360 300 Vv
6 436.042 41.2 Pk 22.1 -30.4 32.9 46.02 -13.12 0-360 100 \

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
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12. AC POWER LINE CONDUCTED EMISSIONS

LIMITS

FCC §15.207 (a)

Frequency of Emission (MHz) Conducted Limit (dBuV)
uasi-peak Average
0.15-0.5 B to 56 56 to 46
0.5-5 Rl 46
5-30 Gl S0
" Decreases with the logarithm of the frequency.

TEST PROCEDURE

The EUT is placed on a non-conducting table 40 cm from the vertical ground plane and 80 cm
above the horizontal ground plane. The EUT is configured in accordance with ANSI C63.10.

The receiver is set to a resolution bandwidth of 9 kHz. Peak detection is used unless otherwise
noted as quasi-peak or average.

Line conducted data is recorded for both NEUTRAL and HOT lines.
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DATE: FEB 26, 2019

RESULTS

WORST EMISSIONS (1Mbps)

LINE 1 PLOT
(gt SULON Lab AC Shisld Roon ] 14 Feh 2B19  13:43:12
| | Conducted RFI Uoltage
Froject No:4788660685
£l cl \;nttﬂame‘ﬁumsur‘g
Config:EUT / Adaptar / Earphone
Mode:AC_Line BLE
a5 Test by:45574
B £ o I -—-E i A A e -
m‘ .
g BE 2o CFR %7/ FCC FART 15 Tle=4 B OF
&
R e e et
3 a0 0 —
@ H | [
o fi
3g LA o N
A gl =R ) bt |
2|, i“ - & @ [ i 1 .ék w1
INAT ' W [T | HM M:r”ll‘ Y ‘l“‘l“‘-|‘lﬂ1l“ W'
L LY R
18 w TR e |:’n"5' | .
VBl L N P 1
Y. f 1) I ‘ .l ) i 5 |
i ) .1
Frequency (MHz)
Ronge (MHz) RBU/UBU Raf/fitn  Dat/ivg Hode ;--e_a Pte  #Sups/Mode  Lobal Range (HHz) RBW/UBY Ref/itte  Det/fvy Mock Susep Pis  WSups/Made Lobel
LINE 1 RESULTS
Trace Markers
Range 1: Phase L1 .15 - 30MHz
Marker Frequency Meter Det ENV216_10183 CABLELOSS(dB) Corrected CFR 47 FCC Margin CFR 47 FCC Margin
(MHz) Reading 6_With ex- Reading PART 15 Class B (dB) PART 15 Class B (dB)
(dBuv) cord_L1 (dB(uVolts)) QpP AV
1 21 30.76 Pk 9.9 2 40.86 63.21 -22.35 - -
2 219 14.3 Av 9.8 2 243 - - 52.86 -28.56
3 297 30.01 Pk 9.8 2 40.01 60.33 -20.32 - -
4 297 10.63 Av 9.8 2 20.63 - - 50.33 -29.7
5 .396 27.67 Pk 9.9 2 37.77 57.94 -20.17 - -
6 .396 11.24 Av 9.9 2 21.34 - - 47.94 -26.6
7 3.795 32.73 Pk 9.8 3 42.83 56 -13.17 - -
8 3.816 21.88 Av 9.8 3 31.98 - - 46 -14.02
9 8.649 30.66 Pk 9.9 3 40.86 60 -19.14 - -
10 8.652 14.46 Av 9.9 3 24.66 - - 50 -25.34
11 12.294 37.66 Pk 10.1 3 48.06 60 -11.94 - -
12 12.303 23.08 Av 10.1 3 33.48 - - 50 -16.52
Pk - Peak detector
Av - Average detection
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LINE 2 PLOT
WUEJLL SUWON Lok AC Shield Room ) 14 Feb 2819 13:43:12
| | Conducted RFI Uoltage
Project No:4788869685
98 Ch ot Nome: Somoun
Config:EUT / Adapter / Earphone
Made: AC_Line BLE
an Test by:45574
{7 PSSRSO NUOURURSSNSSRUONS NUUPUSSSSR WSS SSURUUS RSO NUPUNE SOUUS SUUN SOUOOUOO OOV OP OOt SOUOURUN SR MU SN
a -—
j 66 oz FRH7FCC PART S T sk B O
['. - -
'51 7] S SRR e S } 23
b i
0 3 19
2 49 fift ‘ﬁ 17 & bt
3 f ‘f ‘ T 'm : Chy
R ,1’,|1w"-4'} T W 1 AT e N T
{ i |
| .u, M\ 1 AT o ey d
Wil 4 i l | ' i |
1 fiy i ', i L
| VIRV i o I
LRELEN M Ny
L] AR Wh .dM ___________
19 N 'AM tr \ }I \ )\ f HI ” \‘M 'M
A" L\ Al N L ) »‘M ll
15 18 34
Freguency (MHz)
Ronge (MHz) REWABY Ref/fitn  Dat/fivg Hode Suenp Pis  #SpsMode  Latel Range (HHz) REWVUBY Ref/fittn  Det/fivg Mode Susen WSaps/Made  Label
2:.15-38 B (-6~ Aut Phit 1 BB/ I 1ARTT Phase N
LINE 2 RESULTS
Trace Markers
Range 2: Phase N .15 - 30MHz
Marker Frequency Meter Det ENV216_10183 CABLELOSS(dB) Corrected CFR 47 FCC Margin CFR 47 FCC Margin
(MHz) Reading 6_With ex- Reading PART 15 Class B (dB) PART 15 Class B (dB)
(dBuv) cord_N (dB(uVolts)) QP AV
13 .207 31.69 Pk 9.8 2 41.69 63.32 -21.63 - -
14 .207 9.87 Av 9.8 2 19.87 - - 53.32 -33.45
15 .261 29.53 Pk 9.7 2 39.43 61.4 -21.97 - -
16 .267 8.18 Av 9.7 2 18.08 - - 51.21 -33.13
17 .33 27.68 Pk 9.8 2 37.68 59.45 -21.77 - -
18 327 8.92 Av 9.8 2 18.92 - - 49.53 -30.61
19 3.834 31.88 Pk 9.8 3 41.98 56 -14.02 - -
20 3.813 18.78 Av 9.8 3 28.88 - - 46 -17.12
21 8.457 27.01 Pk 9.9 3 37.21 60 -22.79 - -
22 8.454 13.18 Av 9.9 3 23.38 - - 50 -26.62
23 11.853 38.38 Pk 10.1 3 48.78 60 -11.22 - -
24 11.868 24.58 Av 10.1 3 34.98 50 -15.02

Pk - Peak detector
Av - Average detection
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