
Plot No. 1 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-16 

GSM 850 

 

Frequency: 836.6 MHz; Duty Cycle: 1:8.30042;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.909 S/m; εr = 41.198; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1468; Calibrated: 2018-08-22 
- Probe: EX3DV4 - SN7314; ConvF(9.47, 9.47, 9.47); Calibrated: 2018-08-30;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM Phantom CRP v5.0(Right); Type: QD000P40CD; Serial: TP:1855 
 

RHS/Touch_GSM_Voice_ch.190/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.177 W/kg 
 

RHS/Touch_GSM_Voice_ch.190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 14.633 V/m; Power Drift = 0.11 dB 
Peak SAR (extrapolated) = 0.207 W/kg 
SAR(1 g) = 0.165 W/kg; SAR(10 g) = 0.126 W/kg 
Maximum value of SAR (measured) = 0.184 W/kg 

 

  

 
0 dB = 0.184 W/kg = -7.35 dBW/kg 

 

  



Plot No. 2 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-19 

GSM 850 

 

Frequency: 836.6 MHz; Duty Cycle: 1:2.60016;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.954 S/m; εr = 55.826; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1447; Calibrated: 2018-03-15 
- Probe: EX3DV4 - SN7330; ConvF(10.45, 10.45, 10.45); Calibrated: 2019-01-31;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v6.0; Type: QDOVA003AA; Serial: TP:2005 
 

Rear/GPRS_3 Slots_ch 190/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.374 W/kg 
 

Rear/GPRS_3 Slots_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 19.93 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 0.416 W/kg 
SAR(1 g) = 0.327 W/kg; SAR(10 g) = 0.251 W/kg 
Maximum value of SAR (measured) = 0.368 W/kg 

 

  

 
0 dB = 0.368 W/kg = -4.34 dBW/kg 

 

  



Plot No. 3 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-19 

GSM 850 

 

Frequency: 836.6 MHz; Duty Cycle: 1:2.60016;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.954 S/m; εr = 55.826; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1447; Calibrated: 2018-03-15 
- Probe: EX3DV4 - SN7330; ConvF(10.45, 10.45, 10.45); Calibrated: 2019-01-31;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v6.0; Type: QDOVA003AA; Serial: TP:2005 
 

Rear/GPRS_3 Slots_ch 190/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.798 W/kg 
 

Rear/GPRS_3 Slots_ch 190/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 29.53 V/m; Power Drift = -0.12 dB 
Peak SAR (extrapolated) = 1.19 W/kg 
SAR(1 g) = 0.619 W/kg; SAR(10 g) = 0.324 W/kg 
Maximum value of SAR (measured) = 0.847 W/kg 

 

  

 
0 dB = 0.847 W/kg = -0.72 dBW/kg 

 

  



Plot No. 4 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-20 

GSM 1900 

 

Frequency: 1880 MHz; Duty Cycle: 1:8.30042;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used: f = 1880 MHz; σ = 1.416 S/m; εr = 40.24; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2018-07-26 
- Probe: EX3DV4 - SN3991; ConvF(8.43, 8.43, 8.43); Calibrated: 2018-05-24;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt)_20181018; Type: QD 000 P40 CD; Serial: 1829 
 

LHS/Touch_GSM_voice_ch.661/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0860 W/kg 
 

LHS/Touch_GSM_voice_ch.661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 8.279 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 0.122 W/kg 
SAR(1 g) = 0.079 W/kg; SAR(10 g) = 0.049 W/kg 
Maximum value of SAR (measured) = 0.0961 W/kg 

 

  

 
0 dB = 0.0961 W/kg = -10.17 dBW/kg 

 

  



Plot No. 5 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                              Date: 2019-02-14 

GSM 1900 

Communication System: UID 0, GPRS-FDD (TDMA, GMSK, 3 slot) (0); Frequency: 1880 MHz; Duty Cycle: 1:2.60016 

Phantom section: Flat Section  
DASY5 Configuration: 
- Probe: EX3DV4 - SN3991; ConvF(8.03, 8.03, 8.03); Calibrated: 2018-05-24;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1259; Calibrated: 2018-07-26 
- Phantom: ELI V5.0 (20deg probe tilt)_20190207; Type: QD OVA 001 BB 
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7331)  

Rear/GPRS_3 slots_ch 661/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.161 W/kg 
 

Rear/GPRS_3 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 10.42 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.235 W/kg 
SAR(1 g) = 0.131 W/kg; SAR(10 g) = 0.073 W/kg 
Maximum value of SAR (measured) = 0.169 W/kg 

  

 
0 dB = 0.169 W/kg = -7.72 dBW/kg 

 

  



Plot No. 6 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-14 

GSM 1900 

 

Frequency: 1880 MHz; Duty Cycle: 1:2.60016;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used: f = 1880 MHz; σ = 1.553 S/m; εr = 52.375; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2018-07-26 
- Probe: EX3DV4 - SN3991; ConvF(8.03, 8.03, 8.03); Calibrated: 2018-05-24;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 (20deg probe tilt)_20190207; Type: QD OVA 001 BB; Serial: 1212 
 

Rear/GPRS_3 slots_ch 661/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.380 W/kg 
 

Rear/GPRS_3 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 15.437 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 0.535 W/kg 
SAR(1 g) = 0.284 W/kg; SAR(10 g) = 0.153 W/kg 
Maximum value of SAR (measured) = 0.374 W/kg 

 

  

 
0 dB = 0.374 W/kg = -4.27 dBW/kg 

 

  



Plot No. 7 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-11 

W-CDMA Band II 

 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used: f = 1880 MHz; σ = 1.402 S/m; εr = 40.368; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2018-07-26 
- Probe: EX3DV4 - SN3991; ConvF(8.43, 8.43, 8.43); Calibrated: 2018-05-24;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt)_20181018; Type: QD 000 P40 CD; Serial: 1829 
 

LHS/Touch_RMC Rel.99 ch 9400/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.295 W/kg 
 

LHS/Touch_RMC Rel.99 ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 14.43 V/m; Power Drift = 0.17 dB 
Peak SAR (extrapolated) = 0.436 W/kg 
SAR(1 g) = 0.262 W/kg; SAR(10 g) = 0.158 W/kg 
Maximum value of SAR (measured) = 0.332 W/kg 

 

  

 
0 dB = 0.332 W/kg = -4.79 dBW/kg 

 

  



Plot No. 8 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-18 

W-CDMA Band II 

 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used: f = 1880 MHz; σ = 1.564 S/m; εr = 52.786; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2018-07-26 
- Probe: EX3DV4 - SN3991; ConvF(8.03, 8.03, 8.03); Calibrated: 2018-05-24;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 (20deg probe tilt)_20190207; Type: QD OVA 001 BB; Serial: 1212 
 

Rear/Rel.99_ch 9400/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.360 W/kg 
 

Rear/Rel.99_ch 9400/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 15.441 V/m; Power Drift = -0.09 dB 
Peak SAR (extrapolated) = 0.498 W/kg 
SAR(1 g) = 0.309 W/kg; SAR(10 g) = 0.190 W/kg 
Maximum value of SAR (measured) = 0.379 W/kg 

 

  

 
0 dB = 0.379 W/kg = -4.21 dBW/kg 

 

  



Plot No. 9 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-18 

W-CDMA Band II 

 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used: f = 1880 MHz; σ = 1.564 S/m; εr = 52.786; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2018-07-26 
- Probe: EX3DV4 - SN3991; ConvF(8.03, 8.03, 8.03); Calibrated: 2018-05-24;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 (20deg probe tilt)_20190207; Type: QD OVA 001 BB; Serial: 1212 
 

Rear/Rel.99_ch 9400/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.415 W/kg 
 

Rear/Rel.99_ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 16.467 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 0.585 W/kg 
SAR(1 g) = 0.346 W/kg; SAR(10 g) = 0.202 W/kg 
Maximum value of SAR (measured) = 0.417 W/kg 

 

  

 
0 dB = 0.417 W/kg = -3.80 dBW/kg 

 

  



Plot No. 10 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-09 

W-CDMA Band V 

 

Frequency: 836.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.914 S/m; εr = 40.991; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1468; Calibrated: 2018-08-22 
- Probe: EX3DV4 - SN7314; ConvF(9.47, 9.47, 9.47); Calibrated: 2018-08-30;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM Phantom CRP v5.0(Right); Type: QD000P40CD; Serial: TP:1855 
 

RHS/Touch_RMC Rel.99 ch 4183/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0628 W/kg 
 

RHS/Touch_RMC Rel.99 ch 4183/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 8.603 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 0.0720 W/kg 
SAR(1 g) = 0.057 W/kg; SAR(10 g) = 0.043 W/kg 
Maximum value of SAR (measured) = 0.0633 W/kg 

 

  

 
0 dB = 0.0633 W/kg = -11.99 dBW/kg 

 

  



Plot No. 11 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-18 

W-CDMA Band V 

 

Frequency: 836.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.954 S/m; εr = 55.826; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1447; Calibrated: 2018-03-15 
- Probe: EX3DV4 - SN7330; ConvF(10.45, 10.45, 10.45); Calibrated: 2019-01-31;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v6.0; Type: QDOVA003AA; Serial: TP:2005 
 

Rear/Rel.99_ch 4183/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.360 W/kg 
 

Rear/Rel.99_ch 4183/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 19.18 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.580 W/kg 
SAR(1 g) = 0.333 W/kg; SAR(10 g) = 0.187 W/kg 
Maximum value of SAR (measured) = 0.423 W/kg 

 

  

 
0 dB = 0.423 W/kg = -3.74 dBW/kg 

 

  



Plot No. 12 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-18 

W-CDMA Band V 

 

Frequency: 836.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.954 S/m; εr = 55.826; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1447; Calibrated: 2018-03-15 
- Probe: EX3DV4 - SN7330; ConvF(10.45, 10.45, 10.45); Calibrated: 2019-01-31;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v6.0; Type: QDOVA003AA; Serial: TP:2005 
 

Rear/Rel.99_ch 4183/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.686 W/kg 
 

Rear/Rel.99_ch 4183/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 27.06 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 1.31 W/kg 
SAR(1 g) = 0.686 W/kg; SAR(10 g) = 0.364 W/kg 
Maximum value of SAR (measured) = 0.929 W/kg 

 

  

 
0 dB = 0.929 W/kg = -0.32 dBW/kg 

 

  



Plot No. 13 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-09 

LTE Band 5 

 

Frequency: 836.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.914 S/m; εr = 40.991; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1468; Calibrated: 2018-08-22 
- Probe: EX3DV4 - SN7314; ConvF(9.47, 9.47, 9.47); Calibrated: 2018-08-30;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM Phantom CRP v5.0(Right); Type: QD000P40CD; Serial: TP:1855 
 

RHS/Touch_QPSK RB 1/0 ch 20525/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0615 W/kg 
 

RHS/Touch_QPSK RB 1/0 ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 8.376 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 0.0710 W/kg 
SAR(1 g) = 0.055 W/kg; SAR(10 g) = 0.042 W/kg 
Maximum value of SAR (measured) = 0.0618 W/kg 

 

  

 
0 dB = 0.0618 W/kg = -12.09 dBW/kg 

 

  



Plot No. 14 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-19 

LTE Band 5 

 

Frequency: 836.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.954 S/m; εr = 55.827; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1447; Calibrated: 2018-03-15 
- Probe: EX3DV4 - SN7330; ConvF(10.45, 10.45, 10.45); Calibrated: 2019-01-31;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v6.0; Type: QDOVA003AA; Serial: TP:2005 
 

Rear/QPSK RB 1/0 Ch 20525 /Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.213 W/kg 
 

Rear/QPSK RB 1/0 Ch 20525 /Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 15.21 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.242 W/kg 
SAR(1 g) = 0.191 W/kg; SAR(10 g) = 0.146 W/kg 
Maximum value of SAR (measured) = 0.215 W/kg 

 

  

 
0 dB = 0.215 W/kg = -6.68 dBW/kg 

 

  



Plot No. 15 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-19 

LTE Band 5 

 

Frequency: 836.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.954 S/m; εr = 55.827; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1447; Calibrated: 2018-03-15 
- Probe: EX3DV4 - SN7330; ConvF(10.45, 10.45, 10.45); Calibrated: 2019-01-31;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v6.0; Type: QDOVA003AA; Serial: TP:2005 
 

Rear/QPSK RB 1/0 Ch 20525/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.381 W/kg 
 

Rear/QPSK RB 1/0 Ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 19.85 V/m; Power Drift = -0.14 dB 
Peak SAR (extrapolated) = 0.539 W/kg 
SAR(1 g) = 0.284 W/kg; SAR(10 g) = 0.152 W/kg 
Maximum value of SAR (measured) = 0.379 W/kg 

 

  

 
0 dB = 0.379 W/kg = -4.21 dBW/kg 

  



Plot No. 16 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-19 

LTE Band 41 

 

Frequency: 2506 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 2506 MHz; σ = 1.909 S/m; εr = 39.838; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2018-07-23 
- Probe: EX3DV4 - SN7376; ConvF(7.3, 7.3, 7.3); Calibrated: 2018-09-26;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM (20deg probe tilt) with CRP v5.0_Front; Type: QD000P40CD; Serial: TP:1877 
 

RHS/Touch_QPSK RB 1/49_ch 39750/Area Scan (9x16x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.249 W/kg 
 

RHS/Touch_QPSK RB 1/49_ch 39750/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 11.300 V/m; Power Drift = 0.16 dB 
Peak SAR (extrapolated) = 0.348 W/kg 
SAR(1 g) = 0.181 W/kg; SAR(10 g) = 0.093 W/kg 
Maximum value of SAR (measured) = 0.241 W/kg 

 

  

 
0 dB = 0.241 W/kg = -6.18 dBW/kg 

 

  



Plot No. 17 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-14 

LTE Band 41 

 

Frequency: 2506 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 2506 MHz; σ = 2.086 S/m; εr = 52.876; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2018-07-23 
- Probe: EX3DV4 - SN7376; ConvF(7.49, 7.49, 7.49); Calibrated: 2018-09-26;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V6.0 (20deg); Type: QD OVA 003 AA; Serial: 2013 
 

Rear/QPSK RB 1/49 ch 39750/Area Scan (10x17x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.293 W/kg 
 

Rear/QPSK RB 1/49 ch 39750/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 12.192 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 0.424 W/kg 
SAR(1 g) = 0.239 W/kg; SAR(10 g) = 0.135 W/kg 
Maximum value of SAR (measured) = 0.309 W/kg 

 

  

 
0 dB = 0.309 W/kg = -5.10 dBW/kg 

 

  



Plot No. 18 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-15 

LTE Band 41 

 

Frequency: 2506 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 2506 MHz; σ = 2.086 S/m; εr = 52.876; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2018-07-23 
- Probe: EX3DV4 - SN7376; ConvF(7.49, 7.49, 7.49); Calibrated: 2018-09-26;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V6.0 (20deg); Type: QD OVA 003 AA; Serial: 2013 
 

Front/QPSK RB 1/49 ch 39750/Area Scan (10x17x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.638 W/kg 
 

Front/QPSK RB 1/49 ch 39750/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 16.845 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapolated) = 1.02 W/kg 
SAR(1 g) = 0.461 W/kg; SAR(10 g) = 0.216 W/kg 
Maximum value of SAR (measured) = 0.712 W/kg 

 

  

 
0 dB = 0.712 W/kg = -1.48 dBW/kg 

 

 

 

 

 

 



Plot No. 19 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-19 

Wi-Fi 2.4 GHz 

 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.836 S/m; εr = 40.081; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2018-07-23 
- Probe: EX3DV4 - SN7376; ConvF(7.4, 7.4, 7.4); Calibrated: 2018-09-26;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM (20deg probe tilt) with CRP v5.0_Front; Type: QD000P40CD; Serial: TP:1877 
 

LHS/Tilt_802.11 b mode ch 6/Area Scan (9x17x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.278 W/kg 
 

LHS/Tilt_802.11 b mode ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 12.52 V/m; Power Drift = 0.11 dB 
Peak SAR (extrapolated) = 0.529 W/kg 
SAR(1 g) = 0.200 W/kg; SAR(10 g) = 0.083 W/kg 
Maximum value of SAR (measured) = 0.303 W/kg 

 

  

 
0 dB = 0.303 W/kg = -5.19 dBW/kg 

 

 

 

 

 

  



Plot No. 20 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-19 

Wi-Fi 2.4 GHz 

 

Frequency: 2462 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 2462 MHz; σ = 2.034 S/m; εr = 51.606; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2018-07-23 
- Probe: EX3DV4 - SN7376; ConvF(7.5, 7.5, 7.5); Calibrated: 2018-09-26;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V6.0 (20deg); Type: QD OVA 003 AA; Serial: 2013 
 

Rear/802.11 b mode ch 11/Area Scan (17x9x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.0776 W/kg 
 

Rear/802.11 b mode ch 11/Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 5.862 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapolated) = 0.126 W/kg 
SAR(1 g) = 0.061 W/kg; SAR(10 g) = 0.029 W/kg 
Maximum value of SAR (measured) = 0.0852 W/kg 

 

  

 
0 dB = 0.0852 W/kg = -10.70 dBW/kg 

 

  



Plot No. 21 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-19 

Wi-Fi 2.4 GHz 

 

Frequency: 2462 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 2462 MHz; σ = 2.034 S/m; εr = 51.606; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2018-07-23 
- Probe: EX3DV4 - SN7376; ConvF(7.5, 7.5, 7.5); Calibrated: 2018-09-26;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V6.0 (20deg); Type: QD OVA 003 AA; Serial: 2013 
 

Rear/802.11 b mode ch 11/Area Scan (17x9x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.190 W/kg 
 

Rear/802.11 b mode ch 11/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 8.591 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 0.363 W/kg 
SAR(1 g) = 0.162 W/kg; SAR(10 g) = 0.069 W/kg 
Maximum value of SAR (measured) = 0.237 W/kg 

 

  

 
0 dB = 0.237 W/kg = -6.25 dBW/kg 

 

  



Plot No. 22 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2019-02-20 

Bluetooth 

 

Frequency: 2441 MHz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 2441 MHz; σ = 1.839 S/m; εr = 40.067; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2018-07-23 
- Probe: EX3DV4 - SN7376; ConvF(7.4, 7.4, 7.4); Calibrated: 2018-09-26;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM (20deg probe tilt) with CRP v5.0_Front; Type: QD000P40CD; Serial: TP:1877 
 

LHS/Tilt_bluetooth_GFSK_ch 39/Area Scan (9x17x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.137 W/kg 
 

LHS/Tilt_bluetooth_GFSK_ch 39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 8.230 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 0.254 W/kg 
SAR(1 g) = 0.097 W/kg; SAR(10 g) = 0.040 W/kg 
Maximum value of SAR (measured) = 0.150 W/kg 

 

  

 
0 dB = 0.150 W/kg = -8.24 dBW/kg 

 


