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Appendix A.

- DUT Antenna Information and SAR Test SETUP PHOTOGRAPHS
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FCC ID: A3LSMA336B

- DUT Antenna Information
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Antenna Location Band
GEM - 850 DR=
Sub1: LB DRx, DRx | WCDMA: 55 0Rx
MIMO LTE : B&12/17726 DRx
B41 DRx MINO
GSM - 1900 DR

MHE TRx

WCDAMA : B2 DR
LTE : B2/4/56 41 DRx
GFE

Sub 3 :UHE TRx

WIFI 53 ThRx

Sub 4 : UHB TRx

Sub 5 : PRx MIMO,

LTE : B41/88 PRx MIMO
WIFI 245/ 8
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LTE : BAG DRx MIMO

GSM - 8501900 TRx
WCOMA - WCDNE Z4s TR
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- SAR Test SETUP PHOTOGRAPHS
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1. Head
1.1 Left All
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A C T FCC ID: A3LSMA3368

1.2 Left Touch / Left Tilt
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1.3 Right All
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1.4 Right Touch / Right Tilt
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2. Body
2.1 Body All
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2.2 Body Rear

Distance of 10 mm from the EUT

Distance of 15 mm from the EUT
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2.3 Body Front

Distance of 10 mm from the EUT

Distance of 15 mm from the EUT
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2.4 Body Left

Distance of 10 mm from the EUT

2.5 Body Right

Distance of 10 mm from the EUT
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2.6 Body Bottom

Distance of 10 mm from the EUT

2.7 Body Top

Distance of 10 mm from the EUT
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3. Phablet
3.1 Phablet SAR Test Setup Rear

Distance of 0 mm from the EUT

3.2 Phablet SAR Test Setup Front

Distance of 0 mm from the EUT
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3.3 Phablet SAR Test Setup Left

Distance of 0 mm from the EUT

3.4 Phablet SAR Test Setup Right

Distance of 0 mm from the EUT

File No. HCT-SR-2201-FC007-P
Page 14 of 16



A C T FCC ID: A3LSMA3368

3.5 Phablet SAR Test Setup Bottom

Distance of 0 mm from the EUT

3.6 Phablet SAR Test Setup Rear

Distance of 9 mm from the EUT
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3.8 Phablet SAR Test Setup Front

Distance of 5 mm from the EUT

3.9 Phablet SAR Test Setup Bottom

Distance of 13 mm from the EUT
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