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A P P E N D I X  B :  S Y S T E M  V E R I F I C A T I O N  
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DUT: Dipole 750 MHz; Type: D750V3; Serial: 1054 

Communication System: UID 0, CW; Frequency: 750 MHz; Duty Cycle: 1:1 
Medium: 750 Head Medium parameters used:  

f = 750 MHz; σ = 0.892 S/m; εr = 41.856; ρ = 1000 kg/m3  
Phantom section: Flat Section; Space: 1.5 cm 

Test Date: 07/12/2021; Ambient Temp: 24.9°C; Tissue Temp: 20.8°C 

Probe: EX3DV4 - SN7308; ConvF(10.63, 10.63, 10.63) @ 750 MHz; Calibrated: 7/31/2020 
 Sensor-Surface: 1.4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn1450; Calibrated: 8/11/2020 
 Phantom: Twin-SAM V5.0; Type: QD 000 P40 CD; Serial: 1792 

Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)  

750 MHz System Verification at 23.0 dBm (200 mW) 

Area Scan (7x15x1): Measurement grid: dx=15mm, dy=15mm 
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Peak SAR (extrapolated) = 2.61 W/kg 
SAR(1 g) = 1.63 W/kg 

Deviation(1 g) = -5.45% 

  

 0 dB = 2.25 W/kg = 3.52 dBW/kg 
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DUT: Dipole 835 MHz; Type: D835V2; Serial: 4d132 

Communication System: UID 0, CW; Frequency: 835 MHz; Duty Cycle: 1:1 
Medium: 835 Head Medium parameters used:  

f = 835 MHz; σ = 0.889 S/m; εr = 40.644; ρ = 1000 kg/m3  
Phantom section: Flat Section; Space: 1.5 cm 

Test Date: 06/30/2021; Ambient Temp: 23.5°C; Tissue Temp: 23.5°C 

Probe: EX3DV4 - SN7571; ConvF(9.76, 9.76, 9.76) @ 835 MHz; Calibrated: 12/11/2020 
 Sensor-Surface: 1.4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn1533; Calibrated: 12/7/2020 
 Phantom: SAM 5.0 front; Type: QD000P40CD; Serial: 1648 

Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)  

 
835 MHz System Verification at 23.0 dBm (200 mW) 

 
Area Scan (7x14x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Peak SAR (extrapolated) = 2.79 W/kg 

SAR(1 g) = 1.83 W/kg  
Deviation(1 g) = -5.28% 

  

 0 dB = 2.47 W/kg = 3.93 dBW/kg 
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DUT: Dipole 835 MHz; Type: D835V2; Serial: 4d132 

Communication System: UID 0, CW; Frequency: 835 MHz; Duty Cycle: 1:1 
Medium: 835 Head Medium parameters used:  

f = 835 MHz; σ = 0.909 S/m; εr = 42.837; ρ = 1000 kg/m3  
Phantom section: Flat Section; Space: 1.5 cm 

Test Date: 07/21/2021; Ambient Temp: 23.9°C; Tissue Temp: 22.3°C 

Probe: EX3DV4 - SN3589; ConvF(8.57, 8.57, 8.57) @ 835 MHz; Calibrated: 1/20/2021 
 Sensor-Surface: 1.4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn1558; Calibrated: 1/13/2021 
 Phantom: Twin-SAM V4.0 Left (30); Type: QD 000 P40 CC; Serial: 1687 

Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)  

835 MHz System Verification at 23.0 dBm (200 mW) 

Area Scan (7x14x1): Measurement grid: dx=15mm, dy=15mm 
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Peak SAR (extrapolated) = 3.09 W/kg 
SAR(1 g) = 1.96 W/kg 
Deviation(1 g) = 1.45% 

  

 0 dB = 2.68 W/kg = 4.28 dBW/kg 
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DUT: Dipole 750 MHz; Type: D750V3; Serial: 1161 

Communication System: UID 0, CW; Frequency: 750 MHz; Duty Cycle: 1:1 
Medium: 750 Body Medium parameters used:  

f = 750 MHz; σ = 0.991 S/m; εr = 54.057; ρ = 1000 kg/m3  
Phantom section: Flat Section; Space: 1.5 cm 

Test Date: 07/06/2021; Ambient Temp: 23.2°C; Tissue Temp: 22.1°C 

Probe: EX3DV4 - SN7357; ConvF(10.29, 10.29, 10.29) @ 750 MHz; Calibrated: 4/19/2021 
 Sensor-Surface: 1.4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn1407; Calibrated: 4/7/2021 
 Phantom: Front; Type: QD 000 P40 CD; Serial: 1686 

Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)  
 

750 MHz System Verification at 23.0 dBm (200 mW) 

Area Scan (7x15x1): Measurement grid: dx=15mm, dy=15mm 
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Peak SAR (extrapolated) = 2.72 W/kg 
SAR(1 g) = 1.78 W/kg; SAR(10 g) = 1.17 W/kg 
Deviation(1 g) = 5.58%; Deviation(10 g) = 5.41% 

  

 0 dB = 2.39 W/kg = 3.78 dBW/kg 
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DUT: Dipole 835 MHz; Type: D835V2; Serial: 4d133 

Communication System: UID 0, CW; Frequency: 835 MHz; Duty Cycle: 1:1 
Medium: 835 Body Medium parameters used:  

f = 835 MHz; σ = 0.953 S/m; εr = 54.543; ρ = 1000 kg/m3  
Phantom section: Flat Section; Space: 1.5 cm 

Test Date: 07/19/2021; Ambient Temp: 24.1°C; Tissue Temp: 23.0°C 

Probe: EX3DV4 - SN7571; ConvF(9.99, 9.99, 9.99) @ 835 MHz; Calibrated: 12/11/2020 
 Sensor-Surface: 1.4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn1533; Calibrated: 12/7/2020 
 Phantom: SAM 5.0 front; Type: QD000P40CD; Serial: 1648 

Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)  
 

835 MHz System Verification at 23.0 dBm (200 mW) 

Area Scan (7x14x1): Measurement grid: dx=15mm, dy=15mm 
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Peak SAR (extrapolated) = 3.08 W/kg 
SAR(1 g) = 2.01 W/kg; SAR(10 g) = 1.32 W/kg 
Deviation(1 g) = 3.08%; Deviation(10 g) = 3.13% 

  

 0 dB = 2.70 W/kg = 4.31 dBW/kg 
 

 

   



B6 

PCTEST  

DUT: Dipole 835 MHz; Type: D835V2; Serial: 4d132 

Communication System: UID 0, CW; Frequency: 835 MHz; Duty Cycle: 1:1 
Medium: 835 Body Medium parameters used:  

f = 835 MHz; σ = 0.942 S/m; εr = 54.734; ρ = 1000 kg/m3  
Phantom section: Flat Section; Space: 1.5 cm 

Test Date: 07/22/2021; Ambient Temp: 24.4°C; Tissue Temp: 23.2°C 

Probe: EX3DV4 - SN7571; ConvF(9.99, 9.99, 9.99) @ 835 MHz; Calibrated: 12/11/2020 
 Sensor-Surface: 1.4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn1533; Calibrated: 12/7/2020 
 Phantom: SAM 5.0 front; Type: QD000P40CD; Serial: 1648 

Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)  

 
835 MHz System Verification at 23.0 dBm (200 mW) 

Area Scan (7x14x1): Measurement grid: dx=15mm, dy=15mm 
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Peak SAR (extrapolated) = 3.09 W/kg 
SAR(1 g) = 1.98 W/kg; SAR(10 g) = 1.3 W/kg 

Deviation(1 g) = 0.92%; Deviation(10 g) = 0.93% 

  

 0 dB = 2.69 W/kg = 4.30 dBW/kg 
 

 


