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RADIATED RF MEASUREMENT SETUP (BELOW 30 MHz) Y axis
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RADIATED RF MEASUREMENT SETUP (BELOW 1 GHZz) Y axis

RADIATED FRONT PHOTO (BELOW 1 GHz)

RADIATED REAR PHOTO (BELOW 1 GHZ)
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RADIATED RF MEASUREMENT SETUP (1 - 18 GHz) Y axis
RADIATED FRONT PHOTO (ABOVE 1 GHz) RADIATED REAR PHOTO (ABOVE 1 GHz)
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RADIATED RF MEASUREMENT SETUP (18 - 40 GHZz) Y axis

[ RADIATED FRONT PHOTO (ABOVE 18 GHz) | RADIATED REAR PHOTO (ABOVE 18 GHz)
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BUREAU

CONDUCTED EMISSION MEASUREMENT SETUP
CONDUCTED EMISSION FRONT PHOTO CONDUCTED EMISSION REAR PHOTO

DES MEASUREMENT SETUP

DFS PHOTO
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RADIATED RF MEASUREMENT SETUP FOR PORTABLE CONFIGURATION

X-AXIS FRONT PHOTO Y-AXIS FRONT PHOTO

Z-AXIS FRONT PHOTO

- End of report -
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