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LTE Down Link 2CA 4x4 MIMO Call Setup 
PCC Setting : Channel/ RB/ BW/ Modulation  
 

 
 
SCC Setting : Channel/ RB/ BW/ Modulation and call Connection  
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LTE Downlink 2CA 4X4 MIMO Maximum Conducted Power 
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LTE Down Link 3CA 4x4 MIMO Call Setup 
 
PCC Setting: Channel /RB/BW/Modulation 

 
 
SCC1 Setting : Channel /RB/BW/Modulation 
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SCC2 Setting (Channel /RB/BW/Modulation )and call Connection 
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LTE Downlink 3CA 4X4 MIMO Maximum Conducted Power 
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LTE Down Link 4CA 4x4 MIMO Call Setup 
 
PCC Setting: Channel /RB/BW/Modulation 

 
 
SCC1 Setting : Channel /RB/BW/Modulation 
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SCC2 Setting (Channel /RB/BW/Modulation ) and call Connection 

 
 
SCC3 Setting (Channel /RB/BW/Modulation ) and call Connection 
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LTE Downlink 4CA 4X4 MIMO Maximum Conducted Power 
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LTE Down Link 5CA 4x4 MIMO Call Setup 
 
PCC Setting: Channel /RB/BW/Modulation 

 
 
SCC1 Setting : Channel /RB/BW/Modulation 
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SCC2 Setting (Channel /RB/BW/Modulation ) and call Connection 

 
 
SCC3 Setting (Channel /RB/BW/Modulation ) and call Connection 
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SCC4 Setting (Channel /RB/BW/Modulation ) and call Connection 
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LTE Downlink 5CA 4X4 MIMO Maximum Conducted Power 
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LTE Down Link 6CA 4x4 MIMO Call Setup 
 
PCC Setting: Channel /RB/BW/Modulation 

 
 
SCC1 Setting : Channel /RB/BW/Modulation 
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SCC2 Setting (Channel /RB/BW/Modulation ) and call Connection 

 
 

SCC3 Setting (Channel /RB/BW/Modulation ) and call Connection 
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SCC4 Setting (Channel /RB/BW/Modulation ) and call Connection 

 
 
SCC6 Setting (Channel /RB/BW/Modulation ) and call Connection 
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LTE Downlink 6CA 4X4 MIMO Maximum Conducted Power 
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LTE Down Link 7CA 4x4 MIMO Call Setup 
 
PCC Setting: Channel /RB/BW/Modulation 

 
 
SCC1 Setting : Channel /RB/BW/Modulation 
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SCC2 Setting (Channel /RB/BW/Modulation ) and call Connection 

 
 
SCC3 Setting (Channel /RB/BW/Modulation ) and call Connection 
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SCC4 Setting (Channel /RB/BW/Modulation ) and call Connection 

 
 
SCC5 Setting (Channel /RB/BW/Modulation ) and call Connection 
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SCC6 Setting (Channel /RB/BW/Modulation ) and call Connection 

 
 
 

 

LTE Downlink 7CA 4X4 MIMO Maximum Conducted Power 
 

 
  



 
 

FCC ID: A3LSMT878U Report No: HCT-SR-2007-FC007-R3

 

  

F-TP22-03 (Rev.00) Page 221 of 487

 
11.3 LTE Up-link Carrier Aggregation Conducted Powers Setup 
 
To measure the LTE UP CA power of this device, Anritsu's MT8821C was used to check the 
power as follows. 

 

 
Power Measurement setup  

 
.TDD CA_41C Intra-Band Contiguous Call Connection 
 Set to MT8821C with following parameters: 
-. Set up the call box for PCC Configuration for LTE Uplink CA 
-. Set up the call box for SCC Configuration for LTE Uplink CA 
-. Measure the maximum output power in Uplink LTE CA conditions. 

Call 1 :Select PCC Configuration for Authentication key to Register 
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Call 2 :Select PCC Configuration for LTE UL CA and Cable loss  

Call 3 :Select PCC Configuration for LTE TDD “ Uplink Downlink Configuration” set to “0” 
 And then Select “connect”button. 
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Call 4 :Set to RB, offset, BW, modulation of SCC channel.  

Call 5: Set to RB, offset, BW, modulation and Max Power conditions of PCC required test 
channel.  
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Uplink Carrier aggregation Conducted Powers – Maximum conducted Power 

 Freq. ch BW RB size
RB 

offset 
Position 

max 
power 

CA 
power 

LTE 5B 
PCC 836.5 20525 10MHz 1 0 

Rear 25.5 24.29 
SCC 829.3 20453 5MHz 1 24 

LTE 66B 
PCC 1745.0 132322 15MHz 1 0 

Top 25.0 24.10 
SCC 1735.7 132229 5MHz 1 24 

LTE 66C 
PCC 1745.0 132322 20MHz 1 0 

Top 25.0 24.38 
SCC 1725.2 132124 20MHz 1 99 

LTE 
41C(PC3) 

PCC 2593 40620 20MHz 1 0 
Top 25.5 25.21 

SCC 25732 40422 20MHz 1 99 

LTE 
41C(PC2) 

PCC 2593 40620 20MHz 1 0 
Top 28 27.78 

SCC 25732 40422 20MHz 1 99 
 

 
Uplink Carrier aggregation Conducted Powers – Reduced conducted Power 

 Freq. ch BW RB size
RB 

offset 
Position 

max 
power 

CA 
power 

LTE 5B 
PCC 836.5 20525 10MHz 1 24 

Top 17.0 15.81 
SCC 829.3 20453 5MHz 1 0 

LTE 66B 
PCC 1745.0 132322 15MHz 1 0 

Top 15.0 14.08 
SCC 1735.7 132229 5MHz 1 11 

LTE 66C 
PCC 1745.0 132322 20MHz 1 0 

Top 15.0 14.33 
SCC 1725.2 132124 20MHz 1 49 

LTE 41C 
PCC 2593 40620 20MHz 1 0 

Top 15 14.83 
SCC 25732 40422 20MHz 1 99 

 
  



 
 

FCC ID: A3LSMT878U Report No: HCT-SR-2007-FC007-R3

 

  

F-TP22-03 (Rev.00) Page 225 of 487

 
11.4 NR Maximum Output Power 

11.4.1 5G NR Call Box Setup 
  
11.3.1.1 Procedure used to establish output Power measurement for NR Bands 

  
 Select operating band, BW and Channel. 
 Click Cell on button in the right of Test application screen. 
 Turn the LTE Cell On using “ON/OFF” Key. 

 

 
Figure-1 
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 Turn the Airplane Mode On and then turn the Airplane mode off. 
 Select All down bits for UL Power control Mode in LTE. 

 

 
Figure-2 

 
  


