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- DUT Antenna Information and SAR Test SETUP PHOTOGRAPHS  
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- DUT Antenna Information  
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- SAR Test SETUP PHOTOGRAPHS  
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1. Body 
 

2.1 Body All 
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2.2 Body Rear  

 

 Distance of 0 mm from the EUT 

 

 Distance of 17 mm from the EUT 
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 Distance of 19 mm from the EUT 

 

 

 

 Distance of 0 mm from the EUT (Device Holder) 
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2.3 Body Left 

 

 Distance of 0 mm from the EUT 

 

 Distance of 7 mm from the EUT 
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2.4 Body Right 

 

 Distance of 0 mm from the EUT 

 

 Distance of 7 mm from the EUT 
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2.5 Body Top 

 

 Distance of 0 mm from the EUT 

 

 Distance of 20 mm from the EUT 
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 Distance of 23 mm from the EUT 
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2.6 Body Bottom 

 

 Distance of 0 mm from the EUT 

 

 

 Distance of 8 mm from the EUT 
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2.7 Left Corner 

 

 Distance of 0 mm from the EUT 

 

 Distance of 8 mm from the EUT 
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2.8 Right Corner 

 

 Distance of 0 mm from the EUT 

 

 Distance of 8 mm from the EUT 
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2.9 S-pen Rear 

 

Distance of 8 mm from the EUT 
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2.10 Body Rear (ELI Phantom) 
 

 

 Distance of 0 mm from the EUT 

 

 Distance of 17 mm from the EUT 
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2.11 Body Left (ELI Phantom) 

 

 Distance of 0 mm from the EUT 

 

 Distance of 7 mm from the EUT 
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2.12 Body Right (ELI Phantom) 

 

 Distance of 7 mm from the EUT 
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2.13 Body Top (ELI Phantom) 

 

 Distance of 0 mm from the EUT 

 

 Distance of 20 mm from the EUT 
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2.14 Body Left Corner (ELI Phantom) 

 

 Distance of 0 mm from the EUT 

 

 Distance of 8 mm from the EUT 
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2.15 Body Right Corner (ELI Phantom) 

 

 Distance of 0 mm from the EUT 

 

 Distance of 8 mm from the EUT 

 

 

 


