
Communication System: GPRS-FDD; Frequency: 836.400 MHz
Medium: HSL_850_240306 Medium parameters used: f= 836.400 MHz; σ= 0.931 S/m; εr = 42.0
Ambient Temperature: 23.2°C; Liquid Temperature: 22.2°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7694; ConvF(9.48, 9.48, 9.48); Calibrated: 2023-10-26
- Sensor-Surface: 1.4 mm
- Electronics: DAE4ip Sn1800; Calibrated: 2023-05-31
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2144; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: GSM, 10028-DAC

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.743 W/kg; SAR (10g) = 0.488 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 6.0 mm x 6.0 mm x 1.5 mm
Power Drift = -0.00 dB
SAR (1g) = 0.629 W/kg; SAR (8g) = 0.413 W/kg; SAR (10g) = 0.380 W/kg
Smallest distance from peaks to all points 3 dB below = 7.3 mm
Ratio of SAR at M2 to SAR at M1 = 67.7 %

Date: 2024-03-06

#01_GSM850_GPRS (4 Tx slots)_Right Cheek_0mm_Ch189



Communication System: GPRS-FDD; Frequency: 1880.000 MHz
Medium: HSL_1900_240305 Medium parameters used: f= 1880.000 MHz; σ= 1.40 S/m; εr = 38.9
Ambient Temperature: 23.7°C; Liquid Temperature: 22.7°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7694; ConvF(8.3, 8.3, 8.3); Calibrated: 2023-10-26
- Sensor-Surface: 1.4 mm
- Electronics: DAE4ip Sn1800; Calibrated: 2023-05-31
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2144; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: GSM, 10028-DAC

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.514 W/kg; SAR (10g) = 0.301 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 6.0 mm x 6.0 mm x 1.5 mm
Power Drift = 0.06 dB
SAR (1g) = 0.554 W/kg; SAR (8g) = 0.368 W/kg; SAR (10g) = 0.345 W/kg
Smallest distance from peaks to all points 3 dB below = 13.1 mm
Ratio of SAR at M2 to SAR at M1 = 87.9 %

Date: 2024-03-05

#02_GSM1900_GPRS (4 Tx slots)_Right Cheek_0mm_Ch661



Communication System: UMTS-FDD; Frequency: 1880.000 MHz
Medium: HSL_1900_240225 Medium parameters used: f= 1880.000 MHz; σ= 1.37 S/m; εr = 40.5
Ambient Temperature: 23.5°C; Liquid Temperature: 22.5°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7700; ConvF(7.7, 7.85, 7.85); Calibrated: 2024-02-01
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn656; Calibrated: 2024-01-18
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2145; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: WCDMA, 10011-CAC

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.489 W/kg; SAR (10g) = 0.280 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 6.0 mm x 6.0 mm x 1.5 mm
Power Drift = 0.04 dB
SAR (1g) = 0.524 W/kg; SAR (8g) = 0.352 W/kg; SAR (10g) = 0.331 W/kg
Smallest distance from peaks to all points 3 dB below = 11.8 mm
Ratio of SAR at M2 to SAR at M1 = 91.5 %

Date: 2024-02-25

#03_WCDMA II_RMC 12.2Kbps_Right Cheek_0mm_Ch9400



Communication System: UMTS-FDD; Frequency: 1732.600 MHz
Medium: HSL_1750_240225 Medium parameters used: f= 1732.600 MHz; σ= 1.36 S/m; εr = 40.7
Ambient Temperature: 23.5°C; Liquid Temperature: 22.5°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7700; ConvF(8.14, 8.24, 8.22); Calibrated: 2024-02-01
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn656; Calibrated: 2024-01-18
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2145; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: WCDMA, 10011-CAC

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.348 W/kg; SAR (10g) = 0.204 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 6.0 mm x 6.0 mm x 1.5 mm
Power Drift = -0.16 dB
SAR (1g) = 0.371 W/kg; SAR (8g) = 0.256 W/kg; SAR (10g) = 0.241 W/kg
Smallest distance from peaks to all points 3 dB below = 12.6 mm
Ratio of SAR at M2 to SAR at M1 = 91.9 %

Date: 2024-02-25

#04_WCDMA IV_RMC 12.2Kbps_Right Cheek_0mm_Ch1413



 

Communication System: UMTS-FDD; Frequency: 836.400 MHz
Medium: HSL_850_240306 Medium parameters used: f= 836.400 MHz; σ= 0.931 S/m; εr = 42.0
Ambient Temperature: 23.2°C; Liquid Temperature: 22.2°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7694; ConvF(9.48, 9.48, 9.48); Calibrated: 2023-10-26
- Sensor-Surface: 1.4 mm
- Electronics: DAE4ip Sn1800; Calibrated: 2023-05-31
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2144; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: WCDMA, 10011-CAC

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.814 W/kg; SAR (10g) = 0.537 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.1 mm x 5.1 mm x 1.5 mm
Power Drift = 0.02 dB
SAR (1g) = 0.704 W/kg; SAR (8g) = 0.448 W/kg; SAR (10g) = 0.411 W/kg
Smallest distance from peaks to all points 3 dB below = 6.2 mm
Ratio of SAR at M2 to SAR at M1 = 68.2 %

Date: 2024-03-06

#05_WCDMA V_RMC 12.2Kbps_Right Cheek_0mm_Ch4182



Communication System: LTE; Frequency: 2535.000 MHz
Medium: HSL_2600_240306 Medium parameters used: f= 2535.000 MHz; σ= 1.88 S/m; εr = 38.8
Ambient Temperature: 23.2°C; Liquid Temperature: 22.2°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7700; ConvF(7.33, 7.44, 7.46); Calibrated: 2024-02-01
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn656; Calibrated: 2024-01-18
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2145; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: LTE-FDD, 10169-CAF

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.532 W/kg; SAR (10g) = 0.271 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 1.5 mm
Power Drift = 0.02 dB
SAR (1g) = 0.540 W/kg; SAR (8g) = 0.329 W/kg; SAR (10g) = 0.304 W/kg
Smallest distance from peaks to all points 3 dB below = 9.8 mm
Ratio of SAR at M2 to SAR at M1 = 86.5 %

Date: 2024-03-06

#06_LTE Band 7_20M_QPSK_1_0_Right Cheek_0mm_Ch21100



Communication System: LTE-FDD; Frequency: 707.500 MHz
Medium: HSL_750_240306 Medium parameters used: f= 707.500 MHz; σ= 0.884 S/m; εr = 42.6
Ambient Temperature: 23.2°C; Liquid Temperature: 22.2°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7694; ConvF(9.84, 9.84, 9.84); Calibrated: 2023-10-26
- Sensor-Surface: 1.4 mm
- Electronics: DAE4ip Sn1800; Calibrated: 2023-05-31
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2144; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: LTE-FDD, 10175-CAH

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.739 W/kg; SAR (10g) = 0.491 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 6.0 mm x 6.0 mm x 1.5 mm
Power Drift = -0.02 dB
SAR (1g) = 0.646 W/kg; SAR (8g) = 0.426 W/kg; SAR (10g) = 0.392 W/kg
Smallest distance from peaks to all points 3 dB below = 7.0 mm
Ratio of SAR at M2 to SAR at M1 = 63.6 %

Date: 2024-03-06

#07_LTE Band 12_10M_QPSK_1_0_Right Cheek_0mm_Ch23095



Communication System: LTE-FDD; Frequency: 782.000 MHz
Medium: HSL_750_240306 Medium parameters used: f= 782.000 MHz; σ= 0.909 S/m; εr = 42.1
Ambient Temperature: 23.2°C; Liquid Temperature: 22.2°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7694; ConvF(9.84, 9.84, 9.84); Calibrated: 2023-10-26
- Sensor-Surface: 1.4 mm
- Electronics: DAE4ip Sn1800; Calibrated: 2023-05-31
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2144; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: LTE-FDD, 10175-CAH

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.754 W/kg; SAR (10g) = 0.499 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 6.0 mm x 6.0 mm x 1.5 mm
Power Drift = -0.02 dB
SAR (1g) = 0.653 W/kg; SAR (8g) = 0.427 W/kg; SAR (10g) = 0.390 W/kg
Smallest distance from peaks to all points 3 dB below = 7.2 mm
Ratio of SAR at M2 to SAR at M1 = 67.1 %

Date: 2024-03-06

#08_LTE Band 13_10M_QPSK_1_0_Right Cheek_0mm_Ch23230



Communication System: LTE-FDD; Frequency: 793.000 MHz
Medium: HSL_750_240306 Medium parameters used: f= 793.000 MHz; σ= 0.913 S/m; εr = 42.1
Ambient Temperature: 23.2°C; Liquid Temperature: 22.2°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7694; ConvF(9.84, 9.84, 9.84); Calibrated: 2023-10-26
- Sensor-Surface: 1.4 mm
- Electronics: DAE4ip Sn1800; Calibrated: 2023-05-31
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2144; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: LTE-FDD, 10175-CAH

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.758 W/kg; SAR (10g) = 0.498 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 6.0 mm x 6.0 mm x 1.5 mm
Power Drift = -0.00 dB
SAR (1g) = 0.671 W/kg; SAR (8g) = 0.447 W/kg; SAR (10g) = 0.412 W/kg
Smallest distance from peaks to all points 3 dB below = 7.2 mm
Ratio of SAR at M2 to SAR at M1 = 65.9 %

Date: 2024-03-06

#09_LTE Band 14_10M_QPSK_1_0_Right Cheek_0mm_Ch23330



Communication System: LTE-FDD; Frequency: 1880.000 MHz
Medium: HSL_1900_240308 Medium parameters used: f= 1880.000 MHz; σ= 1.37 S/m; εr = 40.5
Ambient Temperature: 23.6°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7700; ConvF(7.7, 7.85, 7.85); Calibrated: 2024-02-01
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn656; Calibrated: 2024-01-18
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2145; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: LTE-FDD, 10297-AAE

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.712 W/kg; SAR (10g) = 0.351 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.5 mm x 5.5 mm x 1.5 mm
Power Drift = 0.03 dB
SAR (1g) = 0.677 W/kg; SAR (8g) = 0.350 W/kg; SAR (10g) = 0.319 W/kg
Smallest distance from peaks to all points 3 dB below = 7.1 mm
Ratio of SAR at M2 to SAR at M1 = 78.0 %

Date: 2024-03-08

#10_LTE Band 25_20M_QPSK_50_0_Right Cheek_0mm_Ch26340



Communication System: LTE-FDD; Frequency: 831.500 MHz
Medium: HSL_850_240302 Medium parameters used: f= 831.500 MHz; σ= 0.934 S/m; εr = 42.3
Ambient Temperature: 23.4°C; Liquid Temperature: 22.4°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7694; ConvF(9.48, 9.48, 9.48); Calibrated: 2023-10-26
- Sensor-Surface: 1.4 mm
- Electronics: DAE4ip Sn1800; Calibrated: 2023-05-31
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2144; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: LTE-FDD, 10181-CAF

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.804 W/kg; SAR (10g) = 0.528 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 6.0 mm x 6.0 mm x 1.5 mm
Power Drift = -0.01 dB
SAR (1g) = 0.688 W/kg; SAR (8g) = 0.446 W/kg; SAR (10g) = 0.409 W/kg
Smallest distance from peaks to all points 3 dB below = 9.7 mm
Ratio of SAR at M2 to SAR at M1 = 74.8 %

Date: 2024-03-02

#11_LTE Band 26_15M_QPSK_1_0_Right Cheek_0mm_Ch26865



Communication System: LTE-FDD; Frequency: 2310.000 MHz
Medium: HSL_2300_240314 Medium parameters used: f= 2310.000 MHz; σ= 1.66 S/m; εr = 39.6
Ambient Temperature: 23.4°C; Liquid Temperature: 22.4°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7700; ConvF(7.36, 7.47, 7.48); Calibrated: 2024-02-01
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn656; Calibrated: 2024-01-18
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2145; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: LTE-FDD, 10175-CAH

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.490 W/kg; SAR (10g) = 0.262 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 1.5 mm
Power Drift = 0.03 dB
SAR (1g) = 0.514 W/kg; SAR (8g) = 0.315 W/kg; SAR (10g) = 0.292 W/kg
Smallest distance from peaks to all points 3 dB below = 11.1 mm
Ratio of SAR at M2 to SAR at M1 = 88.5 %

Date: 2024-03-14

#12_LTE Band 30_10M_QPSK_1_0_Right Cheek_0mm_Ch27710



Communication System: LTE; Frequency: 2593.000 MHz
Medium: HSL_2600_240304 Medium parameters used: f= 2593.000 MHz; σ= 1.96 S/m; εr = 38.0
Ambient Temperature: 23.4°C; Liquid Temperature: 22.4°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7694; ConvF(7.47, 7.47, 7.47); Calibrated: 2023-10-26
- Sensor-Surface: 1.4 mm
- Electronics: DAE4ip Sn1800; Calibrated: 2023-05-31
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2144; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: LTE-TDD, 10435-AAG

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.576 W/kg; SAR (10g) = 0.294 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 1.5 mm
Power Drift = -0.03 dB
SAR (1g) = 0.607 W/kg; SAR (8g) = 0.350 W/kg; SAR (10g) = 0.323 W/kg
Smallest distance from peaks to all points 3 dB below = 9.7 mm
Ratio of SAR at M2 to SAR at M1 = 83.1 %

Date: 2024-03-04

#13_LTE Band 41_20M_QPSK_1_0_Right Cheek_0mm_Ch40620



Communication System: LTE-TDD; Frequency: 3609.000 MHz
Medium: HSL_3700_240314 Medium parameters used: f= 3609.000 MHz; σ= 3.01 S/m; εr = 36.7
Ambient Temperature: 23.4°C; Liquid Temperature: 22.4°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7700; ConvF(6.95, 6.98, 7.0); Calibrated: 2024-02-01
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn656; Calibrated: 2024-01-18
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2145; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: LTE-TDD, 10435-AAG

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.138 W/kg; SAR (10g) = 0.061 W/kg;

Zoom Scan (28.0 mm x 28.0 mm x 28.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 1.4 mm
Power Drift = -0.13 dB
SAR (1g) = 0.147 W/kg; SAR (8g) = 0.073 W/kg; SAR (10g) = 0.066 W/kg
Smallest distance from peaks to all points 3 dB below = 7.1 mm
Ratio of SAR at M2 to SAR at M1 = 80.2 %

Date: 2024-03-14

#14_LTE Band 48_20M_QPSK_1_0_Right Cheek_0mm_Ch55830



Communication System: LTE; Frequency: 1770.000 MHz
Medium: HSL_1750_240308 Medium parameters used: f= 1770.000 MHz; σ= 1.39 S/m; εr = 40.6
Ambient Temperature: 23.6°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7700; ConvF(8.14, 8.24, 8.22); Calibrated: 2024-02-01
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn656; Calibrated: 2024-01-18
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2145; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: LTE-FDD, 10169-CAF

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.567 W/kg; SAR (10g) = 0.277 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 4.7 mm x 4.7 mm x 1.4 mm
Power Drift = 0.02 dB
SAR (1g) = 0.562 W/kg; SAR (8g) = 0.292 W/kg; SAR (10g) = 0.264 W/kg
Smallest distance from peaks to all points 3 dB below = 6.7 mm
Ratio of SAR at M2 to SAR at M1 = 79.3 %

Date: 2024-03-08

#15_LTE Band 66_20M_QPSK_1_0_Right Cheek_0mm_Ch132572



Communication System: LTE-FDD; Frequency: 680.500 MHz
Medium: HSL_750_240311 Medium parameters used: f= 680.500 MHz; σ= 0.869 S/m; εr = 43.4
Ambient Temperature: 23.4°C; Liquid Temperature: 22.4°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7785; ConvF(8.42, 8.24, 8.07); Calibrated: 2023-11-23
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1707; Calibrated: 2023-12-06
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2127; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: LTE-FDD, 10169-CAF

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.693 W/kg; SAR (10g) = 0.444 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.4 mm x 5.4 mm x 1.5 mm
Power Drift = 0.09 dB
SAR (1g) = 0.589 W/kg; SAR (8g) = 0.400 W/kg; SAR (10g) = 0.376 W/kg
Smallest distance from peaks to all points 3 dB below = 6.3 mm
Ratio of SAR at M2 to SAR at M1 = 71.1 %

Date: 2024-03-11

#16_LTE Band 71_20M_QPSK_1_0_Right Cheek_0mm_Ch133297



Communication System: 5G NR; Frequency: 2535.000 MHz
Medium: HSL_2600_240303 Medium parameters used: f= 2535.000 MHz; σ= 1.92 S/m; εr = 38.5
Ambient Temperature: 23.1°C; Liquid Temperature: 22.1°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7694; ConvF(7.47, 7.47, 7.47); Calibrated: 2023-10-26
- Sensor-Surface: 1.4 mm
- Electronics: DAE4ip Sn1800; Calibrated: 2023-05-31
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2144; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: 5G NR FR1 FDD, 10935-AAD

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.452 W/kg; SAR (10g) = 0.232 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 1.5 mm
Power Drift = 0.02 dB
SAR (1g) = 0.463 W/kg; SAR (8g) = 0.272 W/kg; SAR (10g) = 0.251 W/kg
Smallest distance from peaks to all points 3 dB below = 11.5 mm
Ratio of SAR at M2 to SAR at M1 = 85.5 %

Date: 2024-03-03

#17_FR1 n7_50M_BPSK_135_68_Right Cheek_0mm_Ch507000



Communication System: 5G NR; Frequency: 707.500 MHz
Medium: HSL_750_240310 Medium parameters used: f= 707.500 MHz; σ= 0.874 S/m; εr = 43.6
Ambient Temperature: 23.5°C; Liquid Temperature: 22.5°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7694; ConvF(9.84, 9.84, 9.84); Calibrated: 2023-10-26
- Sensor-Surface: 1.4 mm
- Electronics: DAE4ip Sn1800; Calibrated: 2023-05-31
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2144; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: 5G NR FR1 FDD, 10938-AAC

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm

SAR (1g) = 0.789 W/kg; SAR (10g) = 0.529 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 4.6 mm x 4.6 mm x 1.4 mm 

Power Drift = -0.02 dB
SAR (1g) = 0.693 W/kg; SAR (8g) = 0.522 W/kg; SAR (10g) = 0.485 W/kg
Smallest distance from peaks to all points 3 dB below = 5.6 mm
Ratio of SAR at M2 to SAR at M1 = 61.7 %

Date: 2024-03-10

#18_FR1 n12_15M_BPSK_36_22_Right Cheek_0mm_Ch141500



Communication System: 5G NR ; Frequency: 793.000 MHz
Medium: HSL_750_240302 Medium parameters used: f= 793.000 MHz; σ= 0.912 S/m; εr = 42.7
Ambient Temperature: 23.5°C; Liquid Temperature: 22.5°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7700; ConvF(9.45, 9.55, 9.92); Calibrated: 2024-02-01
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn656; Calibrated: 2024-01-18
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2145; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: 5G NR FR1 FDD, 10929-AAD

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.705 W/kg; SAR (10g) = 0.466 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.5 mm x 5.5 mm x 1.5 mm
Power Drift = 0.02 dB
SAR (1g) = 0.615 W/kg; SAR (8g) = 0.421 W/kg; SAR (10g) = 0.392 W/kg
Smallest distance from peaks to all points 3 dB below = 8.1 mm
Ratio of SAR at M2 to SAR at M1 = 71.5 %

 

Date: 2024-03-02

#19_FR1 n14_10M_BPSK_25_14_Right Cheek_0mm_Ch158600



Communication System: 5G NR ; Frequency: 1882.500 MHz
Medium: HSL_1900_240308 Medium parameters used: f= 1882.500 MHz; σ= 1.37 S/m; εr = 40.5
Ambient Temperature: 23.6°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7700; ConvF(7.7, 7.85, 7.85); Calibrated: 2024-02-01
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn656; Calibrated: 2024-01-18
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2145; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: 5G NR FR1 FDD, 10942-AAC

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.479 W/kg; SAR (10g) = 0.238 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 4.5 mm x 4.5 mm x 1.4 mm
Power Drift = 0.04 dB
SAR (1g) = 0.567 W/kg; SAR (8g) = 0.287 W/kg; SAR (10g) = 0.260 W/kg
Smallest distance from peaks to all points 3 dB below = 5.8 mm
Ratio of SAR at M2 to SAR at M1 = 79.3 %

Date: 2024-03-08

#20_FR1 n25_40M_BPSK_108_54_Right Cheek_0mm_Ch376500



Communication System: 5G NR; Frequency: 831.500 MHz
Medium: HSL_850_240310 Medium parameters used: f= 831.500 MHz; σ= 0.918 S/m; εr = 43.0
Ambient Temperature: 23.5°C; Liquid Temperature: 22.5°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7694; ConvF(9.48, 9.48, 9.48); Calibrated: 2023-10-26
- Sensor-Surface: 1.4 mm
- Electronics: DAE4ip Sn1800; Calibrated: 2023-05-31
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2144; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: 5G NR FR1 FDD, 10939-AAC

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.684 W/kg; SAR (10g) = 0.454 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.8 mm x 5.8 mm x 1.5 mm
Power Drift = 0.06 dB
SAR (1g) = 0.634 W/kg; SAR (8g) = 0.440 W/kg; SAR (10g) = 0.415 W/kg
Smallest distance from peaks to all points 3 dB below = 7.0 mm
Ratio of SAR at M2 to SAR at M1 = 68.3 %

Date: 2024-03-10

#21_FR1 n26_20M_BPSK_50_28_Right Cheek_0mm_Ch166300



Communication System: 5G NR ; Frequency: 2310.000 MHz
Medium: HSL_2300_240316 Medium parameters used: f= 2310.000 MHz; σ= 1.66 S/m; εr = 39.6
Ambient Temperature: 23.7°C; Liquid Temperature: 22.7°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7700; ConvF(7.36, 7.47, 7.48); Calibrated: 2024-02-01
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn656; Calibrated: 2024-01-18
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2145; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: 5G NR FR1 FDD, 10929-AAD

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.544 W/kg; SAR (10g) = 0.289 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 1.5 mm
Power Drift = -0.05 dB
SAR (1g) = 0.562 W/kg; SAR (8g) = 0.343 W/kg; SAR (10g) = 0.318 W/kg
Smallest distance from peaks to all points 3 dB below = 10.7 mm
Ratio of SAR at M2 to SAR at M1 = 89.1 %

Date: 2024-03-16

#22_FR1 n30_10M_BPSK_1_1_Right Cheek_0mm_Ch462000



Communication System: 5G NR; Frequency: 2595.000 MHz
Medium: HSL_2600_240313 Medium parameters used: f= 2595.000 MHz; σ= 1.95 S/m; εr = 38.0
Ambient Temperature: 23.6°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7700; ConvF(7.33, 7.44, 7.46); Calibrated: 2024-02-01
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn656; Calibrated: 2024-01-18
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2145; Section: LeftHead
- Measurement Software: 16.2.4.2524
- UID: 5G NR FR1 TDD, 10903-AAD

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm

SAR (1g) = 0.091 W/kg; SAR (10g) = 0.047 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 1.5 mm 

Power Drift = 0.02 dB
SAR (1g) = 0.084 W/kg; SAR (8g) = 0.053 W/kg; SAR (10g) = 0.049 W/kg
Smallest distance from peaks to all points 3 dB below = 9.3 mm
Ratio of SAR at M2 to SAR at M1 = 88.4 %

Date: 2024-03-13

#23_FR1 n38_40M_BPSK_1_1_Left Cheek_0mm_Ch519000



Communication System: 5G NR; Frequency: 2592.990 MHz
Medium: HSL_2600_240311 Medium parameters used: f= 2592.990 MHz; σ= 1.96 S/m; εr = 38.1
Ambient Temperature: 23.4°C; Liquid Temperature: 22.4°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7785; ConvF(6.84, 6.47, 6.34); Calibrated: 2023-11-23
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1707; Calibrated: 2023-12-06
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2127; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: 5G NR FR1 TDD, 10866-AAF

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.646 W/kg; SAR (10g) = 0.302 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 1.5 mm
Power Drift = -0.10 dB
SAR (1g) = 0.676 W/kg; SAR (8g) = 0.345 W/kg; SAR (10g) = 0.311 W/kg
Smallest distance from peaks to all points 3 dB below = 7.3 mm
Ratio of SAR at M2 to SAR at M1 = 77.3 %

Date: 2024-03-11

#24_FR1 n41_100M_BPSK_1_1_Right Cheek_0mm_Ch518598



Communication System: 5G NR; Frequency: 1745.000 MHz
Medium: HSL_1750_240309 Medium parameters used: f= 1745.000 MHz; σ= 1.36 S/m; εr = 40.7
Ambient Temperature: 23.6°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7694; ConvF(8.82, 8.82, 8.82); Calibrated: 2023-10-26
- Sensor-Surface: 1.4 mm
- Electronics: DAE4ip Sn1800; Calibrated: 2023-05-31
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2144; Section: LeftHead
- Measurement Software: 16.2.4.2524
- UID: 5G NR FR1 FDD, 10942-AAC

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.456 W/kg; SAR (10g) = 0.240 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 4.6 mm x 4.6 mm x 1.4 mm
Power Drift = 0.13 dB
SAR (1g) = 0.657 W/kg; SAR (8g) = 0.304 W/kg; SAR (10g) = 0.273 W/kg
Smallest distance from peaks to all points 3 dB below = 5.6 mm
Ratio of SAR at M2 to SAR at M1 = 73.6 %

Date: 2024-03-09

#25_FR1 n66_40M_BPSK_108_54_Left Cheek_0mm_Ch349000



Communication System: 5G NR; Frequency: 680.500 MHz
Medium: HSL_750_240310 Medium parameters used: f= 680.500 MHz; σ= 0.864 S/m; εr = 43.7
Ambient Temperature: 23.5°C; Liquid Temperature: 22.5°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7694; ConvF(9.84, 9.84, 9.84); Calibrated: 2023-10-26
- Sensor-Surface: 1.4 mm
- Electronics: DAE4ip Sn1800; Calibrated: 2023-05-31
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2144; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: 5G NR FR1 FDD, 10939-AAC

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.774 W/kg; SAR (10g) = 0.521 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 1.4 mm
Power Drift = 0.09 dB
SAR (1g) = 0.764 W/kg; SAR (8g) = 0.474 W/kg; SAR (10g) = 0.436 W/kg
Smallest distance from peaks to all points 3 dB below = 6.4 mm
Ratio of SAR at M2 to SAR at M1 = 62.5 %

Date: 2024-03-10

#26_FR1 n71_20M_BPSK_50_28_Right Cheek_0mm_Ch136100



Communication System: 5G NR; Frequency: 3499.980 MHz
Medium: HSL_3500_240313 Medium parameters used: f= 3499.980 MHz; σ= 3.01 S/m; εr = 37.8
Ambient Temperature: 23.1°C; Liquid Temperature: 22.1°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7785; ConvF(6.33, 6.03, 5.95); Calibrated: 2023-11-23
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1707; Calibrated: 2023-12-06
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2127; Section: LeftHead
- Measurement Software: 16.2.4.2524
- UID: 5G NR FR1 TDD, 10866-AAF

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.701 W/kg; SAR (10g) = 0.205 W/kg;

Zoom Scan (28.0 mm x 28.0 mm x 28.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm
Power Drift = 0.04 dB
SAR (1g) = 0.774 W/kg; SAR (8g) = 0.265 W/kg; SAR (10g) = 0.227 W/kg
Smallest distance from peaks to all points 3 dB below = 4.9 mm
Ratio of SAR at M2 to SAR at M1 = 77.3 %

Date: 2024-03-13

#27_FR1 n77_100M_BPSK_1_1_Left Tilted_0mm_Ch633332



Communication System: IEEE 802.11b WiFi 2.4 GHz; Frequency: 2462.000 MHz
Medium: HSL_2450_240314 Medium parameters used: f= 2462.000 MHz; σ= 1.84 S/m; εr = 40.0
Ambient Temperature: 23.5°C; Liquid Temperature: 22.5°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7785; ConvF(6.88, 6.53, 6.42); Calibrated: 2023-11-23
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1707; Calibrated: 2023-12-06
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2127; Section: LeftHead
- Measurement Software: 16.2.4.2524
- UID: WLAN, 10415-AAA

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.652 W/kg; SAR (10g) = 0.314 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 3.9 mm x 3.9 mm x 1.4 mm
Power Drift = 0.09 dB
SAR (1g) = 0.637 W/kg; SAR (8g) = 0.300 W/kg; SAR (10g) = 0.273 W/kg
Smallest distance from peaks to all points 3 dB below = 5.0 mm
Ratio of SAR at M2 to SAR at M1 = 78.0 %

Date: 2024-03-14

#28_WLAN2.4GHz_802.11b 1Mbps_Left Cheek_0mm_Ch11



Communication System: IEEE 802.11n; Frequency: 5230.000 MHz
Medium: HSL_5G_240314 Medium parameters used: f= 5230.000 MHz; σ= 4.58 S/m; εr = 35.5
Ambient Temperature: 23.5°C; Liquid Temperature: 22.5°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7694; ConvF(5.26, 5.26, 5.26); Calibrated: 2023-10-26
- Sensor-Surface: 1.4 mm
- Electronics: DAE4ip Sn1800; Calibrated: 2023-05-31
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2144; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: WLAN, 10599-AAD

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.454 W/kg; SAR (10g) = 0.165 W/kg;

Zoom Scan (22.0 mm x 22.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm
Power Drift = 0.16 dB
SAR (1g) = 0.590 W/kg; SAR (8g) = 0.191 W/kg; SAR (10g) = 0.166 W/kg
Smallest distance from peaks to all points 3 dB below = 4.0 mm
Ratio of SAR at M2 to SAR at M1 = 65.9 %

Date: 2024-03-14

#29_WLAN5GHz_802.11n-HT40 MCS0_Right Cheek_0mm_Ch46



Communication System: IEEE 802.11ac WiFi; Frequency: 5610.000 MHz
Medium: HSL_5G_240319 Medium parameters used: f= 5610.000 MHz; σ= 5.03 S/m; εr = 36.6
Ambient Temperature: 23.1°C; Liquid Temperature: 22.1°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7793; ConvF(4.12, 4.35, 4.32); Calibrated: 2024-03-01
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1707; Calibrated: 2023-12-06
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2127; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: WLAN, 10544-AAD

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.416 W/kg; SAR (10g) = 0.141 W/kg;

Zoom Scan (22.0 mm x 22.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm
Power Drift = -0.01 dB
SAR (1g) = 0.608 W/kg; SAR (8g) = 0.176 W/kg; SAR (10g) = 0.150 W/kg
Smallest distance from peaks to all points 3 dB below = 5.7 mm
Ratio of SAR at M2 to SAR at M1 = 62.8 %

Zoom Scan (22.0 mm x 22.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm
Power Drift = -0.01 dB
SAR (1g) = 0.306 W/kg; SAR (8g) = 0.092 W/kg; SAR (10g) = 0.079 W/kg
Smallest distance from peaks to all points 3 dB below = 5.7 mm
Ratio of SAR at M2 to SAR at M1 = 62.8 %

Date: 2024-03-19

#30_WLAN5GHz_802.11ac-VHT80 MCS0_Right Cheek_0mm_Ch122





Communication System: IEEE 802.11n; Frequency: 5795.000 MHz
Medium: HSL_5G_240319 Medium parameters used: f= 5795.000 MHz; σ= 5.23 S/m; εr = 36.3
Ambient Temperature: 23.1°C; Liquid Temperature: 22.1°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7793; ConvF(4.37, 4.42, 4.46); Calibrated: 2024-03-01
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1707; Calibrated: 2023-12-06
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2127; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: WLAN, 10599-AAD

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.606 W/kg; SAR (10g) = 0.192 W/kg;

Zoom Scan (22.0 mm x 22.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm
Power Drift = 0.14 dB
SAR (1g) = 0.749 W/kg; SAR (8g) = 0.217 W/kg; SAR (10g) = 0.186 W/kg
Smallest distance from peaks to all points 3 dB below = 4.7 mm
Ratio of SAR at M2 to SAR at M1 = 61.2 %

Date: 2024-03-19

#31_WLAN5GHz_802.11n-HT40 MCS0_Right Cheek_0mm_Ch159



Communication System: IEEE 802.11ac; Frequency: 5855.000 MHz
Medium: HSL_5G_240319 Medium parameters used: f= 5855.000 MHz; σ= 5.29 S/m; εr = 36.2
Ambient Temperature: 23.1°C; Liquid Temperature: 22.1°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7793; ConvF(4.37, 4.42, 4.46); Calibrated: 2024-03-01
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1707; Calibrated: 2023-12-06
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2127; Section: RightHead
- Measurement Software: 16.2.4.2524
- UID: WLAN, 10544-AAD

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.533 W/kg; SAR (10g) = 0.176 W/kg;

Zoom Scan (22.0 mm x 22.0 mm x 22.0 mm): Measurement Grid: 2.9 mm x 2.9 mm x 1.2 mm
Power Drift = 0.17 dB
SAR (1g) = 0.689 W/kg; SAR (8g) = 0.208 W/kg; SAR (10g) = 0.178 W/kg
Smallest distance from peaks to all points 3 dB below = 5.3 mm
Ratio of SAR at M2 to SAR at M1 = 63.9 %

Date: 2024-03-19

#32_WLAN5GHz_802.11ac-VHT80 MCS0_Right Cheek_0mm_Ch171



Communication System: IEEE 802.11ax WiFi; Frequency: 6985.000 MHz
Medium: HSL_6G_240319 Medium parameters used: f= 6985.000 MHz; σ= 6.69 S/m; εr = 33.9
Ambient Temperature: 23.5°C; Liquid Temperature: 22.5°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7785; ConvF(4.88, 4.81, 4.7); Calibrated: 2023-11-23
- Sensor-Surface: 1.4 mm
- Electronics: DAE4ip Sn1800; Calibrated: 2023-05-31
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2144; Section: LeftHead
- Measurement Software: 16.2.4.2524
- UID: WLAN, 10755-AAC

Area Scan (102.0 mm x 187.0 mm): Measurement Grid: 8.5 mm x 8.5 mm
SAR (1g) = 0.530 W/kg; SAR (10g) = 0.161 W/kg;

Zoom Scan (22.0 mm x 22.0 mm x 22.0 mm): Measurement Grid: 3.4 mm x 3.4 mm x 1.4 mm
Power Drift = 0.11 dB
SAR (1g) = 0.228 W/kg; SAR (8g) = 0.075 W/kg; SAR (10g) = 0.065 W/kg
Smallest distance from peaks to all points 3 dB below = 4.9 mm
Ratio of SAR at M2 to SAR at M1 = 50.8 %
psAPD (1.0cm2, sq) = 2.28 [W/m2]; psAPD (4.0cm2, sq) = 1.50 [W/m2]

Zoom Scan (22.0 mm x 22.0 mm x 22.0 mm): Measurement Grid: 3.4 mm x 3.4 mm x 1.4 mm
Power Drift = 0.11 dB
SAR (1g) = 0.540 W/kg; SAR (8g) = 0.184 W/kg; SAR (10g) = 0.163 W/kg
Smallest distance from peaks to all points 3 dB below = 4.9 mm
Ratio of SAR at M2 to SAR at M1 = 50.8 %
psAPD (1.0cm2, sq) = 5.60 [W/m2]; psAPD (4.0cm2, sq) = 3.68 [W/m2]

Date: 2024-03-19

#33_WLAN6GHz_802.11ax-HE160 MCS0_Left Cheek_0mm_Ch207
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