
Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/1

System Check_Head_750MHz

DUT: D750V3-1012 
 

  
 
     

 
 

 
 

  

Communication System: CW; Frequency: 750 MHz;Duty Cycle: 1:1
Medium: HSL_750_220401 Medium parameters used: f = 750 MHz; σ = 0.899 S/m; εr = 43.788; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃; Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3184; ConvF(6.59, 6.59, 6.59) @ 750 MHz; Calibrated: 2021/9/23
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2021/5/21
- Phantom: SAM_Left; Type: QD000P40CD; Serial: 1719
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.47 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 54.72 V/m; Power Drift = -0.18 dB
 Peak SAR (extrapolated) = 3.03 W/kg

 SAR(1 g) = 2.11 W/kg; SAR(10 g) = 1.4 W/kg
 Maximum value of SAR (measured) = 2.46 W/kg

 

0 dB = 2.47 W/kg = 3.93 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/2

System Check_Head_750MHz

DUT: D750V3-1012 

Communication System: CW; Frequency: 750 MHz;Duty Cycle: 1:1
Medium: HSL_750_220402 Medium parameters used: f = 750 MHz; σ = 0.888 S/m; εr = 43.089; ρ 
= 1000 kg/m3

Ambient Temperature：23.6 ℃;   Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3184; ConvF(6.59, 6.59, 6.59) @ 750 MHz; Calibrated: 2021/9/23
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501) 

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.43 W/kg

Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 54.65 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 2.98 W/kg
SAR(1 g) = 2.08 W/kg; SAR(10 g) = 1.38 W/kg
Maximum value of SAR (measured) = 2.42 W/kg

0 dB = 2.42 W/kg = 3.84 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/9

System Check_Head_750MHz

DUT: D750V3-1012 
 

Communication System: CW; Frequency: 750 MHz;Duty Cycle: 1:1
 Medium: HSL_750_220409 Medium parameters used: f = 750 MHz; σ = 0.907 S/m; εr = 41.823; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃; Liquid Temperature：22.3 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN3976; ConvF(10.62, 10.62, 10.62) @ 750 MHz; Calibrated: 2022/1/27

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn316; Calibrated: 2022/1/26

 - Phantom: SAM_Left; Type: SAM; Serial: 1796
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 0.558 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 26.75 V/m; Power Drift = -0.03 dB
 Peak SAR (extrapolated) = 0.600 W/kg

 SAR(1 g) = 0.389 W/kg; SAR(10 g) = 0.253 W/kg
 Maximum value of SAR (measured) = 0.527 W/kg

 

0 dB = 0.527 W/kg = -2.78 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/10

System Check_Head_750MHz

DUT: D750V3-1012 
 

Communication System: CW; Frequency: 750 MHz;Duty Cycle: 1:1
 Medium: HSL_750_220410 Medium parameters used: f = 750 MHz; σ = 0.895 S/m; εr = 42.07; ρ = 1000

kg/m3 
 Ambient Temperature：23.7 ℃; Liquid Temperature：22.7 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN3976; ConvF(10.62, 10.62, 10.62) @ 750 MHz; Calibrated: 2022/1/27

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn316; Calibrated: 2022/1/26

 - Phantom: SAM_Left; Type: SAM; Serial: 1796
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.57 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 54.82 V/m; Power Drift = -0.06 dB
 Peak SAR (extrapolated) = 2.98 W/kg

 SAR(1 g) = 2.02 W/kg; SAR(10 g) = 1.33 W/kg
 Maximum value of SAR (measured) = 2.55 W/kg
 

0 dB = 2.57 W/kg = 4.10 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/19

System Check_Head_750MHz

DUT: D750V3-1012
 

Communication System: CW ; Frequency: 750 MHz;Duty Cycle: 1:1
 Medium: HSL_750_220419 Medium parameters used: f = 750 MHz; σ = 0.898 S/m; εr = 42.786; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7306; ConvF(10.09, 10.09, 10.09) @ 750 MHz; Calibrated: 2021/7/26

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn853; Calibrated: 2021/7/14

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.85 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 58.12 V/m; Power Drift = 0.03 dB
 Peak SAR (extrapolated) = 3.20 W/kg

 SAR(1 g) = 2.18 W/kg; SAR(10 g) = 1.47 W/kg
 Maximum value of SAR (measured) = 2.85 W/kg
 

0 dB = 2.85 W/kg = 4.55 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/26

System Check_Head_750MHz

DUT: D750V3-1012

 
  

 
     

 
 

 
 

 

Communication System: CW ; Frequency: 750 MHz;Duty Cycle: 1:1
Medium: HSL_750_220426 Medium parameters used: f = 750 MHz; σ = 0.899 S/m; εr = 42.465; ρ = 1000 
kg/m3

Ambient Temperature：23.3 ℃; Liquid Temperature：22.3 ℃

DASY5 Configuration
- Probe: EX3DV4 - SN7306; ConvF(10.09, 10.09, 10.09) @ 750 MHz; Calibrated: 2021/7/26
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 0.512 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 25.15 V/m; Power Drift = -0.07 dB
 Peak SAR (extrapolated) = 0.579 W/kg

 SAR(1 g) = 0.389 W/kg; SAR(10 g) = 0.258 W/kg
 Maximum value of SAR (measured) = 0.513 W/kg

 

0 dB = 0.513 W/kg = -2.90 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/5/1

 System Check_Head_750MHz

DUT: D750V3-1012
 

Communication System: CW ; Frequency: 750 MHz;Duty Cycle: 1:1
 Medium: HSL_750_220501 Medium parameters used: f = 750 MHz; σ = 0.884 S/m; εr = 43.159; ρ = 1000 kg/m3 

 Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration
 - Probe: ES3DV3 - SN3169; ConvF(6.54, 6.54, 6.54) @ 750 MHz; Calibrated: 2021/5/28

 - Sensor-Surface: 3mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn1311; Calibrated: 2021/8/20

 - Phantom: SAM Right; Type: QD 000 P40 CD; Serial: 1718
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.37 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 53.50 V/m; Power Drift = -0.10 dB
 Peak SAR (extrapolated) = 2.97 W/kg

 SAR(1 g) = 2.03 W/kg; SAR(10 g) = 1.35 W/kg
 Maximum value of SAR (measured) = 2.36 W/kg
 

0 dB = 2.37 W/kg = 3.75 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/3/31

System Check_Head_835MHz

DUT: D835V2-4d167 
 

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1
 Medium: HSL_850_220331 Medium parameters used: f = 835 MHz; σ = 0.932 S/m; εr = 43.352; ρ = 1000

kg/m3 
 Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: ES3DV3 - SN3184; ConvF(6.49, 6.49, 6.49) @ 835 MHz; Calibrated: 2021/9/23

 - Sensor-Surface: 3mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn778; Calibrated: 2021/5/21

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1719
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.90 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 57.68 V/m; Power Drift = -0.13 dB
 Peak SAR (extrapolated) = 3.67 W/kg

 SAR(1 g) = 2.5 W/kg; SAR(10 g) = 1.64 W/kg
 Maximum value of SAR (measured) = 2.93 W/kg

 

0 dB = 2.90 W/kg = 4.62 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/3/31

System Check_Head_835MHz

DUT: D835V2-4d167 
 

Communication System: CW ; Frequency: 835 MHz;Duty Cycle: 1:1
 Medium: HSL_850_220331 Medium parameters used: f = 835 MHz; σ = 0.932 S/m; εr = 43.352; ρ = 1000

kg/m3 
 Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7375; ConvF(9.85, 9.85, 9.85) @ 835 MHz; Calibrated: 2021/12/20

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn778; Calibrated: 2021/5/21

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1719
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

 
 

 
 

 
 

 

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.565 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 26.04 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 0.624 W/kg
SAR(1 g) = 0.430 W/kg; SAR(10 g) = 0.288 W/kg
Maximum value of SAR (measured) = 0.561 W/kg

 

0 dB = 0.561 W/kg = -2.51 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/8

System Check_Head_835MHz

DUT: D835V2-4d167 
 

Communication System: CW ; Frequency: 835 MHz;Duty Cycle: 1:1
 Medium: HSL_850_220408 Medium parameters used: f = 835 MHz; σ = 0.893 S/m; εr = 41.402; ρ = 1000

kg/m3 
 Ambient Temperature：23.5 ℃; Liquid Temperature：22.5 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN3976; ConvF(10.22, 10.22, 10.22) @ 835 MHz; Calibrated: 2022/1/27

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn316; Calibrated: 2022/1/26

 - Phantom: SAM_Left; Type: SAM; Serial: 1796
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 0.599 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 27.16 V/m; Power Drift = -0.02 dB
 Peak SAR (extrapolated) = 0.686 W/kg

 SAR(1 g) = 0.447 W/kg; SAR(10 g) = 0.288 W/kg
 Maximum value of SAR (measured) = 0.606 W/kg

 

0 dB = 0.606 W/kg = -2.18 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/11

System Check_Head_835MHz

DUT: D835V2-4d167 
 

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1
 Medium: HSL_850_220411 Medium parameters used: f = 835 MHz; σ = 0.884 S/m; εr = 41.871; ρ = 1000

kg/m3 
 Ambient Temperature：23.7 ℃; Liquid Temperature：22.7 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN3976; ConvF(10.22, 10.22, 10.22) @ 835 MHz; Calibrated: 2022/1/27

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn316; Calibrated: 2022/1/26

 - Phantom: SAM_Left; Type: SAM; Serial: 1796
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 3.28 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 63.32 V/m; Power Drift = 0.03 dB
 Peak SAR (extrapolated) = 3.76 W/kg

 SAR(1 g) = 2.47 W/kg; SAR(10 g) = 1.62 W/kg
 Maximum value of SAR (measured) = 3.33 W/kg
 

0 dB = 3.28 W/kg = 5.16 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/19

 System Check_Head_835MHz

DUT: D835V2-4d167
 

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1
 Medium: HSL_850_220419 Medium parameters used: f = 835 MHz; σ = 0.922 S/m; εr = 42.49; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7306; ConvF(9.82, 9.82, 9.82) @ 835 MHz; Calibrated: 2021/7/26

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn853; Calibrated: 2021/7/14

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 3.47 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 62.99 V/m; Power Drift = -0.10 dB
 Peak SAR (extrapolated) = 3.91 W/kg

 SAR(1 g) = 2.48 W/kg; SAR(10 g) = 1.6 W/kg
 Maximum value of SAR (measured) = 3.46 W/kg

 

0 dB = 3.46 W/kg = 5.39 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/29

System Check_Head_835MHz

DUT: D835V2-499
 

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1
 Medium: HSL_850_220429 Medium parameters used: f = 835 MHz; σ = 0.926 S/m; εr = 42.88; ρ = 1000 kg/m3 

 
Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration
 - Probe: ES3DV3 - SN3169; ConvF(6.26, 6.26, 6.26) @ 835 MHz; Calibrated: 2021/5/28

 - Sensor-Surface: 3mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn1311; Calibrated: 2021/8/20

 - Phantom: SAM Right; Type: QD 000 P40 CD; Serial: 1718
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.74 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 56.31 V/m; Power Drift = 0.02 dB
 Peak SAR (extrapolated) = 3.47 W/kg

 SAR(1 g) = 2.35 W/kg; SAR(10 g) = 1.55 W/kg
 Maximum value of SAR (measured) = 2.75 W/kg
 

0 dB = 2.75 W/kg = 4.39 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/5/1

System Check_Head_835MHz

DUT: D835V2-499
 

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1
 Medium: HSL_850_220501 Medium parameters used: f = 835 MHz; σ = 0.918 S/m; εr = 42.863; ρ = 1000 kg/m3 

 
Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration
 - Probe: ES3DV3 - SN3169; ConvF(6.26, 6.26, 6.26) @ 835 MHz; Calibrated: 2021/5/28

 - Sensor-Surface: 3mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn1311; Calibrated: 2021/8/20

 - Phantom: SAM Right; Type: QD 000 P40 CD; Serial: 1718
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.72 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 56.31 V/m; Power Drift = 0.07 dB
 Peak SAR (extrapolated) = 3.44 W/kg

 SAR(1 g) = 2.33 W/kg; SAR(10 g) = 1.53 W/kg
 Maximum value of SAR (measured) = 2.73 W/kg
 

0 dB = 2.72 W/kg = 4.35 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/2

System Check_Head_1750MHz

DUT: D1750V2-1068
 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
 Medium: HSL_1750_220402 Medium parameters used: f = 1750 MHz; σ = 1.374 S/m; εr = 40.031; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(8.53, 8.53, 8.53) @ 1750 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 12.4 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 95.94 V/m; Power Drift = -0.08 dB
 Peak SAR (extrapolated) = 14.0 W/kg

 SAR(1 g) = 8.61 W/kg; SAR(10 g) = 4.84 W/kg
 Maximum value of SAR (measured) = 12.0 W/kg

0 dB = 12.0 W/kg = 10.79 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/5

System Check_Head_1750MHz

DUT: D1750V2-1068
 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
 Medium: HSL_1750_220405 Medium parameters used: f = 1750 MHz; σ = 1.381 S/m; εr = 40.621; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(8.53, 8.53, 8.53) @ 1750 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.88 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 45.54 V/m; Power Drift = -0.07 dB
 Peak SAR (extrapolated) = 3.23 W/kg

 SAR(1 g) = 1.79 W/kg; SAR(10 g) = 0.951 W/kg
 Maximum value of SAR (measured) = 2.61 W/kg

 

0 dB = 2.61 W/kg = 4.17 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/8

System Check_Head_1750MHz

DUT: D1750V2-1068 
 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
 Medium: HSL_1750_220408 Medium parameters used: f = 1750 MHz; σ = 1.331 S/m; εr = 39.427; ρ = 1000

kg/m3 
 Ambient Temperature：23.5 ℃; Liquid Temperature：22.5 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN3976; ConvF(8.66, 8.66, 8.66) @ 1750 MHz; Calibrated: 2022/1/27

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn316; Calibrated: 2022/1/26

 - Phantom: SAM_Left; Type: SAM; Serial: 1796
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.70 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 45.62 V/m; Power Drift = -0.02 dB
 Peak SAR (extrapolated) = 3.19 W/kg

 SAR(1 g) = 1.68 W/kg; SAR(10 g) = 0.877 W/kg
 Maximum value of SAR (measured) = 2.65 W/kg

 

0 dB = 2.65 W/kg = 4.23 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/9

  System Check_Head_1750MHz

DUT: D1750V2-1068
 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
 Medium: HSL_1750_220409 Medium parameters used: f = 1750 MHz; σ = 1.373 S/m; εr = 40.156; ρ = 1000

kg/m3 
 Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7375; ConvF(8.52, 8.52, 8.52) @ 1750 MHz; Calibrated: 2021/12/20

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn778; Calibrated: 2021/5/21

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1719
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.89 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 47.35 V/m; Power Drift = -0.03 dB
 Peak SAR (extrapolated) = 3.42 W/kg

 SAR(1 g) = 1.87 W/kg; SAR(10 g) = 1 W/kg
 Maximum value of SAR (measured) = 2.88 W/kg

 

0 dB = 2.88 W/kg = 4.59 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/10

System Check_Head_1750MHz

DUT: D1750V2-1068 
 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
 Medium: HSL_1750_220410 Medium parameters used: f = 1750 MHz; σ = 1.353 S/m; εr = 39.956; ρ = 1000

kg/m3 
 Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7375; ConvF(8.52, 8.52, 8.52) @ 1750 MHz; Calibrated: 2021/12/20

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn778; Calibrated: 2021/5/21

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1719
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 3.12 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 49.13 V/m; Power Drift = -0.03 dB
 Peak SAR (extrapolated) = 3.73 W/kg

 SAR(1 g) = 1.97 W/kg; SAR(10 g) = 1.05 W/kg
 Maximum value of SAR (measured) = 3.16 W/kg
 

0 dB = 3.16 W/kg = 5.00 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/11

System Check_Head_1750MHz

DUT: D1750V2-1068 
 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
 Medium: HSL_1750_220411 Medium parameters used: f = 1750 MHz; σ = 1.405 S/m; εr = 39.251; ρ = 1000

kg/m3 
 Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: ES3DV3 - SN3184; ConvF(5.56, 5.56, 5.56) @ 1750 MHz; Calibrated: 2021/9/23

 - Sensor-Surface: 3mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn778; Calibrated: 2021/5/21

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1719
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 12.3 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 93.81 V/m; Power Drift = -0.14 dB
 Peak SAR (extrapolated) = 14.8 W/kg

 SAR(1 g) = 9.49 W/kg; SAR(10 g) = 5.09 W/kg
 Maximum value of SAR (measured) = 11.4 W/kg
 

0 dB = 11.4 W/kg = 10.57 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/14

System Check_Head_1750MHz

DUT: D1750V2-1068 
 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
 Medium: HSL_1750_220414 Medium parameters used: f = 1750 MHz; σ = 1.347 S/m; εr = 39.896; ρ = 1000

kg/m3 
 Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7375; ConvF(8.52, 8.52, 8.52) @ 1750 MHz; Calibrated: 2021/12/20

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn778; Calibrated: 2021/5/21

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1719
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 3.07 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 46.65 V/m; Power Drift = -0.04 dB
 Peak SAR (extrapolated) = 3.47 W/kg

 SAR(1 g) = 2 W/kg; SAR(10 g) = 1.06 W/kg
 Maximum value of SAR (measured) = 2.94 W/kg

 

0 dB = 2.94 W/kg = 4.68 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/17

System Check_Head_1750MHz

DUT: D1750V2-1068
 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
 Medium: HSL_1750_220417 Medium parameters used: f = 1750 MHz; σ = 1.37 S/m; εr = 40.108; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7306; ConvF(8.4, 8.4, 8.4) @ 1750 MHz; Calibrated: 2021/7/26

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn853; Calibrated: 2021/7/14

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.88 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 44.65 V/m; Power Drift = -0.07 dB
 Peak SAR (extrapolated) = 3.20 W/kg

 SAR(1 g) = 1.79 W/kg; SAR(10 g) = 0.964 W/kg
 Maximum value of SAR (measured) = 2.70 W/kg

 

0 dB = 2.70 W/kg = 4.31 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/27

System Check_Head_1750MHz

DUT: D1750V2-1068
 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
 Medium: HSL_1750_220427 Medium parameters used: f = 1750 MHz; σ = 1.364 S/m; εr = 40.128; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(8.53, 8.53, 8.53) @ 1750 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.85 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 45.54 V/m; Power Drift = -0.07 dB
 Peak SAR (extrapolated) = 3.19 W/kg

 SAR(1 g) = 1.77 W/kg; SAR(10 g) = 0.939 W/kg
 Maximum value of SAR (measured) = 2.58 W/kg

 

0 dB = 2.58 W/kg = 4.12 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/29

System Check_Head_1750MHz

DUT: D1750V2-1068
 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
 Medium: HSL_1750_220429 Medium parameters used: f = 1750 MHz; σ = 1.373 S/m; εr = 40.066; ρ = 1000

kg/m3 
 Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration
 - Probe: ES3DV3 - SN3169; ConvF(5.36, 5.36, 5.36) @ 1750 MHz; Calibrated: 2021/5/28

 - Sensor-Surface: 3mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn1311; Calibrated: 2021/8/20

 - Phantom: SAM Right; Type: QD 000 P40 CD; Serial: 1718
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 10.7 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 91.23 V/m; Power Drift = -0.08 dB
 Peak SAR (extrapolated) = 14.8 W/kg

 SAR(1 g) = 8.47 W/kg; SAR(10 g) = 4.55 W/kg
 Maximum value of SAR (measured) = 10.6 W/kg
 

0 dB = 10.6 W/kg = 10.25 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/5/2

System Check_Head_1750MHz

DUT: D1750V2-1068
 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
 Medium: HSL_1750_220502 Medium parameters used: f = 1750 MHz; σ = 1.376 S/m; εr = 40.136; ρ = 1000

kg/m3 
 Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration
 - Probe: ES3DV3 - SN3169; ConvF(5.36, 5.36, 5.36) @ 1750 MHz; Calibrated: 2021/5/28

 - Sensor-Surface: 3mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn1311; Calibrated: 2021/8/20

 - Phantom: SAM Right; Type: QD 000 P40 CD; Serial: 1718
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 10.7 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 91.23 V/m; Power Drift = -0.08 dB
 Peak SAR (extrapolated) = 14.9 W/kg

 SAR(1 g) = 8.49 W/kg; SAR(10 g) = 4.56 W/kg
 Maximum value of SAR (measured) = 10.6 W/kg
 

0 dB = 10.6 W/kg = 10.25 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/6

System Check_Head_1750MHz

DUT: D1750V2-1068
 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
 Medium: HSL_1750_220506 Medium parameters used: f = 1750 MHz; σ = 1.37 S/m; εr = 40.263; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(8.53, 8.53, 8.53) @ 1750 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.86 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 45.54 V/m; Power Drift = -0.02 dB
 Peak SAR (extrapolated) = 3.20 W/kg

 SAR(1 g) = 1.78 W/kg; SAR(10 g) = 0.943 W/kg
 Maximum value of SAR (measured) = 2.59 W/kg

 

0 dB = 2.59 W/kg = 4.13 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/11

System Check_Head_1750MHz

DUT: D1750V2-1068
 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
 Medium: HSL_1750_220511 Medium parameters used: f = 1750 MHz; σ = 1.366 S/m; εr = 40.448; ρ = 1000

kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(8.53, 8.53, 8.53) @ 1750 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.76 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 45.48 V/m; Power Drift = -0.08 dB
 Peak SAR (extrapolated) = 3.31 W/kg

 SAR(1 g) = 1.79 W/kg; SAR(10 g) = 0.951 W/kg
 Maximum value of SAR (measured) = 2.71 W/kg

 

0 dB = 2.71 W/kg = 4.33 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/13

System Check_Head_1750MHz

DUT: D1750V2-1068

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
 Medium: HSL_1750_220513 Medium parameters used: f = 1750 MHz; σ = 1.375 S/m; εr = 40.019; ρ = 1000

kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(8.53, 8.53, 8.53) @ 1750 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.90 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 45.18 V/m; Power Drift = -0.18 dB
 Peak SAR (extrapolated) = 3.27 W/kg

 SAR(1 g) = 1.78 W/kg; SAR(10 g) = 0.970 W/kg
 Maximum value of SAR (measured) = 2.73 W/kg

 

0 dB = 2.73 W/kg = 4.36 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/6

System Check_Head_1900MHz

DUT: D1900V2-5d041
 

  
 

    

 
 

 
 

 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220406 Medium parameters used: f = 1900 MHz; σ = 1.393 S/m; εr = 40.09; ρ =1000 
kg/m3

Ambient Temperature：23.2 ℃; Liquid Temperature：22.2 ℃

DASY5 Configuration
- Probe: EX3DV4 - SN7439; ConvF(8.27, 8.27, 8.27) @ 1900 MHz; Calibrated: 2022/3/2
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn376; Calibrated: 2021/11/22
- Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.99 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 44.76 V/m; Power Drift = -0.05 dB
 Peak SAR (extrapolated) = 3.68 W/kg

 SAR(1 g) = 1.96 W/kg; SAR(10 g) = 1.03 W/kg
 Maximum value of SAR (measured) = 3.02 W/kg
 

0 dB = 3.02 W/kg = 4.80 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/7

System Check_Head_1900MHz

DUT: D1900V2-5d041 
 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
 Medium: HSL_1900_220407 Medium parameters used: f = 1900 MHz; σ = 1.446 S/m; εr = 40.401; ρ = 1000

kg/m3 
 Ambient Temperature：23.6 ℃; Liquid Temperature：22.6 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN3976; ConvF(8.45, 8.45, 8.45) @ 1900 MHz; Calibrated: 2022/1/27

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn316; Calibrated: 2022/1/26

 - Phantom: SAM_Left; Type: SAM; Serial: 1796
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 3.15 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 48.09 V/m; Power Drift = -0.13 dB
 Peak SAR (extrapolated) = 3.79 W/kg

 SAR(1 g) = 1.98 W/kg; SAR(10 g) = 1.02 W/kg
 Maximum value of SAR (measured) = 3.13 W/kg
 

0 dB = 3.13 W/kg = 4.96 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/9

  System Check_Head_1900MHz

DUT: D1900V2-5d041
 
 

 

 
     

 
 

 
 

  

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220409 Medium parameters used: f = 1900 MHz; σ = 1.392 S/m; εr = 40.013; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃; Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7375; ConvF(8.33, 8.33, 8.33) @ 1900 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2021/5/21
- Phantom: SAM_Left; Type: QD000P40CD; Serial: 1719
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 14.2 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 104.0 V/m; Power Drift = -0.15 dB
 Peak SAR (extrapolated) = 17.0 W/kg

 SAR(1 g) = 9.5 W/kg; SAR(10 g) = 4.97 W/kg
 Maximum value of SAR (measured) = 14.2 W/kg

 

0 dB = 14.2 W/kg = 11.52 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/10

System Check_Head_1900MHz

DUT: D1900V2-5d041 
 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
 Medium: HSL_1900_220410 Medium parameters used: f = 1900 MHz; σ = 1.424 S/m; εr = 39.813; ρ = 1000

kg/m3 
 Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7375; ConvF(8.33, 8.33, 8.33) @ 1900 MHz; Calibrated: 2021/12/20

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn778; Calibrated: 2021/5/21

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1719
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 3.21 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 47.77 V/m; Power Drift = -0.01 dB
 Peak SAR (extrapolated) = 3.67 W/kg

 SAR(1 g) = 2.14 W/kg; SAR(10 g) = 1.15 W/kg
 Maximum value of SAR (measured) = 3.21 W/kg
 

0 dB = 3.21 W/kg = 5.07 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/11

System Check_Head_1900MHz

DUT: D1900V2-5d041 
 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
 Medium: HSL_1900_220411 Medium parameters used: f = 1900 MHz; σ = 1.445 S/m; εr = 38.731; ρ = 1000

kg/m3 
 Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: ES3DV3 - SN3184; ConvF(5.22, 5.22, 5.22) @ 1900 MHz; Calibrated: 2021/9/23

 - Sensor-Surface: 3mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn778; Calibrated: 2021/5/21

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1719
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 11.9 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 91.84 V/m; Power Drift = -0.16 dB
 Peak SAR (extrapolated) = 14.2 W/kg

 SAR(1 g) = 9.68 W/kg; SAR(10 g) = 5.11 W/kg
 Maximum value of SAR (measured) = 11.4 W/kg
 

0 dB = 11.4 W/kg = 10.57 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/14

System Check_Head_1900MHz

DUT: D1900V2-5d041 
 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
 Medium: HSL_1900_220414 Medium parameters used: f = 1900 MHz; σ = 1.418 S/m; εr = 39.753; ρ = 1000

kg/m3 
 Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7375; ConvF(8.33, 8.33, 8.33) @ 1900 MHz; Calibrated: 2021/12/20

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn778; Calibrated: 2021/5/21

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1719
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 14.5 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 104.0 V/m; Power Drift = -0.11 dB
 Peak SAR (extrapolated) = 17.3 W/kg

 SAR(1 g) = 9.67 W/kg; SAR(10 g) = 5.06 W/kg
 Maximum value of SAR (measured) = 14.4 W/kg
 

0 dB = 14.4 W/kg = 11.58 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/16

System Check_Head_1900MHz

DUT: D1900V2-5d041
 

Communication System: CW ; Frequency: 1900 MHz;Duty Cycle: 1:1
 Medium: HSL_1900_220416 Medium parameters used: f = 1900 MHz; σ = 1.385 S/m; εr = 39.975; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7306; ConvF(8.12, 8.12, 8.12) @ 1900 MHz; Calibrated: 2021/7/26

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn853; Calibrated: 2021/7/14

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.93 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 46.13 V/m; Power Drift = -0.08 dB
 Peak SAR (extrapolated) = 3.34 W/kg

 SAR(1 g) = 1.85 W/kg; SAR(10 g) = 0.973 W/kg
 Maximum value of SAR (measured) = 2.78 W/kg

 

0 dB = 2.78 W/kg = 4.44 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/28

System Check_Head_1900MHz

DUT: D1900V2-5d041
 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
 Medium: HSL_1900_220428 Medium parameters used: f = 1900 MHz; σ = 1.378 S/m; εr = 39.875; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(8.27, 8.27, 8.27) @ 1900 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.82 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 45.43 V/m; Power Drift = -0.08 dB
 Peak SAR (extrapolated) = 3.36 W/kg

 SAR(1 g) = 1.99 W/kg; SAR(10 g) = 1.03 W/kg
 Maximum value of SAR (measured) = 2.79 W/kg
 

0 dB = 2.79 W/kg = 4.46 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/28

System Check_Head_1900MHz

DUT: D1900V2-5d041
 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
 Medium: HSL_1900_220428 Medium parameters used: f = 1900 MHz; σ = 1.405 S/m; εr = 40.193; ρ = 1000

kg/m3 
 Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration
 - Probe: ES3DV3 - SN3169; ConvF(5.14, 5.14, 5.14) @ 1900 MHz; Calibrated: 2021/5/28

 - Sensor-Surface: 3mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn1311; Calibrated: 2021/8/20

 - Phantom: SAM Right; Type: QD 000 P40 CD; Serial: 1718
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 12.1 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 95.97 V/m; Power Drift = -0.10 dB
 Peak SAR (extrapolated) = 17.0 W/kg

 SAR(1 g) = 9.54 W/kg; SAR(10 g) = 5.01 W/kg
 Maximum value of SAR (measured) = 11.9 W/kg
 

0 dB = 11.9 W/kg = 10.76 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/5/2

System Check_Head_1900MHz

DUT: D1900V2-5d041
 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
 Medium: HSL_1900_220502 Medium parameters used: f = 1900 MHz; σ = 1.388 S/m; εr = 40.023; ρ = 1000

kg/m3 
 Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration
 - Probe: ES3DV3 - SN3169; ConvF(5.14, 5.14, 5.14) @ 1900 MHz; Calibrated: 2021/5/28

 - Sensor-Surface: 3mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn1311; Calibrated: 2021/8/20

 - Phantom: SAM Right; Type: QD 000 P40 CD; Serial: 1718
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 13.2 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 100.1 V/m; Power Drift = 0.04 dB
 Peak SAR (extrapolated) = 19.0 W/kg

 SAR(1 g) = 10.3 W/kg; SAR(10 g) = 5.26 W/kg
 Maximum value of SAR (measured) = 13.1 W/kg
 

0 dB = 13.1 W/kg = 11.17 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/6

System Check_Head_1900MHz

DUT: D1900V2-5d041
 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
 Medium: HSL_1900_220506 Medium parameters used: f = 1900 MHz; σ = 1.385 S/m; εr = 40.01; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(8.27, 8.27, 8.27) @ 1900 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

 
 

 
 

 
 

 

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.84 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 45.43 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 3.37 W/kg
SAR(1 g) = 1.9 W/kg; SAR(10 g) = 0.983 W/kg
Maximum value of SAR (measured) = 2.81 W/kg

 

0 dB = 2.81 W/kg = 4.49 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/8

System Check_Head_1900MHz

DUT: D1900V2-5d041
 

Communication System: CW ; Frequency: 1900 MHz;Duty Cycle: 1:1
 Medium: HSL_1900_220508 Medium parameters used: f = 1900 MHz; σ = 1.382 S/m; εr = 39.986; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(8.27, 8.27, 8.27) @ 1900 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 13.0 W/kg

 
Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 97.44 V/m; Power Drift = -0.11 dB
 Peak SAR (extrapolated) = 14.8 W/kg

 SAR(1 g) = 9.22 W/kg; SAR(10 g) = 5.04 W/kg
 Maximum value of SAR (measured) = 12.6 W/kg
 

0 dB = 12.6 W/kg = 11.00 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/11

System Check_Head_1900MHz

DUT: D1900V2-5d041
 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
 Medium: HSL_1750_220511 Medium parameters used: f = 1900 MHz; σ = 1.381 S/m; εr = 40.195; ρ = 1000

kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(8.27, 8.27, 8.27) @ 1900 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 2.96 W/kg

 
Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 44.76 V/m; Power Drift = -0.08 dB
 Peak SAR (extrapolated) = 3.65 W/kg

 SAR(1 g) = 1.95 W/kg; SAR(10 g) = 1.02 W/kg
 Maximum value of SAR (measured) = 3.00 W/kg
 

0 dB = 3.00 W/kg = 4.77 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/13

System Check_Head_1900MHz

DUT: D1900V2-5d041
 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
 Medium: HSL_1900_220513 Medium parameters used: f = 1900 MHz; σ = 1.391 S/m; εr = 39.766; ρ = 1000

kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(8.27, 8.27, 8.27) @ 1900 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

 
 

 
 

 
 

 

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.85 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 45.43 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 3.39 W/kg
SAR(1 g) = 1.84 W/kg; SAR(10 g) = 0.957 W/kg
Maximum value of SAR (measured) = 2.82 W/kg

 

0 dB = 2.82 W/kg = 4.50 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/4

System Check_Head_2300MHz

DUT: D2300V2-1006
 

Communication System: CW; Frequency: 2300 MHz;Duty Cycle: 1:1
 Medium: HSL_2300_220404 Medium parameters used: f = 2300 MHz; σ = 1.67 S/m; εr = 39.382; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(8, 8, 8) @ 2300 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 3.71 W/kg

 
Pin=50mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 48.05 V/m; Power Drift = -0.11 dB
 Peak SAR (extrapolated) = 4.45 W/kg

 SAR(1 g) = 2.26 W/kg; SAR(10 g) = 1.1 W/kg
 Maximum value of SAR (measured) = 3.64 W/kg

 

0 dB = 3.64 W/kg = 5.61 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/25

System Check_Head_2300MHz

DUT: D2300V2_1006
 

Communication System: CW; Frequency: 2300 MHz;Duty Cycle: 1:1
 Medium: HSL_2300_220425 Medium parameters used: f = 2300 MHz; σ = 1.684 S/m; εr = 39.489; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7306; ConvF(7.67, 7.67, 7.67) @ 2300 MHz; Calibrated: 2021/7/26

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn853; Calibrated: 2021/7/14

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 19.1 W/kg

 
Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 110.1 V/m; Power Drift = -0.08 dB
 Peak SAR (extrapolated) = 23.4 W/kg

 SAR(1 g) = 11.8 W/kg; SAR(10 g) = 5.76 W/kg
 Maximum value of SAR (measured) = 19.3 W/kg
 

0 dB = 19.3 W/kg = 12.86 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/30

System Check_Head_2300MHz

DUT: D2300V2-1006
 

Communication System: CW; Frequency: 2300 MHz;Duty Cycle: 1:1
 Medium: HSL_2300_220430 Medium parameters used: f = 2300 MHz; σ = 1.627 S/m; εr = 39.971; ρ = 1000

kg/m3 
 Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration
 - Probe: ES3DV3 - SN3169; ConvF(4.72, 4.72, 4.72) @ 2300 MHz; Calibrated: 2021/5/28

 - Sensor-Surface: 3mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn1311; Calibrated: 2021/8/20

 - Phantom: SAM Right; Type: QD 000 P40 CD; Serial: 1718
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

 
 

 
 

 
 

 

Pin=250mW/Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 15.1 W/kg

Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 94.57 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 21.8 W/kg
SAR(1 g) = 11.2 W/kg; SAR(10 g) = 5.43 W/kg
Maximum value of SAR (measured) = 14.7 W/kg

 

0 dB = 14.7 W/kg = 11.67 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/5/3

System Check_Head_2300MHz

DUT: D2300V2-1006
 

Communication System: CW; Frequency: 2300 MHz;Duty Cycle: 1:1
 Medium: HSL_2300_220503 Medium parameters used: f = 2300 MHz; σ = 1.613 S/m; εr = 39.881; ρ = 1000

kg/m3 
 Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration
 - Probe: ES3DV3 - SN3169; ConvF(4.72, 4.72, 4.72) @ 2300 MHz; Calibrated: 2021/5/28

 - Sensor-Surface: 3mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn1311; Calibrated: 2021/8/20

 - Phantom: SAM Right; Type: QD 000 P40 CD; Serial: 1718
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 15.9 W/kg

 
Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 96.81 V/m; Power Drift = -0.06 dB
 Peak SAR (extrapolated) = 23.3 W/kg

 SAR(1 g) = 12 W/kg; SAR(10 g) = 5.74 W/kg
 Maximum value of SAR (measured) = 15.4 W/kg

 

0 dB = 15.4 W/kg = 11.88 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/12

System Check_Head_2600MHz

DUT: D2600V2-1008 
 

Communication System: CW; Frequency: 2600 MHz;Duty Cycle: 1:1
 Medium: HSL_2600_220412 Medium parameters used: f = 2600 MHz; σ = 2.049 S/m; εr = 38.541; ρ = 1000

kg/m3 
 Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: ES3DV3 - SN3184; ConvF(4.48, 4.48, 4.48) @ 2600 MHz; Calibrated: 2021/9/23

 - Sensor-Surface: 3mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn778; Calibrated: 2021/5/21

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1719
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 3.70 W/kg

 
Pin=50mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 44.50 V/m; Power Drift = -0.12 dB
 Peak SAR (extrapolated) = 4.94 W/kg

 SAR(1 g) = 2.85 W/kg; SAR(10 g) = 1.37 W/kg
 Maximum value of SAR (measured) = 3.70 W/kg
 

0 dB = 3.70 W/kg = 5.68 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/18

System Check_Head_2600MHz

DUT: D2600V2-1008
 

Communication System: CW; Frequency: 2600 MHz;Duty Cycle: 1:1
 Medium: HSL_2600_220418 Medium parameters used: f = 2600 MHz; σ = 1.99 S/m; εr = 38.677; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7306; ConvF(7.46, 7.46, 7.46) @ 2600 MHz; Calibrated: 2021/7/26

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn853; Calibrated: 2021/7/14

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 4.58 W/kg

 
Pin=50mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 48.72 V/m; Power Drift = -0.12 dB
 Peak SAR (extrapolated) = 5.60 W/kg

 SAR(1 g) = 2.73 W/kg; SAR(10 g) = 1.25 W/kg
 Maximum value of SAR (measured) = 4.56 W/kg
 

0 dB = 4.56 W/kg = 6.59 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/28

System Check_Head_2600MHz

DUT: D2600V2-1008
 

Communication System: CW; Frequency: 2600 MHz;Duty Cycle: 1:1
 Medium: HSL_2600_220428 Medium parameters used: f = 2600 MHz; σ = 1.976 S/m; εr = 38.876; ρ = 1000

kg/m3 
 Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration
 - Probe: ES3DV3 - SN3169; ConvF(4.29, 4.29, 4.29) @ 2600 MHz; Calibrated: 2021/5/28

 - Sensor-Surface: 3mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn1311; Calibrated: 2021/8/20

 - Phantom: SAM Right; Type: QD 000 P40 CD; Serial: 1718
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 19.3 W/kg

 
Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 101.5 V/m; Power Drift = -0.08 dB
 Peak SAR (extrapolated) = 29.1 W/kg

 SAR(1 g) = 14.5 W/kg; SAR(10 g) = 6.66 W/kg
 Maximum value of SAR (measured) = 19.0 W/kg
 

0 dB = 19.3 W/kg = 12.86 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/29

System Check_Head_2600MHz

DUT: D2600V2-1008
 

Communication System: CW; Frequency: 2600 MHz;Duty Cycle: 1:1
 Medium: HSL_2600_220429 Medium parameters used: f = 2600 MHz; σ = 2.028 S/m; εr = 38.275; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7306; ConvF(7.46, 7.46, 7.46) @ 2600 MHz; Calibrated: 2021/7/26

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn853; Calibrated: 2021/7/14

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 27.2 W/kg

 
Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 114.1 V/m; Power Drift = -0.03 dB
 Peak SAR (extrapolated) = 33.9 W/kg

 SAR(1 g) = 14.9 W/kg; SAR(10 g) = 6.5 W/kg
 Maximum value of SAR (measured) = 26.3 W/kg

 

0 dB = 26.3 W/kg = 14.20 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/1

System Check_Head_2600MHz

DUT: D2600V2-1008
 

Communication System:  CW; Frequency: 2600 MHz;Duty Cycle: 1:1
 Medium: HSL_2600_220501 Medium parameters used: f = 2600 MHz; σ = 1.94 S/m; εr = 38.373; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(7.48, 7.48, 7.48) @ 2600 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 4.60 W/kg

 
Pin=50mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 49.48 V/m; Power Drift = -0.12 dB
 Peak SAR (extrapolated) = 5.63 W/kg

 SAR(1 g) = 2.68 W/kg; SAR(10 g) = 1.23 W/kg
 Maximum value of SAR (measured) = 4.52 W/kg
 

0 dB = 4.52 W/kg = 6.55 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/2

System Check_Head_2600MHz

DUT: D2600V2-1008

Communication System: CW; Frequency: 2600 MHz;Duty Cycle: 1:1
 Medium: HSL_2600_220502 Medium parameters used: f = 2600 MHz; σ = 1.924 S/m; εr = 38.753; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(7.48, 7.48, 7.48) @ 2600 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 21.8 W/kg

 
Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 101.5 V/m; Power Drift = 0.08 dB
 Peak SAR (extrapolated) = 24.8 W/kg

 SAR(1 g) = 13.5 W/kg; SAR(10 g) = 6.56 W/kg
 Maximum value of SAR (measured) = 21.0 W/kg
 

0 dB = 21.0 W/kg = 13.22 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/5/3

System Check_Head_2600MHz

DUT: D2600V2-1008
 

Communication System:CW; Frequency: 2600 MHz;Duty Cycle: 1:1
 Medium: HSL_2600_220503 Medium parameters used: f = 2600 MHz; σ = 1.966 S/m; εr = 38.796; ρ = 1000

kg/m3 
 Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration
 - Probe: ES3DV3 - SN3169; ConvF(4.29, 4.29, 4.29) @ 2600 MHz; Calibrated: 2021/5/28

 - Sensor-Surface: 3mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn1311; Calibrated: 2021/8/20

 - Phantom: SAM Right; Type: QD 000 P40 CD; Serial: 1718
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 20.7 W/kg

 
Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 104.0 V/m; Power Drift = -0.01 dB
 Peak SAR (extrapolated) = 31.0 W/kg

 SAR(1 g) = 15.2 W/kg; SAR(10 g) = 6.89 W/kg
 Maximum value of SAR (measured) = 20.2 W/kg
 

0 dB = 20.2 W/kg = 13.05 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/8

System Check_Head_2600MHz

DUT: D2600V2-1008
 

Communication System: CW; Frequency: 2600 MHz;Duty Cycle: 1:1
 Medium: HSL_2600_220508 Medium parameters used: f = 2600 MHz; σ = 1.94 S/m; εr = 39.271; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(7.48, 7.48, 7.48) @ 2600 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Left; Type: QD 000 P40 CD; Serial: TP:1685
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 28.1 W/kg

 
Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 118.8 V/m; Power Drift = -0.08 dB
 Peak SAR (extrapolated) = 35.4 W/kg

 SAR(1 g) = 15.4 W/kg; SAR(10 g) = 6.69 W/kg
 Maximum value of SAR (measured) = 27.2 W/kg
 

0 dB = 27.2 W/kg = 14.35 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/20

 System Check_Head_3500MHz

DUT: D3500V2-1014
 

Communication System: CW; Frequency: 3500 MHz;Duty Cycle: 1:1
 Medium: HSL_3300~4200_220420 Medium parameters used: f = 3500 MHz; σ = 2.974 S/m; εr = 38.46; ρ =

1000 kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7375; ConvF(6.95, 6.95, 6.95) @ 3500 MHz; Calibrated: 2021/12/20

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn853; Calibrated: 2021/7/14

 - Phantom: SAM_Right; Type: SAM; Serial: TP:1446
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 7.18 W/kg

 
Pin=50mW/Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm

 Reference Value = 52.86 V/m; Power Drift = -0.06 dB
 Peak SAR (extrapolated) = 9.85 W/kg

 SAR(1 g) = 3.65 W/kg; SAR(10 g) = 1.36 W/kg
 Maximum value of SAR (measured) = 7.44 W/kg
 

0 dB = 7.44 W/kg = 8.72 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/21

System Check_Head_3500MHz

DUT: D3500V2-1014

Communication System: CW; Frequency: 3500 MHz;Duty Cycle: 1:1
 Medium: HSL_3300~4200_220421 Medium parameters used: f = 3500 MHz; σ = 3.009 S/m; εr = 38.76; ρ =

1000 kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7375; ConvF(6.95, 6.95, 6.95) @ 3500 MHz; Calibrated: 2021/12/20

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn853; Calibrated: 2021/7/14

 - Phantom: SAM_Right; Type: SAM; Serial: TP:1446
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

 
 

 
 

 
 

 

  
 

 
 

 
 

Pin=50mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 7.26 W/kg

Pin=50mW/Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 52.86 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 9.97 W/kg
SAR(1 g) = 3.67 W/kg; SAR(10 g) = 1.36 W/kg
Maximum value of SAR (measured) = 7.53 W/kg

 

0 dB = 7.53 W/kg = 8.77 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/22

System Check_Head_3500MHz

DUT: D3500V2-1014
 

Communication System: CW; Frequency: 3500 MHz;Duty Cycle: 1:1
 Medium: HSL_3300~4200_220422 Medium parameters used: f = 3500 MHz; σ = 2.961 S/m; εr = 38.695; ρ

= 1000 kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(6.83, 6.83, 6.83) @ 3500 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Right; Type: SAM; Serial: TP:1446
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 6.77 W/kg

 
Pin=50mW/Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm

 Reference Value = 48.75 V/m; Power Drift = -0.05 dB
 Peak SAR (extrapolated) = 8.94 W/kg

 SAR(1 g) = 3.21 W/kg; SAR(10 g) = 1.18 W/kg
 Maximum value of SAR (measured) = 6.47 W/kg
 

0 dB = 6.77 W/kg = 8.31 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/23

 System Check_Head_3500MHz

DUT: D3500V2-1014
 

 

 
     

 
 

 
 

 

Communication System: CW; Frequency: 3500 MHz;Duty Cycle: 1:1
Medium: HSL_3300~4200_220423 Medium parameters used: f = 3500 MHz; σ = 3.003 S/m; εr = 38.46; ρ = 
1000 kg/m3

Ambient Temperature：23.3 ℃; Liquid Temperature：22.3 ℃

DASY5 Configuration
- Probe: EX3DV4 - SN7375; ConvF(6.95, 6.95, 6.95) @ 3500 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Right; Type: SAM; Serial: TP:1446
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

 
 

 
 

 
 

 

Pin=50mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 7.25 W/kg

Pin=50mW/Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 52.94 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 9.95 W/kg
SAR(1 g) = 3.69 W/kg; SAR(10 g) = 1.37 W/kg
Maximum value of SAR (measured) = 7.52 W/kg

 

0 dB = 7.52 W/kg = 8.76 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/30

System Check_Head_3500MHz

DUT: D3500V2-1014
 

Communication System: CW; Frequency: 3500 MHz;Duty Cycle: 1:1
 Medium: HSL_3300~4200_220430 Medium parameters used: f = 3500 MHz; σ = 2.922 S/m; εr = 38.95; ρ =

1000 kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(6.83, 6.83, 6.83) @ 3500 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Right; Type: SAM; Serial: TP:1446
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 6.68 W/kg

 
Pin=50mW/Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm

 Reference Value = 48.81 V/m; Power Drift = -0.04 dB
 Peak SAR (extrapolated) = 8.83 W/kg

 SAR(1 g) = 3.17 W/kg; SAR(10 g) = 1.17 W/kg
 Maximum value of SAR (measured) = 6.38 W/kg
 

0 dB = 6.38 W/kg = 8.05 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/4

System Check_Head_3500MHz

DUT: D3500V2-1014
 

Communication System: CW; Frequency: 3500 MHz;Duty Cycle: 1:1
 Medium: HSL_3300~4200_220504 Medium parameters used: f = 3500 MHz; σ = 2.91 S/m; εr = 38.94; ρ =

1000 kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(6.83, 6.83, 6.83) @ 3500 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Right; Type: SAM; Serial: TP:1446
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 6.65 W/kg

 
Pin=50mW/Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm

 Reference Value = 48.81 V/m; Power Drift = 0.05 dB
 Peak SAR (extrapolated) = 8.79 W/kg

 SAR(1 g) = 3.16 W/kg; SAR(10 g) = 1.16 W/kg
 Maximum value of SAR (measured) = 6.36 W/kg
 

0 dB = 6.36 W/kg = 8.03 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/7/26

System Check_Head_3500MHz

DUT: D3500V2-1036
 

Communication System: CW; Frequency: 3500 MHz;Duty Cycle: 1:1
 Medium: HSL_3300~4200_220726 Medium parameters used: f = 3500 MHz; σ = 2.994 S/m; εr = 38.417; ρ

= 1000 kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN3642; ConvF(6.82, 6.82, 6.82) @ 3500 MHz; Calibrated: 2022/4/28

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn854; Calibrated: 2021/8/19

 - Phantom: SAM_Right; Type: SAM; Serial: TP:1446
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 12.8 W/kg

 
Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm

 Reference Value = 70.11 V/m; Power Drift = -0.08 dB
 Peak SAR (extrapolated) = 18.1 W/kg

 SAR(1 g) = 6.6 W/kg; SAR(10 g) = 2.46 W/kg
 Maximum value of SAR (measured) = 13.2 W/kg

 

0 dB = 13.2 W/kg = 11.21 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/20

System Check_Head_3700MHz

DUT: D3700V2-1022
 

 

 
     

 
 

 
 

 

Communication System: CW; Frequency: 3700 MHz;Duty Cycle: 1:1
Medium: HSL_3300~4200_220420 Medium parameters used: f = 3700 MHz; σ = 3.186 S/m; εr = 38.258; ρ 
= 1000 kg/m3

Ambient Temperature：23.3 ℃; Liquid Temperature：22.3 ℃

DASY5 Configuration
- Probe: EX3DV4 - SN7375; ConvF(6.9, 6.9, 6.9) @ 3700 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Right; Type: SAM; Serial: TP:1446
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 7.07 W/kg

 
Pin=50mW/Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm

 Reference Value = 49.31 V/m; Power Drift = 0.08 dB
 Peak SAR (extrapolated) = 9.55 W/kg

 SAR(1 g) = 3.5 W/kg; SAR(10 g) = 1.28 W/kg
 Maximum value of SAR (measured) = 6.97 W/kg

 

0 dB = 6.97 W/kg = 8.43 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/21

System Check_Head_3700MHz

DUT: D3700V2-1022
 

Communication System: CW; Frequency: 3700 MHz;Duty Cycle: 1:1
 Medium: HSL_3300~4200_220421 Medium parameters used: f = 3700 MHz; σ = 3.224 S/m; εr = 38.558; ρ

= 1000 kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7375; ConvF(6.9, 6.9, 6.9) @ 3700 MHz; Calibrated: 2021/12/20

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn853; Calibrated: 2021/7/14

 - Phantom: SAM_Right; Type: SAM; Serial: TP:1446
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 7.15 W/kg

 
Pin=50mW/Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm

 Reference Value = 49.21 V/m; Power Drift = 0.03 dB
 Peak SAR (extrapolated) = 9.67 W/kg

 SAR(1 g) = 3.54 W/kg; SAR(10 g) = 1.29 W/kg
 Maximum value of SAR (measured) = 7.05 W/kg
 

0 dB = 7.05 W/kg = 8.48 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/23

System Check_Head_3700MHz

DUT: D3700V2-1022
 

 

 
     

 
 

 
 

 

Communication System: CW; Frequency: 3700 MHz;Duty Cycle: 1:1
Medium: HSL_3300~4200_220423 Medium parameters used: f = 3700 MHz; σ = 3.217 S/m; εr = 38.258; ρ 
= 1000 kg/m3

Ambient Temperature：23.3 ℃; Liquid Temperature：22.3 ℃

DASY5 Configuration
- Probe: EX3DV4 - SN7375; ConvF(6.9, 6.9, 6.9) @ 3700 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Right; Type: SAM; Serial: TP:1446
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 7.14 W/kg

 
Pin=50mW/Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm

 Reference Value = 49.42 V/m; Power Drift = 0.08 dB
 Peak SAR (extrapolated) = 9.64 W/kg

 SAR(1 g) = 3.55 W/kg; SAR(10 g) = 1.30 W/kg
 Maximum value of SAR (measured) = 7.03 W/kg
 

0 dB = 7.03 W/kg = 8.47 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/30

System Check_Head_3700MHz

DUT: D3700V2-1022
 

Communication System: CW; Frequency: 3700 MHz;Duty Cycle: 1:1
 Medium: HSL_3300~4200_220430 Medium parameters used: f = 3700 MHz; σ = 3.131 S/m; εr = 38.748; ρ

= 1000 kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(6.82, 6.82, 6.82) @ 3700 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Right; Type: SAM; Serial: TP:1446
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 6.33 W/kg

 
Pin=50mW/Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm

 Reference Value = 46.81 V/m; Power Drift = -0.09 dB
 Peak SAR (extrapolated) = 8.68 W/kg

 SAR(1 g) = 3.12 W/kg; SAR(10 g) = 1.17 W/kg
 Maximum value of SAR (measured) = 6.20 W/kg
 

0 dB = 6.20 W/kg = 7.92 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/4

System Check_Head_3700MHz

DUT: D3700V2-1022
 

Communication System: CW; Frequency: 3700 MHz;Duty Cycle: 1:1
 Medium: HSL_3300~4200_220504 Medium parameters used: f = 3700 MHz; σ = 3.119 S/m; εr = 38.738; ρ

= 1000 kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7439; ConvF(6.82, 6.82, 6.82) @ 3700 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Right; Type: SAM; Serial: TP:1446
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 6.15 W/kg

 
Pin=50mW/Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm

 Reference Value = 46.60 V/m; Power Drift = -0.08 dB
 Peak SAR (extrapolated) = 8.65 W/kg

 SAR(1 g) = 3.17 W/kg; SAR(10 g) = 1.15 W/kg
 Maximum value of SAR (measured) = 6.17 W/kg
 

0 dB = 6.17 W/kg = 7.90 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/7/26

System Check_Head_3700MHz

DUT: D3700V2-1006
 

Communication System: CW ; Frequency: 3700 MHz;Duty Cycle: 1:1
 Medium: HSL_3300~4200_220726 Medium parameters used: f = 3700 MHz; σ = 3.208 S/m; εr = 38.215; ρ

= 1000 kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN3642; ConvF(6.69, 6.69, 6.69) @ 3700 MHz; Calibrated: 2022/4/28

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn854; Calibrated: 2021/8/19

 - Phantom: SAM_Right; Type: SAM; Serial: TP:1446
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 12.9 W/kg

 
Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm

 Reference Value = 65.54 V/m; Power Drift = -0.07 dB
 Peak SAR (extrapolated) = 18.5 W/kg

 SAR(1 g) = 6.53 W/kg; SAR(10 g) = 2.36 W/kg
 Maximum value of SAR (measured) = 13.3 W/kg
 

0 dB = 13.3 W/kg = 11.24 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/20

System Check_Head_3900MHz

DUT: D3900V2-1017-3900
 

 
 

 
     

 
 

 
 

 

Communication System: CW; Frequency: 3900 MHz;Duty Cycle: 1:1
Medium: HSL_3300~4200_220420 Medium parameters used: f = 3900 MHz; σ = 3.398 S/m; εr = 38.07; ρ = 
1000 kg/m3

Ambient Temperature：23.3 ℃; Liquid Temperature：22.3 ℃

DASY5 Configuration
- Probe: EX3DV4 - SN7375; ConvF(6.56, 6.56, 6.56) @ 3900 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Right; Type: SAM; Serial: TP:1446
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 7.29 W/kg

 
Pin=50mW/Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm

 Reference Value = 48.99 V/m; Power Drift = -0.02 dB
 Peak SAR (extrapolated) = 9.57 W/kg

 SAR(1 g) = 3.3 W/kg; SAR(10 g) = 1.14 W/kg
 Maximum value of SAR (measured) = 6.77 W/kg

 

0 dB = 6.77 W/kg = 8.31 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/21

 System Check_Head_3900MHz

DUT: D3900V2-1017-3900
 

Communication System: CW; Frequency: 3900 MHz;Duty Cycle: 1:1
 Medium: HSL_3300~4200_220421 Medium parameters used: f = 3900 MHz; σ = 3.438 S/m; εr = 38.37; ρ =

1000 kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN7375; ConvF(6.56, 6.56, 6.56) @ 3900 MHz; Calibrated: 2021/12/20

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn853; Calibrated: 2021/7/14

 - Phantom: SAM_Right; Type: SAM; Serial: TP:1446
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 7.37 W/kg

 
Pin=50mW/Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm

 Reference Value = 48.95 V/m; Power Drift = -0.03 dB
 Peak SAR (extrapolated) = 9.67 W/kg

 SAR(1 g) = 3.34 W/kg; SAR(10 g) = 1.16 W/kg
 Maximum value of SAR (measured) = 6.85 W/kg
 

0 dB = 6.85 W/kg = 8.36 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/23

System Check_Head_3900MHz

DUT: D3900V2-1017-3900
 

 

 
     

 
 

 
 

 

  
Communication System: CW; Frequency: 3900 MHz;Duty Cycle: 1:1
Medium: HSL_3300~4200_220423 Medium parameters used: f = 3900 MHz; σ = 3.431 S/m; εr = 38.07; ρ = 
1000 kg/m3

Ambient Temperature：23.3 ℃; Liquid Temperature：22.3 ℃

DASY5 Configuration
- Probe: EX3DV4 - SN7375; ConvF(6.56, 6.56, 6.56) @ 3900 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Right; Type: SAM; Serial: TP:1446
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 7.36 W/kg

 
Pin=50mW/Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm

 Reference Value = 47.84 V/m; Power Drift = -0.07 dB
 Peak SAR (extrapolated) = 9.61 W/kg

 SAR(1 g) = 3.33 W/kg; SAR(10 g) = 1.16 W/kg
 Maximum value of SAR (measured) = 6.84 W/kg
 

0 dB = 6.84 W/kg = 8.35 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/7/26

System Check_Head_3900MHz

DUT: D3900V2-1017-3900
 

Communication System: CW ; Frequency: 3900 MHz;Duty Cycle: 1:1
 Medium: HSL_3300~4200_220726 Medium parameters used: f = 3900 MHz; σ = 3.421 S/m; εr = 38.027; ρ

= 1000 kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration
 - Probe: EX3DV4 - SN3642; ConvF(6.4, 6.4, 6.4) @ 3900 MHz; Calibrated: 2022/4/28

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn854; Calibrated: 2021/8/19

 - Phantom: SAM_Right; Type: SAM; Serial: TP:1446
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
 Maximum value of SAR (interpolated) = 14.3 W/kg

 
Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

 Reference Value = 67.57 V/m; Power Drift = -0.07 dB
 Peak SAR (extrapolated) = 20.2 W/kg

 SAR(1 g) = 6.75 W/kg; SAR(10 g) = 2.29 W/kg
 Maximum value of SAR (measured) = 14.1 W/kg
 

0 dB = 14.1 W/kg = 11.49 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/26

System Check_Head_2450MHz

DUT: D2450V2-929 
 

Communication System: CW; Frequency: 2450 MHz;Duty Cycle: 1:1
 Medium: HSL_2450_220426 Medium parameters used: f = 2450 MHz; σ = 1.814 S/m; εr = 39.172; ρ = 1000

kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7590; ConvF(7.82, 7.82, 7.82) @ 2450 MHz; Calibrated: 2022/3/28

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn854; Calibrated: 2021/8/19

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 22.1 W/kg

 
Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 114.6 V/m; Power Drift = -0.05 dB
 Peak SAR (extrapolated) = 26.7 W/kg

 SAR(1 g) = 13.3 W/kg; SAR(10 g) = 6.29 W/kg
 Maximum value of SAR (measured) = 21.9 W/kg
 

0 dB = 21.9 W/kg = 13.40 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/27

System Check_Head_2450MHz 

DUT: D2450V2-929 

Communication System: CW; Frequency: 2450 MHz;Duty Cycle: 1:1 
Medium: HSL_2450_220427 Medium parameters used: f = 2450 MHz; σ = 1.825 S/m; εr = 38.585; ρ = 1000 

kg/m3 

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃ 

DASY5 Configuration:
- Probe: EX3DV4 - SN7590; ConvF(7.82, 7.82, 7.82) @ 2450 MHz; Calibrated: 2022/3/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn854; Calibrated: 2021/8/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 22.9 W/kg

 
Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 115.5 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 27.8 W/kg

 SAR(1 g) = 13.6 W/kg; SAR(10 g) = 6.38 W/kg
 Maximum value of SAR (measured) = 22.8 W/kg
 

0 dB = 22.8 W/kg = 13.58 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/28

System Check_Head_2450MHz 

DUT: D2450V2-929 

Communication System: CW; Frequency: 2450 MHz;Duty Cycle: 1:1 
Medium: HSL_2450_220428 Medium parameters used: f = 2450 MHz; σ = 1.818 S/m; εr = 39.539; ρ = 1000 

kg/m3 

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃ 

DASY5 Configuration:
- Probe: EX3DV4 - SN7590; ConvF(7.82, 7.82, 7.82) @ 2450 MHz; Calibrated: 2022/3/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn854; Calibrated: 2021/8/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 22.2 W/kg

 
Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 114.7 V/m; Power Drift = 0.04 dB
 Peak SAR (extrapolated) = 26.7 W/kg

 SAR(1 g) = 13.4 W/kg; SAR(10 g) = 6.31 W/kg
 Maximum value of SAR (measured) = 22.0 W/kg
 

0 dB = 22.0 W/kg = 13.42 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/29

System Check_Head_2450MHz 

DUT: D2450V2-929 

Communication System: CW ; Frequency: 2450 MHz;Duty Cycle: 1:1 
Medium: HSL_2450_220429 Medium parameters used: f = 2450 MHz; σ = 1.787 S/m; εr = 38.623; ρ = 1000 

kg/m3 

Ambient Temperature：23.7 ℃;  Liquid Temperature：22.7 ℃ 

DASY5 Configuration:
- Probe: EX3DV4 - SN7590; ConvF(7.82, 7.82, 7.82) @ 2450 MHz; Calibrated: 2022/3/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn854; Calibrated: 2021/8/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 21.8 W/kg

 
Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 114.6 V/m; Power Drift = -0.05 dB
 Peak SAR (extrapolated) = 26.3 W/kg

 SAR(1 g) = 13.1 W/kg; SAR(10 g) = 6.2 W/kg
 Maximum value of SAR (measured) = 21.6 W/kg

 

0 dB = 21.6 W/kg = 13.34 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/02

System Check_Head_2450MHz

DUT: D2450V2-929 
 

Communication System: CW; Frequency: 2450 MHz;Duty Cycle: 1:1
 Medium: HSL_2450_220502 Medium parameters used : f = 2450 MHz; σ = 1.814 S/m; εr = 38.823; ρ =

1000 kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7590; ConvF(7.82, 7.82, 7.82) @ 2450 MHz; Calibrated: 2022/3/28

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn854; Calibrated: 2021/8/19

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 22.1 W/kg

 
Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 114.4 V/m; Power Drift = -0.08 dB
 Peak SAR (extrapolated) = 26.7 W/kg

 SAR(1 g) = 13.3 W/kg; SAR(10 g) = 6.29 W/kg
 Maximum value of SAR (measured) = 21.9 W/kg
 

0 dB = 21.9 W/kg = 13.40 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/2

 System Check_Head_2450MHz

DUT: D2450V2-929
 

Communication System:  CW; Frequency: 2450 MHz;Duty Cycle: 1:1
 Medium: HSL_2450_220502 Medium parameters used : f = 2450 MHz; σ = 1.814 S/m; εr = 38.823; ρ =

1000 kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7439; ConvF(7.68, 7.68, 7.68) @ 2450 MHz; Calibrated: 2022/3/2

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn376; Calibrated: 2021/11/22

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 4.03 W/kg

 
Pin=50mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 48.16 V/m; Power Drift = -0.06 dB
 Peak SAR (extrapolated) = 4.91 W/kg

 SAR(1 g) = 2.53 W/kg; SAR(10 g) = 1.2 W/kg
 Maximum value of SAR (measured) = 4.03 W/kg

 

0 dB = 4.03 W/kg = 6.05 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/2

 System Check_Head_2450MHz

DUT: D2450V2-929
 

Communication System:  CW; Frequency: 2450 MHz;Duty Cycle: 1:1
 Medium: HSL_2450_220502 Medium parameters used : f = 2450 MHz; σ = 1.814 S/m; εr = 38.823; ρ =

1000 kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7306; ConvF(7.52, 7.52, 7.52) @ 2450 MHz; Calibrated: 2021/7/26

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn853; Calibrated: 2021/7/14

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 4.42 W/kg

 
Pin=50mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 51.23 V/m; Power Drift = -0.14 dB
 Peak SAR (extrapolated) = 5.35 W/kg

 SAR(1 g) = 2.73 W/kg; SAR(10 g) = 1.31 W/kg
 Maximum value of SAR (measured) = 4.42 W/kg
 

0 dB = 4.42 W/kg = 6.45 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/03

 

 

  

 

System Check_Head_2450MHz 

DUT: D2450V2-929 

Communication System:  CW; Frequency: 2450 MHz;Duty Cycle: 1:1 
Medium: HSL_2450_220503 Medium parameters used : f = 2450 MHz; σ = 1.76 S/m; εr = 38.423; ρ = 1000 

kg/m3 

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃ 

DASY5 Configuration:
- Probe: EX3DV4 - SN7590; ConvF(7.82, 7.82, 7.82) @ 2450 MHz; Calibrated: 2022/3/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn854; Calibrated: 2021/8/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
 Maximum value of SAR (interpolated) = 21.5 W/kg

 
Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

 Reference Value = 114.6 V/m; Power Drift = -0.10 dB
 Peak SAR (extrapolated) = 25.9 W/kg

 SAR(1 g) = 12.9 W/kg; SAR(10 g) = 6.1 W/kg
 Maximum value of SAR (measured) = 21.3 W/kg

 

0 dB = 21.3 W/kg = 13.28 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/21

  System Check_Head_5250MHz

DUT: D5GHzV2-1128

Communication System: CW; Frequency: 5250 MHz;Duty Cycle: 1:1 
Medium: HSL_5G_220421 Medium parameters used: f = 5250 MHz; σ = 4.675 S/m; εr = 36.004; ρ = 1000 

kg/m3 

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃ 

DASY5 Configuration:
- Probe: EX3DV4 - SN7590; ConvF(5.5, 5.5, 5.5) @ 5250 MHz; Calibrated: 2022/3/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn854; Calibrated: 2021/8/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
 Maximum value of SAR (interpolated) = 18.3 W/kg

 
Pin=100mW/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

 Reference Value = 66.16 V/m; Power Drift = 0.01 dB
 Peak SAR (extrapolated) = 32.5 W/kg

 SAR(1 g) = 7.62 W/kg; SAR(10 g) = 2.16 W/kg
 Maximum value of SAR (measured) = 19.6 W/kg
 

0 dB = 19.6 W/kg = 12.92 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/22

System Check_Head_5250MHz

DUT: D5GHzV2-1128 
 

Communication System: CW; Frequency: 5250 MHz;Duty Cycle: 1:1
 Medium: HSL_5G_220422 Medium parameters used: f = 5250 MHz; σ = 4.678 S/m; εr = 35.904; ρ = 1000

kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7590; ConvF(5.5, 5.5, 5.5) @ 5250 MHz; Calibrated: 2022/3/28

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn854; Calibrated: 2021/8/19

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

 

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 18.4 W/kg 

Pin=100mW/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 66.16 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapolated) = 32.5 W/kg 
SAR(1 g) = 7.69 W/kg; SAR(10 g) = 2.18 W/kg 
Maximum value of SAR (measured) = 19.6 W/kg

 

0 dB = 19.6 W/kg = 12.92 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/23

System Check_Head_5250MHz

DUT: D5GHzV2-1128 
 

Communication System: CW; Frequency: 5250 MHz;Duty Cycle: 1:1
 Medium: HSL_5G_220423 Medium parameters used : f = 5250 MHz; σ = 4.614 S/m; εr = 35.684; ρ = 1000

kg/m3 
 Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7590; ConvF(5.5, 5.5, 5.5) @ 5250 MHz; Calibrated: 2022/3/28

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn854; Calibrated: 2021/8/19

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
 Maximum value of SAR (interpolated) = 18.1 W/kg

 
Pin=100mW/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

 Reference Value = 66.16 V/m; Power Drift = 0.01 dB
 Peak SAR (extrapolated) = 32.1 W/kg

 SAR(1 g) = 7.52 W/kg; SAR(10 g) = 2.13 W/kg
 Maximum value of SAR (measured) = 19.3 W/kg
 

0 dB = 19.3 W/kg = 12.86 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/30

System Check_Head_5250MHz

DUT: D5GHzV2-1128 
 

Communication System:  CW; Frequency: 5250 MHz;Duty Cycle: 1:1
 Medium: HSL_5G_220430 Medium parameters used : f = 5250 MHz; σ = 4.643 S/m; εr = 35.784; ρ = 1000

kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7590; ConvF(5.5, 5.5, 5.5) @ 5250 MHz; Calibrated: 2022/3/28

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn854; Calibrated: 2021/8/19

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

 

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 18.2 W/kg 

Pin=100mW/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 66.16 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 32.3 W/kg 
SAR(1 g) = 7.57 W/kg; SAR(10 g) = 2.14 W/kg 
Maximum value of SAR (measured) = 19.4 W/kg

 

0 dB = 19.4 W/kg = 12.88 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/22

System Check_Head_5600MHz

DUT: D5GHzV2-1128 
 

Communication System: CW ; Frequency: 5600 MHz;Duty Cycle: 1:1
 Medium: HSL_5G_220422 Medium parameters used: f = 5600 MHz; σ = 5.007 S/m; εr = 35.446; ρ = 1000

kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7590; ConvF(4.98, 4.98, 4.98) @ 5600 MHz; Calibrated: 2022/3/28

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn854; Calibrated: 2021/8/19

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
 Maximum value of SAR (interpolated) = 22.3 W/kg

 
Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

 Reference Value = 66.61 V/m; Power Drift = -0.01 dB
 Peak SAR (extrapolated) = 39.8 W/kg

 SAR(1 g) = 8.5 W/kg; SAR(10 g) = 2.39 W/kg
 Maximum value of SAR (measured) = 22.5 W/kg

 

0 dB = 22.5 W/kg = 13.52 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/23

System Check_Head_5600MHz

DUT: D5GHzV2-1128 
 

Communication System: CW ; Frequency: 5600 MHz;Duty Cycle: 1:1
 Medium: HSL_5G_220423 Medium parameters used: f = 5600 MHz; σ = 4.938 S/m; εr = 35.226; ρ = 1000

kg/m3 
 Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7590; ConvF(4.98, 4.98, 4.98) @ 5600 MHz; Calibrated: 2022/3/28

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn854; Calibrated: 2021/8/19

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

 

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 22.0 W/kg 

Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 66.61 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 39.2 W/kg 
SAR(1 g) = 8.39 W/kg; SAR(10 g) = 2.36 W/kg 
Maximum value of SAR (measured) = 22.2 W/kg

 

0 dB = 22.2 W/kg = 13.46 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/21

System Check_Head_5750MHz

DUT: D5GHzV2-1128 
 

Communication System: CW ; Frequency: 5750 MHz;Duty Cycle: 1:1
 Medium: HSL_5G_220421 Medium parameters used: f = 5750 MHz; σ = 5.19 S/m; εr = 35.36; ρ = 1000

kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7590; ConvF(5.23, 5.23, 5.23) @ 5750 MHz; Calibrated: 2022/3/28

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn854; Calibrated: 2021/8/19

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
 Maximum value of SAR (interpolated) = 19.1 W/kg

 
Pin=100mW/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

 Reference Value = 64.89 V/m; Power Drift = 0.04 dB
 Peak SAR (extrapolated) = 37.2 W/kg

 SAR(1 g) = 7.68 W/kg; SAR(10 g) = 2.16 W/kg
 Maximum value of SAR (measured) = 20.4 W/kg
 

0 dB = 20.4 W/kg = 13.10 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/22

 System Check_Head_5750MHz

DUT: D5GHzV2-1128
 

Communication System: CW ; Frequency: 5750 MHz;Duty Cycle: 1:1
 Medium: HSL_5G_220422 Medium parameters used: f = 5750 MHz; σ = 5.193 S/m; εr = 35.26; ρ = 1000

kg/m3 
 Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7590; ConvF(5.23, 5.23, 5.23) @ 5750 MHz; Calibrated: 2022/3/28

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn854; Calibrated: 2021/8/19

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
 Maximum value of SAR (interpolated) = 19.1 W/kg

 
Pin=100mW/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

 Reference Value = 64.89 V/m; Power Drift = 0.11 dB
 Peak SAR (extrapolated) = 37.2 W/kg

 SAR(1 g) = 7.69 W/kg; SAR(10 g) = 2.16 W/kg
 Maximum value of SAR (measured) = 20.4 W/kg
 

0 dB = 20.4 W/kg = 13.10 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/30

System Check_Head_5750MHz

DUT: D5GHzV2-1128 
 

Communication System:  CW ; Frequency: 5750 MHz;Duty Cycle: 1:1
 Medium: HSL_5G_220430 Medium parameters used: f = 5750 MHz; σ = 5.154 S/m; εr = 35.14; ρ = 1000

kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7590; ConvF(5.23, 5.23, 5.23) @ 5750 MHz; Calibrated: 2022/3/28

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn854; Calibrated: 2021/8/19

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
 Maximum value of SAR (interpolated) = 19.0 W/kg

 
Pin=100mW/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

 Reference Value = 64.89 V/m; Power Drift = 0.04 dB
 Peak SAR (extrapolated) = 36.9 W/kg

 SAR(1 g) = 7.63 W/kg; SAR(10 g) = 2.14 W/kg
 Maximum value of SAR (measured) = 20.3 W/kg
 

0 dB = 20.3 W/kg = 13.07 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/24

 System Check_Head_5850MHz

DUT: D5GHzV2-1171
 

Communication System: CW; Frequency: 5850 MHz;Duty Cycle: 1:1
 Medium: HSL_5G_220424 Medium parameters used: f = 5850 MHz; σ = 5.199 S/m; εr = 36.039; ρ = 1000

kg/m3 
 Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7375; ConvF(4.75, 4.75, 4.75) @ 5850 MHz; Calibrated: 2021/12/20

 - Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn854; Calibrated: 2021/8/19

 - Phantom: SAM_Left; Type: QD000P40CD; Serial: 1884
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
 Maximum value of SAR (interpolated) = 20.7 W/kg

 
Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

 Reference Value = 71.44 V/m; Power Drift = -0.15 dB
 Peak SAR (extrapolated) = 35.3 W/kg

 SAR(1 g) = 8.1 W/kg; SAR(10 g) = 2.25 W/kg
 Maximum value of SAR (measured) = 20.0 W/kg

 

0 dB = 20.0 W/kg = 13.01 dBW/kg



Date: 2022-04-20

System Check_Head_6500MHz

Communication System: ; Frequency: 6500.0
Medium: HSL_6G_220420. Medium parameters used: f= 6500.0 MHz; σ= 6.12 S/m; εr = 35.3
Ambient Temperature: 23.5°C; Liquid Temperature: 22.5°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7590; ConvF(5.45, 5.45, 5.45); Calibrated: 2022-03-28
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn854; Calibrated: 2021-08-19
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Serial: 1884; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926
- UID: , 0--
- MAIA: Area Scan: N/A; Zoom Scan: N/A

Area Scan (51.0 mm x 85.0 mm): Measurement Grid: 8.5 mm x 8.5 mm 
SAR (1g) = 26.6 W/kg; SAR (10g) = 5.16 W/kg;

Zoom Scan (23.8 mm x 23.8 mm x 22.0 mm): Measurement Grid: 3.4 mm x 3.4 mm x 1.4 mm
Power Drift = 0.00 dB
SAR (1g) = 30.2 W/kg; SAR (8g) = 6.73 W/kg; SAR (10g) = 5.51 W/kg;
psAPD (1.0cm2, sq) = 302 [W/m2]; psAPD (4.0cm2, sq) = 135 



Scans Setup

Scan Type 5G Scan

Grid Extents [mm] 120.0 x 120.0

Grid Steps [lambda] 0.25 x 0.25

Sensor Surface [mm] 10.0

Measurement Results

Date 2022-04-09, 16:41

Avg. Area [cm2] 4.00

psPDn+ [W/m2] 50.0

psPDtot+ [W/m2] 50.2

Hmax [A/m] 0.404

Emax [V/m] 146

max(Stot) [W/m2] 58.4

Power Drift [dB] 0.03

Measurement Report for Device 
Device Under Test Properties

Model, Manufacturer Dimensions [mm] IMEI DUT Type

Device, 70.0 x 50.0 x 8.0 5G Verification Source

Exposure Conditions

Phantom Section Position, Test Distance [mm] Frequency [MHz] Conversion Factor

5G FRONT, 10.00 10000.0 1.0

Hardware Setup

Phantom Medium Probe, Calibration Date DAE, Calibration Date

mmWave - xxxx Air - EUmmWV4 - SN9441_F1-55GHz, 2021-11-24 DAE4 Sn778, 2021-05-21
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