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NOTES:
1. UNLESS OTHERWISE SPECIFIED, ALL DIMENSIONS

ARE EXPRESSED IN INCHES. TOLERANCES SHALL BE:
2 DECIMAL PLACES = +.01
3 DECIMAL PLACES = +.005
ALL LABEL CORNERS SHALL HAVE A .03 RADIUS.

2. THIS DESIGN FILE WAS CREATED IN ACCORDANCE
WITH NT STD 1517.20. LABEL/ARTWORKS MUST BE
MANUFACTURED IN ACCORDANCE WITH NPS90942.

3. THE ARTWORK (SEE SHEET 2) SHALL BE PLOTTED AT
A MINIMUM OF 1200 DPI. THE TEXT FONT(S) SHALL
BE: UNIVERS 67 CONDENSED BOLD PER NPS90942.

4. MATERIAL: .010 CLEAR POLYCARBONATE PER
R0115902

FINISH: VELVET/MATTE
ADHESIVE: .002 PRESSURE SENSITIVE WITH

PEEL OFF LINER PER R0113138

5. COLOURS SHALL CONFORM TO NORTHERN
TELECOM OBSERVATIONAL STANDARD 2701.01.
BACKGROUND: WHITE PER NORTHERN
TELECOM STANDARD S-33294
TEXT AND GRAPHICS: BLACK PER NORTHERN
TELECOM STANDARD S-33154

6. LABEL TO BE REVERSE SCREEN PRINTED PER
NPS90942-2.
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