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3.3 Addition to standard 
 
Item Test Procedure Specification Worst margin Results Remarks 
99% Occupied 
Bandwidth  

IC: RSS-Gen 6.6 IC: - N/A - Conducted

 
Other than above, no addition, exclusion nor deviation has been made from the standard. 
 
3.4 Uncertainty 
 
The following uncertainties have been calculated to provide a confidence level of 95 % using a coverage factor k = 2. 

 

Shonan EMC Lab.
Item Frequency range

No. 1 SAC / SR No. 2 SAC / SR No. 3 SAC / SR
Conducted emission (AC Mains) LISN 150 kHz-30 MHz 3.6 dB 3.4 dB 3.4 dB
Radiated emission 9 kHz-30 MHz 3.7 dB 3.5 dB 3.5 dB
(Measurement distance: 3 m) 30 MHz-300 MHz 4.9 dB 4.9 dB 4.7 dB

300 MHz-1 GHz 5.0 dB 5.0 dB 4.8 dB
1 GHz-13 GHz 4.9 dB 4.9 dB 4.9 dB

Radiated emission 13 GHz-18 GHz 5.7 dB 5.7 dB 5.7 dB
(Measurement distance: 1 m) 18 GHz-40 GHz 4.5 dB 4.3 dB 4.3 dB
SAC=Semi-Anechoic Chamber
SR= Shielded Room is applied besides radiated emission

Uncertainty (+/-)
0.76 dB
0.79 dB
0.74 dB
1.08 dB
1.5 dB
1.7 dB
2.4 dB
2.5 dB
2.5 dB
0.66 %

0.012 %

Power Measurement above 1 GHz (Peak Detector)_SPM-07

Spurious emission (Conducted) 3 GHz-18 GHz

Uncertainty (+/-)

Antenna terminal test
Power Measurement above 1 GHz (Average Detector)_SPM-06
Power Measurement above 1 GHz (Peak Detector)_SPM-06
Power Measurement above 1 GHz (Average Detector)_SPM-07

Spurious emission (Conducted) 26.5 GHz-40 GHz
Bandwidth Measurement
Duty cycle and Time Measurement

Spurious emission (Conducted) below 1GHz
Spurious emission (Conducted) 1 GHz-3 GHz

Spurious emission (Conducted) 18 GHz-26.5 GHz

 
Radiated emission test 
The data listed in this test report has enough margin, more than the site margin. 
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3.5 Test Location 
 
UL Japan, Inc. Shonan EMC Lab.
1-22-3, Megumigaoka, Hiratsuka-shi, Kanagawa-ken 259-1220 JAPAN
Telephone: +81 463 50 6400, Facsimile: +81 463 50 6401
JAB Accreditation No. RTL02610

Test site
IC Registration
Number

Width x Depth x
Height (m)

Size of reference ground plane (m) /
horizontal conducting plane

Maximum
measurement
distance

No.1 Semi-anechoic
chamber

2973D-1 20.6 x 11.3 x 7.65 20.6 x 11.3 10m

No.2 Semi-anechoic
chamber

2973D-2 20.6 x 11.3 x 7.65 20.6 x 11.3 10m

No.3 Semi-anechoic
chamber

2973D-3 12.7 x 7.7 x 5.35 12.7 x 7.7 5m

No.4 Semi-anechoic
chamber

- 8.1 x 5.1 x 3.55 8.1 x 5.1 -

No.1 Shielded room - 6.8 x 4.1 x 2.7 6.8 x 4.1 -
No.2 Shielded room - 6.8 x 4.1 x 2.7 6.8 x 4.1 -
No.3 Shielded room - 6.3 x 4.7 x 2.7 6.3 x 4.7 -
No.4 Shielded room - 4.4 x 4.7 x 2.7 4.4 x 4.7 -
No.5 Shielded room - 7.8 x 6.4 x 2.7 7.8 x 6.4 -
No.6 Shielded room - 7.8 x 6.4 x 2.7 7.8 x 6.4 -
No.8 shielded room - 3.45 x 5.5 x 2.4 3.45 x 5.5 -
No.1  Measurement
room

- 2.55 x 4.1 x 2.5 - -
 

 
3.6 Test data, Test instruments, and Test set up 
 
Refer to APPENDIX. 
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SECTION 4:  Operation of E.U.T. during testing 
 
4.1 Operating Mode(s) 
 

Bluetooth (BT): Transmitting (Tx), Payload: PRBS9
 Inquiry 

 
Details of Operating Mode(s) 

Test Item Mode Tested frequency
Spurious Emission 
(Conducted/Radiated) 

Tx (Hopping Off) DH5, 3DH5 2402 MHz 
2441 MHz 
2480 MHz 

Carrier Frequency Separation Tx (Hopping On) DH5, 3DH5
Inquiry 

2402 MHz 
2441 MHz 
2480 MHz 

20dB Bandwidth Tx (Hopping Off) DH5, 3DH5
Inquiry 

2402 MHz 
2441 MHz 
2480 MHz 

Number of Hopping Frequency Tx (Hopping On) DH5, 3DH5
Inquiry 

- 

Dwell time Tx (Hopping On),
-DH1, DH3, DH5 
-3DH1, 3DH3, 3DH5 
Inquiry 

- 

Maximum Peak Output Power Tx (Hopping Off) DH5, 2DH5, 3DH5
Inquiry 

2402 MHz 
2441 MHz 
2480 MHz 

Band Edge Compliance
(Conducted) 

Tx DH5, 3DH5
-Hopping On 
-Hopping Off 

2402 MHz 
2480 MHz 

99% Occupied Bandwidth Tx DH5, 3DH5
-Hopping On 
-Hopping Off 

2402 MHz 
2441 MHz 
2480 MHz 

*As a result of preliminary test, the formal test was performed with the above modes, which had the  
maximum payload length (except Dwell time test) 
*2DH mode (2Mb/s EDR: pi/4DQPSK) was excluded for other tests than power measurement by using 3DH 
mode (3 Mb/s EDR: 8DPSK) as a representative. 
 
Power settings: Fixed 
Software (Firmware): D17517010700001V0, Ver. 1.0 
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4.2 Configuration and peripherals 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
* Cabling and setup(s) were taken into consideration and test data was taken under worse case conditions. 
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Description of EUT and support equipment 
No. Item Model number Serial number Manufacturer Remarks

A 
Car Audio System AT1602 CV-CS87N48X

No.179 
Panasonic EUT  

A’ 
Car Audio System AT1603 

(Display Combined Type 
(T2)) 

CV-CS87N08X
No.180 

Panasonic EUT *1) 
 

B DCM - 86741-53054 DENSO - 
C AIR-con ECU - - - - 
D Steering Switch ST-SW-IF 31 Panasonic - 
E Microphone - 86730-28040 - - 
F Back Camera - 86730-28040 - - 
G USB USM4GU - Sony - 
H XM Antenna - - - - 
I GPS Antenna - - Panasonic - 

J 
Vehicle Signal 
Simulator 

- - Panasonic - 

*1) For Antenna terminal conducted test, the result of AT1603 (Display Combined Type (T2)) is used since there is no 
difference in the radio block of AT1602 and AT1603 (Display Combined Type (T2)). 
 
List of cables used 
No. Name Length (m) Shield Remarks
   Cable Connector 
1 Signal Cable 0.9 Unshielded Unshielded - 
2 DC Cable 0.9 Unshielded Unshielded - 
3 Signal Cable 2.3 Unshielded Unshielded - 
4 DC Cable 0.9 Unshielded Unshielded - 
5 DC Cable 0.9 Unshielded Unshielded - 
6 DC Cable 1.5 Unshielded Unshielded - 
7 DC Cable 2.5 Unshielded Unshielded - 
8 Signal Cable 2.0 Unshielded Unshielded - 
9 Signal Cable 1.5 Unshielded Unshielded - 
10 DC Cable 0.9 Unshielded Unshielded - 
11 Signal Cable 2.0 Shielded Shielded - 
12 Signal Cable 2.5 Unshielded Unshielded - 
13 Speaker Cable 1.1 Unshielded Unshielded - 
14 Radio Cable 2.8 Shielded Shielded - 
15 USB Cable 2.0 Shielded Shielded - 
16 XM Antenna Cable 1.1 Unshielded Unshielded - 
17 GPS Antenna Cable 2.0 Unshielded Unshielded - 
18 DC Cable 1.5 Unshielded Unshielded - 
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SECTION 5:  Radiated Spurious Emission 
 
Test Procedure 
 
EUT was placed on a platform of nominal size, 1.0 m by 2.0 m, raised 0.8 m above the conducting ground plane.  
The table is made of Styrofoam and covered with polyvinyl chloride. That has very low permittivity. 
 
The Radiated Electric Field Strength has been measured in a Semi Anechoic Chamber with a ground plane. 
The height of the measuring antenna varied between 1 m and 4 m and EUT was rotated a full revolution in order to 
obtain the maximum value of the electric field strength. 
The measurements were performed for both vertical and horizontal antenna polarization with the Test Receiver, or the 
Spectrum Analyzer. 
The measurements were made with the following detector function of the test receiver and the Spectrum analyzer (in 
linear mode). 
The test was made with the detector (RBW/VBW) in the following table. 
When using Spectrum analyzer, the test was made with adjusting span to zero by using peak hold. 
 
Test Antennas are used as below; 

Frequency 30 MHz to 300 MHz 300 MHz to 1 GHz Above 1 GHz 
Antenna Type Biconical Logperiodic Horn 

 
In any 100 kHz bandwidth outside the restricted band in which the spread spectrum intentional radiator is operating,  
the radio frequency power that is produced by the intentional radiator confirmed 20 dB below that in the 100 kHz  
bandwidth within the band that contains the highest level of the desired power, based on a radiated measurement.   
 
20 dBc was applied to the frequency over the limit of FCC 15.209 / Table 4 of RSS-Gen 8.9 (IC) and outside the 
restricted band of FCC15.205 / Table 6 of RSS-Gen 8.10 (IC).  

Frequency Below 1 GHz Above 1 GHz 20 dBc 
Instrument used Test Receiver Spectrum Analyzer  Spectrum Analyzer
Detector QP PK AV PK 
IF Bandwidth BW 120 kHz RBW: 1 MHz

VBW: 3 MHz 
RBW: 1 MHz
VBW: 10 Hz *1) 

RBW: 100 kHz
VBW: 300 kHz  

Test Distance 3 m 3 m (below 13 GHz),
1 m*2) (above 13 GHz) 

3 m (below 13 GHz),
1 m*2) (above 13 GHz) 

*1) Although DA 00-705 accepts VBW = 10 Hz for AV measurements, it was confirmed that superfluous smoothing was 
not performed. 
*2) Distance Factor: 20 x log (3.0 m / 1.0 m) = 9.5 dB 
 
The carrier level and noise levels were confirmed at angle of 0 to 30 deg. based on the product specification to see the 
position of maximum noise, and the test was made at the position (0 deg.) that has the maximum noise. 
 
The test results and limit are rounded off to one decimal place, so some differences might be observed. 
 
Measurement range : 30 MHz – 26.5 GHz 
Test data   : APPENDIX 
Test result  : Pass 
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SECTION 6:  Antenna Terminal Conducted Tests 
 
Test Procedure 
 
The tests were made with below setting connected to the antenna port. 

 
Test Span RBW VBW Sweep time Detector Trace Instrument 

used 
20dB Bandwidth 3 MHz 30 kHz 100 kHz Auto Peak Max Hold Spectrum 

Analyzer 
99% Occupied 
Bandwidth 

Enough width to display 
emission skirts 

1 to 5 % 
of OBW 

Three 
times 
of RBW 

Auto Sample Max Hold 
*1) 

Spectrum 
Analyzer 

Maximum Peak 
Output Power 

- - - Auto Peak
Average 
*3) 

- Power Meter
(Sensor: 
50MHz BW)

Carrier Frequency 
Separation 

3 MHz 100 kHz 300 kHz Auto Peak Max Hold Spectrum 
Analyzer 

Number of Hopping 
Frequency 

30 MHz 300 kHz 1 MHz Auto Peak Max Hold Spectrum 
Analyzer 

Dwell Time Zero Span 100 kHz,
1 MHz 

300 kHz,
3 MHz 

As necessary 
capture 
the entire dwell time
per hopping channel

Peak Clear 
Write 

Spectrum 
Analyzer 

Conducted Spurious 
Emission *2)  

9 kHz to 150 kHz 200 Hz 620 Hz Auto Peak Max Hold Spectrum 
Analyzer 150 kHz to 30 MHz 10 kHz 30 kHz

30 MHz to 25 GHz 100 kHz 300 kHz
Conducted Spurious 
Emission Band 
Edge 
compliance 

10 MHz 100 kHz 300 kHz Auto Peak Max Hold Spectrum 
Analyzer 

*1) The measurement was performed with Max Hold since the duty cycle was not 100 %.  
*2) In the frequency range below 30MHz, RBW was narrowed to separate the noise contents.   

Then, wide-band noise near the limit was checked separately, however the noise was not detected as shown in the chart.  
(9 kHz -150 kHz: RBW = 200 Hz, 150 kHz - 30 MHz: RBW = 10 kHz)  

*3) Reference data  
 
 
The test results and limit are rounded off to two decimals place, so some differences might be observed. 
 
Test data   : APPENDIX 
Test result  : Pass 
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APPENDIX 1:  Test data 
20dB Bandwidth and Carrier Frequency Separation 

 
Test place Shonan EMC Lab. No.5 Shielded Room 
Report No. 11008648S-E 
Date October 29, 2015  
Temperature / Humidity 23 deg. C / 41 % RH  
Engineer Yosuke Ishikawa  
Mode Tx, Hopping Off, DH5 

 

Mode Freq. 20dB Bandwidth Carrier Frequency Limit for Carrier
Separation Frequency separation

[MHz] [MHz] [MHz] [MHz]
DH5 2402.0 0.958 1.000 >= 0.639
DH5 2441.0 1.033 1.000 >= 0.688
DH5 2480.0 0.956 1.000 >= 0.638
3DH5 2402.0 1.299 1.000 >= 0.866
3DH5 2441.0 1.295 1.000 >= 0.863
3DH5 2480.0 1.299 1.000 >= 0.866

Inquiry 2441.0 0.839 1.996 >= 0.560
Limit: Two-thirds of 20dB Bandwidth or 25kHz (whichever is greater).
No limit applies to 20dB Bandwidth.

 
 

Inquiry 
20 dB Bandwidth Carrier Frequency Separation 
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20dB Bandwidth and Carrier Frequency Separation 
 

DH5 
20 dB Bandwidth Carrier Frequency Separation 

2402 MHz 2402 MHz 

2441 MHz 2441 MHz 

2480 MHz 2480 MHz 
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20dB Bandwidth and Carrier Frequency Separation 
 

3DH5 
20 dB Bandwidth Carrier Frequency Separation 

2402 MHz 2402 MHz 

2441MHz 2441 MHz 

2480MHz 2480 MHz 
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Number of Hopping Frequency 
 

Test place Shonan EMC Lab. No.5 Shielded Room 
Report No. 11008648S-E 
Date October 29, 2015  
Temperature / Humidity 23 deg. C / 41 % RH  
Engineer Yosuke Ishikawa  
Mode Tx, Hopping On 

 

Mode Number of channel Limit
[channels] [channels]

DH5 79 >= 15
3DH5 79 >= 15

Inquiry 32 >= 15

 
 
Test was not performed at AFH mode whose number of hopping channel is 20 channels because this Bluetooth radio 
is in compliance of Bluetooth Specification. 
 

Inquiry (1/3) Inquiry (2/3) 

  
Inquiry (3/3)  

 






























































