
SAFETY TRAINING INFORMATION

FCC INFORMATION

•	FOR	CLASS	A	UNINTENTIONAL	RADIATORS:

This equipment has been tested and found to comply  
with the limits for a Class A digital device, pursuant to 
part 15 of the FCC Rules. These limits are designed to 
provide reasonable protection against harmful interfer-
ence when the equipment is operated in a commercial 
environment. This equipment generates, uses, and 
can radiate radio frequency energy and, if not installed 
and used in accordance with the instruction manual, 
may cause harmful interference to radio communica-
tions. Operation of this equipment in a residential area 
is likely to cause harmful interference in which case 
the user will be required to correct the interference at 
his own expense.

This device complies with Part 15 of the FCC Rules. 
Operation is subject to the condition that this device 
does not cause harmful interference.

CAUTION: 
Changes or modifications to this transceiver, not ex-
pressly approved by Icom Inc., could void your au-
thority to operate this transceiver under FCC regu-
lations.
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W ARNING

Your Icom radio generates RF electromagnetic energy during transmit mode. This radio is de-
signed for and classified as “Occupational Use Only”, meaning it must be used only during the 
course of employment by individuals aware of the hazards, and the ways to minimize such haz-
ards. This radio is NOT intended for use by the “General Population” in an uncontrolled environ-
ment. This radio has been tested and complies with the FCC and IC RF exposure limits for “Oc-
cupational Use Only”. In addition, your Icom radio complies with the following Standards and 
Guidelines with regard to RF energy and electromagnetic energy levels and evaluation of such 
levels for exposure to humans:

 FCC OET Bulletin 65 Edition 97-01 Supplement C, Evaluating Compliance with FCC Guidelines for Human Ex-•	
posure to Radio Frequency Electromagnetic Fields.

 American National Standards Institute (C95.1-1992), IEEE Standard for Safety Levels with Respect to Human •	
Exposure to Radio Frequency Electromagnetic Fields, 3 kHz to 300 GHz.

 American National Standards Institute (C95.3-1992), IEEE Recommended Practice for the Measurement of Po-•	
tentially Hazardous Electromagnetic Fields– RF and Microwave.

 The antennas, batteries, belt clips, speaker-microphone, and other accessories that are listed in “OPTIONS” of •	
the INSTRUCTIONS sheet, are authorized for use with this product. Use of accessories other than those spec-
ified may result in RF exposure levels exceeding the FCC and IC requirements for wireless RF exposure.

CAUTION

To ensure that your expose to RF electromagnetic energy is within the FCC and IC al-
lowable limits for occupational use, always adhere to the following guidelines:

 DO NOT •	 operate the radio without a proper antenna attached, as this may damaged the radio and may also 
cause you to exceed FCC and IC RF exposure limits. A proper antenna is the antenna supplied with this radio 
by the manufacturer or antenna specifically authorized by the manufacturer for use with this radio.

 DO NOT•	  transmit for more than 50% of total radio use time (“50% duty cycle”). Transmitting more than 50% of 
the time can cause FCC and IC RF exposure compliance requirements to be exceeded. The radio is transmit-
ting when the LED indicator lights red. You can cause the radio to transmit by pressing the “PTT” switch.

 •	ALWAYS keep the antenna at least 2.5 cm (1 inch) away from the body when transmitting and only use the 
Icom belt-clips listed in “OPTIONS” of the INSTRUCTIONS sheet when attaching the radio to your belt, etc., to 
ensure FCC and IC RF exposure compliance requirements are not exceeded. To provide the recipients of your 
transmission the best sound quality, hold the antenna at least 5 cm (2 inches) from your mouth, and slightly off 
to one side. 

The information listed above provides the user with the information needed to make him or her aware of RF expo-
sure, and what to do to assure that this radio operates with the FCC and IC RF exposure limits of this radio.

Electromagnetic Interference/Compatibility
During transmissions, your Icom radio generates RF energy that can possibly cause interference with other devic-
es or systems. To avoid such interference, turn off the radio in areas where signs are posted to do so. DO NOT op-
erate the transmitter in areas that are sensitive to electromagnetic radiation such as hospitals, aircraft, and blast-
ing sites.

Occupational/Controlled Use
The radio transmitter is used in situations in which persons are exposed as consequence of their employment pro-
vided those persons are fully aware of the potential for exposure and can exercise control over their exposure.

SAFETY TRAINING INFORMATION (Continued)

Icom, Icom Inc. and the Icom logo are registered trade-
marks of Icom Incorporated (Japan) in Japan, the Unit-
ed States, the United Kingdom, Germany, France, Spain, 
Russia and/or other countries.
All other products or brands are registered trademarks or 
trademarks of their respective holders.

CLEAN THE TRANSCEIVER THOROUGHLY WITH 
FRESH WATER after exposure to saltwater, and dry 
it before operating. Otherwise, the transceiver's keys, 
switches and controllers may become unusable due to 
salt crystallization.

NOTE: DO NOT submerge the transceiver in water if 
there is any reason (one of the following) to suspect 
the waterproof protection may not be effective. 

 When the transceiver has been dropped•	
 •	When the transceiver’s case or the waterproof seal is 
cracked or damaged
 •	When the jack cover or the optional HM-168LWP is 
detached from the transceiver

RECOMMENDATION

MULTI-CHARGER

MULTI-CHARGER

Make sure the rubber seal is properly seated in the 
groove and there is dust or other material is on it.

Supplied accessories

 Supplied battery charger

Flexible antenna

AD-123 to BC-121N

Batt. indicator scroll

Belt clip

Handstrap Battery pack

AD-123 Install

Cover remove

Pack remove

Push to lock

Basic operation

Front, top, side and rear panels

Volume adjustment mode

Normal operating mode

Squelch adjustment mode
PUSH

PUSH

PUSH

Indication

Full Middle
Charging
required ExhaustedBattery status

 Optional battery charger BC-119N

 OPT charger BC-121N Charging with CP-24

blinks when the battery is over charged.

Clean with water

* Different type is supplied depending on the version.

AD-123

AD-123

xx

AD-123 charger
adapters are installed
in each slot.

AC adapter
(Purchased 
separately)

DC power cable (OPC-656)
(Connect to a DC
 power  supply; 
 13.8 V/at least 7 A)

xx

Fuse (2 A /250 V)

Battery packHandstrap

Belt clip
Flexible antenna

Charger

To attach the belt clip To detach the belt clip

Be careful! 
Don’t break your 
fingernail.

Function
display 
(pp. 6, 7)
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q To remove the [DC] jack cap, rotate it  
counter clockwise.

w Pull the cap up to detach it.
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Charger

[DC] jack

Power OFF

AD-123 charger adapter is 
installed in the BC-119N.

Optional OPC-515L 
(for 13.8 V power 
source) or CP-23L 
(for 12 V cigarette 
lighter socket) can 
be used instead of 
the AC adapter.

 See the instruction manual for details of 
the charger, LED indication, operation, etc.

 See the instruction manual 
for details of the charger, 
LED indication, operation, etc.

IMPORTANT!:
Ensure the battery pack
snaps flat in the AD-123.

q

Belt clip

w

BP-266

BC-119N

BP-266BP-266

Microphone

t Set output 
     power.

q Power ON.

y Push to
     transmit.
u Release to
     receive.

r Set channel.

Enter the volume 
and squelch ad-
justment mode.

w

w Adjust the 
volume and 
squelch  level.

BP-266

BP-266

AD-123

IMPORTANT!:
Ensure the battery pack
snaps flat in the AD-123.

AC adapter

Push the cover until 
the latch comes back 
to the locked position.

Latch

Battery cover

Battery pack

Battery cover

“Click”

Lift the tab up (q), and slide 
the belt clip in the direction
of the arrow (w).

PlugsSockets

PlugsSockets

Screws supplied with 
the charger adapter

Carefully fold the 
cables, as you set 
the adaptor in place

Carefully fold the cables, as 
you set the adaptor in place

This illustration is for the BC-119N.

This illustration is for the BC-119N.

Screws supplied with the charger adapter

Rubber seal

Groove

Battery cover Battery cover

Correct position Incorrect position

(Different types are supplied, depending on the version)

AD-123

BP-266BP-266

BC-121N

White: +

Black: _

[DC] jack

Power OFF

To a cigarette lighter 
socket (12/24 V DC)

CP-24
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Highlight


