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ID Label/Location Info 
 
Equipment Identification Label 
 
The FCC Label complies with the section 2.925(d) of the FCC Rules 
and will be permanently affixed to the equipment. 
 
Size:   45.5 mm (W)  by   30.5 mm (H) 
       
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CAT.NO. 20-162
SCANNING RECEIVER PRO-162

FCC ID: AMWUB350 
REQUIRES 4 AA BATTERIES OR ADAPTER: 6V DC 800mA 
FREQ. RANGE: 25-54, 108-136.9875, 137-174,  
216-512, 764-775.9875, 794-823.9875, 849.0125- 
868.9875, 894.0125-956, 1240-1300MHz 
 
SERIAL 
NO:  
THIS DEVICE COMPLIES WITH PART 15 OF THE FCC RULES. OPERATION IS 
SUBJECT TO THE FOLLOWING TWO CONDITIONS: (1)THIS DEVICE MAY NOT CAUSE 
HARMFUL INTERFERENCE, AND (2)THIS DEVICE MUST ACCEPT ANY INTERFERENCE 
RECEIVED, INCLUDING INTERFERENCE THAT MAY CAUSE UNDESIRED OPERATION. 
WARNING: MODIFICATION OF THIS DEVICE TO RECEIVE CELLULAR 
RADIOTELEPHONE SERVICE SIGNALS IS PROHIBITED UNDER FCC RULES AND 
FEDERAL LAW. 

CUSTOM MANUFACTURED IN CHINA FOR RADIOSHACK CORPORATION,  

FORT WORTH, TX 76102 

DATE CODE 

 


