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FCC ID: APIJBL4305P / IC: 6132A-JBL4305P. 
Contains Transmitter Module FCC ID: UA9800.
Contains transmitter Module IC：9129A-800. 

Harman International Industries, Incorporated. 制造商 
8500 Balboa Blvd, Northridge, CA 91329, UNITED STATES

European Representative: Harman International Industries, Inc. 
EMEA Liaison O�ce, Danzigerkade 16G, 1013 AP Amsterdam, The Netherlands. 

UK business address: Ground Floor, Westside 2, London Road,
 Apsley, Hemel Hempstead, Hertfordshire, HP3 9TD, United Kingdom.

Designed and Engineered in USA
Made In China / Сделано в Китай / 中国制造

 

approved by the party responsible for compliance could void
the user’s authority to operate the equipment.  
Manufactured under licence from MQA Limited. The MQA logo is a
registered trade mark of MQA Limited.

This device complies with Part 15 of the FCC rules.
Operation is subject to the following two conditions: (1) this
device may not cause harmful interference, and (2) this device 
must accept any interference received, including interference
that may cause  undesired operation.  

警              告

请勿打开，以防触电

警告：为减少着火或电击的危险，不要把设备暴露在雨中或潮湿处。
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有源音箱

仅适用于海拔2000米及以下地区安全使用。

WARRANTY  VOID

電波法により5.2/5.3 GHz帯は屋内使用に限ります


