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WHAT’S IN THE BOX / Buttons / Power on / 
Google Assistant setup / AirPlay setup (Apple home: For 
AirPlay 2 only users, Link Portable can be setup using 
the Apple Home app.) / bluetooth / RESET speaker / 
TEKNISKE SPECIFIKATIONER
Transducer: 1 x 50mm
Output power: 20W RMS
Frequency response: 65Hz-20kHz
Signal-to-noise ratio: >80dB

Battery type:
Lithium-ion Polymer (3.6V,
4800mAh)

Battery charge time: 2.5 hours @5V 3A
Music play time: up to 8 hours (varies by

volume level and content)
Wireless network: 802.11A/b/g/n/ac (2.4/5GHz)
Bluetooth version: 4.2
Bluetooth transmitter frequency
range: 2402 − 2480MHz Bluetooth 
transmitter power:                     <12.5dBm
Bluetooth transmitter
modulation: GFSK, π/4 DQPSK, 8DPSK
5G Wi-Fi transmitter frequency
range:

5.150~5.350GHz, 5.470~5.725GHz,
5.725~5.825GHz

5G Wi-Fi transmitter power: <23dBm (EIRP)

5G Wi-Fi modulation:
OFDM, BPSK, QPSK, 16QAM,
64QAM, 256QAM

5G Wi-Fi network compatibility: IEEE 802.11A/ n/ac

2.4G Wi-Fi transmitter frequency
range:

2412 – 2472MHz (2.4GHz ISM 
Band, USA 11 Channels, Europe 
and others 13 Channels)

2.4G Wi-Fi transmitter power: <20dBm (EIRP)

2.4G Wi-Fi modulation:
OFDM, DSSS, DBPSK, DQPSK, CCK, 
16QAM, 64QAM

2.4G Wi-Fi network compatibility: IEEE 802.11b/g/n

Supported audio formats:
HE-AAC, LC-AAC, MP3, Vorbis, 
WAV (LPCM), FLAC, Opus

Dimensions (Dia x H): 88 x 170 mm
Weight: 735g
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WHAT’S IN THE BOX / Buttons / Power on / 
Google Assistant setup / AirPlay setup (Apple home: For 
AirPlay 2 only users, Link Portable can be setup using 
the Apple Home app.) / bluetooth / RESET speaker / 
TEKNISKE SPECIFIKATIONER
Transducer: 1 x 50mm
Output power: 20W RMS
Frequency response: 65Hz-20kHz
Signal-to-noise ratio: >80dB

Battery type:
Lithium-ion Polymer (3.6V,
4800mAh)

Battery charge time: 2.5 hours @5V 3A
Music play time: up to 8 hours (varies by

volume level and content)
Wireless network:             802.11A/b/g/n/ac (2.4/5GHz)
Bluetooth version: 4.2
Bluetooth transmitter frequency
range: 2402 − 2480MHz
Bluetooth transmitter power: <12.5dBm
Bluetooth transmitter
modulation: GFSK, π/4 DQPSK, 8DPSK
5G Wi-Fi transmitter frequency
range:

OFDM, BPSK, QPSK, 16QAM,
64QAM, 256QAM

5G Wi-Fi network compatibility: IEEE 802.11 A/n/ac

2.4G Wi-Fi transmitter frequency
range:

5.150~5.350GHz, 5.470~5.725GHz,
5.725~5.825GHz

5G Wi-Fi transmitter power: <23dBm (EIRP)

5G Wi-Fi modulation:

2412 – 2472MHz (2.4GHz ISM
Band, USA 11 Channels, Europe
and others 13 Channels)

2.4G Wi-Fi transmitter power: <20dBm (EIRP)

2.4G Wi-Fi modulation:
OFDM, DSSS, DBPSK, DQPSK, CCK, 
16QAM, 64QAM

2.4G Wi-Fi network compatibility: IEEE 802.11b/g/n

Supported audio formats:
HE-AAC, LC-AAC, MP3, Vorbis, 
WAV (LPCM), FLAC, Opus

Dimensions (Dia x H): 88 x 170 mm
Weight: 735g
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WHAT’S IN THE BOX / Buttons / Power on / 
Google Assistant setup / AirPlay setup (Apple home: For 
AirPlay 2 only users, Link Portable can be setup using 
the Apple Home app.) / bluetooth / RESET speaker / 
TEKNISKE SPECIFIKATIONER
Transducer: 1 x 50mm
Output power: 20W RMS
Frequency response: 65Hz-20kHz
Signal-to-noise ratio: >80dB

Battery type:
Lithium-ion Polymer (3.6V,
4800mAh)

Battery charge time: 2.5 hours @5V 3A
Music play time: up to 8 hours (varies by

volume level and content)
Wireless network:             802.11A/b/g/n/ac (2.4/5GHz)
Bluetooth version: 4.2
Bluetooth transmitter frequency
range: 2402 − 2480MHz
Bluetooth transmitter power: <12.5dBm
Bluetooth transmitter
modulation: GFSK, π/4 DQPSK, 8DPSK
5G Wi-Fi transmitter frequency
range:

OFDM, BPSK, QPSK, 16QAM,
64QAM, 256QAM

5G Wi-Fi network compatibility: IEEE 802.11 A/n/ac

2.4G Wi-Fi transmitter frequency
range:

5.150~5.350GHz, 5.470~5.725GHz,
5.725~5.825GHz

5G Wi-Fi transmitter power: <23dBm (EIRP)

5G Wi-Fi modulation:

2412 – 2472MHz (2.4GHz ISM
Band, USA 11 Channels, Europe
and others 13 Channels)

2.4G Wi-Fi transmitter power: <20dBm (EIRP)

2.4G Wi-Fi modulation:
OFDM, DSSS, DBPSK, DQPSK, CCK, 
16QAM, 64QAM

2.4G Wi-Fi network compatibility: IEEE 802.11b/g/n

Supported audio formats:
HE-AAC, LC-AAC, MP3, Vorbis, 
WAV (LPCM), FLAC, Opus

Dimensions (Dia x H): 88 x 170 mm
Weight: 735g

es
WHAT’S IN THE BOX / Buttons / Power on / 
Google Assistant setup / AirPlay setup (Apple home: For 
AirPlay 2 only users, Link Portable can be setup using 
the Apple Home app.) / bluetooth / RESET speaker / 
TEKNISKE SPECIFIKATIONER
Transducer: 1 x 50mm
Output power: 20W RMS
Frequency response: 65Hz-20kHz
Signal-to-noise ratio: >80dB

Battery type:

Lithium-ion Polymer (3.6V,
4800mAh)

Battery charge time: 2.5 hours @5V 3A
Music play time: up to 8 hours (varies by

volume level and content)
Wireless network:              802.11A/b/g/n/ac (2.4/5GHz)
Bluetooth version: 4.2
Bluetooth transmitter frequency
range: 2402 − 2480MHz
Bluetooth transmitter power: <12.5dBm
Bluetooth transmitter
modulation: GFSK, π/4 DQPSK, 8DPSK
5G Wi-Fi transmitter frequency
range:

OFDM, BPSK, QPSK, 16QAM,
64QAM, 256QAM

5G Wi-Fi network compatibility: IEEE 802.11A/ n/ac

2.4G Wi-Fi transmitter frequency
range:

5.150~5.350GHz, 5.470~5.725GHz,
5.725~5.825GHz

5G Wi-Fi transmitter power: <23dBm (EIRP)

5G Wi-Fi modulation:

2412 – 2472MHz (2.4GHz ISM
Band, USA 11 Channels, Europe
and others 13 Channels)

2.4G Wi-Fi transmitter power: <20dBm (EIRP)

2.4G Wi-Fi modulation:
OFDM, DSSS, DBPSK, DQPSK, CCK, 
16QAM, 64QAM

2.4G Wi-Fi network compatibility: IEEE 802.11b/g/n

Supported audio formats:
HE-AAC, LC-AAC, MP3, Vorbis, 
WAV (LPCM), FLAC, Opus

Dimensions (Dia x H): 88 x 170 mm
Weight: 735g
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WHAT’S IN THE BOX / Buttons / Power on / 
Google Assistant setup / AirPlay setup (Apple home: For 
AirPlay 2 only users, Link Portable can be setup using 
the Apple Home app.) / bluetooth / RESET speaker / 
TEKNISKE SPECIFIKATIONER
Transducer: 1 x 50mm
Output power: 20W RMS
Frequency response: 65Hz-20kHz
Signal-to-noise ratio: >80dB

Battery type:

Lithium-ion Polymer (3.6V,
4800mAh)

Battery charge time: 2.5 hours @5V 3A
Music play time: up to 8 hours (varies by

volume level and content)
Wireless network:            802.11A/b/g/n/ac (2.4/5GHz)
Bluetooth version: 4.2
Bluetooth transmitter frequency
range: 2402 − 2480MHz
Bluetooth transmitter power: <12.5dBm
Bluetooth transmitter
modulation: GFSK, π/4 DQPSK, 8DPSK
5G Wi-Fi transmitter frequency
range:

5.150~5.350GHz, 5.470~5.725GHz,
5.725~5.825GHz

5G Wi-Fi transmitter power: <23dBm (EIRP)

5G Wi-Fi modulation:
OFDM, BPSK, QPSK, 16QAM,
64QAM, 256QAM

5G Wi-Fi network compatibility: IEEE 802.11 A/n/ac

2.4G Wi-Fi transmitter frequency
range:

2412 – 2472MHz (2.4GHz ISM 
Band, USA 11 Channels, Europe 
and others 13 Channels)

2.4G Wi-Fi transmitter power: <20dBm (EIRP)

2.4G Wi-Fi modulation:
OFDM, DSSS, DBPSK, DQPSK, CCK, 
16QAM, 64QAM

2.4G Wi-Fi network compatibility: IEEE 802.11b/g/n

Supported audio formats:
HE-AAC, LC-AAC, MP3, Vorbis, 
WAV (LPCM), FLAC, Opus

Dimensions (Dia x H): 88 x 170 mm
Weight: 735g
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WHAT’S IN THE BOX / Buttons / Power on / 
Google Assistant setup / AirPlay setup (Apple home: For 
AirPlay 2 only users, Link Portable can be setup using 
the Apple Home app.) / bluetooth / RESET speaker / 
TEKNISKE SPECIFIKATIONER
Transducer: 1 x 50mm
Output power: 20W RMS
Frequency response: 65Hz-20kHz
Signal-to-noise ratio: >80dB

Battery type:
Lithium-ion Polymer (3.6V,
4800mAh)

Battery charge time: 2.5 hours @5V 3A
Music play time: up to 8 hours (varies by

volume level and content)
Wireless network: 802.11A/b/g/n/ac (2.4/
5GHz) Bluetooth version: 4.2
Bluetooth transmitter frequency
range: 2402 − 2480MHz
Bluetooth transmitter power: <12.5dBm
Bluetooth transmitter
modulation: GFSK, π/4 DQPSK, 8DPSK
5G Wi-Fi transmitter power: <23dBm (EIRP)

5G Wi-Fi modulation:
OFDM, BPSK, QPSK, 16QAM,
64QAM, 256QAM

5G Wi-Fi network compatibility: IEEE 802.11 A/n/ac

2.4G Wi-Fi transmitter frequency
range:

2412 – 2472MHz (2.4GHz ISM 
Band, USA 11 Channels, Europe 
and others 13 Channels)

2.4G Wi-Fi transmitter power: <20dBm (EIRP)

2.4G Wi-Fi modulation:
OFDM, DSSS, DBPSK, DQPSK, CCK, 
16QAM, 64QAM

2.4G Wi-Fi network compatibility: IEEE 802.11b/g/n

Supported audio formats:
HE-AAC, LC-AAC, MP3, Vorbis, 
WAV (LPCM), FLAC, Opus

Dimensions (Dia x H): 88 x 170 mm
Weight: 735g

de
WHAT’S IN THE BOX / Buttons / Power on / 
Google Assistant setup / AirPlay setup (Apple home: For 
AirPlay 2 only users, Link Portable can be setup using 
the Apple Home app.) / bluetooth / RESET speaker / 
TEKNISKE SPECIFIKATIONER
Transducer: 1 x 50mm
Output power: 20W RMS
Frequency response: 65Hz-20kHz
Signal-to-noise ratio: >80dB

Battery type:
Lithium-ion Polymer (3.6V,
4800mAh)

Battery charge time: 2.5 hours @5V 3A
Music play time: up to 8 hours (varies by

volume level and content)
Wireless network:            802.11A/b/g/n/ac (2.4/5GHz)
Bluetooth version:                                      4.2
Bluetooth transmitter frequency
range: 2402 − 2480MHz
Bluetooth transmitter power: <12.5dBm
Bluetooth transmitter
modulation: GFSK, π/4 DQPSK, 8DPSK
5G Wi-Fi transmitter frequency
range:

OFDM, BPSK, QPSK, 16QAM,
64QAM, 256QAM

5G Wi-Fi network compatibility: IEEE 802.11 A/n/ac

2.4G Wi-Fi transmitter frequency
range:

5.150~5.350GHz, 5.470~5.725GHz,
5.725~5.825GHz

5G Wi-Fi transmitter power: <23dBm (EIRP)

5G Wi-Fi modulation:

2412 – 2472MHz (2.4GHz ISM
Band, USA 11 Channels, Europe
and others 13 Channels)

2.4G Wi-Fi transmitter power: <20dBm (EIRP)

2.4G Wi-Fi modulation:
OFDM, DSSS, DBPSK, DQPSK, CCK, 
16QAM, 64QAM

2.4G Wi-Fi network compatibility: IEEE 802.11b/g/n

Supported audio formats:
HE-AAC, LC-AAC, MP3, Vorbis, 
WAV (LPCM), FLAC, Opus

Dimensions (Dia x H): 88 x 170 mm
Weight: 735g

nl
WHAT’S IN THE BOX / Buttons / Power on / 
Google Assistant setup / AirPlay setup (Apple home: For 
AirPlay 2 only users, Link Portable can be setup using 
the Apple Home app.) / bluetooth / RESET speaker / 
TEKNISKE SPECIFIKATIONER
Transducer: 1 x 50mm
Output power: 20W RMS
Frequency response: 65Hz-20kHz
Signal-to-noise ratio: >80dB

Battery type:
Lithium-ion Polymer (3.6V,
4800mAh)

Battery charge time: 2.5 hours @5V 3A
Music play time: up to 8 hours (varies by

volume level and content)
Wireless network:             802.11A/b/g/n/ac (2.4/5GHz)
Bluetooth version: 4.2
Bluetooth transmitter frequency
range: 2402 − 2480MHz
Bluetooth transmitter power: <12.5dBm
Bluetooth transmitter
modulation: GFSK, π/4 DQPSK, 8DPSK
5G Wi-Fi transmitter frequency
range:

5.150~5.350GHz, 5.470~5.725GHz,
5.725~5.825GHz

5G Wi-Fi transmitter power: <23dBm (EIRP)

5G Wi-Fi modulation:
OFDM, BPSK, QPSK, 16QAM,
64QAM, 256QAM

5G Wi-Fi network compatibility: IEEE 802.11 A/n/ac

2.4G Wi-Fi transmitter frequency
range:

2412 – 2472MHz (2.4GHz ISM 
Band, USA 11 Channels, Europe 
and others 13 Channels)

2.4G Wi-Fi transmitter power: <20dBm (EIRP)

2.4G Wi-Fi modulation:
OFDM, DSSS, DBPSK, DQPSK, CCK, 
16QAM, 64QAM

2.4G Wi-Fi network compatibility: IEEE 802.11b/g/n

Supported audio formats:
HE-AAC, LC-AAC, MP3, Vorbis, 
WAV (LPCM), FLAC, Opus

Dimensions (Dia x H): 88 x 170 mm
Weight: 735g

jp
WHAT’S IN THE BOX / Buttons / Power on / 
Google Assistant setup / AirPlay setup (Apple home: For 
AirPlay 2 only users, Link Portable can be setup using 
the Apple Home app.) / bluetooth / RESET speaker / 
TEKNISKE SPECIFIKATIONER
Transducer: 1 x 50mm
Output power: 20W RMS
Frequency response: 65Hz-20kHz
Signal-to-noise ratio: >80dB

Battery type:
Lithium-ion Polymer (3.6V,
4800mAh)

Battery charge time: 2.5 hours @5V 3A
Music play time: up to 8 hours (varies by

volume level and content)
Wireless network: 802.11A/b/g/n/ac (2.4/
5GHz) Bluetooth version: 4.2
Bluetooth transmitter frequency
range: 2402 − 2480MHz
Bluetooth transmitter power: <12.5dBm
Bluetooth transmitter
modulation: GFSK, π/4 DQPSK, 8DPSK
5G Wi-Fi transmitter power: <23dBm (EIRP)

5G Wi-Fi modulation:
OFDM, BPSK, QPSK, 16QAM,
64QAM, 256QAM

5G Wi-Fi network compatibility: IEEE 802.11 A/n/ac

2.4G Wi-Fi transmitter frequency
range:

2412 – 2472MHz (2.4GHz ISM 
Band, USA 11 Channels, Europe 
and others 13 Channels)

2.4G Wi-Fi transmitter power: <20dBm (EIRP)

2.4G Wi-Fi modulation:
OFDM, DSSS, DBPSK, DQPSK, CCK, 
16QAM, 64QAM

2.4G Wi-Fi network compatibility: IEEE 802.11b/g/n

Supported audio formats:
HE-AAC, LC-AAC, MP3, Vorbis, 
WAV (LPCM), FLAC, Opus

Dimensions (Dia x H): 88 x 170 mm
Weight: 735g

fr
WHAT’S IN THE BOX / Buttons / Power on / 
Google Assistant setup / AirPlay setup (Apple home: For 
AirPlay 2 only users, Link Portable can be setup using 
the Apple Home app.) / bluetooth / RESET speaker / 
TEKNISKE SPECIFIKATIONER
Transducer: 1 x 50mm
Output power: 20W RMS
Frequency response: 65Hz-20kHz
Signal-to-noise ratio: >80dB

Battery type:
Lithium-ion Polymer (3.6V,
4800mAh)

Battery charge time: 2.5 hours @5V 3A
Music play time: up to 8 hours (varies by

volume level and content)
Wireless network:             802.11A/b/g/n/ac (2.4/5GHz)
Bluetooth version:                                     4.2
Bluetooth transmitter frequency
range: 2402 − 2480MHz
Bluetooth transmitter power: <12.5dBm
Bluetooth transmitter
modulation: GFSK, π/4 DQPSK, 8DPSK
5G Wi-Fi transmitter frequency
range:

5.150~5.350GHz, 5.470~5.725GHz,
5.725~5.825GHz

5G Wi-Fi transmitter power: <23dBm (EIRP)

5G Wi-Fi modulation:
OFDM, BPSK, QPSK, 16QAM,
64QAM, 256QAM

5G Wi-Fi network compatibility: IEEE 802.11A/ n/ac

2.4G Wi-Fi transmitter frequency
range:

2412 – 2472MHz (2.4GHz ISM 
Band, USA 11 Channels, Europe 
and others 13 Channels)

2.4G Wi-Fi transmitter power: <20dBm (EIRP)

2.4G Wi-Fi modulation:
OFDM, DSSS, DBPSK, DQPSK, CCK, 
16QAM, 64QAM

2.4G Wi-Fi network compatibility: IEEE 802.11b/g/n

Supported audio formats:
HE-AAC, LC-AAC, MP3, Vorbis, 
WAV (LPCM), FLAC, Opus

Dimensions (Dia x H): 88 x 170 mm
Weight: 735g
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WHAT’S IN THE BOX / Buttons / Power on / 
Google Assistant setup / AirPlay setup (Apple home: For 
AirPlay 2 only users, Link Portable can be setup using 
the Apple Home app.) / bluetooth / RESET speaker / 
TEKNISKE SPECIFIKATIONER
Transducer: 1 x 50mm
Output power: 20W RMS
Frequency response: 65Hz-20kHz
Signal-to-noise ratio: >80dB

Battery type:
Lithium-ion Polymer (3.6V,
4800mAh)

Battery charge time: 2.5 hours @5V 3A
Music play time: up to 8 hours (varies by

volume level and content)
Wireless network:                  802.11A/b/g/n/ac (2.4/5GHz)
Bluetooth version: 4.2
Bluetooth transmitter frequency
range: 2402 − 2480MHz
Bluetooth transmitter power: <12.5dBm
Bluetooth transmitter
modulation: GFSK, π/4 DQPSK, 8DPSK
5G Wi-Fi transmitter frequency
range:

OFDM, BPSK, QPSK, 16QAM,
64QAM, 256QAM

5G Wi-Fi network compatibility: IEEE 802.11 A/n/ac

2.4G Wi-Fi transmitter frequency
range:

5.150~5.350GHz, 5.470~5.725GHz,
5.725~5.825GHz

5G Wi-Fi transmitter power: <23dBm (EIRP)

5G Wi-Fi modulation:

2412 – 2472MHz (2.4GHz ISM
Band, USA 11 Channels, Europe
and others 13 Channels)

2.4G Wi-Fi transmitter power: <20dBm (EIRP)

2.4G Wi-Fi modulation:
OFDM, DSSS, DBPSK, DQPSK, CCK, 
16QAM, 64QAM

2.4G Wi-Fi network compatibility: IEEE 802.11b/g/n

Supported audio formats:
HE-AAC, LC-AAC, MP3, Vorbis, 
WAV (LPCM), FLAC, Opus

Dimensions (Dia x H): 88 x 170 mm
Weight: 735g

id
WHAT’S IN THE BOX / Buttons / Power on / 
Google Assistant setup / AirPlay setup (Apple home: For 
AirPlay 2 only users, Link Portable can be setup using 
the Apple Home app.) / bluetooth / RESET speaker / 
TEKNISKE SPECIFIKATIONER

Transducer: 1 x 50mm
Output power: 20W RMS
Frequency response: 65Hz-20kHz
Signal-to-noise ratio: >80dB

Battery type:
Lithium-ion Polymer (3.6V,
4800mAh)

Battery charge time: 2.5 hours @5V 3A
Music play time: up to 8 hours (varies by

volume level and content)
Wireless network:             802.11A/b/g/n/ac (2.4/5GHz)
Bluetooth version: 4.2
Bluetooth transmitter frequency
range: 2402 − 2480MHz
Bluetooth transmitter power: <12.5dBm
Bluetooth transmitter
modulation: GFSK, π/4 DQPSK, 8DPSK
5G Wi-Fi transmitter power: <23dBm (EIRP)

5G Wi-Fi modulation:
OFDM, BPSK, QPSK, 16QAM,
64QAM, 256QAM

5G Wi-Fi network compatibility: IEEE 802.11 A/n/ac

2.4G Wi-Fi transmitter frequency
range:

2412 – 2472MHz (2.4GHz ISM 
Band, USA 11 Channels, Europe 
and others 13 Channels)

2.4G Wi-Fi transmitter power: <20dBm (EIRP)

2.4G Wi-Fi modulation:
OFDM, DSSS, DBPSK, DQPSK, CCK, 
16QAM, 64QAM

2.4G Wi-Fi network compatibility: IEEE 802.11b/g/n

Supported audio formats:
HE-AAC, LC-AAC, MP3, Vorbis, 
WAV (LPCM), FLAC, Opus

Dimensions (Dia x H): 88 x 170 mm
Weight: 735g

TO PROLONG BATTERY LIFESPAN, FULLY 
CHARGE AT LEAST ONCE EVERY 3 
MONTHS. BATTERY LIFE WILL VARY DUE TO 
USAGE PATTERNS AND ENVIRONMENTAL 
CONDITIONS. Do not expose the JBL Flip 
5 to liquids without removing cable 
connection. DO NOT EXPOSE JBL Flip 5 TO 
WATER WHILE CHARGING. IT MAY RESULT IN 
PERMANENT DAMAGE TO THE SPEAKER OR 
POWER SOURCE.

When using external adapter, the 
output voltage/current of the 
external adapter should not exceed 
5V/3A.

NO FOR Å UTNYTTE BATTERIETS LEVETID, BØR BATTERIET 
LADES FULLT OPP MINST EN GANG HVER TREDJE 
MÅNED. BATTERIETS LEVETID VIL VARIERE I HENHOLD 
TIL BRUKSMØNSTRE OG MILJØFORHOLD. Ikke 
eksponer JBL Flip 5 for væske uten å ha fjernet 
kabelforbindelsen. IKKE EKSPONER JBL Flip 5 FOR 
VANN MENS DEN LADER. DET KAN RESULTERE I VARIG 
SKADE PÅ HØYTTALEREN ELLER STRØMKILDEN.

Når du bruker en ekstern adapter, må 
utgangsspenningen/-strømmen til den eksterne 
adapteren ikke overstige 5 V / 3 A.

DA FOR AT FORLÆNGE BATTERIETS LEVETID SKAL 

DET OPLADES FULDT UD MINDST ´EN GNG HVER 3. 
MÅNED. BATTERIETS LEVETID VARIERER AFHÆNGIGT 
AF BRUGSMØNSTRE, TEMPERATUR MM. Udsæt 
ikke JBL Flip 5 for væsker uden at fjerne 
kabeltilslutningen. UDSÆT IKKE JBL Flip 5 FOR 
VAND UNDER OPLADNING. DETTE KAN RESULTERE 
I PERMANENT SKADE PÅ HØJTTALEREN ELLER 
STRØMKILDEN.

Når der bruges ekstern adapter, bør 
udgangsspændingen/-strømstyrken for den 
eksterne adapter ikke overstige 5 V/3 A.

DE ZUM VERLÄNGERN DER BATTERIELEBENSDAUER 
MUSS SIE MINDESTENS ALLE 3 MONATE EINMAL 
VOLL AUFGELADEN WERDEN. DIE AKKULAUFZEIT 
HÄNGT VOM BENUTZERVERHALTEN UND DEN 
UMGEBUNGSBEDINGUNGEN AB. Den JBL Flip 
5 von Flüssigkeiten fernhalten, bis alle 
Kabelverbindungen entfernt sind. WÄHREND DES 
LADEVORGANGS DARF DER JBL Flip 5 KEINESFALLS 
WASSER AUSGESETZT WERDEN. DIES KÖNNTE DEN 
LAUTSPRECHER ODER DIE STROMQUELLE DAUERHAFT 
BESCHÄDIGEN.

Die/der Ausgangsspannung/-strom eines 
externen Netzteils darf 5 V/3 A nicht 
überschreiten.

PT PARA PROLONGAR A VIDA ÚTIL DA BATERIA, 
CARREGUE-A COMPLETAMENTE PELO MENOS UMA VEZ 
A CADA 3 MESES. A VIDA ÚTIL DA BATERIA VARIA DE 
ACORDO COM OS PADRÕES DE USO E AS CONDIÇÕES 
AMBIENTAIS. Nunca exponha o JBL Flip 5 a 
líquidos se os cabos estiverem conectados. NÃO 
EXPONHA A CARGA DO JBL Flip 5 À ÁGUA ENQUANTO 
ESTIVER CARREGANDO. ISSO PODE RESULTAR EM 
DANO PERMANENTE À CAIXA DE SOM OU FONTE DE 
ALIMENTAÇÃO.

Se usar um adaptador externo, a voltagem 
e a corrente do adaptador nunca devem 
exceder 5 V/3 A.

JP バッテリー寿命を延ばすには、最低3か
月に1回はフル充電します。バッテリー
ライフは、利用方法や環境、条件によっ
て異なります。JBL Flip 5は、ケーブル類を
接続したまま水に濡らさないでくださ
い。充電中にJBL Flip 5を水に濡らさない
でください。スピーカーまたは電源が
破損し修理不可能になる恐れがあり
ます。 

ACアダプターを利用する際は、出力電
圧／電流が5V/3A以下のものをお使
いください。

SV FÖR ATT FÖRLÄNGA BATTERIETS LIV BÖR DU LADDA 

UPP DET FULLSTÄNDIGT MINST EN GÅNG VAR TREDJE 
MÅNAD BATTERIETS LIVSLÄNGD VARIERAR BEROENDE 
PÅ ANVÄNDNING OCH MILJÖFÖRHÅLLANDEN. Utsätt 
inte JBL Flip 5 för vätskor utan att ta bort 
kabelanslutningen. UTSÄTT INTE JBL Flip 5 FÖR 
VATTEN UNDER LADDNING. DET KAN RESULTERA 
I PERMANENTA SKADOR PÅ HÖGTALAREN ELLER 
STRÖMKÄLLAN.

Om du använder en extern adapter får inte dess 
utgångsspänning överskrida 5 V / 3 A.

IT PER PROLUNGARE LA DURATA DELLA BATTERIA, 
CARICARLA COMPLETAMENTE ALMENO UNA VOLTA OGNI 
3 MESI. LA DURATA DELLA BATTERIA DIPENDERÀ DALLE 
ABITUDINI DI UTILIZZO E DALLE CONDIZIONI AMBIENTALI. 
Non esporre JBL Flip 5 al contatto con liquidi 
senza aver rimosso i collegamenti dei cavi. NON 
ESPORRE IL JBL Flip 5 ALL’ACQUA MENTRE È IN CARICA. 
POTREBBERO VERIFICARSI DANNI PERMANENTI AL 
DIFFUSORE O ALLA FONTE DI ALIMENTAZIONE.

Quando si utilizza un trasformatore esterno, la 
tensione/corrente in uscita del trasformatore 
esterno non deve essere superiore a  5V/3A.

NL OM DE LEVENSDUUR VAN DE BATTERIJ TE 

VERLENGEN, MOET JE DE BATTERIJ TEN MINSTE 
EENMAAL PER 3 MAANDEN VOLLEDIG OPLADEN. 
BATTERIJDUUR ZAL AFHANKELIJK ZIJN VAN GEBRUIK 
EN OMGEVINGSFACTOREN. Stel de JBL Flip 5 niet 
bloot aan vloeistoffen voordat je de kabel 
verwijderd hebt. STEL DE JBL Flip 5 NIET BLOOT AAN 
WATER TIJDENS HET OPLADEN. DIT KAN LEIDEN TOT 
PERMANENTE SCHADE AAN DE LUIDSPREKER OF DE 
STROOMBRON.

Bij gebruik van een externe adapter mag de 
uitgangsspanning / -stroom van de externe 
adapter niet hoger zijn dan 5V / 3A.

ES PARA PROLONGAR LA VIDA ÚTIL DE LA BATERÍA, 
CÁRGALA COMPLETAMENTE POR LO MENOS UNA VEZ 
CADA 3 MESES. LA VIDA DE LA BATERÍA VARÍA SEGÚN 
LA FORMA DE USO Y LAS CONDICIONES AMBIENTALES. 
No expongas el JBL Flip 5 a ningún líquido sin 
quitar la conexión del cable. NO EXPONGAS EL 
JBL Flip 5 AL CONTACTO CON EL AGUA DURANTE LA 
CARGA. PUEDE PROVOCAR DAÑOS PERMANENTES EN EL 
ALTAVOZ O EN LA FUENTE DE ALIMENTACIÓN.

Si utilizas un adaptador externo, los valores de 
tensión/corriente de dicho adaptador no deben 
superar los 5 V/3 A.

FR IMPORTANT : POUR PROLONGER L’AUTONOMIE DE LA 
BATTERIE, CHARGEZ-LA COMPLÈTEMENT AU MOINS 
UNE FOIS PAR TRIMESTRE. LA DURÉE DE VIE DE LA 
BATTERIE VARIE SELON L’UTILISATION ET LES CONDITIONS 
ENVIRONNEMENTALES. N’exposez pas la JBL Flip 5 
à des liquides sans débrancher tous les câbles. 
N’IMMERGEZ PAS LE JBL Flip 5 DANS L’EAU PENDANT 
QU’IL EST EN CHARGE. CELA POURRAIT CAUSER DES 
DOMMAGES IRRÉVERSIBLES À L’ENCEINTE OU À LA 
SOURCE D’ALIMENTATION.

Si vous utilisez adaptateurs externe, la tension 
ou intensité de sortie de l’adaptateur externe ne 
doit pas dépasser 5 V / 3 A.

ID UNTUK MEMPERPANJANG USIA BATERAI, PENGISIAN 
DAYA PENUH DILAKUKAN PALING TIDAK TIGA BULAN 
SEKALI. DAYA HIDUP BATERAI AKAN BERBEDA 
TERGANTUNG PADA POLA PENGGUNAAN DAN 
KONDISI LINGKUNGAN. Saat kabel koneksi masih 
tersambung, pastikan JBL Flip 5 tidak terkena 
cairan. JANGAN PAPARKAN JBL Flip 5 KE AIR 
SELAMA PENGISIAN. HAL INI DAPAT MENGAKIBATKAN 
KERUSAKAN PERMANEN PADA SPEAKER ATAU SUMBER 
DAYA.

Saat menggunakan adaptor eksternal, voltase 
output/arus adaptor eksternal tidak boleh 
melebihi 5V/3A.

KO 배터리 수명을 늘리려면 3개월에 한 번 
이상 배터리를 완전히 충전하십시오. 
배터리 수명은 사용 패턴과 환경 조건에 
따라 달라집니다. 연결된 케이블을 
제거하기 전에 JBL Flip 5를 액체에 
노출하지 마십시오. 충전 중에는 JBL Flip 
5를 물에 노출시키지 마십시오. 스피커 
또는 전원 장치를 영구적으로 손상시킬 
수 있습니다. 

외부 어댑터를 사용할 때 어댑터의 출력 
전압/전류는 5V/3A를 초과할 수 없습니다.

 

TECH SPEC
Transducer: 1 x 50mm

Output power: 20W RMS

Frequency response: 65Hz-20kHz

Signal-to-noise ratio: >80dB

Battery type: Lithium-ion Polymer (3.6V, 4800mAh)

Battery charge time: 2.5 hours @5V 3A

Music play time: up to 8 hours (varies by volume level
and content)

Wireless network: 802.11A/b/g/n/ac (2.4/5GHz)

Bluetooth version: 4.2

Bluetooth transmitter frequency range: 2402 − 2480MHz

Bluetooth transmitter power: <12.5dBm

Bluetooth transmitter modulation: GFSK, π/4 DQPSK, 8DPSK

 

 

 

5G Wi-Fi transmitter power: <23dBm (EIRP)

5G Wi-Fi modulation: OFDM, BPSK, QPSK, 16QAM, 64QAM, 256QAM

5G Wi-Fi network compatibility: IEEE 802.11 A/n/ac

2.4G Wi-Fi transmitter frequency range:  2412 – 2472MHz (2.4GHz ISM Band, USA
11 Channels, Europe and others 13
Channels)

2.4G Wi-Fi transmitter power: <20dBm (EIRP)

2.4G Wi-Fi modulation: OFDM, DSSS, DBPSK, DQPSK, CCK, 16QAM,
64QAM

2.4G Wi-Fi network compatibility: IEEE 802.11b/g/n

Supported audio formats: HE-AAC, LC-AAC, MP3, Vorbis, WAV (LPCM),
FLAC, Opus

Dimensions (Dia x H): 88 x 170 mm

Weight: 735g

     

Google, Chromecast Built-in, Chromecast, and other marks and Logos are a trademark of Google LLC. 
The Google Assistant is not available in certain languages and countries. Requires internet connection. Availability of services varies by country and language. Subscriptions for services may be required. 
Sequences shortened and simulated.

Apple®, AirPlay®, iPad®, iPad Air®, iPad Pro®, iPhone® are trademarks of Apple Inc., registered in the U.S. and other countries.

Use of the Works with Apple badge means that an accessory has been designed to work specifically with the technology identified in the badge and has been certified by the developer to meet Apple 
performance standards.

To control this AirPlay 2–enabled speaker, iOS 11.4 or later is required.

The Wi-Fi CERTIFIED™ Logo is a certification mark of the Wi-Fi Alliance®.

The Bluetooth® word mark and logos are registered trademarks owned by the Bluetooth SIG, Inc. and any use of such marks by HARMAN International Industries, Incorporated is under license. Other 
trademarks and trade names are those of their respective owners.

Торговая марка: JBL

Назначение товара: Активная акустическая система

Изготовитель:  Харман Интернешнл Индастриз Инкорпорейтед, США, 06901 Коннектикут, г.Стэмфорд, Атлантик Стрит 400, офис 1500

Страна происхождения: Китай

Импортер в Россию: OOO “ХАРМАН РУС СиАйЭс“, Россия, 127018, г.Москва, ул. Двинцев, д.12, к. 1

Гарантийный период: 1 год

Информация о сервисных центрах: www.harman.com/ru     тел. +7-800-700-0467

Срок службы: 2 года

Товар сертифицирован 

Дата производства:  Дата изготовления устройства определяется по двум буквенным обозначениям из второй группы символов серийного номера изделия, следующих после 
разделительного знака «-». Кодировка соответствует порядку букв латинского алфавита, начиная с января 2010 года: 000000-MY0000000, где «M» - месяц 
производства (А - январь, B - февраль, C - март и т.д.) и «Y» - год производства (A - 2010, B - 2011, C - 2012 и т.д.).

Используйте устройство только по прямому назначению в соответствии с предоставленной инструкцией. Не пытайтесь самостоятельно вскрывать корпус товара и осуществлять ремонт. В случае 
обнаружения недостатков или дефектов, обращайтесь за гарантийным обслуживанием в соответствии с информацией из гарантийного талона. Особые условия хранения, реализации и (или) 
транспортировки не предусмотрены. Избегайте воздействия экстремальных температур, долговременного воздействия влаги, сильных магнитных полей. Устройство предназначено для работы в 
жилых зонах. Срок годности не ограничен при соблюдении условий хранения. Пожалуйста, не утилизируйте устройства с литий-ионными аккумуляторами вместе с бытовыми отходами. 
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