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APPENDIX 1: Photographs of EUT and SAR test setup 
 

Appendix 1-1: Photograph of Platform: Digital camera (DS126601) and antenna position 
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Appendix 1-2: EUT and support equipment 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Description of EUT and Support Equipment 

No. Item Model number Serial number Manufacturer Remark 

A Wireless Module ES200 2 Canon EUT. 

B Digital Camera DS126601 526 Canon Platform. 

C1 Battery Pack 
(DC 7.2 V, 1800 mAh, 13 Wh (Li-ion)) 

LP-E6 
#15 

Canon Accessory of DS126601 
C2 #23 

D Battery Charger LC-E6 01 Canon Support equipment. 

 
<Platform type of EUT and SAR accessory> 

Platform No. Platform type Model SAR accessory Battery option 
(ES200’s) Platform (1) Digital camera DS126621 none Model: LP-E10, DC 7.4 V, 860 mAh, 6.36 Wh (Li-ion) 
(ES200’s) Platform (2) Digital camera DS126591 none Model: LP-E6, DC 7.2 V, 1800 mAh, 13 Wh (Li-ion) 
(ES200’s) Platform (3) Digital camera DS126601 none Model: LP-E6, DC 7.2 V, 1800 mAh, 13 Wh (Li-ion) 
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Appendix 1-3: Photograph of test setup 
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Appendix 1-3: Photograph of test setup (cont'd) 
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