
Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab  Date: 12/21/2021

GSM 850-H-Body worn

Communication System: UID 0, Generic GPRS(TDMA, GMSK, TN 0-1) (0); Frequency: 848.8 
MHz;Duty Cycle: 1:4.10015
Medium parameters used (interpolated): f = 848.8 MHz; σ = 0.946 S/m; εr = 40.717; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.5℃;Liquid Temperature:22.3℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(10.41, 10.41, 10.41) @ 848.8 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 251/Area Scan (71x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm.
Maximum value of SAR (interpolated) = 0.558 W/kg

Rear/CH 251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 24.25 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.646 W/kg
SAR(1 g) = 0.449 W/kg; SAR(10 g) = 0.328 W/kg.
Maximum value of SAR (measured) = 0.570 W/kg

0 dB = 0.570 W/kg = -2.44 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.1



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab  Date: 12/22/2021

GSM 1900-M-Body worn

Communication System: UID 0, Generic GPRS(TDMA, GMSK, TN 0-1-2) (0); Frequency: 1880 
MHz;Duty Cycle: 1:2.66993
Medium parameters used: f = 1880 MHz; σ = 1.441 S/m; εr = 38.651; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.3℃;Liquid Temperature:22.0℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.55, 8.55, 8.55) @ 1880 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 661/Area Scan (71x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.372 W/kg

Rear/CH 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 7.340 V/m; Power Drift = -0.21 dB
Peak SAR (extrapolated) = 0.434 W/kg
SAR(1 g) = 0.245 W/kg; SAR(10 g) = 0.142 W/kg
Maximum value of SAR (measured) = 0.363 W/kg

0 dB = 0.363 W/kg = -4.40 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.2



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 12/22/2021

WCDMA Band II-H-Body worn

Communication System: UID 0, Generic UMTS (0); Frequency: 1907.6 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 1907.6 MHz; σ = 1.463 S/m; εr = 38.693; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.5℃;Liquid Temperature:22.3℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.55, 8.55, 8.55) @ 1907.6 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 9538/Area Scan (71x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.01 W/kg

Rear/CH 9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 12.07 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 1.16 W/kg
SAR(1 g) = 0.662 W/kg; SAR(10 g) = 0.385 W/kg
Maximum value of SAR (measured) = 0.974 W/kg

0 dB = 0.974 W/kg = -0.11 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.3



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab  Date: 12/20/2021

WCDMA Band IV-H-Body worn

Communication System: UID 0, Generic UMTS (0); Frequency: 1752.6 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 1752.6 MHz; σ = 1.356 S/m; εr = 38.875; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.4℃;Liquid Temperature:22.2℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.88, 8.88, 8.88) @ 1752.6 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 1513/Area Scan (71x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.849 W/kg

Rear/CH 1513/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 12.17 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 1.01 W/kg
SAR(1 g) = 0.585 W/kg; SAR(10 g) = 0.345 W/kg
Maximum value of SAR (measured) = 0.848 W/kg

0 dB = 0.848 W/kg = -0.72 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.4



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab  Date: 12/21/2021

WCDMA Band V-M-Body worn

Communication System: UID 0, Generic UMTS (0); Frequency: 836.6 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.943 S/m; εr = 40.725; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.3℃;Liquid Temperature:22.1℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(10.41, 10.41, 10.41) @ 836.6 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 4183/Area Scan (71x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.905 W/kg

Rear/CH 4183/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 30.69 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 1.03 W/kg
SAR(1 g) = 0.712 W/kg; SAR(10 g) = 0.521 W/kg
Maximum value of SAR (measured) = 0.900 W/kg

0 dB = 0.900 W/kg = -0.46 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.5



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 12/22/2021

LTE Band 2-M-Body worn

Communication System: UID 0, Generic LTE-FDD (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium parameters used: f = 1880 MHz; σ = 1.441 S/m; εr = 38.651; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.6℃;Liquid Temperature:22.4℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.55, 8.55, 8.55) @ 1880 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 18900/Area Scan (71x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.933 W/kg

Rear/CH 18900/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 11.83 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 1.16 W/kg
SAR(1 g) = 0.645 W/kg; SAR(10 g) = 0.360 W/kg
Maximum value of SAR (measured) = 0.961 W/kg

0 dB = 0.961 W/kg = -0.17 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.6



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab  Date: 12/20/2021

LTE Band 4-M-Body woen

Communication System: UID 0, Generic LTE-FDD (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 1732.5 MHz; σ = 1.322 S/m; εr = 38.992; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.7℃;Liquid Temperature:22.3℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.88, 8.88, 8.88) @ 1732.5 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 20175/Area Scan (71x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.623 W/kg

Rear/CH 20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 10.23 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.791 W/kg
SAR(1 g) = 0.463 W/kg; SAR(10 g) = 0.270 W/kg
Maximum value of SAR (measured) = 0.651 W/kg

0 dB = 0.651 W/kg = -1.86 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.7



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab  Date: 12/21/2021

LTE Band 5-M-Body worn

Communication System: UID 0, Generic LTE-FDD (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.943 S/m; εr = 40.725; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.5℃;Liquid Temperature:22.3℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(10.41, 10.41, 10.41) @ 836.5 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 20525/Area Scan (71x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.531 W/kg

Rear/CH 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 23.42 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.605 W/kg
SAR(1 g) = 0.418 W/kg; SAR(10 g) = 0.305 W/kg
Maximum value of SAR (measured) = 0.535 W/kg

0 dB = 0.535 W/kg = -2.72 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.8



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 12/23/2021

LTE Band 7-H-Body worn

Communication System: UID 0, Generic LTE-FDD (0); Frequency: 2560 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2560 MHz; σ = 1.932 S/m; εr = 37.831; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.6℃;Liquid Temperature:22.2℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(7.68, 7.68, 7.68) @ 2560 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 21350/Area Scan (91x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.976 W/kg

Rear/CH 21350/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 3.208 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 1.17 W/kg
SAR(1 g) = 0.599 W/kg; SAR(10 g) = 0.296 W/kg
Maximum value of SAR (measured) = 0.943 W/kg

0 dB = 0.943 W/kg = -0.25 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.9



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab  Date: 12/20/2021

LTE Band 12-M-Body worn

Communication System: UID 0, Generic LTE-FDD (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.907 S/m; εr = 41.094; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.4℃;Liquid Temperature:22.2℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(10.7, 10.7, 10.7) @ 707.5 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 23095/Area Scan (71x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.363 W/kg

Rear/CH 23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 20.35 V/m; Power Drift = 0.20 dB
Peak SAR (extrapolated) = 0.407 W/kg
SAR(1 g) = 0.287 W/kg; SAR(10 g) = 0.212 W/kg
Maximum value of SAR (measured) = 0.361 W/kg

0 dB = 0.361 W/kg = -4.42 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.10



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab  Date: 12/20/2021

LTE Band 13-M-Body worn

Communication System: UID 0, Generic LTE-FDD (0); Frequency: 782 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 782 MHz; σ = 0.91 S/m; εr = 40.806; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.5℃;Liquid Temperature:22.2℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(10.7, 10.7, 10.7) @ 782 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 23230/Area Scan (71x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.366 W/kg

Rear/CH 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 20.48 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 0.413 W/kg
SAR(1 g) = 0.296 W/kg; SAR(10 g) = 0.218 W/kg
Maximum value of SAR (measured) = 0.370 W/kg

0 dB = 0.370 W/kg = -4.32 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.11



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 12/22/2021

LTE Band 25-L-Body worn

Communication System: UID 0, Generic LTE-FDD (0); Frequency: 1860 MHz;Duty Cycle: 1:1
Medium parameters used: f = 1860 MHz; σ = 1.403 S/m; εr = 38.76; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.6℃;Liquid Temperature:22.2℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.55, 8.55, 8.55) @ 1860 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 26140/Area Scan (71x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.595 W/kg

Rear/CH 26140/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 9.518 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.729 W/kg
SAR(1 g) = 0.403 W/kg; SAR(10 g) = 0.228 W/kg
Maximum value of SAR (measured) = 0.612 W/kg

0 dB = 0.612 W/kg = -2.13 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.12



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab  Date: 12/21/2021

LTE Band 26-L-Body worn

Communication System: UID 0, Generic LTE-FDD (0); Frequency: 821.5 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 821.5 MHz; σ = 0.946 S/m; εr = 40.732; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:℃;Liquid Temperature:℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(10.41, 10.41, 10.41) @ 821.5 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 26765/Area Scan (71x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.339 W/kg

Rear/CH 26765/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 18.58 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.381 W/kg
SAR(1 g) = 0.264 W/kg; SAR(10 g) = 0.193 W/kg
Maximum value of SAR (measured) = 0.336 W/kg

0 dB = 0.336 W/kg = -4.74 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.13



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 12/23/2021

Wifi 2.4G-M-Body worn

Communication System: UID 0, Generic WIFI (0); Frequency: 2437 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 2437 MHz; σ = 1.838 S/m; εr = 38.026; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.5℃;Liquid Temperature:22.3℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(7.97, 7.97, 7.97) @ 2437 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 6/Area Scan (91x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0559 W/kg

Rear/CH 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 3.696 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 0.0690 W/kg
SAR(1 g) = 0.033 W/kg; SAR(10 g) = 0.016 W/kg
Maximum value of SAR (measured) = 0.0543 W/kg

0 dB = 0.0543 W/kg = -12.65 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.14



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab  Date: 12/24/2021

Wifi 5G U-NII-1-H-Body worn

Communication System: UID 0, Generic WIFI (0); Frequency: 5240 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5240 MHz; σ = 4.835 S/m; εr = 35.009; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.4℃;Liquid Temperature:22.2℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(5.65, 5.65, 5.65) @ 5240 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 48/Area Scan (101x191x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.173 W/kg

Rear/CH 48/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 2.938 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 0.253 W/kg
SAR(1 g) = 0.074 W/kg; SAR(10 g) = 0.027 W/kg
Maximum value of SAR (measured) = 0.165 W/kg

0 dB = 0.165 W/kg = -7.83 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.15



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab  Date: 12/24/2021

Wifi 5G U-NII-2A-H-Body worn

Communication System: UID 0, Generic WIFI (0); Frequency: 5320 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5320 MHz; σ = 4.913 S/m; εr = 34.523; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.6℃;Liquid Temperature:22.2℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(5.65, 5.65, 5.65) @ 5320 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 64/Area Scan (101x191x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.118 W/kg

Rear/CH 64/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 2.525 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 0.190 W/kg
SAR(1 g) = 0.048 W/kg; SAR(10 g) = 0.018 W/kg
Maximum value of SAR (measured) = 0.111 W/kg

0 dB = 0.111 W/kg = -9.55 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.16



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab  Date: 12/24/2021

Wifi 5G U-NII-2C-L-Body worn

Communication System: UID 0, Generic WIFI (0); Frequency: 5500 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5500 MHz; σ = 4.934 S/m; εr = 34.968; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.3℃;Liquid Temperature:22.0℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(4.95, 4.95, 4.95) @ 5500 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 100/Area Scan (101x191x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.121 W/kg

Rear/CH 100/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 2.107 V/m; Power Drift = -0.09dB
Peak SAR (extrapolated) = 0.220 W/kg
SAR(1 g) = 0.050 W/kg; SAR(10 g) = 0.019 W/kg
Maximum value of SAR (measured) = 0.118 W/kg

0 dB = 0.118 W/kg = -9.28 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.17



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab  Date: 12/24/2021

Wifi 5G U-NII-3-L-Body worn

Communication System: UID 0, Generic WIFI (0); Frequency: 5745 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 5745 MHz; σ = 5.274 S/m; εr = 34.993; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.5℃;Liquid Temperature:22.2℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(4.86, 4.86, 4.86) @ 5745 MHz; Calibrated: 4/9/2021 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 3/23/2021 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 149/Area Scan (101x191x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.215 W/kg

Rear/CH 149/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 1.980 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 0.344 W/kg
SAR(1 g) = 0.091 W/kg; SAR(10 g) = 0.034 W/kg
Maximum value of SAR (measured) = 0.211 W/kg

0 dB = 0.211 W/kg = -6.76 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.18
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