
UNMARKED ANGLES, BENDS
AND INTERSECTIONS 90°

THREADS- EXT. CLASS 2A
INT. CLASS 2B

ANGLES  1°, BENDS  2°
STRAIGHTNESS AND/OR
FLATNESS .005 IN./1 IN.

CONCENTRICITY .010 TIR

DECIMAL:
.X   =  .050 IN.
.XX  =  .030 IN.
.XXX =  .010 IN.

UNSPECIFIED LIMITS OF TOLERANCE

CHG NO

A P P L I C A T I O N SA P P L I C A T I O N S

NEXT ASSY. USED ON

Q T YQ T Y

This  d rawing ,  wr i t ten  descr ip t ion  o r  spec i f i ca t ion

rep resen ts  a  p r i op re ta ry  p roduc t  o f  TELEX,L inco ln ,  

N E . ,  a n d  s h a l l  n o t  b e  r e l e a s e d  n o r  d u p l i c a t e d  

w i t h o u t  t h e  w r i t t e n  p r e m i s s i o n  o f  T E L E X

PART NO.

MACHINED
FINISH:

64

MATERIAL:

DR BY

CHK BY

PROD.

APPD.

DESCRIPTIONDESCRIPTION
DATE

ITEMITEM

TELEX COMMUNICATIONS INC.

SHEET:

DWG. NO.

DISK XX

Lincoln Nebraska U.S.A.

CODE IDENT
57010

SIZE

SCALE:

A

TITLE

X OF X

SPECIFICATIONSPECIFICATION

LTR

REVISIONS

DATE APPDDESCRIPTION

RR

WT-1000 HP SERIAL LABEL

May-30-01

803550

803550

SKETCH

803550.SKF
3-28-02
MARK GUBSER

1" X 1.5"
WHITE LABEL STOCK
# L-466

NOTES:

1. LETTERING IS SUBJECT TO CHANGE DEPENDING FREQUENCY BAND.
    LETTER "A" FOR LOW BAND, LETTER "B" FOR HI BAND.

2.  SN TO START AT 1000 FOR EACH FREQUENCY BAND. 

3.  LINCOLN DESIGN ENGINEERING TO APPROVAL LABEL LAYOUT.

1.500"

1.000"

SEE NOTE 1

SEE NOTE 2Canada 132123146    Made in USA

RTelexTelex

FCC ID: B5DB114

S/N: 01000

A
Canada 132123146    Made in USA

RTelexTelex

FCC ID: B5DB114

S/N: 01000

A

WT-1000 UHF BELTPACK
TRANSMITTER

WT-1000 UHF BELTPACK
TRANSMITTER

HP
HP


