
Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab       Date: 2020/09/02

P27 LTE 5_QPSK10M_Rear 
Face_0mm_Ch20450_1RB_OS0_Holster_w_P-sensor_w_o

DUT: 200518C05 

Communication System: UID 10175 - CAG, LTE-FDD (SC-FDMA, 1 RB, 10 MHz, QPSK); 
Frequency: 829 MHz;Duty Cycle: 1:3.74
Medium: H07T10N2_0902 Medium parameters used: f = 829 MHz; σ = 0.901 S/m; εr = 40.897; ρ = 
1000 kg/m3

Ambient Temperature：23.5℃ ;  Liquid Temperature：23.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3971; ConvF(10.26, 10.26, 10.26) @ 829 MHz; Calibrated: 2020/01/27
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1277; Calibrated: 2020/01/24
- Phantom: Twin SAM Phantom_1822; Type: QD000P40;
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.830 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 31.25 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 0.890 W/kg
SAR(1 g) = 0.641 W/kg; SAR(10 g) = 0.465 W/kg (SAR corrected for target medium)
Smallest distance from peaks to all points 3 dB below = 22.7 mm
Ratio of SAR at M2 to SAR at M1 = 70.6%
Maximum value of SAR (measured) = 0.813 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab       Date: 2020/09/02

P28 LTE 7_QPSK20M_Rear 
Face_0mm_Ch20850_1RB_OS0_Holster_w_P-sensor_w_o

DUT: 200518C05 

Communication System: UID 10169 - CAE, LTE-FDD (SC-FDMA, 1 RB, 20 MHz, QPSK); 
Frequency: 2510 MHz;Duty Cycle: 1:3.74
Medium: H19T27N1_0902 Medium parameters used: f = 2510 MHz; σ = 1.959 S/m; εr = 38.158; ρ 
= 1000 kg/m3

Ambient Temperature：23.5℃ ;  Liquid Temperature：23.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3971; ConvF(7.71, 7.71, 7.71) @ 2510 MHz; Calibrated: 2020/01/27
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1277; Calibrated: 2020/01/24
- Phantom: Twin SAM Phantom_1822; Type: QD000P40;
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x121x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.71 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 30.35 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 2.15 W/kg
SAR(1 g) = 0.966 W/kg; SAR(10 g) = 0.523 W/kg (SAR corrected for target medium)
Smallest distance from peaks to all points 3 dB below = 12.5 mm
Ratio of SAR at M2 to SAR at M1 = 50.7%
Maximum value of SAR (measured) = 1.76 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab       Date: 2020/09/02

P29 LTE 12_QPSK10M_Rear 
Face_0mm_Ch23095_1RB_OS0_Holster_w_P-sensor_w_o

DUT: 200518C05 

Communication System: UID 10175 - CAG, LTE-FDD (SC-FDMA, 1 RB, 10 MHz, QPSK); 
Frequency: 707.5 MHz;Duty Cycle: 1:3.74
Medium: H06T09N2_0902 Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.853 S/m; 
εr = 44.044; ρ = 1000 kg/m3

Ambient Temperature：23.5℃ ;  Liquid Temperature：23.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3971; ConvF(10.6, 10.6, 10.6) @ 707.5 MHz; Calibrated: 2020/01/27
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1277; Calibrated: 2020/01/24
- Phantom: Twin SAM Phantom_1822; Type: QD000P40;
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.556 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 26.76 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.585 W/kg
SAR(1 g) = 0.445 W/kg; SAR(10 g) = 0.311 W/kg (SAR corrected for target medium)
Smallest distance from peaks to all points 3 dB below: Larger than measurement grid
Ratio of SAR at M2 to SAR at M1 = 72.4%
Maximum value of SAR (measured) = 0.539 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab       Date: 2020/09/02

P30 LTE 13_QPSK10M_Rear 
Face_0mm_Ch23230_1RB_OS0_Holster_w_P-sensor_w_o

DUT: 200518C05 

Communication System: UID 10175 - CAG, LTE-FDD (SC-FDMA, 1 RB, 10 MHz, QPSK); 
Frequency: 782 MHz;Duty Cycle: 1:3.74
Medium: H06T09N2_0902 Medium parameters used: f = 782 MHz; σ = 0.924 S/m; εr = 43.074; ρ = 
1000 kg/m3

Ambient Temperature：23.5℃ ;  Liquid Temperature：23.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3971; ConvF(10.6, 10.6, 10.6) @ 782 MHz; Calibrated: 2020/01/27
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1277; Calibrated: 2020/01/24
- Phantom: Twin SAM Phantom_1822; Type: QD000P40;
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.426 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 22.50 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.460 W/kg
SAR(1 g) = 0.328 W/kg; SAR(10 g) = 0.233 W/kg (SAR corrected for target medium)
Smallest distance from peaks to all points 3 dB below: Larger than measurement grid
Ratio of SAR at M2 to SAR at M1 = 71.6%
Maximum value of SAR (measured) = 0.423 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab       Date: 2020/09/02

P31 LTE 14_QPSK10M_Rear 
Face_0mm_Ch23330_1RB_OS0_Holster_w_P-sensor_w_o

DUT: 200518C05 

Communication System: UID 10175 - CAG, LTE-FDD (SC-FDMA, 1 RB, 10 MHz, QPSK); 
Frequency: 793 MHz;Duty Cycle: 1:3.74
Medium: H06T09N2_0902 Medium parameters used: f = 793 MHz; σ = 0.935 S/m; εr = 42.934; ρ = 
1000 kg/m3

Ambient Temperature：23.5℃ ;  Liquid Temperature：23.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3971; ConvF(10.6, 10.6, 10.6) @ 793 MHz; Calibrated: 2020/01/27
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1277; Calibrated: 2020/01/24
- Phantom: Twin SAM Phantom_1822; Type: QD000P40;
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.462 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 23.26 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.499 W/kg
SAR(1 g) = 0.351 W/kg; SAR(10 g) = 0.252 W/kg (SAR corrected for target medium)
Smallest distance from peaks to all points 3 dB below: Larger than measurement grid
Ratio of SAR at M2 to SAR at M1 = 70.9%
Maximum value of SAR (measured) = 0.460 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab       Date: 2020/09/02

P32 LTE 25_QPSK20M_Rear 
Face_0mm_Ch26140_1RB_OS0_Holster_w_P-sensor_w_o

DUT: 200518C05 

Communication System: UID 10169 - CAE, LTE-FDD (SC-FDMA, 1 RB, 20 MHz, QPSK); 
Frequency: 1860 MHz;Duty Cycle: 1:3.74
Medium: H16T20N1_0902 Medium parameters used: f = 1860 MHz; σ = 1.419 S/m; εr = 38.561; ρ 
= 1000 kg/m3

Ambient Temperature：23.5℃ ;  Liquid Temperature：23.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3971; ConvF(8.54, 8.54, 8.54) @ 1860 MHz; Calibrated: 2020/01/27
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1277; Calibrated: 2020/01/24
- Phantom: Twin SAM Phantom_1822; Type: QD000P40;
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.783 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 23.21 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 0.873 W/kg
SAR(1 g) = 0.548 W/kg; SAR(10 g) = 0.332 W/kg (SAR corrected for target medium)
Smallest distance from peaks to all points 3 dB below = 18.7 mm
Ratio of SAR at M2 to SAR at M1 = 63.5%
Maximum value of SAR (measured) = 0.769 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab       Date: 2020/09/02

P33 LTE 26_QPSK15M_Rear 
Face_0mm_Ch26765_1RB_OS0_Holster_w_P-sensor_w_o

DUT: 200518C05 

Communication System: UID 10181 - CAE, LTE-FDD (SC-FDMA, 1 RB, 15 MHz, QPSK); 
Frequency: 821.5 MHz;Duty Cycle: 1:3.74
Medium: H07T10N2_0902 Medium parameters used (interpolated): f = 821.5 MHz; σ = 0.894 S/m; 
εr = 41.005; ρ = 1000 kg/m3

Ambient Temperature：23.5℃ ;  Liquid Temperature：23.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3971; ConvF(10.26, 10.26, 10.26) @ 821.5 MHz; Calibrated: 2020/01/27
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1277; Calibrated: 2020/01/24
- Phantom: Twin SAM Phantom_1822; Type: QD000P40;
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.705 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 29.13 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 0.759 W/kg
SAR(1 g) = 0.556 W/kg; SAR(10 g) = 0.402 W/kg (SAR corrected for target medium)
Smallest distance from peaks to all points 3 dB below = 22.7 mm
Ratio of SAR at M2 to SAR at M1 = 71.1%
Maximum value of SAR (measured) = 0.697 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab     Date: 2020/09/02

P34 LTE 30_QPSK10M_Rear 
Face_0mm_Ch27710_1RB_OS0_Holster_w_P-sensor_w_o

DUT: 200518C05 

Communication System: UID 10175 - CAG, LTE-FDD (SC-FDMA, 1 RB, 10 MHz, QPSK); 
Frequency: 2310 MHz;Duty Cycle: 1:3.74
Medium: H19T27N1_0902 Medium parameters used: f = 2310 MHz; σ = 1.728 S/m; εr = 38.3; ρ = 
1000 kg/m3

Ambient Temperature：23.8 ℃ ;  Liquid Temperature：23.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3971; ConvF(8.06, 8.06, 8.06) @ 2310 MHz; Calibrated: 2020/1/27
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1277; Calibrated: 2020/1/24
- Phantom: SAM Phantom_1982; Type: QD 000 P41 Ax;
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x121x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.09 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 25.42 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 1.32 W/kg
SAR(1 g) = 0.716 W/kg; SAR(10 g) = 0.425 W/kg (SAR corrected for target medium)
Smallest distance from peaks to all points 3 dB below = 13.4 mm
Ratio of SAR at M2 to SAR at M1 = 56.6%
Maximum value of SAR (measured) = 1.09 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab       Date: 2020/09/02

P35 LTE 38_QPSK20M_Rear 
Face_0mm_Ch37850_1RB_OS0_Holster_w_P-sensor_w_o

DUT: 200518C05 

Communication System: UID 10172 - CAG, LTE-TDD (SC-FDMA, 1 RB, 20 MHz, QPSK); 
Frequency: 2580 MHz;Duty Cycle: 1:8.33
Medium: H19T27N1_0902 Medium parameters used: f = 2580 MHz; σ = 2.029 S/m; εr = 37.865; ρ 
= 1000 kg/m3

Ambient Temperature：23.5℃ ;  Liquid Temperature：23.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3971; ConvF(7.71, 7.71, 7.71) @ 2580 MHz; Calibrated: 2020/01/27
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1277; Calibrated: 2020/01/24
- Phantom: Twin SAM Phantom_1822; Type: QD000P40;
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x121x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.04 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 22.03 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 1.20 W/kg
SAR(1 g) = 0.591 W/kg; SAR(10 g) = 0.306 W/kg (SAR corrected for target medium)
Smallest distance from peaks to all points 3 dB below = 11.7 mm
Ratio of SAR at M2 to SAR at M1 = 50.9%
Maximum value of SAR (measured) = 0.971 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab     Date: 2020/09/02

P36 LTE 40_QPSK20M_Rear 
Face_0mm_Ch39550_1RB_OS0_Holster_w_P-sensor_w_o

DUT: 200518C05 

Communication System: UID 10172 - CAG, LTE-TDD (SC-FDMA, 1 RB, 20 MHz, QPSK); 
Frequency: 2390 MHz;Duty Cycle: 1:8.33
Medium: H19T27N1_0902 Medium parameters used (interpolated): f = 2390 MHz; σ = 1.802 S/m; εr

= 38.025; ρ = 1000 kg/m3

Ambient Temperature：23.8 ℃ ;  Liquid Temperature：23.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3971; ConvF(8.06, 8.06, 8.06) @ 2390 MHz; Calibrated: 2020/1/27
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1277; Calibrated: 2020/1/24
- Phantom: SAM Phantom_1982; Type: QD 000 P41 Ax;
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x121x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.20 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 25.13 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 1.40 W/kg
SAR(1 g) = 0.759 W/kg; SAR(10 g) = 0.457 W/kg (SAR corrected for target medium)
Smallest distance from peaks to all points 3 dB below = 13.6 mm
Ratio of SAR at M2 to SAR at M1 = 55.3%
Maximum value of SAR (measured) = 1.17 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab       Date: 2020/09/02

P37 LTE 66_QPSK20M_Rear 
Face_0mm_Ch132072_1RB_OS0_Holster_w_P-sensor_w_o

DUT: 200518C05 

Communication System: UID 10169 - CAE, LTE-FDD (SC-FDMA, 1 RB, 20 MHz, QPSK); 
Frequency: 1720 MHz;Duty Cycle: 1:3.74
Medium: H16T20N1_0902 Medium parameters used: f = 1720 MHz; σ = 1.297 S/m; εr = 39.117; ρ 
= 1000 kg/m3

Ambient Temperature：23.5℃ ;  Liquid Temperature：23.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3971; ConvF(8.73, 8.73, 8.73) @ 1720 MHz; Calibrated: 2020/01/27
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1277; Calibrated: 2020/01/24
- Phantom: Twin SAM Phantom_1822; Type: QD000P40;
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.06 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 27.94 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 1.20 W/kg
SAR(1 g) = 0.782 W/kg; SAR(10 g) = 0.478 W/kg (SAR corrected for target medium)
Smallest distance from peaks to all points 3 dB below = 19.5 mm
Ratio of SAR at M2 to SAR at M1 = 64.1%
Maximum value of SAR (measured) = 1.05 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab       Date: 2020/09/02

P38 WLAN2.4G_802.11b_Rear Face_0mm_Ch1_Holster_w

DUT: 200518C05 

Communication System: UID 10012 - CAB, IEEE 802.11b WiFi 2.4 GHz (DSSS, 1 Mbps); 
Frequency: 2412 MHz;Duty Cycle: 1:1.01
Medium: H19T27N3_0902 Medium parameters used: f = 2412 MHz; σ = 1.834 S/m; εr = 38.16; ρ = 
1000 kg/m3

Ambient Temperature：23.5℃ ;  Liquid Temperature：23.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7537; ConvF(7.4, 7.4, 7.4) @ 2412 MHz; Calibrated: 2020/05/29
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn393; Calibrated: 2019/10/16
- Phantom: Twin SAM Phantom_1822; Type: QD000P40;
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (71x111x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.244 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 11.93 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.314 W/kg
SAR(1 g) = 0.172 W/kg; SAR(10 g) = 0.094 W/kg (SAR corrected for target medium)
Smallest distance from peaks to all points 3 dB below = 11.2 mm
Ratio of SAR at M2 to SAR at M1 = 58.8%
Maximum value of SAR (measured) = 0.265 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab       Date: 2020/09/02

P39 WLAN5.3G_802.11ac VHT80_Rear Face_0mm_Ch58_Holster_w

DUT: 200518C05 

Communication System: UID 10626 - AAB, IEEE 802.11ac WiFi (80MHz, MCS0, 90pc duty 
cycle); Frequency: 5290 MHz;Duty Cycle: 1:1.06
Medium: H34T60N1_0902 Medium parameters used (interpolated): f = 5290 MHz; σ = 4.775 S/m; 
εr = 36.932; ρ = 1000 kg/m3

Ambient Temperature：23.5℃ ;  Liquid Temperature：23.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7537; ConvF(5.35, 5.35, 5.35) @ 5290 MHz; Calibrated: 2020/05/29
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn393; Calibrated: 2019/10/16
- Phantom: Twin SAM Phantom_1822; Type: QD000P40;
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (111x141x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.523 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 11.12 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.731 W/kg
SAR(1 g) = 0.238 W/kg; SAR(10 g) = 0.106 W/kg (SAR corrected for target medium)
Smallest distance from peaks to all points 3 dB below = 13.4 mm
Ratio of SAR at M2 to SAR at M1 = 68.7%
Maximum value of SAR (measured) = 0.501 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab       Date: 2020/09/02

P40 WLAN5.6G_802.11ac VHT80_Rear Face_0mm_Ch138_Holster_w

DUT: 200518C05 

Communication System: UID 10626 - AAB, IEEE 802.11ac WiFi (80MHz, MCS0, 90pc duty 
cycle); Frequency: 5690 MHz;Duty Cycle: 1:1.06
Medium: H34T60N1_0902 Medium parameters used (interpolated): f = 5690 MHz; σ = 5.185 S/m; 
εr = 36.371; ρ = 1000 kg/m3

Ambient Temperature：23.5℃ ;  Liquid Temperature：23.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7537; ConvF(4.95, 4.95, 4.95) @ 5690 MHz; Calibrated: 2020/05/29
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn393; Calibrated: 2019/10/16
- Phantom: Twin SAM Phantom_1822; Type: QD000P40; 
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Area Scan (111x141x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.329 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 7.641 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 0.752 W/kg
SAR(1 g) = 0.107 W/kg; SAR(10 g) = 0.035 W/kg (SAR corrected for target medium)
Smallest distance from peaks to all points 3 dB below = 9.1 mm
Ratio of SAR at M2 to SAR at M1 = 64%
Maximum value of SAR (measured) = 0.302 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab       Date: 2020/09/02

P41 WLAN5.8G_802.11ac VHT80_Rear Face_0mm_Ch155_Holster_w

DUT: 200518C05 

Communication System: UID 10626 - AAB, IEEE 802.11ac WiFi (80MHz, MCS0, 90pc duty 
cycle); Frequency: 5775 MHz;Duty Cycle: 1:1.06
Medium: H34T60N1_0902 Medium parameters used: f = 5775 MHz; σ = 5.274 S/m; εr = 36.261; ρ 
= 1000 kg/m3

Ambient Temperature：23.5℃ ;  Liquid Temperature：23.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7537; ConvF(4.95, 4.95, 4.95) @ 5775 MHz; Calibrated: 2020/05/29
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn393; Calibrated: 2019/10/16
- Phantom: Twin SAM Phantom_1822; Type: QD000P40;
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (111x141x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.350 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 8.066 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.522 W/kg
SAR(1 g) = 0.134 W/kg; SAR(10 g) = 0.050 W/kg (SAR corrected for target medium)
Smallest distance from peaks to all points 3 dB below = 10 mm
Ratio of SAR at M2 to SAR at M1 = 64.9%
Maximum value of SAR (measured) = 0.306 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab       Date: 2020/09/02

P42 BT_BDR_Rear Face_0mm_Ch0_Holster_w

DUT: 200518C05 

Communication System: UID 10032 - CAA, IEEE 802.15.1 Bluetooth (GFSK, DH5); Frequency: 
2402 MHz;Duty Cycle: 1:1.3
Medium: H19T27N3_0902 Medium parameters used (interpolated): f = 2402 MHz; σ = 1.823 S/m; 
εr = 38.188; ρ = 1000 kg/m3

Ambient Temperature：23.5℃ ;  Liquid Temperature：23.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7537; ConvF(7.4, 7.4, 7.4) @ 2402 MHz; Calibrated: 2020/05/29
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn393; Calibrated: 2019/10/16
- Phantom: Twin SAM Phantom_1822; Type: QD000P40;
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x111x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0644 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 5.072 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.0620 W/kg
SAR(1 g) = 0.034 W/kg; SAR(10 g) = 0.016 W/kg (SAR corrected for target medium)
Smallest distance from peaks to all points 3 dB below: Larger than measurement grid
Ratio of SAR at M2 to SAR at M1 = 58.6%
Maximum value of SAR (measured) = 0.0519 W/kg
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Appendix C. Calibration Certificate for Probe and Dipole 
 

The SPEAG calibration certificates are shown as follows. 

 

  






















































































