
Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/30 

#01_WCDMA II_RMC 12.2Kbps_Edge 1_0mm_Ch9400

Communication System: WCDMA; Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_200930 Medium parameters used: f = 1880 MHz; σ = 1.435 S/m; εr = 40.293; 

ρ = 1000 kg/m3

23.3 22.3 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(4.74, 4.74, 4.74) @ 1880 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.35 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 19.29 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 2.15 W/kg
SAR(1 g) = 0.992 W/kg; SAR(10 g) = 0.419 W/kg
Maximum value of SAR (measured) = 1.40 W/kg

0 dB = 1.40 W/kg = 1.46 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/30 

#02_WCDMA IV_RMC 12.2Kbps_Edge 1_0mm_Ch1513

Communication System: WCDMA; Frequency: 1752.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750_200930 Medium parameters used: f = 1753 MHz; σ = 1.375 S/m; εr = 39.758; 

ρ = 1000 kg/m3

23.3 22.3 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(4.95, 4.95, 4.95) @ 1752.6 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.13 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 23.70 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 1.86 W/kg
SAR(1 g) = 0.860 W/kg; SAR(10 g) = 0.375 W/kg
Maximum value of SAR (measured) = 1.24 W/kg

0 dB = 1.24 W/kg = 0.93 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/30 

#03_WCDMA V_RMC 12.2Kbps_Edge 1_0mm_Ch4233

Communication System: WCDMA; Frequency: 846.6 MHz;Duty Cycle: 1:1
Medium: HSL_850_200930 Medium parameters used: f = 847 MHz; σ = 0.888 S/m; εr = 42.396; ρ 

= 1000 kg/m3

23.3 22.3 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(5.77, 5.77, 5.77) @ 846.6 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.26 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 34.73 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 3.09 W/kg
SAR(1 g) = 0.986 W/kg; SAR(10 g) = 0.428 W/kg
Maximum value of SAR (measured) = 1.48 W/kg

0 dB = 1.48 W/kg = 1.70 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/28 

#04_LTE Band 2_20M_QPSK_1_0_Edge 1_0mm_Ch18700

Communication System: LTE; Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: HSL_1900_200928 Medium parameters used: f = 1860 MHz; σ = 1.385 S/m; εr = 40.76; ρ 

= 1000 kg/m3

23.4 22.4 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(4.74, 4.74, 4.74) @ 1860 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.29 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 30.82 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 1.93 W/kg
SAR(1 g) = 0.953 W/kg; SAR(10 g) = 0.437 W/kg
Maximum value of SAR (measured) = 1.28 W/kg

0 dB = 1.28 W/kg = 1.07 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/30

#05_LTE Band 5_10M_QPSK_50_0_Edge 1_0mm_Ch20525

 

Communication System: LTE; Frequency: 836.5 MHz;Duty Cycle: 1:1
 Medium: HSL_850_200930 Medium parameters used: f = 836.5 MHz; σ = 0.878 S/m; εr = 42.523; ρ = 1000

kg/m3 
 Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
 - Probe: ES3DV3 - SN3071; ConvF(5.77, 5.77, 5.77) @ 836.5 MHz; Calibrated: 2019/12/18

 - Sensor-Surface: 3mm (Mechanical Surface Detection)
 - Electronics: DAE4 Sn916; Calibrated: 2019/12/17

 - Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
 - Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
 Maximum value of SAR (interpolated) = 1.64 W/kg

 
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

 Reference Value = 24.57 V/m; Power Drift = -0.08 dB
 Peak SAR (extrapolated) = 3.05 W/kg

 SAR(1 g) = 1.02 W/kg; SAR(10 g) = 0.430 W/kg
 Maximum value of SAR (measured) = 1.40 W/kg

0 dB = 1.40 W/kg = 1.46 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/28 

#06_LTE Band 7_20M_QPSK_1_0_Bottom of Laptop_0mm_Ch21100

Communication System: LTE; Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600_200928 Medium parameters used : f = 2535 MHz; σ = 1.945 S/m; εr = 38.405; 

ρ = 1000 kg/m3

23.4 22.4 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(4.2, 4.2, 4.2) @ 2535 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (71x151x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.22 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 18.49 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 1.79 W/kg
SAR(1 g) = 0.928 W/kg; SAR(10 g) = 0.475 W/kg
Maximum value of SAR (measured) = 1.17 W/kg

0 dB = 1.17 W/kg = 0.68 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/10/8 

#07_LTE Band 12_10M_QPSK_1_49_Edge 1_0mm_Ch23095

Communication System: LTE ; Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_201008 Medium parameters used: f = 707.5 MHz; σ = 0.863 S/m; εr = 41.469; 

ρ = 1000 kg/m3

23.7 22.7 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(5.9, 5.9, 5.9) @ 707.5 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.974 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 29.09 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 2.88 W/kg
SAR(1 g) = 0.937 W/kg; SAR(10 g) = 0.407 W/kg
Maximum value of SAR (measured) = 1.41 W/kg

0 dB = 1.41 W/kg = 1.49 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/10/8 

#08_LTE Band 13_10M_QPSK_50_0_Edge 1_0mm_Ch23230

Communication System: LTE; Frequency: 782 MHz;Duty Cycle: 1:1
Medium: HSL_750_201008 Medium parameters used: f = 782 MHz; σ = 0.933 S/m; εr = 40.511; ρ 

= 1000 kg/m3

23.7 22.7 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(5.9, 5.9, 5.9) @ 782 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.01 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 28.94 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 2.87 W/kg
SAR(1 g) = 0.954 W/kg; SAR(10 g) = 0.401 W/kg
Maximum value of SAR (measured) = 1.35 W/kg

0 dB = 1.35 W/kg = 1.30 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/10/8 

#09_LTE Band 14_10M_QPSK_1_0_Edge 1_0mm_Ch23330

Communication System: LTE; Frequency: 793 MHz;Duty Cycle: 1:1
Medium: HSL_750_201008 Medium parameters used: f = 793 MHz; σ = 0.943 S/m; εr = 40.375; ρ 

= 1000 kg/m3

23.7 22.7 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(5.9, 5.9, 5.9) @ 793 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.991 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 28.99 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 2.96 W/kg
SAR(1 g) = 0.938 W/kg; SAR(10 g) = 0.394 W/kg
Maximum value of SAR (measured) = 1.42 W/kg

0 dB = 1.42 W/kg = 1.52 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/10/7 

#10_LTE Band 25_20M_QPSK_1_0_Edge 1_0mm_Ch26140

Communication System: LTE ; Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: HSL_1900_201007 Medium parameters used: f = 1860 MHz; σ = 1.371 S/m; εr = 40.84; ρ 

= 1000 kg/m3

23.2 22.2 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(4.74, 4.74, 4.74) @ 1860 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.973 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 19.57 V/m; Power Drift = -0.19 dB
Peak SAR (extrapolated) = 1.77 W/kg
SAR(1 g) = 0.730 W/kg; SAR(10 g) = 0.307 W/kg
Maximum value of SAR (measured) = 1.05 W/kg

0 dB = 1.05 W/kg = 0.21 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/30 

#11_LTE Band 26_15M_QPSK_75_0_Edge 1_0mm_Ch26865

Communication System: LTE; Frequency: 831.5 MHz;Duty Cycle: 1:1
Medium: HSL_850_200930 Medium parameters used: f = 831.5 MHz; σ = 0.874 S/m; εr = 42.59; ρ 

= 1000 kg/m3

23.3 22.3 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(5.77, 5.77, 5.77) @ 831.5 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.63 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 24.55 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 3.03 W/kg
SAR(1 g) = 1.01 W/kg; SAR(10 g) = 0.427 W/kg
Maximum value of SAR (measured) = 1.39 W/kg

0 dB = 1.39 W/kg = 1.43 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/10/7 

#12_LTE Band 30_10M_QPSK_50_0_Edge 1_0mm_Ch27710

Communication System: LTE ; Frequency: 2310 MHz;Duty Cycle: 1:1
Medium: HSL_2300_201007 Medium parameters used: f = 2310 MHz; σ = 1.662 S/m; εr = 39.589;

3ρ = 1000 kg/m
23.2 22.2

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(4.53, 4.53, 4.53) @ 2310 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Area Scan (71x151x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.45 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 16.40 V/m; Power Drift = -0.16 dB
Peak SAR (extrapolated) = 2.16 W/kg
SAR(1 g) = 0.885 W/kg; SAR(10 g) = 0.332 W/kg
Maximum value of SAR (measured) = 1.30 W/kg

0 dB = 1.30 W/kg = 1.14 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/27 

#13_LTE Band 66_20M_QPSK_1_0_Edge 1_0mm_Ch132322

Communication System: LTE; Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750_200927 Medium parameters used: f = 1745 MHz; σ = 1.372 S/m; εr = 41.609;

ρ = 1000 kg/m3

23.7 22.7 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(4.95, 4.95, 4.95) @ 1745 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.12 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 27.19 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 1.71 W/kg
SAR(1 g) = 0.880 W/kg; SAR(10 g) = 0.426 W/kg
Maximum value of SAR (measured) = 1.06 W/kg

0 dB = 1.06 W/kg = 0.25 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/10/3 

#14_LTE Band 41_20M_QPSK_50_24_Edge 1_0mm_Ch41055

Communication System: LTE; Frequency: 2636.5 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600_201003 Medium parameters used: f = 2636.5 MHz; σ = 2.057 S/m; εr = 

38.066; ρ = 1000 kg/m3

23.3 22.3 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(4.2, 4.2, 4.2) @ 2636.5 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (71x151x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.27 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 12.02 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 2.35 W/kg
SAR(1 g) = 0.880 W/kg; SAR(10 g) = 0.299 W/kg
Maximum value of SAR (measured) = 1.26 W/kg

0 dB = 1.26 W/kg = 1.00 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/10/6

#15_LTE Band 42_20M_QPSK_50_0_Bottom of Laptop_0mm_Ch43490

 

Communication System: LTE; Frequency: 3590 MHz;Duty Cycle: 1:1.59
Medium: HSL_3500_201006 Medium parameters used: f = 3590 MHz; σ = 3.046 S/m; εr = 38.256; ρ = 1000
kg/m3 
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7590; ConvF(7.18, 7.18, 7.18) @ 3590 MHz; Calibrated: 2020/4/14
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn915; Calibrated: 2020/6/22
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Area Scan (71x151x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.61 W/kg

Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 14.17 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 2.27 W/kg
SAR(1 g) = 0.805 W/kg; SAR(10 g) = 0.291 W/kg
Maximum value of SAR (measured) = 1.59 W/kg

0 dB = 1.59 W/kg = 2.01 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/10/6

#16_LTE Band 48_20M_QPSK_50_0_Bottom of Laptop_0mm_Ch56150

 

Communication System: LTE; Frequency: 3641 MHz;Duty Cycle: 1:1.59
Medium: HSL_3700_201006 Medium parameters used : f = 3641 MHz; σ = 3.085 S/m; εr = 38.187; ρ =
1000 kg/m3 
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7590; ConvF(7.04, 7.04, 7.04) @ 3641 MHz; Calibrated: 2020/4/14
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn915; Calibrated: 2020/6/22
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Area Scan (71x151x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.76 W/kg

Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 13.82 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 2.22 W/kg
SAR(1 g) = 0.795 W/kg; SAR(10 g) = 0.285 W/kg
Maximum value of SAR (measured) = 1.58 W/kg

0 dB = 1.58 W/kg = 1.99 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/28 

#17_FR1 N2_20M_BPSK_1_53_Edge 1_0mm_Ch372000

Communication System: FR1; Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: HSL_1900_200928 Medium parameters used: f = 1860 MHz; σ = 1.385 S/m; εr = 40.76; ρ 
= 1000 kg/m3

23.4 22.4 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(4.74, 4.74, 4.74) @ 1860 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.31 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 30.08 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 1.85 W/kg
SAR(1 g) = 0.941 W/kg; SAR(10 g) = 0.438 W/kg
Maximum value of SAR (measured) = 1.24 W/kg

0 dB = 1.24 W/kg = 0.93 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/26 

#18_FR1 N5_20M_BPSK_1_53_Edge 1_0mm_Ch167300

Communication System: FR1; Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_850_200926 Medium parameters used: f = 836.5 MHz; σ = 0.88 S/m; εr = 42.565; ρ 
= 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(5.77, 5.77, 5.77) @ 836.5 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.38 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 26.30 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 2.62 W/kg
SAR(1 g) = 0.813 W/kg; SAR(10 g) = 0.348 W/kg
Maximum value of SAR (measured) = 1.23 W/kg

0 dB = 1.23 W/kg = 0.90 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/28 

#19_FR1 N7_20M_BPSK_1_53_Bottom of Laptop_0mm_Ch512000

Communication System: FR1; Frequency: 2560 MHz;Duty Cycle: 1:1
Medium: HSL_2600_200928 Medium parameters used: f = 2560 MHz; σ = 1.971 S/m; εr = 38.245;

ρ = 1000 kg/m3

23.4 22.4 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(4.2, 4.2, 4.2) @ 2560 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (71x151x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.28 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 25.02 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 1.89 W/kg
SAR(1 g) = 0.977 W/kg; SAR(10 g) = 0.497 W/kg
Maximum value of SAR (measured) = 1.23 W/kg

0 dB = 1.23 W/kg = 0.90 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/26 

#20_FR1 N12_15M_BPSK_1_1_Edge 1_0mm_Ch141500

Communication System: FR1; Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_200926 Medium parameters used: f = 707.5 MHz; σ = 0.873 S/m; εr = 41.656;

ρ = 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(5.9, 5.9, 5.9) @ 707.5 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.33 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 26.63 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 2.66 W/kg
SAR(1 g) = 0.851 W/kg; SAR(10 g) = 0.374 W/kg
Maximum value of SAR (measured) = 1.25 W/kg

0 dB = 1.25 W/kg = 0.97 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/28 

#21_FR1 N41_100M_BPSK_135_69_Bottom of Laptop_0mm_Ch518598

Communication System: FR1; Frequency: 2592.99 MHz;Duty Cycle: 1:1
Medium: HSL_2600_200928 Medium parameters used: f = 2592.99 MHz; σ = 2 S/m; εr = 38.189; ρ 
= 1000 kg/m3

23.4 22.4 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(4.2, 4.2, 4.2) @ 2592.99 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (71x151x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.11 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 23.28 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 1.61 W/kg
SAR(1 g) = 0.819 W/kg; SAR(10 g) = 0.413 W/kg
Maximum value of SAR (measured) = 1.05 W/kg

0 dB = 1.05 W/kg = 0.21 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/26 

#22_FR1 N66_20M_BPSK_1_1_Edge 1_0mm_Ch354000

Communication System: FR1; Frequency: 1770 MHz;Duty Cycle: 1:1
Medium: HSL_1750_200926 Medium parameters used: f = 1770 MHz; σ = 1.387 S/m; εr = 41.445;

ρ = 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3071; ConvF(4.95, 4.95, 4.95) @ 1770 MHz; Calibrated: 2019/12/18
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn916; Calibrated: 2019/12/17
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.33 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 23.50 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 2.07 W/kg
SAR(1 g) = 0.925 W/kg; SAR(10 g) = 0.390 W/kg
Maximum value of SAR (measured) = 1.37 W/kg

0 dB = 1.37 W/kg = 1.37 dBW/kg
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